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Warranty

NTN warrants, to the original purchaser only, that the delivered product which is the subject of this sale (a)
will conform to drawings and specifications mutually established in writing as applicable to the contract, and (b)
be free from defects in material or fabrication.  The duration of this warranty is one year from date of delivery.
If the buyer discovers within this period a failure of the product to conform to drawings or specifications, or a
defect in material or fabrication, it must promptly notify NTN in writing.  In no event shall such notification be
received by NTN later than 13 months from the date of delivery.  Within a reasonable time after such
notification, NTN will, at its option, (a) correct any failure of the product to conform to drawings, specifications
or any defect in material or workmanship, with either replacement or repair of the product, or (b) refund, in part
or in whole, the purchase price.  Such replacement and repair, excluding charges for labor, is at NTN's
expense.  All warranty service will be performed at service centers designated by NTN.  These remedies are
the purchaser's exclusive remedies for breach of warranty. 

NTN does not warrant (a) any product, components or parts not manufactured by NTN, (b) defects caused
by failure to provide a suitable installation environment for the product, (c) damage caused by use of the
product for purposes other than those for which it was designed, (d) damage caused by disasters such as fire,
flood, wind, and lightning, (e) damage caused by unauthorized attachments or modification, (f) damage during
shipment, or (g) any other abuse or misuse by the purchaser.

THE FOREGOING WARRANTIES ARE IN LIEU OF ALL OTHER WARRANTIES, EXPRESS OR IMPLIED,
INCLUDING BUT NOT LIMITED TO THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS
FOR A PARTICULAR PURPOSE.

In no case shall NTN be liable for any special, incidental, or consequential damages based upon breach of
warranty, breach of contract, negligence, strict tort, or any other legal theory,and in no case shall total liability
of NTN exceed the purchase price of the part upon which such liability is based.  Such damages include, but
are not limited to, loss of profits, loss of savings or revenue, loss of use of the product or any associated
equipment, cost of capital, cost of any substitute equipment, facilities or services, downtime, the claims of third
parties including customers, and injury to property.  Some states do not allow limits on warranties, or on
remedies for breach in certain transactions.  In such states, the limits in this paragraph and in paragraph (2)
shall apply to the extent allowable under case law and statutes in such states.

Any action for breach of warranty or any other legal theory must be commenced within 15 months following
delivery of the goods.

Unless modified in a writing signed by both parties, this agreement is understood to be the complete and
exclusive agreement between the parties, superceding all prior agreements, oral or written, and all other
communications between the parties relating to the subject matter of this agreement.  No employee of NTN or
any other party is authorized to make any warranty in addition to those made in this agreement.

This agreement allocates the risks of product failure between NTN and the  purchaser.  This allocation is
recognized by both parties and is reflected in the price of the goods.  The purchaser acknowledges that it has
read this agreement, understands it, and is bound by its terms.

© NTN Corporation. 2019
Although care has been taken to assure the accuracy of the data compiled in this catalog, NTN does not
assume any liability to any company or person for errors or omissions.
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7805C 25 37 7 0.3 0.15 5.05 3.85 515 390 1.04 106 16.2 27 100 36 100

7806C 30 42 7 0.3 0.15 5.35 4.50 545 460 1.20 122 16.5 23 300 31 100

7807C 35 47 7 0.3 0.15 5.80 5.25 590 535 1.41 144 16.4 20 500 27 300

7808C 40 52 7 0.3 0.15 6.05 5.75 615 585 1.57 160 16.2 18 300 24 300

7809C 45 58 7 0.3 0.15 6.25 6.25 640 640 1.73 176 16.0 16 300 21 700

7810C 50 65 7 0.3 0.15 7.90 8.05 805 820 2.31 236 16.1 14 600 19 500

7811C 55 72 9 0.3 0.15 13.1 12.7 1 330 1 300 5.55 565 16.4 13 200 17 600

7812C 60 78 10 0.3 0.15 13.4 13.6 1 370 1 390 6.00 610 16.3 12 200 16 200

7813C 65 85 10 0.6 0.3 14.1 14.9 1 440 1 520 5.30 540 16.2 11 200 14 900

7814C 70 90 10 0.6 0.3 14.5 15.8 1 470 1 610 7.10 720 16.1 10 500 14 000

7815C 75 95 10 0.6 0.3 14.8 16.7 1 510 1 700 6.00 615 16.0 9 900 13 200

7816C 80 100 10 0.6 0.3 15.1 17.6 1 540 1 790 7.95 810 15.9 9 300 12 400

7817C 85 110 13 1 0.6 22.1 24.7 2 250 2 520 10.7 1 090 16.1 8 600 11 500

7818C 90 115 13 1 0.6 22.7 26.1 2 320 2 670 10.5 1 070 16.1 8 200 10 900

7819C 95 120 13 1 0.6 23.4 27.6 2 380 2 820 12.1 1 240 16.0 7 800 10 400

7820C 100 125 13 1 0.6 23.5 28.3 2 400 2 890 12.5 1 270 16.0 7 500 10 000

7821C 105 130 13 1 0.6 24.1 29.8 2 460 3 050 13.2 1 340 15.9 7 100 9 500

7822C 110 140 16 1 0.6 34.5 42.5 3 550 4 350 21.0 2 140 16.1 6 700 9 000

7824C 120 150 16 1 0.6 35.0 44.5 3 600 4 550 22.1 2 260 16.0 6 200 8 300

7826C 130 165 18 1.1 0.6 47.0 59.5 4 750 6 050 28.4 2 900 16.1 5 700 7 600

7828C 140 175 18 1.1 0.6 47.5 62.5 4 850 6 350 30.0 3 050 16.0 5 300 7 100

7830C 150 190 20 1.1 0.6 60.5 79.5 6 150 8 100 48.5 4 950 16.1 4 900 6 600

7832C 160 200 20 1.1 0.6 62.0 83.5 6 300 8 500 41.0 4 200 16.0 4 700 6 200

7834C 170 215 22 1.1 0.6 76.0 102 7 750 10 400 49.0 4 950 16.1 4 400 5 800
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7.7 0.8 0.021 28.6 33.2 34.6 27.5 34.5 35.8 0.3 0.15 7805C

8.3 1.1 0.025 33.6 38.4 39.6 32.5 39.5 40.8 0.3 0.15 7806C

9.0 1.3 0.028 38.6 43.4 44.6 37.5 44.5 45.8 0.3 0.15 7807C

9.7 1.4 0.031 43.6 48.4 49.6 42.5 49.5 50.8 0.3 0.15 7808C

10.4 1.6 0.039 49.1 53.9 55.1 47.5 55.5 56.8 0.3 0.15 7809C

11.2 1.8 0.049 54.8 60.2 61.6 52.5 62.5 63.8 0.3 0.15 7810C

13.0 3.2 0.079 60.1 66.9 69.2 57.5 69.5 70.8 0.3 0.15 7811C

14.3 3.9 0.10 65.6 72.4 74.7 62.5 75.5 76.8 0.3 0.15 7812C

15.1 4.4 0.12 71.4 78.6 80.7 69.5 80.5 82.5 0.6 0.3 7813C

15.7 5.1 0.13 76.6 83.4 85.7 74.5 85.5 87.5 0.6 0.3 7814C

16.4 5.0 0.14 81.4 88.6 90.7 79.5 90.5 92.5 0.6 0.3 7815C

17.1 5.7 0.15 86.6 93.4 95.7 84.5 95.5 97.5 0.6 0.3 7816C

19.6 9.8 0.26 93.1 101.9 104.9 90.5 104.5 105.5 1 0.6 7817C

20.3 11 0.27 98.0 107.0 109.8 95.5 109.5 110.5 1 0.6 7818C

20.9 11 0.28 103.1 111.9 114.8 100.5 114.5 115.5 1 0.6 7819C

21.6 12 0.30 108.1 116.9 119.8 105.5 119.5 120.5 1 0.6 7820C

22.3 13 0.31 113.1 122.0 124.8 110.5 124.5 125.5 1 0.6 7821C

24.8 19 0.49 119.8 130.2 134.0 115.5 134.5 135.5 1 0.6 7822C

26.1 20 0.52 129.8 140.2 144.0 125.5 144.5 145.5 1 0.6 7824C

28.8 28 0.91 141.3 153.7 158.1 137 158 160.5 1 0.6 7826C

30.1 30 0.97 151.3 163.7 168.1 147 168 170.5 1 0.6 7828C

32.8 45 1.33 163.4 177.1 182.2 157 183 185.5 1 0.6 7830C

34.2 46 1.41 172.9 187.1 192.2 167 193 195.5 1 0.6 7832C

36.8 53 1.87 184.4 200.6 206.3 177 208 210.5 1 0.6 7834C
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7900UC 10 22 6 0.3 0.15 3.20 1.65 325 169 2.40 245 14.2 73 200 117 200

7901UC 12 24 6 0.3 0.15 3.35 1.86 340 189 2.61 267 14.7 65 100 104 100

7902UC 15 28 7 0.3 0.15 5.10 2.90 520 296 3.85 395 14.4 54 500 87 200

7903UC 17 30 7 0.3 0.15 5.35 3.20 545 325 4.15 425 14.8 49 900 79 800

7904UC 20 37 9 0.3 0.15 7.65 4.90 780 500 6.45 655 14.9 41 100 65 800

7905UC 25 42 9 0.3 0.15 8.15 5.75 835 590 7.35 750 15.5 35 000 56 000

7906UC 30 47 9 0.3 0.15 8.60 6.60 880 675 8.20 840 15.9 30 400 48 700

7907UC 35 55 10 0.6 0.3 13.7 10.3 1 400 1 050 13.7 1 400 15.5 26 000 41 700

7908UC 40 62 12 0.6 0.3 14.5 11.8 1 480 1 200 15.4 1 570 15.9 23 000 36 800

7909UC 45 68 12 0.6 0.3 17.9 14.8 1 830 1 510 19.4 1 980 15.8 20 700 33 200

7910UC 50 72 12 0.6 0.3 18.9 16.6 1 930 1 700 21.4 2 190 16.1 19 200 30 700

7911UC 55 80 13 1 0.6 19.7 18.5 2 010 1 890 23.4 2 390 16.3 17 400 27 800

7912UC 60 85 13 1 0.6 20.5 20.3 2 090 2 080 25.5 2 600 16.5 16 200 25 900

7913UC 65 90 13 1 0.6 20.8 21.2 2 120 2 160 26.5 2 700 16.5 15 100 24 200

7914UC 70 100 16 1 0.6 29.7 30.0 3 050 3 100 38.0 3 850 16.4 13 800 22 100

7915UC 75 105 16 1 0.6 30.0 31.5 3 050 3 250 39.5 4 000 16.5 13 000 20 800

7916UC 80 110 16 1 0.6 30.5 33.0 3 100 3 350 41.0 4 200 16.5 12 300 19 600

7917UC 85 120 18 1.1 0.6 41.0 44.0 4 200 4 500 54.0 5 500 16.5 11 400 18 300

7918UC 90 125 18 1.1 0.6 41.5 46.0 4 250 4 700 56.0 5 700 16.6 10 900 17 400

7919UC 95 130 18 1.1 0.6 42.5 47.5 4 300 4 850 58.0 5 950 16.5 10 400 16 700

7920UC 100 140 20 1.1 0.6 54.5 61.0 5 550 6 200 76.5 7 800 16.5 9 800 15 600

7921UC 105 145 20 1.1 0.6 55.0 63.5 5 600 6 500 79.5 8 100 16.6 9 400 15 000

7922UC 110 150 20 1.1 0.6 56.0 65.5 5 700 6 700 82.5 8 400 16.5 9 000 14 400

7924UC 120 165 22 1.1 0.6 69.0 81.5 7 050 8 300 100 10 200 16.6 8 200 13 200

7926UC 130 180 24 1.5 1 85.0 102 8 650 10 400 128 13 000 16.5 7 600 12 100

7928CT1B 140 190 24 1.5 1 83.5 101 8 500 10 300 48.0 4 900 16.5 5 100 6 600

7930CT1B 150 210 28 2 1 108 132 11 000 13 400 60.5 6 200 16.5 4 700 6 100

7932CT1B 160 220 28 2 1 109 136 11 100 13 900 63.0 6 400 16.5 4 400 5 700

7934CT1B 170 230 28 2 1 113 145 11 500 14 800 79.0 8 050 16.4 4 200 5 400
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5.2 0.4 0.01 14.3 13.5 17.7 19.4 12.5 19.5 20.8 0.3 0.15 7900UC

5.4 0.4 0.01 16.3 15.5 19.7 21.3 14.5 21.5 22.8 0.3 0.15 7901UC

6.4 0.8 0.02 19.3 18.3 23.7 25.6 17.5 25.5 26.8 0.3 0.15 7902UC

6.7 0.8 0.02 21.3 20.3 25.7 27.8 19.5 27.5 28.8 0.3 0.15 7903UC

8.3 1.5 0.04 25.9 24.7 31.1 33.6 22.5 34.5 35.8 0.3 0.15 7904UC

9.0 1.8 0.04 30.9 29.7 36.1 38.6 27.5 39.5 40.8 0.3 0.15 7905UC

9.7 2.0 0.05 35.9 34.7 41.1 43.6 32.5 44.5 45.8 0.3 0.15 7906UC

11.1 3.4 0.07 41.6 39.9 48.4 51.7 39.5 50.5 52.5 0.6 0.3 7907UC

12.9 4.7 0.11 47.6 45.9 54.4 57.8 44.5 57.5 59.5 0.6 0.3 7908UC

13.6 5.9 0.12 52.7 50.8 60.4 64.0 49.5 63.5 65.5 0.6 0.3 7909UC

14.2 6.2 0.13 57.2 55.3 64.9 68.5 54.5 67.5 69.5 0.6 0.3 7910UC

15.6 7.5 0.18 63.7 61.8 71.4 75.1 60.5 74.5 75.5 1 0.6 7911UC

16.3 8.0 0.19 68.7 66.8 76.4 80.1 65.5 79.5 80.5 1 0.6 7912UC

16.9 8.6 0.21 73.7 71.8 81.4 85.1 70.5 84.5 85.5 1 0.6 7913UC

19.4 14 0.34 80.3 78.0 89.7 94.3 75.5 94.5 95.5 1 0.6 7914UC

20.1 15 0.36 85.3 83.0 94.7 99.3 80.5 99.5 100.5 1 0.6 7915UC

20.8 16 0.38 90.8 88.5 100.2 104.8 85.5 104.5 105.5 1 0.6 7916UC

22.8 22 0.54 96.9 94.3 108.1 113.5 92 113 115.5 1 0.6 7917UC

23.5 23 0.56 101.9 99.3 113.1 118.5 97 118 120.5 1 0.6 7918UC

24.1 24 0.59 106.9 104.3 118.1 123.5 102 123 125.5 1 0.6 7919UC

26.1 33 0.81 113.6 110.5 126.4 132.7 107 133 135.5 1 0.6 7920UC

26.8 34 0.84 118.6 115.5 131.4 137.7 112 138 140.5 1 0.6 7921UC

27.5 36 0.87 123.6 120.5 136.4 142.7 117 143 145.5 1 0.6 7922UC

30.2 48 1.19 135.2 131.7 149.8 156.8 127 158 160.5 1 0.6 7924UC

32.9 63 1.57 146.9 143.0 163.2 171.0 138.5 171.5 174.5 1.5 1 7926UC

34.2 67 1.66 156.0 ― 174.1 180.5 148.5 181.5 184.5 1.5 1 7928CT1B

38.2 100 2.59 169.5 ― 190.5 198.0 160 200 204.5 2 1 7930CT1B

39.6 106 2.72 179.5 ― 200.6 208.0 170 210 214.5 2 1 7932CT1B

40.9 109 2.89 190.0 ― 210.5 218.0 180 220 224.5 2 1 7934CT1B
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7908UC 40 62 12 0.6 0.3 14.5 11.8 1 480 1 200 15.4 1 570 15.9 23 000 36 800

7909UC 45 68 12 0.6 0.3 17.9 14.8 1 830 1 510 19.4 1 980 15.8 20 700 33 200

7910UC 50 72 12 0.6 0.3 18.9 16.6 1 930 1 700 21.4 2 190 16.1 19 200 30 700

7911UC 55 80 13 1 0.6 19.7 18.5 2 010 1 890 23.4 2 390 16.3 17 400 27 800

7912UC 60 85 13 1 0.6 20.5 20.3 2 090 2 080 25.5 2 600 16.5 16 200 25 900

7913UC 65 90 13 1 0.6 20.8 21.2 2 120 2 160 26.5 2 700 16.5 15 100 24 200

7914UC 70 100 16 1 0.6 29.7 30.0 3 050 3 100 38.0 3 850 16.4 13 800 22 100

7915UC 75 105 16 1 0.6 30.0 31.5 3 050 3 250 39.5 4 000 16.5 13 000 20 800

7916UC 80 110 16 1 0.6 30.5 33.0 3 100 3 350 41.0 4 200 16.5 12 300 19 600

7917UC 85 120 18 1.1 0.6 41.0 44.0 4 200 4 500 54.0 5 500 16.5 11 400 18 300

7918UC 90 125 18 1.1 0.6 41.5 46.0 4 250 4 700 56.0 5 700 16.6 10 900 17 400

7919UC 95 130 18 1.1 0.6 42.5 47.5 4 300 4 850 58.0 5 950 16.5 10 400 16 700

7920UC 100 140 20 1.1 0.6 54.5 61.0 5 550 6 200 76.5 7 800 16.5 9 800 15 600

7921UC 105 145 20 1.1 0.6 55.0 63.5 5 600 6 500 79.5 8 100 16.6 9 400 15 000

7922UC 110 150 20 1.1 0.6 56.0 65.5 5 700 6 700 82.5 8 400 16.5 9 000 14 400

7924UC 120 165 22 1.1 0.6 69.0 81.5 7 050 8 300 100 10 200 16.6 8 200 13 200

7926UC 130 180 24 1.5 1 85.0 102 8 650 10 400 128 13 000 16.5 7 600 12 100

7928CT1B 140 190 24 1.5 1 83.5 101 8 500 10 300 48.0 4 900 16.5 5 100 6 600

7930CT1B 150 210 28 2 1 108 132 11 000 13 400 60.5 6 200 16.5 4 700 6 100

7932CT1B 160 220 28 2 1 109 136 11 100 13 900 63.0 6 400 16.5 4 400 5 700

7934CT1B 170 230 28 2 1 113 145 11 500 14 800 79.0 8 050 16.4 4 200 5 400
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7900UAD 10 22 6 0.3 0.15 3.05 1.58 310 161 1.77 180 63 400 102 500

7901UAD 12 24 6 0.3 0.15 3.20 1.77 325 181 1.92 196 56 400 91 100

7902UAD 15 28 7 0.3 0.15 4.85 2.77 495 283 2.81 287 47 200 76 300

7903UAD 17 30 7 0.3 0.15 5.10 3.05 520 310 3.00 310 43 200 69 800

7904UAD 20 37 9 0.3 0.15 7.25 4.65 740 475 4.70 480 35 600 57 500

7905UAD 25 42 9 0.3 0.15 7.75 5.50 790 560 5.35 545 30 300 49 000

7906UAD 30 47 9 0.3 0.15 8.15 6.30 830 640 6.00 610 26 400 42 600

7907UAD 35 55 10 0.6 0.3 13.0 9.75 1 320 995 10.1 1 030 22 600 36 400

7908UAD 40 62 12 0.6 0.3 13.7 11.2 1 400 1 140 11.3 1 160 19 900 32 200

7909UAD 45 68 12 0.6 0.3 17.0 14.1 1 730 1 440 14.6 1 490 18 000 29 000

7910UAD 50 72 12 0.6 0.3 17.9 15.8 1 820 1 610 16.2 1 650 16 600 26 900

7911UAD 55 80 13 1 0.6 18.6 17.5 1 900 1 790 17.7 1 800 15 000 24 300

7912UAD 60 85 13 1 0.6 19.4 19.1 1 970 1 950 19.2 1 960 14 000 22 600

7913UAD 65 90 13 1 0.6 19.6 19.7 2 000 2 010 19.9 2 030 13 100 21 200

7914UAD 70 100 16 1 0.6 28.0 28.6 2 860 2 920 27.9 2 840 11 900 19 300

7915UAD 75 105 16 1 0.6 28.4 29.6 2 900 3 000 29.0 2 960 11 300 18 200

7916UAD 80 110 16 1 0.6 28.7 30.5 2 930 3 100 30.0 3 050 10 600 17 200

7917UAD 85 120 18 1.1 0.6 38.5 41.5 3 950 4 250 39.5 4 000 9 900 16 000

7918UAD 90 125 18 1.1 0.6 39.5 43.0 4 000 4 400 41.0 4 200 9 400 15 300

7919UAD 95 130 18 1.1 0.6 40.0 44.5 4 050 4 500 42.5 4 350 9 000 14 600

7920UAD 100 140 20 1.1 0.6 51.0 57.5 5 200 5 850 56.0 5 750 8 500 13 700

7921UAD 105 145 20 1.1 0.6 52.0 59.0 5 300 6 050 58.5 5 950 8 100 13 100

7922UAD 110 150 20 1.1 0.6 52.5 61.0 5 400 6 250 60.5 6 150 7 800 12 600

7924UAD 120 165 22 1.1 0.6 65.0 76.0 6 650 7 750 73.5 7 500 7 100 11 500

7926UAD 130 180 24 1.5 1 80.0 95.0 8 150 9 700 94.0 9 550 6 600 10 600
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6.8 0.4 0.01 14.3 13.5 17.7 19.4 12.5 19.5 20.8 0.3 0.15 7900UAD

7.2 0.4 0.01 16.3 15.5 19.7 21.3 14.5 21.5 22.8 0.3 0.15 7901UAD

8.6 0.8 0.02 19.3 18.3 23.7 25.7 17.5 25.5 26.8 0.3 0.15 7902UAD

9.0 0.8 0.02 21.3 20.3 25.7 27.7 19.5 27.5 28.8 0.3 0.15 7903UAD

11.2 1.5 0.04 25.9 24.7 31.1 33.6 22.5 34.5 35.8 0.3 0.15 7904UAD

12.4 1.8 0.04 30.9 29.7 36.1 38.6 27.5 39.5 40.8 0.3 0.15 7905UAD

13.5 2.0 0.05 35.9 34.7 41.1 43.6 32.5 44.5 45.8 0.3 0.15 7906UAD

15.6 3.4 0.07 41.6 39.9 48.4 51.7 39.5 50.5 52.5 0.6 0.3 7907UAD

18.0 4.7 0.11 47.6 45.9 54.4 57.7 44.5 57.5 59.5 0.6 0.3 7908UAD

19.2 5.9 0.12 52.7 50.8 60.4 64.0 49.5 63.5 65.5 0.6 0.3 7909UAD

20.3 6.2 0.13 57.2 55.3 64.9 68.5 54.5 67.5 69.5 0.6 0.3 7910UAD

22.3 7.5 0.18 63.7 61.8 71.4 75.1 60.5 74.5 75.5 1 0.6 7911UAD

23.5 8.0 0.19 68.7 66.8 76.4 80.0 65.5 79.5 80.5 1 0.6 7912UAD

24.6 8.6 0.21 73.7 71.8 81.4 85.0 70.5 84.5 85.5 1 0.6 7913UAD

27.9 14 0.34 80.3 78.0 89.7 94.3 75.5 94.5 95.5 1 0.6 7914UAD

29.1 15 0.36 85.3 83.0 94.7 99.3 80.5 99.5 100.5 1 0.6 7915UAD

30.4 16 0.38 90.8 88.5 100.2 104.7 85.5 104.5 105.5 1 0.6 7916UAD

33.0 22 0.54 96.9 94.3 108.1 113.5 92 113 115.5 1 0.6 7917UAD

34.2 23 0.56 101.9 99.3 113.1 118.5 97 118 120.5 1 0.6 7918UAD

35.3 24 0.59 106.9 104.3 118.1 123.4 102 123 125.5 1 0.6 7919UAD

38.1 33 0.81 113.6 110.5 126.4 132.6 107 133 135.5 1 0.6 7920UAD

39.3 34 0.84 118.6 115.5 131.4 137.6 112 138 140.5 1 0.6 7921UAD

40.4 36 0.87 123.6 120.5 136.4 142.6 117 143 145.5 1 0.6 7922UAD

44.4 48 1.19 135.2 131.7 149.8 156.7 127 158 160.5 1 0.6 7924UAD

48.3 63 1.57 146.9 143.0 163.2 170.9 138.5 171.5 174.5 1.5 1 7926UAD
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7900UAD 10 22 6 0.3 0.15 3.05 1.58 310 161 1.77 180 63 400 102 500

7901UAD 12 24 6 0.3 0.15 3.20 1.77 325 181 1.92 196 56 400 91 100

7902UAD 15 28 7 0.3 0.15 4.85 2.77 495 283 2.81 287 47 200 76 300

7903UAD 17 30 7 0.3 0.15 5.10 3.05 520 310 3.00 310 43 200 69 800

7904UAD 20 37 9 0.3 0.15 7.25 4.65 740 475 4.70 480 35 600 57 500

7905UAD 25 42 9 0.3 0.15 7.75 5.50 790 560 5.35 545 30 300 49 000

7906UAD 30 47 9 0.3 0.15 8.15 6.30 830 640 6.00 610 26 400 42 600

7907UAD 35 55 10 0.6 0.3 13.0 9.75 1 320 995 10.1 1 030 22 600 36 400

7908UAD 40 62 12 0.6 0.3 13.7 11.2 1 400 1 140 11.3 1 160 19 900 32 200

7909UAD 45 68 12 0.6 0.3 17.0 14.1 1 730 1 440 14.6 1 490 18 000 29 000

7910UAD 50 72 12 0.6 0.3 17.9 15.8 1 820 1 610 16.2 1 650 16 600 26 900

7911UAD 55 80 13 1 0.6 18.6 17.5 1 900 1 790 17.7 1 800 15 000 24 300

7912UAD 60 85 13 1 0.6 19.4 19.1 1 970 1 950 19.2 1 960 14 000 22 600

7913UAD 65 90 13 1 0.6 19.6 19.7 2 000 2 010 19.9 2 030 13 100 21 200

7914UAD 70 100 16 1 0.6 28.0 28.6 2 860 2 920 27.9 2 840 11 900 19 300

7915UAD 75 105 16 1 0.6 28.4 29.6 2 900 3 000 29.0 2 960 11 300 18 200

7916UAD 80 110 16 1 0.6 28.7 30.5 2 930 3 100 30.0 3 050 10 600 17 200

7917UAD 85 120 18 1.1 0.6 38.5 41.5 3 950 4 250 39.5 4 000 9 900 16 000

7918UAD 90 125 18 1.1 0.6 39.5 43.0 4 000 4 400 41.0 4 200 9 400 15 300

7919UAD 95 130 18 1.1 0.6 40.0 44.5 4 050 4 500 42.5 4 350 9 000 14 600

7920UAD 100 140 20 1.1 0.6 51.0 57.5 5 200 5 850 56.0 5 750 8 500 13 700

7921UAD 105 145 20 1.1 0.6 52.0 59.0 5 300 6 050 58.5 5 950 8 100 13 100

7922UAD 110 150 20 1.1 0.6 52.5 61.0 5 400 6 250 60.5 6 150 7 800 12 600

7924UAD 120 165 22 1.1 0.6 65.0 76.0 6 650 7 750 73.5 7 500 7 100 11 500

7926UAD 130 180 24 1.5 1 80.0 95.0 8 150 9 700 94.0 9 550 6 600 10 600



7900U 10 22 6 0.3 0.15 2.95 1.53 300 156 1.36 139 53 700 73 200

7901U 12 24 6 0.3 0.15 3.10 1.71 315 175 1.48 151 47 700 65 000

7902U 15 28 7 0.3 0.15 4.70 2.68 480 274 2.14 218 40 000 54 500

7903U 17 30 7 0.3 0.15 4.90 2.95 500 300 2.29 234 36 600 49 800

7904U 20 37 9 0.3 0.15 7.00 4.50 715 460 3.60 365 30 100 41 100

7905U 25 42 9 0.3 0.15 7.45 5.30 760 540 4.10 415 25 600 35 000

7906U 30 47 9 0.3 0.15 7.80 6.05 800 615 4.60 465 22 300 30 400

7907U 35 55 10 0.6 0.3 12.5 9.40 1 270 960 7.85 800 19 100 26 000

7908U 40 62 12 0.6 0.3 13.1 10.7 1 340 1 100 8.75 895 16 900 23 000

7909U 45 68 12 0.6 0.3 16.3 13.6 1 660 1 380 11.4 1 160 15 200 20 700

7910U 50 72 12 0.6 0.3 17.2 15.2 1 750 1 550 12.6 1 280 14 100 19 200

7911U 55 80 13 1 0.6 17.8 16.8 1 820 1 720 13.8 1 410 12 700 17 400

7912U 60 85 13 1 0.6 18.6 18.2 1 890 1 850 15.0 1 530 11 900 16 200

7913U 65 90 13 1 0.6 18.8 18.8 1 910 1 910 15.6 1 590 11 100 15 100

7914U 70 100 16 1 0.6 26.9 27.3 2 740 2 780 21.5 2 190 10 100 13 800

7915U 75 105 16 1 0.6 27.2 28.2 2 780 2 870 22.3 2 280 9 600 13 000

7916U 80 110 16 1 0.6 27.5 29.1 2 810 2 970 23.2 2 370 9 000 12 300

7917U 85 120 18 1.1 0.6 37.0 39.5 3 800 4 050 30.5 3 100 8 400 11 400

7918U 90 125 18 1.1 0.6 37.5 41.0 3 850 4 150 31.5 3 200 8 000 10 900

7919U 95 130 18 1.1 0.6 38.0 42.0 3 900 4 300 32.5 3 350 7 600 10 400

7920U 100 140 20 1.1 0.6 49.0 54.5 5 000 5 550 43.5 4 450 7 200 9 800

7921U 105 145 20 1.1 0.6 50.0 56.5 5 100 5 750 45.0 4 600 6 900 9 400

7922U 110 150 20 1.1 0.6 50.5 58.0 5 150 5 900 46.5 4 750 6 600 9 000

7924U 120 165 22 1.1 0.6 62.5 72.5 6 350 7 350 56.5 5 750 6 000 8 200

7926U 130 180 24 1.5 1 76.5 90.5 7 800 9 250 72.5 7 400 5 500 7 600
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7.7 0.4 0.01 14.3 13.5 17.7 19.3 12.5 19.5 20.8 0.3 0.15 7900U

8.2 0.4 0.01 16.3 15.5 19.7 21.3 14.5 21.5 22.8 0.3 0.15 7901U

9.8 0.8 0.02 19.3 18.3 23.7 25.6 17.5 25.5 26.8 0.3 0.15 7902U

10.3 0.8 0.02 21.3 20.3 25.7 27.7 19.5 27.5 28.8 0.3 0.15 7903U

12.8 1.5 0.04 25.9 24.7 31.1 33.5 22.5 34.5 35.8 0.3 0.15 7904U

14.2 1.8 0.04 30.9 29.7 36.1 38.5 27.5 39.5 40.8 0.3 0.15 7905U

15.7 2.0 0.05 35.9 34.7 41.1 43.5 32.5 44.5 45.8 0.3 0.15 7906U

18.1 3.4 0.07 41.6 39.9 48.4 51.6 39.5 50.5 52.5 0.6 0.3 7907U

20.8 4.7 0.11 47.6 45.9 54.4 57.7 44.5 57.5 59.5 0.6 0.3 7908U

22.4 5.9 0.12 52.7 50.8 60.4 64.0 49.5 63.5 65.5 0.6 0.3 7909U

23.7 6.2 0.13 57.2 55.3 64.9 68.4 54.5 67.5 69.5 0.6 0.3 7910U

26.1 7.5 0.18 63.7 61.8 71.4 75.0 60.5 74.5 75.5 1 0.6 7911U

27.5 8.0 0.19 68.7 66.8 76.4 80.0 65.5 79.5 80.5 1 0.6 7912U

29.0 8.6 0.21 73.7 71.8 81.4 85.0 70.5 84.5 85.5 1 0.6 7913U

32.6 14 0.34 80.3 78.0 89.7 94.2 75.5 94.5 95.5 1 0.6 7914U

34.1 15 0.36 85.3 83.0 94.7 99.2 80.5 99.5 100.5 1 0.6 7915U

35.7 16 0.38 90.8 88.5 100.2 104.7 85.5 104.5 105.5 1 0.6 7916U

38.7 22 0.54 96.9 94.3 108.1 113.4 92 113 115.5 1 0.6 7917U

40.2 23 0.56 101.9 99.3 113.1 118.4 97 118 120.5 1 0.6 7918U

41.6 24 0.59 106.9 104.3 118.1 123.4 102 123 125.5 1 0.6 7919U

44.8 33 0.81 113.6 110.5 126.4 132.6 107 133 135.5 1 0.6 7920U

46.2 34 0.84 118.6 115.5 131.4 137.6 112 138 140.5 1 0.6 7921U

47.7 36 0.87 123.6 120.5 136.4 142.6 117 143 145.5 1 0.6 7922U

52.3 48 1.19 135.2 131.7 149.8 156.7 127 158 160.5 1 0.6 7924U

56.9 63 1.57 146.9 143.0 163.2 170.9 138.5 171.5 174.5 1.5 1 7926U
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7900U 10 22 6 0.3 0.15 2.95 1.53 300 156 1.36 139 53 700 73 200

7901U 12 24 6 0.3 0.15 3.10 1.71 315 175 1.48 151 47 700 65 000

7902U 15 28 7 0.3 0.15 4.70 2.68 480 274 2.14 218 40 000 54 500

7903U 17 30 7 0.3 0.15 4.90 2.95 500 300 2.29 234 36 600 49 800

7904U 20 37 9 0.3 0.15 7.00 4.50 715 460 3.60 365 30 100 41 100

7905U 25 42 9 0.3 0.15 7.45 5.30 760 540 4.10 415 25 600 35 000

7906U 30 47 9 0.3 0.15 7.80 6.05 800 615 4.60 465 22 300 30 400

7907U 35 55 10 0.6 0.3 12.5 9.40 1 270 960 7.85 800 19 100 26 000

7908U 40 62 12 0.6 0.3 13.1 10.7 1 340 1 100 8.75 895 16 900 23 000

7909U 45 68 12 0.6 0.3 16.3 13.6 1 660 1 380 11.4 1 160 15 200 20 700

7910U 50 72 12 0.6 0.3 17.2 15.2 1 750 1 550 12.6 1 280 14 100 19 200

7911U 55 80 13 1 0.6 17.8 16.8 1 820 1 720 13.8 1 410 12 700 17 400

7912U 60 85 13 1 0.6 18.6 18.2 1 890 1 850 15.0 1 530 11 900 16 200

7913U 65 90 13 1 0.6 18.8 18.8 1 910 1 910 15.6 1 590 11 100 15 100

7914U 70 100 16 1 0.6 26.9 27.3 2 740 2 780 21.5 2 190 10 100 13 800

7915U 75 105 16 1 0.6 27.2 28.2 2 780 2 870 22.3 2 280 9 600 13 000

7916U 80 110 16 1 0.6 27.5 29.1 2 810 2 970 23.2 2 370 9 000 12 300

7917U 85 120 18 1.1 0.6 37.0 39.5 3 800 4 050 30.5 3 100 8 400 11 400

7918U 90 125 18 1.1 0.6 37.5 41.0 3 850 4 150 31.5 3 200 8 000 10 900

7919U 95 130 18 1.1 0.6 38.0 42.0 3 900 4 300 32.5 3 350 7 600 10 400

7920U 100 140 20 1.1 0.6 49.0 54.5 5 000 5 550 43.5 4 450 7 200 9 800

7921U 105 145 20 1.1 0.6 50.0 56.5 5 100 5 750 45.0 4 600 6 900 9 400

7922U 110 150 20 1.1 0.6 50.5 58.0 5 150 5 900 46.5 4 750 6 600 9 000

7924U 120 165 22 1.1 0.6 62.5 72.5 6 350 7 350 56.5 5 750 6 000 8 200

7926U 130 180 24 1.5 1 76.5 90.5 7 800 9 250 72.5 7 400 5 500 7 600
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7000UC 10 26 8 0.3 0.15 5.30 2.48 540 253 3.80 390 12.6 65 800 105 300

7001UC 12 28 8 0.3 0.15 5.80 2.93 595 299 4.25 435 13.4 57 100 91 400

7002UC 15 32 9 0.3 0.15 6.60 3.70 675 375 5.15 525 14.1 49 900 79 800

7003UC 17 35 10 0.3 0.15 8.25 4.55 840 460 6.60 670 13.8 45 100 72 100

7004UC 20 42 12 0.6 0.3 11.1 6.6 1 130 670 9.60 980 14.1 37 200 59 500

7005UC 25 47 12 0.6 0.3 12.3 8.0 1 250 815 11.3 1 150 14.7 32 500 52 100

7006UC 30 55 13 1 0.6 15.8 11.0 1 620 1 120 15.4 1 570 14.9 27 200 43 600

7007UC 35 62 14 1 0.6 20.0 14.6 2 040 1 490 19.5 1 990 15.0 24 200 38 700

7008UC 40 68 15 1 0.6 21.4 16.8 2 180 1 720 22.0 2 250 15.4 21 700 34 700

7009UC 45 75 16 1 0.6 25.3 20.4 2 580 2 080 27.1 2 770 15.4 19 500 31 200

7010UC 50 80 16 1 0.6 26.9 23.1 2 740 2 350 30.0 3 100 15.7 18 000 28 800

7011UC 55 90 18 1.1 0.6 35.5 30.0 3 600 3 100 39.0 4 000 15.5 16 200 25 900

7012UC 60 95 18 1.1 0.6 36.5 32.5 3 700 3 300 41.5 4 200 15.7 15 100 24 200

7013UC 65 100 18 1.1 0.6 38.5 36.0 3 900 3 650 45.5 4 650 15.9 14 200 22 700

7014UC 70 110 20 1.1 0.6 48.5 45.0 4 950 4 600 59.0 6 050 15.7 13 000 20 800

7015UC 75 115 20 1.1 0.6 49.5 48.0 5 050 4 900 62.0 6 350 15.9 12 300 19 700

7016UC 80 125 22 1.1 0.6 60.5 58.0 6 200 5 900 74.5 7 600 15.7 11 400 18 300

7017UC 85 130 22 1.1 0.6 62.0 61.5 6 350 6 250 78.5 8 000 15.9 10 900 17 400

7018UC 90 140 24 1.5 1 74.0 72.5 7 550 7 400 95.0 9 700 15.7 10 200 16 300

7019UC 95 145 24 1.5 1 76.0 76.5 7 750 7 800 100 10 200 15.9 9 800 15 600

7020UC 100 150 24 1.5 1 77.5 81.0 7 900 8 250 104 10 600 16.0 9 400 15 000

7021UC 105 160 26 2 1 91.0 93.5 9 250 9 550 120 12 300 15.9 8 800 14 100

7022UC 110 170 28 2 1 104 106 10 600 10 900 140 14 200 15.7 8 400 13 400

7024UC 120 180 28 2 1 106 113 10 800 11 500 147 14 900 16.0 7 800 12 500

7026UC 130 200 33 2 1 133 144 13 600 14 700 186 19 000 15.9 7 100 11 400

7028UC 140 210 33 2 1 136 152 13 900 15 500 193 19 700 16.0 6 700 10 700

7030CT1B 150 225 35 2.1 1.1 151 168 15 400 17 200 81.0 8 300 16.0 4 500 5 800

7032CT1B 160 240 38 2.1 1.1 171 193 17 400 19 700 87.5 8 950 16.0 4 200 5 400

7034CT1B 170 260 42 2.1 1.1 205 234 20 900 23 900 118 12 000 15.9 3 900 5 100

7036CT1B 180 280 46 2.1 1.1 241 290 24 500 29 600 144 14 700 15.7 3 700 4 700

7038CT1B 190 290 46 2.1 1.1 247 305 25 100 31 500 151 15 400 15.9 3 500 4 500

7040CT1B 200 310 51 2.1 1.1 277 355 28 200 36 000 173 17 600 15.7 3 300 4 300
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6.4 0.9 0.019 15.2 14.0 20.4 22.7 12.5 23.5 24.8 0.3 0.15 7000UC

6.8 1.0 0.021 17.9 16.7 23.1 25.6 14.5 25.5 26.8 0.3 0.15 7001UC

7.7 1.3 0.030 20.9 19.7 26.1 28.5 17.5 29.5 30.8 0.3 0.15 7002UC

8.5 1.8 0.037 23.0 21.6 29.0 32.0 19.5 32.5 33.8 0.3 0.15 7003UC

10.3 2.9 0.067 28.1 26.4 34.9 38.4 24.5 37.5 39.5 0.6 0.3 7004UC

10.9 3.3 0.079 32.6 30.9 39.4 42.9 29.5 42.5 44.5 0.6 0.3 7005UC

12.3 4.8 0.11 39.2 37.3 46.9 50.7 35.5 49.5 50.5 1 0.6 7006UC

13.5 6.3 0.15 44.2 42.2 52.8 57.0 40.5 56.5 57.5 1 0.6 7007UC

14.8 7.4 0.19 49.7 47.7 58.3 62.5 45.5 62.5 63.5 1 0.6 7008UC

16.1 9.4 0.24 55.3 53.0 64.7 69.4 50.5 69.5 70.5 1 0.6 7009UC

16.8 11 0.26 60.3 58.0 69.7 74.4 55.5 74.5 75.5 1 0.6 7010UC

18.8 16 0.38 66.9 64.3 78.1 83.6 62 83 85.5 1 0.6 7011UC

19.4 17 0.41 71.9 69.3 83.1 88.6 67 88 90.5 1 0.6 7012UC

20.1 18 0.44 76.9 74.3 88.1 93.5 72 93 95.5 1 0.6 7013UC

22.1 24 0.61 83.6 80.5 96.4 102.7 77 103 105.5 1 0.6 7014UC

22.8 26 0.64 88.6 85.5 101.4 107.7 82 108 110.5 1 0.6 7015UC

24.8 34 0.86 95.2 91.7 109.8 116.9 87 118 120.5 1 0.6 7016UC

25.5 36 0.90 100.2 96.7 114.8 121.9 92 123 125.5 1 0.6 7017UC

27.5 47 1.17 106.9 103.0 123.2 131.1 98.5 131.5 134.5 1.5 1 7018UC

28.2 49 1.22 111.9 108.0 128.2 136.1 103.5 136.5 139.5 1.5 1 7019UC

28.8 51 1.27 116.9 113.0 133.2 141.1 108.5 141.5 144.5 1.5 1 7020UC

30.8 70 1.58 123.5 119.2 141.5 150.2 115 150 154.5 2 1 7021UC

32.9 83 1.98 130.2 125.4 149.9 159.4 120 160 164.5 2 1 7022UC

34.2 90 2.11 140.2 135.4 159.9 169.4 130 170 174.5 2 1 7024UC

38.7 131 3.25 153.9 148.5 176.2 187.1 140 190 194.5 2 1 7026UC

40.1 144 3.38 164.0 158.7 186.3 197.1 150 200 204.5 2 1 7028UC

42.7 166 4.19 174.2 ― 200.8 210.5 162 213 218 2 1 7030CT1B

45.9 214 5.14 185.5 ― 214.5 224.6 172 228 233 2 1 7032CT1B

49.9 278 6.94 199.0 ― 231.0 242.9 182 248 253 2 1 7034CT1B

53.9 360 9.12 212.0 ― 248.0 261.2 192 268 273 2 1 7036CT1B

55.2 375 9.53 222.0 ― 258.0 271.2 202 278 283 2 1 7038CT1B

59.8 492 12.3 235.0 ― 275.0 289.5 212 298 303 2 1 7040CT1B
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7000UC 10 26 8 0.3 0.15 5.30 2.48 540 253 3.80 390 12.6 65 800 105 300

7001UC 12 28 8 0.3 0.15 5.80 2.93 595 299 4.25 435 13.4 57 100 91 400

7002UC 15 32 9 0.3 0.15 6.60 3.70 675 375 5.15 525 14.1 49 900 79 800

7003UC 17 35 10 0.3 0.15 8.25 4.55 840 460 6.60 670 13.8 45 100 72 100

7004UC 20 42 12 0.6 0.3 11.1 6.6 1 130 670 9.60 980 14.1 37 200 59 500

7005UC 25 47 12 0.6 0.3 12.3 8.0 1 250 815 11.3 1 150 14.7 32 500 52 100

7006UC 30 55 13 1 0.6 15.8 11.0 1 620 1 120 15.4 1 570 14.9 27 200 43 600

7007UC 35 62 14 1 0.6 20.0 14.6 2 040 1 490 19.5 1 990 15.0 24 200 38 700

7008UC 40 68 15 1 0.6 21.4 16.8 2 180 1 720 22.0 2 250 15.4 21 700 34 700

7009UC 45 75 16 1 0.6 25.3 20.4 2 580 2 080 27.1 2 770 15.4 19 500 31 200

7010UC 50 80 16 1 0.6 26.9 23.1 2 740 2 350 30.0 3 100 15.7 18 000 28 800

7011UC 55 90 18 1.1 0.6 35.5 30.0 3 600 3 100 39.0 4 000 15.5 16 200 25 900

7012UC 60 95 18 1.1 0.6 36.5 32.5 3 700 3 300 41.5 4 200 15.7 15 100 24 200

7013UC 65 100 18 1.1 0.6 38.5 36.0 3 900 3 650 45.5 4 650 15.9 14 200 22 700

7014UC 70 110 20 1.1 0.6 48.5 45.0 4 950 4 600 59.0 6 050 15.7 13 000 20 800

7015UC 75 115 20 1.1 0.6 49.5 48.0 5 050 4 900 62.0 6 350 15.9 12 300 19 700

7016UC 80 125 22 1.1 0.6 60.5 58.0 6 200 5 900 74.5 7 600 15.7 11 400 18 300

7017UC 85 130 22 1.1 0.6 62.0 61.5 6 350 6 250 78.5 8 000 15.9 10 900 17 400

7018UC 90 140 24 1.5 1 74.0 72.5 7 550 7 400 95.0 9 700 15.7 10 200 16 300

7019UC 95 145 24 1.5 1 76.0 76.5 7 750 7 800 100 10 200 15.9 9 800 15 600

7020UC 100 150 24 1.5 1 77.5 81.0 7 900 8 250 104 10 600 16.0 9 400 15 000

7021UC 105 160 26 2 1 91.0 93.5 9 250 9 550 120 12 300 15.9 8 800 14 100

7022UC 110 170 28 2 1 104 106 10 600 10 900 140 14 200 15.7 8 400 13 400

7024UC 120 180 28 2 1 106 113 10 800 11 500 147 14 900 16.0 7 800 12 500

7026UC 130 200 33 2 1 133 144 13 600 14 700 186 19 000 15.9 7 100 11 400

7028UC 140 210 33 2 1 136 152 13 900 15 500 193 19 700 16.0 6 700 10 700

7030CT1B 150 225 35 2.1 1.1 151 168 15 400 17 200 81.0 8 300 16.0 4 500 5 800

7032CT1B 160 240 38 2.1 1.1 171 193 17 400 19 700 87.5 8 950 16.0 4 200 5 400

7034CT1B 170 260 42 2.1 1.1 205 234 20 900 23 900 118 12 000 15.9 3 900 5 100

7036CT1B 180 280 46 2.1 1.1 241 290 24 500 29 600 144 14 700 15.7 3 700 4 700

7038CT1B 190 290 46 2.1 1.1 247 305 25 100 31 500 151 15 400 15.9 3 500 4 500

7040CT1B 200 310 51 2.1 1.1 277 355 28 200 36 000 173 17 600 15.7 3 300 4 300
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7000UAD 10 26 8 0.3 0.15 5.15 2.40 525 244 2.77 283 57 000 92 100

7001UAD 12 28 8 0.3 0.15 5.60 2.82 570 287 3.10 315 49 500 80 000

7002UAD 15 32 9 0.3 0.15 6.35 3.55 645 360 3.75 380 43 200 69 800

7003UAD 17 35 10 0.3 0.15 7.90 4.35 805 445 4.85 495 39 000 63 100

7004UAD 20 42 12 0.6 0.3 10.6 6.30 1 080 645 7.10 720 32 200 52 100

7005UAD 25 47 12 0.6 0.3 11.7 7.65 1 190 780 8.30 845 28 200 45 600

7006UAD 30 55 13 1 0.6 15.1 10.5 1 540 1 070 11.5 1 170 23 600 38 100

7007UAD 35 62 14 1 0.6 19.0 13.9 1 940 1 420 14.3 1 460 20 900 33 800

7008UAD 40 68 15 1 0.6 20.3 16.0 2 070 1 630 16.1 1 650 18 800 30 400

7009UAD 45 75 16 1 0.6 24.0 19.4 2 450 1 980 19.9 2 030 16 900 27 300

7010UAD 50 80 16 1 0.6 25.5 21.9 2 600 2 230 22.2 2 260 15 600 25 200

7011UAD 55 90 18 1.1 0.6 33.5 28.7 3 400 2 930 28.6 2 920 14 000 22 600

7012UAD 60 95 18 1.1 0.6 34.5 30.5 3 500 3 150 30.0 3 100 13 100 21 200

7013UAD 65 100 18 1.1 0.6 36.0 34.0 3 700 3 500 33.5 3 400 12 300 19 900

7014UAD 70 110 20 1.1 0.6 46.0 43.0 4 700 4 350 43.5 4 450 11 300 18 200

7015UAD 75 115 20 1.1 0.6 47.0 45.5 4 800 4 650 45.5 4 650 10 700 17 300

7016UAD 80 125 22 1.1 0.6 57.5 55.0 5 850 5 600 55.0 5 600 9 900 16 000

7017UAD 85 130 22 1.1 0.6 58.5 58.5 6 000 5 950 57.5 5 850 9 400 15 300

7018UAD 90 140 24 1.5 1 70.0 69.0 7 150 7 050 70.0 7 150 8 800 14 300

7019UAD 95 145 24 1.5 1 71.5 73.0 7 300 7 400 73.5 7 500 8 500 13 700

7020UAD 100 150 24 1.5 1 73.5 76.5 7 500 7 800 77.0 7 850 8 100 13 100

7021UAD 105 160 26 2 1 86.0 89.0 8 750 9 050 88.0 9 000 7 700 12 400

7022UAD 110 170 28 2 1 98.5 101 10 100 10 300 103 10 500 7 300 11 700

7024UAD 120 180 28 2 1 101 107 10 300 10 900 108 11 000 6 800 10 900

7026UAD 130 200 33 2 1 126 136 12 900 13 900 137 14 000 6 200 9 900

7028UAD 140 210 33 2 1 128 144 13 100 14 700 141 14 400 5 800 9300
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8.2 0.9 0.019 15.2 14.0 20.4 22.9 12.5 23.5 24.8 0.3 0.15 7000UAD

8.8 1.0 0.021 17.9 16.7 23.1 25.6 14.5 25.5 26.8 0.3 0.15 7001UAD

10.0 1.3 0.030 20.9 19.7 26.1 28.6 17.5 29.5 30.8 0.3 0.15 7002UAD

11.1 1.8 0.037 23.0 21.6 29.0 32.0 19.5 32.5 33.8 0.3 0.15 7003UAD

13.4 2.9 0.067 28.1 26.4 34.9 38.3 24.5 37.5 39.5 0.6 0.3 7004UAD

14.5 3.3 0.079 32.6 30.9 39.4 42.8 29.5 42.5 44.5 0.6 0.3 7005UAD

16.6 4.8 0.11 39.2 37.3 46.9 50.7 35.5 49.5 50.5 1 0.6 7006UAD

18.4 6.3 0.15 44.2 42.2 52.8 56.9 40.5 56.5 57.5 1 0.6 7007UAD

20.2 7.4 0.19 49.7 47.7 58.3 62.5 45.5 62.5 63.5 1 0.6 7008UAD

22.1 9.4 0.24 55.3 53.0 64.7 69.3 50.5 69.5 70.5 1 0.6 7009UAD

23.2 11 0.26 60.3 58.0 69.7 74.3 55.5 74.5 75.5 1 0.6 7010UAD

26.0 16 0.38 66.9 64.3 78.1 83.5 62 83 85.5 1 0.6 7011UAD

27.2 17 0.41 71.9 69.3 83.1 88.5 67 88 90.5 1 0.6 7012UAD

28.3 18 0.44 76.9 74.3 88.1 93.5 72 93 95.5 1 0.6 7013UAD

31.1 24 0.61 83.6 80.5 96.4 102.7 77 103 105.5 1 0.6 7014UAD

32.3 26 0.64 88.6 85.5 101.4 107.7 82 108 110.5 1 0.6 7015UAD

35.0 34 0.86 95.2 91.7 109.8 116.9 87 118 120.5 1 0.6 7016UAD

36.2 36 0.90 100.2 96.7 114.8 121.9 92 123 125.5 1 0.6 7017UAD

39.0 47 1.17 106.9 103.0 123.2 131.0 98.5 131.5 134.5 1.5 1 7018UAD

40.1 49 1.22 111.9 108.0 128.2 136.0 103.5 136.5 139.5 1.5 1 7019UAD

41.3 51 1.27 116.9 113.0 133.2 141.0 108.5 141.5 144.5 1.5 1 7020UAD

44.1 70 1.58 123.5 119.2 141.5 150.2 115 150 154.5 2 1 7021UAD

46.8 83 1.98 130.2 125.4 149.9 159.3 120 160 164.5 2 1 7022UAD

49.2 90 2.11 140.2 135.4 159.9 169.3 130 170 174.5 2 1 7024UAD

55.2 131 3.25 153.9 148.5 176.2 187.0 140 190 194.5 2 1 7026UAD

57.5 144 3.38 164.0 158.7 186.3 197.0 150 200 204.5 2 1 7028UAD
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7000UAD 10 26 8 0.3 0.15 5.15 2.40 525 244 2.77 283 57 000 92 100

7001UAD 12 28 8 0.3 0.15 5.60 2.82 570 287 3.10 315 49 500 80 000

7002UAD 15 32 9 0.3 0.15 6.35 3.55 645 360 3.75 380 43 200 69 800

7003UAD 17 35 10 0.3 0.15 7.90 4.35 805 445 4.85 495 39 000 63 100

7004UAD 20 42 12 0.6 0.3 10.6 6.30 1 080 645 7.10 720 32 200 52 100

7005UAD 25 47 12 0.6 0.3 11.7 7.65 1 190 780 8.30 845 28 200 45 600

7006UAD 30 55 13 1 0.6 15.1 10.5 1 540 1 070 11.5 1 170 23 600 38 100

7007UAD 35 62 14 1 0.6 19.0 13.9 1 940 1 420 14.3 1 460 20 900 33 800

7008UAD 40 68 15 1 0.6 20.3 16.0 2 070 1 630 16.1 1 650 18 800 30 400

7009UAD 45 75 16 1 0.6 24.0 19.4 2 450 1 980 19.9 2 030 16 900 27 300

7010UAD 50 80 16 1 0.6 25.5 21.9 2 600 2 230 22.2 2 260 15 600 25 200

7011UAD 55 90 18 1.1 0.6 33.5 28.7 3 400 2 930 28.6 2 920 14 000 22 600

7012UAD 60 95 18 1.1 0.6 34.5 30.5 3 500 3 150 30.0 3 100 13 100 21 200

7013UAD 65 100 18 1.1 0.6 36.0 34.0 3 700 3 500 33.5 3 400 12 300 19 900

7014UAD 70 110 20 1.1 0.6 46.0 43.0 4 700 4 350 43.5 4 450 11 300 18 200

7015UAD 75 115 20 1.1 0.6 47.0 45.5 4 800 4 650 45.5 4 650 10 700 17 300

7016UAD 80 125 22 1.1 0.6 57.5 55.0 5 850 5 600 55.0 5 600 9 900 16 000

7017UAD 85 130 22 1.1 0.6 58.5 58.5 6 000 5 950 57.5 5 850 9 400 15 300

7018UAD 90 140 24 1.5 1 70.0 69.0 7 150 7 050 70.0 7 150 8 800 14 300

7019UAD 95 145 24 1.5 1 71.5 73.0 7 300 7 400 73.5 7 500 8 500 13 700

7020UAD 100 150 24 1.5 1 73.5 76.5 7 500 7 800 77.0 7 850 8 100 13 100

7021UAD 105 160 26 2 1 86.0 89.0 8 750 9 050 88.0 9 000 7 700 12 400

7022UAD 110 170 28 2 1 98.5 101 10 100 10 300 103 10 500 7 300 11 700

7024UAD 120 180 28 2 1 101 107 10 300 10 900 108 11 000 6 800 10 900

7026UAD 130 200 33 2 1 126 136 12 900 13 900 137 14 000 6 200 9 900

7028UAD 140 210 33 2 1 128 144 13 100 14 700 141 14 400 5 800 9300
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φDφD1 φD2φd2 φdφd1
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7000U 10 26 8 0.3 0.15 5.00 2.33 510 238 2.12 216 48 200 65 700

7001U 12 28 8 0.3 0.15 5.45 2.74 555 279 2.37 242 41 900 57 100

7002U 15 32 9 0.3 0.15 6.15 3.45 625 350 2.86 292 36 600 49 800

7003U 17 35 10 0.3 0.15 7.65 4.20 780 430 3.70 380 33 000 45 000

7004U 20 42 12 0.6 0.3 10.3 6.10 1 050 620 5.45 560 27 300 37 200

7005U 25 47 12 0.6 0.3 11.3 7.40 1 150 755 6.40 655 23 900 32 500

7006U 30 55 13 1 0.6 14.5 10.2 1 480 1 040 8.90 910 20 000 27 200

7007U 35 62 14 1 0.6 18.3 13.4 1 870 1 370 11.0 1 120 17 700 24 100

7008U 40 68 15 1 0.6 19.5 15.4 1 990 1 570 12.4 1 260 15 900 21 700

7009U 45 75 16 1 0.6 23.1 18.7 2 360 1 910 15.4 1 570 14 300 19 500

7010U 50 80 16 1 0.6 24.5 21.1 2 500 2 150 17.1 1 740 13 200 18 000

7011U 55 90 18 1.1 0.6 32.5 27.7 3 300 2 830 22.0 2 240 11 900 16 200

7012U 60 95 18 1.1 0.6 33.0 29.5 3 350 3 000 23.2 2 360 11 100 15 100

7013U 65 100 18 1.1 0.6 35.0 33.0 3 550 3 350 25.5 2 600 10 400 14 200

7014U 70 110 20 1.1 0.6 44.0 41.5 4 500 4 200 33.5 3 450 9 500 13 000

7015U 75 115 20 1.1 0.6 45.0 43.5 4 600 4 450 35.0 3 600 9 000 12 300

7016U 80 125 22 1.1 0.6 55.0 53.0 5 600 5 400 42.0 4 300 8 400 11 400

7017U 85 130 22 1.1 0.6 56.5 56.0 5 750 5 700 44.0 4 500 8 000 10 900

7018U 90 140 24 1.5 1 67.5 66.5 6 850 6 750 54.0 5 500 7 500 10 200

7019U 95 145 24 1.5 1 69.0 70.0 7 050 7 150 56.5 5 800 7 200 9 800

7020U 100 150 24 1.5 1 70.5 74.0 7 200 7 500 59.5 6 050 6 900 9 400

7021U 105 160 26 2 1 82.5 85.5 8 400 8 750 68.0 6 900 6 500 8 800

7022U 110 170 28 2 1 95.0 97.5 9 650 9 950 79.5 8 100 6 100 8 400

7024U 120 180 28 2 1 96.5 103 9 850 10 500 83.5 8 500 5 700 7 800

7026U 130 200 33 2 1 121 131 12 300 13 400 106 10 800 5 200 7 100

7028U 140 210 33 2 1 123 139 12 600 14 100 109 11 100 4 900 6 700
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9.2 0.9 0.019 15.2 14.0 20.4 22.7 12.5 23.5 24.8 0.3 0.15 7000U

10.0 1.0 0.021 17.9 16.7 23.1 25.5 14.5 25.5 26.8 0.3 0.15 7001U

11.3 1.3 0.030 20.9 19.7 26.1 28.6 17.5 29.5 30.8 0.3 0.15 7002U

12.6 1.8 0.037 23.0 21.6 29.0 31.9 19.5 32.5 33.8 0.3 0.15 7003U

15.2 2.9 0.067 28.1 26.4 34.9 38.3 24.5 37.5 39.5 0.6 0.3 7004U

16.5 3.3 0.079 32.6 30.9 39.4 42.8 29.5 42.5 44.5 0.6 0.3 7005U

19.0 4.8 0.11 39.2 37.3 46.9 50.6 35.5 49.5 50.5 1 0.6 7006U

21.1 6.3 0.15 44.2 42.2 52.8 56.9 40.5 56.5 57.5 1 0.6 7007U

23.2 7.4 0.19 49.7 47.7 58.3 62.4 45.5 62.5 63.5 1 0.6 7008U

25.4 9.4 0.24 55.3 53.0 64.7 69.3 50.5 69.5 70.5 1 0.6 7009U

26.9 11 0.26 60.3 58.0 69.7 74.3 55.5 74.5 75.5 1 0.6 7010U

30.1 16 0.38 66.9 64.3 78.1 83.5 62 83 85.5 1 0.6 7011U

31.5 17 0.41 71.9 69.3 83.1 88.5 67 88 90.5 1 0.6 7012U

32.9 18 0.44 76.9 74.3 88.1 93.4 72 93 95.5 1 0.6 7013U

36.1 24 0.61 83.6 80.5 96.4 102.6 77 103 105.5 1 0.6 7014U

37.6 26 0.64 88.6 85.5 101.4 107.6 82 108 110.5 1 0.6 7015U

40.8 34 0.86 95.2 91.7 109.8 116.8 87 118 120.5 1 0.6 7016U

42.2 36 0.90 100.2 96.7 114.8 121.8 92 123 125.5 1 0.6 7017U

45.4 47 1.17 106.9 103.0 123.2 131.0 98.5 131.5 134.5 1.5 1 7018U

46.8 49 1.22 111.9 108.0 128.2 136.0 103.5 136.5 139.5 1.5 1 7019U

48.3 51 1.27 116.9 113.0 133.2 141.0 108.5 141.5 144.5 1.5 1 7020U

51.5 70 1.58 123.5 119.2 141.5 150.1 115 150 154.5 2 1 7021U

54.6 83 1.98 130.2 125.4 149.9 159.3 120 160 164.5 2 1 7022U

57.5 90 2.11 140.2 135.4 159.9 169.2 130 170 174.5 2 1 7024U

64.4 131 3.25 153.9 148.5 176.2 186.9 140 190 194.5 2 1 7026U

67.3 144 3.38 164.0 158.7 186.3 197.0 150 200 204.5 2 1 7028U
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7000U 10 26 8 0.3 0.15 5.00 2.33 510 238 2.12 216 48 200 65 700

7001U 12 28 8 0.3 0.15 5.45 2.74 555 279 2.37 242 41 900 57 100

7002U 15 32 9 0.3 0.15 6.15 3.45 625 350 2.86 292 36 600 49 800

7003U 17 35 10 0.3 0.15 7.65 4.20 780 430 3.70 380 33 000 45 000

7004U 20 42 12 0.6 0.3 10.3 6.10 1 050 620 5.45 560 27 300 37 200

7005U 25 47 12 0.6 0.3 11.3 7.40 1 150 755 6.40 655 23 900 32 500

7006U 30 55 13 1 0.6 14.5 10.2 1 480 1 040 8.90 910 20 000 27 200

7007U 35 62 14 1 0.6 18.3 13.4 1 870 1 370 11.0 1 120 17 700 24 100

7008U 40 68 15 1 0.6 19.5 15.4 1 990 1 570 12.4 1 260 15 900 21 700

7009U 45 75 16 1 0.6 23.1 18.7 2 360 1 910 15.4 1 570 14 300 19 500

7010U 50 80 16 1 0.6 24.5 21.1 2 500 2 150 17.1 1 740 13 200 18 000

7011U 55 90 18 1.1 0.6 32.5 27.7 3 300 2 830 22.0 2 240 11 900 16 200

7012U 60 95 18 1.1 0.6 33.0 29.5 3 350 3 000 23.2 2 360 11 100 15 100

7013U 65 100 18 1.1 0.6 35.0 33.0 3 550 3 350 25.5 2 600 10 400 14 200

7014U 70 110 20 1.1 0.6 44.0 41.5 4 500 4 200 33.5 3 450 9 500 13 000

7015U 75 115 20 1.1 0.6 45.0 43.5 4 600 4 450 35.0 3 600 9 000 12 300

7016U 80 125 22 1.1 0.6 55.0 53.0 5 600 5 400 42.0 4 300 8 400 11 400

7017U 85 130 22 1.1 0.6 56.5 56.0 5 750 5 700 44.0 4 500 8 000 10 900

7018U 90 140 24 1.5 1 67.5 66.5 6 850 6 750 54.0 5 500 7 500 10 200

7019U 95 145 24 1.5 1 69.0 70.0 7 050 7 150 56.5 5 800 7 200 9 800

7020U 100 150 24 1.5 1 70.5 74.0 7 200 7 500 59.5 6 050 6 900 9 400

7021U 105 160 26 2 1 82.5 85.5 8 400 8 750 68.0 6 900 6 500 8 800

7022U 110 170 28 2 1 95.0 97.5 9 650 9 950 79.5 8 100 6 100 8 400

7024U 120 180 28 2 1 96.5 103 9 850 10 500 83.5 8 500 5 700 7 800

7026U 130 200 33 2 1 121 131 12 300 13 400 106 10 800 5 200 7 100

7028U 140 210 33 2 1 123 139 12 600 14 100 109 11 100 4 900 6 700
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7200C 10 30 9 0.6 0.3 5.40 2.64 555 269 1.01 103 13.4 42 900 55 600

7201C 12 32 10 0.6 0.3 7.10 3.45 720 355 1.59 162 12.9 40 000 51 800

7202C 15 35 11 0.6 0.3 9.00 4.50 915 460 1.89 193 12.9 35 200 45 600

7203C 17 40 12 0.6 0.3 11.2 5.75 1 140 590 2.67 272 13.0 30 500 39 600

7204C 20 47 14 1 0.6 14.6 8.15 1 490 835 3.70 375 13.4 25 500 33 000

7205C 25 52 15 1 0.6 16.6 10.2 1 690 1 050 3.75 385 14.0 22 600 29 200

7206C 30 62 16 1 0.6 23.0 14.7 2 350 1 500 7.10 725 14.0 18 900 24 500

7207C 35 72 17 1.1 0.6 30.5 19.9 3 100 2 030 10.6 1 090 13.9 16 400 21 300

7208C 40 80 18 1.1 0.6 36.5 25.2 3 700 2 570 14.4 1 470 14.2 14 700 19 000

7209C 45 85 19 1.1 0.6 41.0 28.8 4 150 2 940 14.8 1 510 14.2 13 500 17 500

7210C 50 90 20 1.1 0.6 43.0 31.5 4 350 3 250 15.3 1 560 14.5 12 600 16 300

7211C 55 100 21 1.5 1 53.0 40.0 5 400 4 100 21.6 2 200 14.5 11 400 14 700

7212C 60 110 22 1.5 1 64.0 49.5 6 550 5 050 26.1 2 660 14.5 10 200 13 200

7213C 65 120 23 1.5 1 70.0 55.0 7 100 5 600 28.5 2 910 14.6 9 500 12 300

7214C 70 125 24 1.5 1 76.0 60.0 7 750 6 150 31.0 3 150 14.6 9 000 11 700

7215C 75 130 25 1.5 1 79.5 65.5 8 100 6 700 33.5 3 400 14.8 8 500 11 000

7216C 80 140 26 2 1 93.0 77.5 9 450 7 900 34.5 3 550 14.7 8 000 10 400

7217C 85 150 28 2 1 104 90.5 10 600 9 200 46.5 4 750 14.9 7 500 9 700

7218C 90 160 30 2 1 123 105 12 500 10 700 53.5 5 450 14.6 7 000 9 100

7219C 95 170 32 2.1 1.1 139 120 14 200 12 200 62.0 6 350 14.6 6 600 8 600

7220C 100 180 34 2.1 1.1 149 127 15 200 12 900 67.0 6 800 14.5 6 300 8 100

7221CT1B 105 190 36 2.1 1.1 162 143 16 600 14 600 74.5 7 600 14.5 6 000 7 700

7222CT1B 110 200 38 2.1 1.1 176 160 17 900 16 300 86.0 8 800 14.5 5 700 7 400

7224CT1B 120 215 40 2.1 1.1 199 192 20 200 19 600 91.5 9 300 14.6 5 300 6 800

7226CT1B 130 230 40 3 1.1 213 214 21 700 21 800 111 11 300 14.7 4 900 6 300
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7.3 0.9 0.029 17.4 23.5 25.5 14.5 25.5 27.5 0.6 0.3 7200C

8.0 1.3 0.036 18.4 25.6 27.8 16.5 27.5 29.5 0.6 0.3 7201C

8.9 1.5 0.045 20.8 29.0 31.6 19.5 30.5 32.5 0.6 0.3 7202C

9.9 2.1 0.062 24.2 33.2 36.2 21.5 35.5 37.5 0.6 0.3 7203C

11.6 3.1 0.10 29.4 39.4 42.8 25.5 41.5 42.5 1 0.6 7204C

12.7 4.1 0.12 33.8 44.2 47.3 30.5 46.5 47.5 1 0.6 7205C

14.3 6.6 0.19 40.6 52.2 56.4 35.5 56.5 57.5 1 0.6 7206C

15.7 8.8 0.27 46.8 60.2 65.0 42 65 67.5 1 0.6 7207C

17.1 11 0.35 53.0 67.0 72.3 47 73 75.5 1 0.6 7208C

18.2 14 0.40 57.3 72.5 78.1 52 78 80.5 1 0.6 7209C

19.4 17 0.45 62.2 77.6 83.2 57 83 85.5 1 0.6 7210C

20.9 21 0.59 69.0 86.0 92.3 63.5 91.5 94.5 1.5 1 7211C

22.6 28 0.76 77.0 96.0 102.9 68.5 101.5 104.5 1.5 1 7212C

23.9 34 0.95 82.5 102.5 109.7 73.5 111.5 114.5 1.5 1 7213C

25.1 40 1.04 87.0 108.0 115.5 78.5 116.5 119.5 1.5 1 7214C

26.4 43 1.14 93.0 114.0 121.5 83.5 121.5 124.5 1.5 1 7215C

27.8 54 1.39 98.1 121.4 129.6 90 130 134.5 2 1 7216C

29.9 63 1.73 106.1 129.9 138.5 95 140 144.5 2 1 7217C

31.8 80 2.13 111.6 138.5 147.9 100 150 154.5 2 1 7218C

33.8 96 2.58 118.2 146.8 157.0 107 158 163 2 1 7219C

35.8 119 3.21 124.8 155.2 166.2 112 168 173 2 1 7220C

37.8 147 3.81 131.3 163.7 175.3 117 178 183 2 1 7221CT1B

39.9 171 4.49 138.0 172.0 184.4 122 188 193 2 1 7222CT1B

42.5 206 5.44 149.0 186.0 198.6 132 203 208 2 1 7224CT1B

44.2 232 6.19 161.0 199.0 212.6 144 216 223 2.5 1 7226CT1B
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7200C 10 30 9 0.6 0.3 5.40 2.64 555 269 1.01 103 13.4 42 900 55 600

7201C 12 32 10 0.6 0.3 7.10 3.45 720 355 1.59 162 12.9 40 000 51 800

7202C 15 35 11 0.6 0.3 9.00 4.50 915 460 1.89 193 12.9 35 200 45 600

7203C 17 40 12 0.6 0.3 11.2 5.75 1 140 590 2.67 272 13.0 30 500 39 600

7204C 20 47 14 1 0.6 14.6 8.15 1 490 835 3.70 375 13.4 25 500 33 000

7205C 25 52 15 1 0.6 16.6 10.2 1 690 1 050 3.75 385 14.0 22 600 29 200

7206C 30 62 16 1 0.6 23.0 14.7 2 350 1 500 7.10 725 14.0 18 900 24 500

7207C 35 72 17 1.1 0.6 30.5 19.9 3 100 2 030 10.6 1 090 13.9 16 400 21 300

7208C 40 80 18 1.1 0.6 36.5 25.2 3 700 2 570 14.4 1 470 14.2 14 700 19 000

7209C 45 85 19 1.1 0.6 41.0 28.8 4 150 2 940 14.8 1 510 14.2 13 500 17 500

7210C 50 90 20 1.1 0.6 43.0 31.5 4 350 3 250 15.3 1 560 14.5 12 600 16 300

7211C 55 100 21 1.5 1 53.0 40.0 5 400 4 100 21.6 2 200 14.5 11 400 14 700

7212C 60 110 22 1.5 1 64.0 49.5 6 550 5 050 26.1 2 660 14.5 10 200 13 200

7213C 65 120 23 1.5 1 70.0 55.0 7 100 5 600 28.5 2 910 14.6 9 500 12 300

7214C 70 125 24 1.5 1 76.0 60.0 7 750 6 150 31.0 3 150 14.6 9 000 11 700

7215C 75 130 25 1.5 1 79.5 65.5 8 100 6 700 33.5 3 400 14.8 8 500 11 000

7216C 80 140 26 2 1 93.0 77.5 9 450 7 900 34.5 3 550 14.7 8 000 10 400

7217C 85 150 28 2 1 104 90.5 10 600 9 200 46.5 4 750 14.9 7 500 9 700

7218C 90 160 30 2 1 123 105 12 500 10 700 53.5 5 450 14.6 7 000 9 100

7219C 95 170 32 2.1 1.1 139 120 14 200 12 200 62.0 6 350 14.6 6 600 8 600

7220C 100 180 34 2.1 1.1 149 127 15 200 12 900 67.0 6 800 14.5 6 300 8 100

7221CT1B 105 190 36 2.1 1.1 162 143 16 600 14 600 74.5 7 600 14.5 6 000 7 700

7222CT1B 110 200 38 2.1 1.1 176 160 17 900 16 300 86.0 8 800 14.5 5 700 7 400

7224CT1B 120 215 40 2.1 1.1 199 192 20 200 19 600 91.5 9 300 14.6 5 300 6 800

7226CT1B 130 230 40 3 1.1 213 214 21 700 21 800 111 11 300 14.7 4 900 6 300
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5S-7900UC 10 22 6 0.3 0.15 3.20 1.15 325 117 1.94 198 9.8 84 000 136 800

5S-7901UC 12 24 6 0.3 0.15 3.35 1.29 340 131 2.18 223 10.2 74 600 121 600

5S-7902UC 15 28 7 0.3 0.15 5.10 2.01 520 205 3.40 345 10.0 62 500 101 900

5S-7903UC 17 30 7 0.3 0.15 5.35 2.22 545 226 3.75 385 10.3 57 200 93 200

5S-7904UC 20 37 9 0.3 0.15 7.65 3.40 780 345 5.75 585 10.3 47 100 76 800

5S-7905UC 25 42 9 0.3 0.15 8.15 4.00 835 405 6.80 695 10.7 40 100 65 400

5S-7906UC 30 47 9 0.3 0.15 8.60 4.60 880 470 7.85 800 11.0 34 900 56 900

5S-7907UC 35 55 10 0.6 0.3 13.7 7.10 1 400 725 12.1 1 240 10.7 29 900 48 700

5S-7908UC 40 62 12 0.6 0.3 14.5 8.15 1 480 830 13.9 1 420 11.0 26 300 42 900

5S-7909UC 45 68 12 0.6 0.3 17.9 10.3 1 830 1 050 17.6 1 790 11.0 23 800 38 800

5S-7910UC 50 72 12 0.6 0.3 18.9 11.5 1 930 1 180 19.7 2 010 11.1 22 000 35 900

5S-7911UC 55 80 13 1 0.6 19.7 12.8 2 010 1 310 22.0 2 240 11.3 19 900 32 400

5S-7912UC 60 85 13 1 0.6 20.5 14.1 2 090 1 440 24.2 2 460 11.4 18 500 30 200

5S-7913UC 65 90 13 1 0.6 20.8 14.8 2 120 1 510 25.4 2 590 11.4 17 300 28 300

5S-7914UC 70 100 16 1 0.6 29.7 20.9 3 050 2 140 36.0 3 650 11.4 15 800 25 800

5S-7915UC 75 105 16 1 0.6 30.0 22.0 3 050 2 240 37.5 3 850 11.5 14 900 24 300

5S-7916UC 80 110 16 1 0.6 30.5 23.0 3 100 2 340 39.5 4 000 11.4 14 100 22 900

5S-7917UC 85 120 18 1.1 0.6 41.0 30.5 4 200 3 100 52.0 5 350 11.4 13 100 21 400

5S-7918UC 90 125 18 1.1 0.6 41.5 32.0 4 250 3 250 54.5 5 550 11.5 12 500 20 400

5S-7919UC 95 130 18 1.1 0.6 42.5 33.5 4 300 3 400 57.0 5 800 11.4 11 900 19 500

5S-7920UC 100 140 20 1.1 0.6 54.5 42.5 5 550 4 300 72.5 7 400 11.4 11 200 18 200

5S-7921UC 105 145 20 1.1 0.6 55.0 44.0 5 600 4 500 75.5 7 700 11.5 10 800 17 500

5S-7922UC 110 150 20 1.1 0.6 56.0 46.0 5 700 4 700 78.5 8 050 11.4 10 300 16 800

5S-7924UC 120 165 22 1.1 0.6 69.0 56.5 7 050 5 800 97.0 9 900 11.5 9 400 15 400

5S-7926UC 130 180 24 1.5 1 85.0 70.5 8 650 7 200 121 12 300 11.5 8 700 14 100
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5.2 0.4 0.009 14.3 13.5 17.7 19.4 12.5 19.5 20.8 0.3 0.15 5S-7900UC

5.4 0.4 0.010 16.3 15.5 19.7 21.3 14.5 21.5 22.8 0.3 0.15 5S-7901UC

6.4 0.8 0.013 19.3 18.3 23.7 25.6 17.5 25.5 26.8 0.3 0.15 5S-7902UC

6.7 0.8 0.015 21.3 20.3 25.7 27.8 19.5 27.5 28.8 0.3 0.15 5S-7903UC

8.3 1.5 0.033 25.9 24.7 31.1 33.6 22.5 34.5 35.8 0.3 0.15 5S-7904UC

9.0 1.8 0.039 30.9 29.7 36.1 38.6 27.5 39.5 40.8 0.3 0.15 5S-7905UC

9.7 2.0 0.044 35.9 34.7 41.1 43.6 32.5 44.5 45.8 0.3 0.15 5S-7906UC

11.1 3.4 0.062 41.6 39.9 48.4 51.7 39.5 50.5 52.5 0.6 0.3 5S-7907UC

12.9 4.7 0.10 47.6 45.9 54.4 57.8 44.5 57.5 59.5 0.6 0.3 5S-7908UC

13.6 5.9 0.11 52.7 50.8 60.4 64.0 49.5 63.5 65.5 0.6 0.3 5S-7909UC

14.2 6.2 0.11 57.2 55.3 64.9 68.5 54.5 67.5 69.5 0.6 0.3 5S-7910UC

15.6 7.5 0.16 63.7 61.8 71.4 75.1 60.5 74.5 75.5 1 0.6 5S-7911UC

16.3 8.0 0.17 68.7 66.8 76.4 80.1 65.5 79.5 80.5 1 0.6 5S-7912UC

16.9 8.6 0.19 73.7 71.8 81.4 85.1 70.5 84.5 85.5 1 0.6 5S-7913UC

19.4 14 0.30 80.3 78.0 89.7 94.3 75.5 94.5 95.5 1 0.6 5S-7914UC

20.1 15 0.32 85.3 83.0 94.7 99.3 80.5 99.5 100.5 1 0.6 5S-7915UC

20.8 16 0.33 90.8 88.5 100.2 104.8 85.5 104.5 105.5 1 0.6 5S-7916UC

22.8 22 0.47 96.9 94.3 108.1 113.5 92 113 115.5 1 0.6 5S-7917UC

23.5 23 0.49 101.9 99.3 113.1 118.5 97 118 120.5 1 0.6 5S-7918UC

24.1 24 0.52 106.9 104.3 118.1 123.5 102 123 125.5 1 0.6 5S-7919UC

26.1 33 0.70 113.6 110.5 126.4 132.7 107 133 135.5 1 0.6 5S-7920UC

26.8 34 0.73 118.6 115.5 131.4 137.7 112 138 140.5 1 0.6 5S-7921UC

27.5 36 0.76 123.6 120.5 136.4 142.7 117 143 145.5 1 0.6 5S-7922UC

30.2 48 1.03 135.2 131.7 149.8 156.8 127 158 160.5 1 0.6 5S-7924UC

32.9 63 1.34 146.9 143.0 163.2 171.0 138.5 171.5 174.5 1.5 1 5S-7926UC

100

5S-7900UC 10 22 6 0.3 0.15 3.20 1.15 325 117 1.94 198 9.8 84 000 136 800

5S-7901UC 12 24 6 0.3 0.15 3.35 1.29 340 131 2.18 223 10.2 74 600 121 600

5S-7902UC 15 28 7 0.3 0.15 5.10 2.01 520 205 3.40 345 10.0 62 500 101 900

5S-7903UC 17 30 7 0.3 0.15 5.35 2.22 545 226 3.75 385 10.3 57 200 93 200

5S-7904UC 20 37 9 0.3 0.15 7.65 3.40 780 345 5.75 585 10.3 47 100 76 800

5S-7905UC 25 42 9 0.3 0.15 8.15 4.00 835 405 6.80 695 10.7 40 100 65 400

5S-7906UC 30 47 9 0.3 0.15 8.60 4.60 880 470 7.85 800 11.0 34 900 56 900

5S-7907UC 35 55 10 0.6 0.3 13.7 7.10 1 400 725 12.1 1 240 10.7 29 900 48 700

5S-7908UC 40 62 12 0.6 0.3 14.5 8.15 1 480 830 13.9 1 420 11.0 26 300 42 900

5S-7909UC 45 68 12 0.6 0.3 17.9 10.3 1 830 1 050 17.6 1 790 11.0 23 800 38 800

5S-7910UC 50 72 12 0.6 0.3 18.9 11.5 1 930 1 180 19.7 2 010 11.1 22 000 35 900

5S-7911UC 55 80 13 1 0.6 19.7 12.8 2 010 1 310 22.0 2 240 11.3 19 900 32 400

5S-7912UC 60 85 13 1 0.6 20.5 14.1 2 090 1 440 24.2 2 460 11.4 18 500 30 200

5S-7913UC 65 90 13 1 0.6 20.8 14.8 2 120 1 510 25.4 2 590 11.4 17 300 28 300

5S-7914UC 70 100 16 1 0.6 29.7 20.9 3 050 2 140 36.0 3 650 11.4 15 800 25 800

5S-7915UC 75 105 16 1 0.6 30.0 22.0 3 050 2 240 37.5 3 850 11.5 14 900 24 300

5S-7916UC 80 110 16 1 0.6 30.5 23.0 3 100 2 340 39.5 4 000 11.4 14 100 22 900

5S-7917UC 85 120 18 1.1 0.6 41.0 30.5 4 200 3 100 52.0 5 350 11.4 13 100 21 400

5S-7918UC 90 125 18 1.1 0.6 41.5 32.0 4 250 3 250 54.5 5 550 11.5 12 500 20 400

5S-7919UC 95 130 18 1.1 0.6 42.5 33.5 4 300 3 400 57.0 5 800 11.4 11 900 19 500

5S-7920UC 100 140 20 1.1 0.6 54.5 42.5 5 550 4 300 72.5 7 400 11.4 11 200 18 200

5S-7921UC 105 145 20 1.1 0.6 55.0 44.0 5 600 4 500 75.5 7 700 11.5 10 800 17 500

5S-7922UC 110 150 20 1.1 0.6 56.0 46.0 5 700 4 700 78.5 8 050 11.4 10 300 16 800

5S-7924UC 120 165 22 1.1 0.6 69.0 56.5 7 050 5 800 97.0 9 900 11.5 9 400 15 400

5S-7926UC 130 180 24 1.5 1 85.0 70.5 8 650 7 200 121 12 300 11.5 8 700 14 100
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5S-7900UAD 10 22 6 0.3 0.15 3.05 1.10 310 112 2.12 216 73 200 120 100

5S-7901UAD 12 24 6 0.3 0.15 3.20 1.23 325 125 2.30 234 65 100 106 800

5S-7902UAD 15 28 7 0.3 0.15 4.85 1.92 495 196 3.35 345 54 500 89 400

5S-7903UAD 17 30 7 0.3 0.15 5.10 2.12 520 216 3.60 370 49 800 81 800

5S-7904UAD 20 37 9 0.3 0.15 7.25 3.25 740 330 5.60 575 41 100 67 400

5S-7905UAD 25 42 9 0.3 0.15 7.75 3.80 790 385 6.40 650 35 000 57 400

5S-7906UAD 30 47 9 0.3 0.15 8.15 4.35 830 445 7.15 730 30 400 49 900

5S-7907UAD 35 55 10 0.6 0.3 13.0 6.75 1 320 690 12.1 1 240 26 000 42 700

5S-7908UAD 40 62 12 0.6 0.3 13.7 7.75 1 400 790 13.6 1 380 23 000 37 700

5S-7909UAD 45 68 12 0.6 0.3 17.0 9.75 1 730 995 17.5 1 790 20 700 34 000

5S-7910UAD 50 72 12 0.6 0.3 17.9 10.9 1 820 1 110 19.3 1 970 19 200 31 500

5S-7911UAD 55 80 13 1 0.6 18.6 12.2 1 900 1 240 21.1 2 160 17 400 28 500

5S-7912UAD 60 85 13 1 0.6 19.4 13.3 1 970 1 360 23.0 2 340 16 200 26 500

5S-7913UAD 65 90 13 1 0.6 19.6 14.0 2 000 1 430 23.9 2 430 15 100 24 800

5S-7914UAD 70 100 16 1 0.6 28.0 19.8 2 860 2 020 33.5 3 400 13 800 22 600

5S-7915UAD 75 105 16 1 0.6 28.4 20.8 2 900 2 120 34.5 3 550 13 000 21 400

5S-7916UAD 80 110 16 1 0.6 28.7 21.7 2 930 2 220 36.0 3 700 12 300 20 100

5S-7917UAD 85 120 18 1.1 0.6 38.5 28.9 3 950 2 950 47.0 4 800 11 400 18 800

5S-7918UAD 90 125 18 1.1 0.6 39.5 30.0 4 000 3 100 49.0 5 000 10 900 17 900

5S-7919UAD 95 130 18 1.1 0.6 40.0 31.5 4 050 3 200 51.0 5 200 10 400 17 100

5S-7920UAD 100 140 20 1.1 0.6 51.0 40.0 5 200 4 100 67.5 6 850 9 800 16 000

5S-7921UAD 105 145 20 1.1 0.6 52.0 41.5 5 300 4 250 70.0 7 100 9 400 15 400

5S-7922UAD 110 150 20 1.1 0.6 52.5 43.5 5 400 4 450 72.5 7 400 9 000 14 800

5S-7924UAD 120 165 22 1.1 0.6 65.0 53.5 6 650 5 450 88.0 8 950 8 200 13 500

5S-7926UAD 130 180 24 1.5 1 80.0 66.5 8 150 6 800 112 11 400 7 600 12 400
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6.8 0.4 0.009 14.3 13.5 17.7 19.4 12.5 19.5 20.8 0.3 0.15 5S-7900UAD

7.2 0.4 0.010 16.3 15.5 19.7 21.3 14.5 21.5 22.8 0.3 0.15 5S-7901UAD

8.6 0.8 0.013 19.3 18.3 23.7 25.7 17.5 25.5 26.8 0.3 0.15 5S-7902UAD

9.0 0.8 0.015 21.3 20.3 25.7 27.7 19.5 27.5 28.8 0.3 0.15 5S-7903UAD

11.2 1.5 0.033 25.9 24.7 31.1 33.6 22.5 34.5 35.8 0.3 0.15 5S-7904UAD

12.4 1.8 0.039 30.9 29.7 36.1 38.6 27.5 39.5 40.8 0.3 0.15 5S-7905UAD

13.5 2.0 0.044 35.9 34.7 41.1 43.6 32.5 44.5 45.8 0.3 0.15 5S-7906UAD

15.6 3.4 0.062 41.6 39.9 48.4 51.7 39.5 50.5 52.5 0.6 0.3 5S-7907UAD

18.0 4.7 0.100 47.6 45.9 54.4 57.7 44.5 57.5 59.5 0.6 0.3 5S-7908UAD

19.2 5.9 0.110 52.7 50.8 60.4 64.0 49.5 63.5 65.5 0.6 0.3 5S-7909UAD

20.3 6.2 0.110 57.2 55.3 64.9 68.5 54.5 67.5 69.5 0.6 0.3 5S-7910UAD

22.3 7.5 0.160 63.7 61.8 71.4 75.1 60.5 74.5 75.5 1 0.6 5S-7911UAD

23.5 8.0 0.170 68.7 66.8 76.4 80.0 65.5 79.5 80.5 1 0.6 5S-7912UAD

24.6 8.6 0.190 73.7 71.8 81.4 85.0 70.5 84.5 85.5 1 0.6 5S-7913UAD

27.9 14 0.300 80.3 78 89.7 94.3 75.5 94.5 95.5 1 0.6 5S-7914UAD

29.1 15 0.320 85.3 83 94.7 99.3 80.5 99.5 100.5 1 0.6 5S-7915UAD

30.4 16 0.330 90.8 88.5 100.2 104.7 85.5 104.5 105.5 1 0.6 5S-7916UAD

33.0 22 0.470 96.9 94.3 108.1 113.5 92 113 115.5 1 0.6 5S-7917UAD

34.2 23 0.490 101.9 99.3 113.1 118.5 97 118 120.5 1 0.6 5S-7918UAD

35.3 24 0.520 106.9 104.3 118.1 123.4 102 123 125.5 1 0.6 5S-7919UAD

38.1 33 0.700 113.6 110.5 126.4 132.6 107 133 135.5 1 0.6 5S-7920UAD

39.3 34 0.730 118.6 115.5 131.4 137.6 112 138 140.5 1 0.6 5S-7921UAD

40.4 36 0.760 123.6 120.5 136.4 142.6 117 143 145.5 1 0.6 5S-7922UAD

44.4 48 1.03 135.2 131.7 149.8 156.7 127 158 160.5 1 0.6 5S-7924UAD

48.3 63 1.34 146.9 143 163.2 170.9 138.5 171.5 174.5 1.5 1 5S-7926UAD
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5S-7900UAD 10 22 6 0.3 0.15 3.05 1.10 310 112 2.12 216 73 200 120 100

5S-7901UAD 12 24 6 0.3 0.15 3.20 1.23 325 125 2.30 234 65 100 106 800

5S-7902UAD 15 28 7 0.3 0.15 4.85 1.92 495 196 3.35 345 54 500 89 400

5S-7903UAD 17 30 7 0.3 0.15 5.10 2.12 520 216 3.60 370 49 800 81 800

5S-7904UAD 20 37 9 0.3 0.15 7.25 3.25 740 330 5.60 575 41 100 67 400

5S-7905UAD 25 42 9 0.3 0.15 7.75 3.80 790 385 6.40 650 35 000 57 400

5S-7906UAD 30 47 9 0.3 0.15 8.15 4.35 830 445 7.15 730 30 400 49 900

5S-7907UAD 35 55 10 0.6 0.3 13.0 6.75 1 320 690 12.1 1 240 26 000 42 700

5S-7908UAD 40 62 12 0.6 0.3 13.7 7.75 1 400 790 13.6 1 380 23 000 37 700

5S-7909UAD 45 68 12 0.6 0.3 17.0 9.75 1 730 995 17.5 1 790 20 700 34 000

5S-7910UAD 50 72 12 0.6 0.3 17.9 10.9 1 820 1 110 19.3 1 970 19 200 31 500

5S-7911UAD 55 80 13 1 0.6 18.6 12.2 1 900 1 240 21.1 2 160 17 400 28 500

5S-7912UAD 60 85 13 1 0.6 19.4 13.3 1 970 1 360 23.0 2 340 16 200 26 500

5S-7913UAD 65 90 13 1 0.6 19.6 14.0 2 000 1 430 23.9 2 430 15 100 24 800

5S-7914UAD 70 100 16 1 0.6 28.0 19.8 2 860 2 020 33.5 3 400 13 800 22 600

5S-7915UAD 75 105 16 1 0.6 28.4 20.8 2 900 2 120 34.5 3 550 13 000 21 400

5S-7916UAD 80 110 16 1 0.6 28.7 21.7 2 930 2 220 36.0 3 700 12 300 20 100

5S-7917UAD 85 120 18 1.1 0.6 38.5 28.9 3 950 2 950 47.0 4 800 11 400 18 800

5S-7918UAD 90 125 18 1.1 0.6 39.5 30.0 4 000 3 100 49.0 5 000 10 900 17 900

5S-7919UAD 95 130 18 1.1 0.6 40.0 31.5 4 050 3 200 51.0 5 200 10 400 17 100

5S-7920UAD 100 140 20 1.1 0.6 51.0 40.0 5 200 4 100 67.5 6 850 9 800 16 000

5S-7921UAD 105 145 20 1.1 0.6 52.0 41.5 5 300 4 250 70.0 7 100 9 400 15 400

5S-7922UAD 110 150 20 1.1 0.6 52.5 43.5 5 400 4 450 72.5 7 400 9 000 14 800

5S-7924UAD 120 165 22 1.1 0.6 65.0 53.5 6 650 5 450 88.0 8 950 8 200 13 500

5S-7926UAD 130 180 24 1.5 1 80.0 66.5 8 150 6 800 112 11 400 7 600 12 400
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5S-7900U 10 22 6 0.3 0.15 2.95 1.06 300 108 1.63 166 58 600 78 000

5S-7901U 12 24 6 0.3 0.15 3.10 1.19 315 121 1.77 181 52 100 69 400

5S-7902U 15 28 7 0.3 0.15 4.70 1.86 480 190 2.56 261 43 600 58 100

5S-7903U 17 30 7 0.3 0.15 4.90 2.05 500 209 2.74 280 39 900 53 100

5S-7904U 20 37 9 0.3 0.15 7.00 3.10 715 320 4.30 440 32 900 43 800

5S-7905U 25 42 9 0.3 0.15 7.45 3.65 760 375 4.90 500 28 000 37 300

5S-7906U 30 47 9 0.3 0.15 7.80 4.20 800 430 5.50 560 24 300 32 400

5S-7907U 35 55 10 0.6 0.3 12.5 6.50 1 270 665 9.35 955 20 800 27 800

5S-7908U 40 62 12 0.6 0.3 13.1 7.45 1 340 760 10.5 1 070 18 400 24 500

5S-7909U 45 68 12 0.6 0.3 16.3 9.40 1 660 960 13.6 1 390 16 600 22 100

5S-7910U 50 72 12 0.6 0.3 17.2 10.5 1 750 1 070 15.0 1 530 15 400 20 500

5S-7911U 55 80 13 1 0.6 17.8 11.7 1 820 1 190 16.5 1 680 13 900 18 500

5S-7912U 60 85 13 1 0.6 18.6 12.8 1 890 1 310 18.0 1 830 12 900 17 200

5S-7913U 65 90 13 1 0.6 18.8 13.5 1 910 1 370 18.7 1 910 12 100 16 100

5S-7914U 70 100 16 1 0.6 26.9 19.1 2 740 1 940 25.7 2 620 11 000 14 700

5S-7915U 75 105 16 1 0.6 27.2 20.0 2 780 2 040 26.7 2 730 10 400 13 900

5S-7916U 80 110 16 1 0.6 27.5 20.9 2 810 2 130 27.8 2 830 9 800 13 100

5S-7917U 85 120 18 1.1 0.6 37.0 27.8 3 800 2 830 36.0 3 700 9 100 12 200

5S-7918U 90 125 18 1.1 0.6 37.5 29.0 3 850 2 960 37.5 3 850 8 700 11 600

5S-7919U 95 130 18 1.1 0.6 38.0 30.5 3 900 3 100 39.0 4 000 8 300 11 100

5S-7920U 100 140 20 1.1 0.6 49.0 38.5 5 000 3 900 52.0 5 300 7 800 10 400

5S-7921U 105 145 20 1.1 0.6 50.0 40.0 5 100 4 100 54.0 5 500 7 500 10 000

5S-7922U 110 150 20 1.1 0.6 50.5 41.5 5 150 4 250 56.0 5 700 7 200 9 600

5S-7924U 120 165 22 1.1 0.6 62.5 51.5 6 350 5 250 67.5 6 900 6 600 8 800

5S-7926U 130 180 24 1.5 1 76.5 64.0 7 800 6 550 86.5 8 850 6 000 8 100
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7.7 0.4 0.009 14.3 13.5 17.7 19.3 12.5 19.5 20.8 0.3 0.15 5S-7900U

8.2 0.4 0.010 16.3 15.5 19.7 21.3 14.5 21.5 22.8 0.3 0.15 5S-7901U

9.8 0.8 0.013 19.3 18.3 23.7 25.6 17.5 25.5 26.8 0.3 0.15 5S-7902U

10.3 0.8 0.015 21.3 20.3 25.7 27.7 19.5 27.5 28.8 0.3 0.15 5S-7903U

12.8 1.5 0.033 25.9 24.7 31.1 33.5 22.5 34.5 35.8 0.3 0.15 5S-7904U

14.2 1.8 0.039 30.9 29.7 36.1 38.5 27.5 39.5 40.8 0.3 0.15 5S-7905U

15.7 2.0 0.044 35.9 34.7 41.1 43.5 32.5 44.5 45.8 0.3 0.15 5S-7906U

18.1 3.4 0.062 41.6 39.9 48.4 51.6 39.5 50.5 52.5 0.6 0.3 5S-7907U

20.8 4.7 0.10 47.6 45.9 54.4 57.7 44.5 57.5 59.5 0.6 0.3 5S-7908U

22.4 5.9 0.11 52.7 50.8 60.4 64.0 49.5 63.5 65.5 0.6 0.3 5S-7909U

23.7 6.2 0.11 57.2 55.3 64.9 68.4 54.5 67.5 69.5 0.6 0.3 5S-7910U

26.1 7.5 0.16 63.7 61.8 71.4 75.0 60.5 74.5 75.5 1 0.6 5S-7911U

27.5 8.0 0.17 68.7 66.8 76.4 80.0 65.5 79.5 80.5 1 0.6 5S-7912U

29.0 8.6 0.19 73.7 71.8 81.4 85.0 70.5 84.5 85.5 1 0.6 5S-7913U

32.6 14 0.30 80.3 78.0 89.7 94.2 75.5 94.5 95.5 1 0.6 5S-7914U

34.1 15 0.32 85.3 83.0 94.7 99.2 80.5 99.5 100.5 1 0.6 5S-7915U

35.7 16 0.30 90.8 88.5 100.2 104.7 85.5 104.5 105.5 1 0.6 5S-7916U

38.7 22 0.47 96.9 94.3 108.1 113.4 92 113 115.5 1 0.6 5S-7917U

40.2 23 0.49 101.9 99.3 113.1 118.4 97 118 120.5 1 0.6 5S-7918U

41.6 24 0.52 106.9 104.3 118.1 123.4 102 123 125.5 1 0.6 5S-7919U

44.8 33 0.70 113.6 110.5 126.4 132.6 107 133 135.5 1 0.6 5S-7920U

46.2 34 0.73 118.6 115.5 131.4 137.6 112 138 140.5 1 0.6 5S-7921U

47.7 36 0.76 123.6 120.5 136.4 142.6 117 143 145.5 1 0.6 5S-7922U

52.3 48 1.03 135.2 131.7 149.8 156.7 127 158 160.5 1 0.6 5S-7924U

56.9 63 1.34 146.9 143.0 163.2 170.9 138.5 171.5 174.5 1.5 1 5S-7926U

104

5S-7900U 10 22 6 0.3 0.15 2.95 1.06 300 108 1.63 166 58 600 78 000

5S-7901U 12 24 6 0.3 0.15 3.10 1.19 315 121 1.77 181 52 100 69 400

5S-7902U 15 28 7 0.3 0.15 4.70 1.86 480 190 2.56 261 43 600 58 100

5S-7903U 17 30 7 0.3 0.15 4.90 2.05 500 209 2.74 280 39 900 53 100

5S-7904U 20 37 9 0.3 0.15 7.00 3.10 715 320 4.30 440 32 900 43 800

5S-7905U 25 42 9 0.3 0.15 7.45 3.65 760 375 4.90 500 28 000 37 300

5S-7906U 30 47 9 0.3 0.15 7.80 4.20 800 430 5.50 560 24 300 32 400

5S-7907U 35 55 10 0.6 0.3 12.5 6.50 1 270 665 9.35 955 20 800 27 800

5S-7908U 40 62 12 0.6 0.3 13.1 7.45 1 340 760 10.5 1 070 18 400 24 500

5S-7909U 45 68 12 0.6 0.3 16.3 9.40 1 660 960 13.6 1 390 16 600 22 100

5S-7910U 50 72 12 0.6 0.3 17.2 10.5 1 750 1 070 15.0 1 530 15 400 20 500

5S-7911U 55 80 13 1 0.6 17.8 11.7 1 820 1 190 16.5 1 680 13 900 18 500

5S-7912U 60 85 13 1 0.6 18.6 12.8 1 890 1 310 18.0 1 830 12 900 17 200

5S-7913U 65 90 13 1 0.6 18.8 13.5 1 910 1 370 18.7 1 910 12 100 16 100

5S-7914U 70 100 16 1 0.6 26.9 19.1 2 740 1 940 25.7 2 620 11 000 14 700

5S-7915U 75 105 16 1 0.6 27.2 20.0 2 780 2 040 26.7 2 730 10 400 13 900

5S-7916U 80 110 16 1 0.6 27.5 20.9 2 810 2 130 27.8 2 830 9 800 13 100

5S-7917U 85 120 18 1.1 0.6 37.0 27.8 3 800 2 830 36.0 3 700 9 100 12 200

5S-7918U 90 125 18 1.1 0.6 37.5 29.0 3 850 2 960 37.5 3 850 8 700 11 600

5S-7919U 95 130 18 1.1 0.6 38.0 30.5 3 900 3 100 39.0 4 000 8 300 11 100

5S-7920U 100 140 20 1.1 0.6 49.0 38.5 5 000 3 900 52.0 5 300 7 800 10 400

5S-7921U 105 145 20 1.1 0.6 50.0 40.0 5 100 4 100 54.0 5 500 7 500 10 000

5S-7922U 110 150 20 1.1 0.6 50.5 41.5 5 150 4 250 56.0 5 700 7 200 9 600

5S-7924U 120 165 22 1.1 0.6 62.5 51.5 6 350 5 250 67.5 6 900 6 600 8 800

5S-7926U 130 180 24 1.5 1 76.5 64.0 7 800 6 550 86.5 8 850 6 000 8 100

φDφD1 φD2φd2 φdφd1
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5S-7000UC 10 26 8 0.3 0.15 5.30 1.72 540 175 2.88 293 8.7 75 500 123 000

5S-7001UC 12 28 8 0.3 0.15 5.80 2.03 595 207 3.40 350 9.3 65 500 106 800

5S-7002UC 15 32 9 0.3 0.15 6.60 2.56 675 261 4.35 440 9.7 57 200 93 200

5S-7003UC 17 35 10 0.3 0.15 8.25 3.15 840 320 5.30 540 9.6 51 700 84 200

5S-7004UC 20 42 12 0.6 0.3 11.1 4.55 1 130 465 7.70 785 9.8 42 700 69 500

5S-7005UC 25 47 12 0.6 0.3 12.3 5.55 1 250 565 9.40 960 10.2 37 300 60 800

5S-7006UC 30 55 13 1 0.6 15.8 7.65 1 620 780 13.0 1 320 10.3 31 200 50 900

5S-7007UC 35 62 14 1 0.6 20.0 10.1 2 040 1 030 17.2 1 750 10.4 27 700 45 100

5S-7008UC 40 68 15 1 0.6 21.4 11.7 2 180 1 190 19.9 2 020 10.6 24 900 40 500

5S-7009UC 45 75 16 1 0.6 25.3 14.1 2 580 1 440 24.1 2 460 10.7 22 400 36 500

5S-7010UC 50 80 16 1 0.6 26.9 16.0 2 740 1 630 27.3 2 780 10.9 20 700 33 700

5S-7011UC 55 90 18 1.1 0.6 35.5 20.9 3 600 2 140 35.5 3 650 10.7 18 500 30 200

5S-7012UC 60 95 18 1.1 0.6 36.5 22.4 3 700 2 280 38.0 3 900 10.9 17 300 28 300

5S-7013UC 65 100 18 1.1 0.6 38.5 24.9 3 900 2 540 42.5 4 350 11.0 16 300 26 500

5S-7014UC 70 110 20 1.1 0.6 48.5 31.5 4 950 3 200 53.5 5 450 10.9 14 900 24 300

5S-7015UC 75 115 20 1.1 0.6 49.5 33.0 5 050 3 400 56.5 5 750 11.0 14 100 23 000

5S-7016UC 80 125 22 1.1 0.6 60.5 40.0 6 200 4 100 68.5 7 000 10.9 13 100 21 400

5S-7017UC 85 130 22 1.1 0.6 62.0 42.5 6 350 4 350 72.5 7 400 11.0 12 500 20 400

5S-7018UC 90 140 24 1.5 1 74.0 50.5 7 550 5 150 86.0 8 750 10.9 11 700 19 000

5S-7019UC 95 145 24 1.5 1 76.0 53.0 7 750 5 400 90.5 9 250 11.0 11 200 18 200

5S-7020UC 100 150 24 1.5 1 77.5 56.0 7 900 5 700 95.5 9 750 11.1 10 800 17 500

5S-7021UC 105 160 26 2 1 91.0 65.0 9 250 6 600 111 11 300 11.0 10 100 16 500

5S-7022UC 110 170 28 2 1 104 74.0 10 600 7 500 126 12 800 10.9 9 600 15 600

5S-7024UC 120 180 28 2 1 106 78.5 10 800 8 000 134 13 600 11.1 9 000 14 600

5S-7026UC 130 200 33 2 1 133 99.5 13 600 10 200 170 17 300 11.0 8 100 13 300

5S-7028UC 140 210 33 2 1 136 105.0 13 900 10 700 179 18 300 11.1 7 600 12 500
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6.4 0.9 0.017 15.2 14.0 20.4 22.7 12.5 23.5 24.8 0.3 0.15 5S-7000UC

6.8 1.0 0.018 17.9 16.7 23.1 25.6 14.5 25.5 26.8 0.3 0.15 5S-7001UC

7.7 1.3 0.027 20.9 19.7 26.1 28.7 17.5 29.5 30.8 0.3 0.15 5S-7002UC

8.5 1.8 0.033 23.0 21.6 29.0 32.0 19.5 32.5 33.8 0.3 0.15 5S-7003UC

10.3 2.9 0.060 28.1 26.4 34.9 38.4 24.5 37.5 39.5 0.6 0.3 5S-7004UC

10.9 3.3 0.071 32.6 30.9 39.4 42.9 29.5 42.5 44.5 0.6 0.3 5S-7005UC

12.3 4.8 0.10 39.2 37.3 46.9 50.7 35.5 49.5 50.5 1 0.6 5S-7006UC

13.5 6.3 0.13 44.2 42.2 52.8 57.0 40.5 56.5 57.5 1 0.6 5S-7007UC

14.8 7.4 0.17 49.7 47.7 58.3 62.5 45.5 62.5 63.5 1 0.6 5S-7008UC

16.1 9.4 0.21 55.3 53.0 64.7 69.4 50.5 69.5 70.5 1 0.6 5S-7009UC

16.8 11 0.23 60.3 58.0 69.7 74.4 55.5 74.5 75.5 1 0.6 5S-7010UC

18.8 16 0.33 66.9 64.3 78.1 83.6 62 83 85.5 1 0.6 5S-7011UC

19.4 17 0.36 71.9 69.3 83.1 88.6 67 88 90.5 1 0.6 5S-7012UC

20.1 18 0.38 76.9 74.3 88.1 93.5 72 93 95.5 1 0.6 5S-7013UC

22.1 24 0.53 83.6 80.5 96.4 102.7 77 103 105.5 1 0.6 5S-7014UC

22.8 26 0.56 88.6 85.5 101.4 107.7 82 108 110.5 1 0.6 5S-7015UC

24.8 34 0.74 95.2 91.7 109.8 116.9 87 118 120.5 1 0.6 5S-7016UC

25.5 36 0.78 100.2 96.7 114.8 121.9 92 123 125.5 1 0.6 5S-7017UC

27.5 47 1.00 106.9 103.0 123.2 131.1 98.5 131.5 134.5 1.5 1 5S-7018UC

28.2 49 1.04 111.9 108.0 128.2 136.1 103.5 136.5 139.5 1.5 1 5S-7019UC

28.8 51 1.09 116.9 113.0 133.2 141.1 108.5 141.5 144.5 1.5 1 5S-7020UC

30.8 70 1.34 123.5 119.2 141.5 150.2 115 150 154.5 2 1 5S-7021UC

32.9 83 1.69 130.2 125.4 149.9 159.4 120 160 164.5 2 1 5S-7022UC

34.2 90 1.80 140.2 135.4 159.9 169.4 130 170 174.5 2 1 5S-7024UC

38.7 131 2.80 153.9 148.5 176.2 187.1 140 190 194.5 2 1 5S-7026UC

40.1 144 2.90 164.0 158.7 186.3 197.1 150 200 204.5 2 1 5S-7028UC
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5S-7000UC 10 26 8 0.3 0.15 5.30 1.72 540 175 2.88 293 8.7 75 500 123 000

5S-7001UC 12 28 8 0.3 0.15 5.80 2.03 595 207 3.40 350 9.3 65 500 106 800

5S-7002UC 15 32 9 0.3 0.15 6.60 2.56 675 261 4.35 440 9.7 57 200 93 200

5S-7003UC 17 35 10 0.3 0.15 8.25 3.15 840 320 5.30 540 9.6 51 700 84 200

5S-7004UC 20 42 12 0.6 0.3 11.1 4.55 1 130 465 7.70 785 9.8 42 700 69 500

5S-7005UC 25 47 12 0.6 0.3 12.3 5.55 1 250 565 9.40 960 10.2 37 300 60 800

5S-7006UC 30 55 13 1 0.6 15.8 7.65 1 620 780 13.0 1 320 10.3 31 200 50 900

5S-7007UC 35 62 14 1 0.6 20.0 10.1 2 040 1 030 17.2 1 750 10.4 27 700 45 100

5S-7008UC 40 68 15 1 0.6 21.4 11.7 2 180 1 190 19.9 2 020 10.6 24 900 40 500

5S-7009UC 45 75 16 1 0.6 25.3 14.1 2 580 1 440 24.1 2 460 10.7 22 400 36 500

5S-7010UC 50 80 16 1 0.6 26.9 16.0 2 740 1 630 27.3 2 780 10.9 20 700 33 700

5S-7011UC 55 90 18 1.1 0.6 35.5 20.9 3 600 2 140 35.5 3 650 10.7 18 500 30 200

5S-7012UC 60 95 18 1.1 0.6 36.5 22.4 3 700 2 280 38.0 3 900 10.9 17 300 28 300

5S-7013UC 65 100 18 1.1 0.6 38.5 24.9 3 900 2 540 42.5 4 350 11.0 16 300 26 500

5S-7014UC 70 110 20 1.1 0.6 48.5 31.5 4 950 3 200 53.5 5 450 10.9 14 900 24 300

5S-7015UC 75 115 20 1.1 0.6 49.5 33.0 5 050 3 400 56.5 5 750 11.0 14 100 23 000

5S-7016UC 80 125 22 1.1 0.6 60.5 40.0 6 200 4 100 68.5 7 000 10.9 13 100 21 400

5S-7017UC 85 130 22 1.1 0.6 62.0 42.5 6 350 4 350 72.5 7 400 11.0 12 500 20 400

5S-7018UC 90 140 24 1.5 1 74.0 50.5 7 550 5 150 86.0 8 750 10.9 11 700 19 000

5S-7019UC 95 145 24 1.5 1 76.0 53.0 7 750 5 400 90.5 9 250 11.0 11 200 18 200

5S-7020UC 100 150 24 1.5 1 77.5 56.0 7 900 5 700 95.5 9 750 11.1 10 800 17 500

5S-7021UC 105 160 26 2 1 91.0 65.0 9 250 6 600 111 11 300 11.0 10 100 16 500

5S-7022UC 110 170 28 2 1 104 74.0 10 600 7 500 126 12 800 10.9 9 600 15 600

5S-7024UC 120 180 28 2 1 106 78.5 10 800 8 000 134 13 600 11.1 9 000 14 600

5S-7026UC 130 200 33 2 1 133 99.5 13 600 10 200 170 17 300 11.0 8 100 13 300

5S-7028UC 140 210 33 2 1 136 105.0 13 900 10 700 179 18 300 11.1 7 600 12 500
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5S-7000UAD 10 26 8 0.3 0.15 5.15 1.66 525 169 3.30 340 65 800 107 900

5S-7001UAD 12 28 8 0.3 0.15 5.60 1.95 570 199 3.70 380 57 100 93 700

5S-7002UAD 15 32 9 0.3 0.15 6.35 2.45 645 250 4.45 455 49 800 81 800

5S-7003UAD 17 35 10 0.3 0.15 7.90 3.00 805 305 5.80 590 45 000 73 900

5S-7004UAD 20 42 12 0.6 0.3 10.6 4.35 1 080 445 8.45 865 37 200 61 000

5S-7005UAD 25 47 12 0.6 0.3 11.7 5.30 1 190 540 9.90 1 010 32 500 53 400

5S-7006UAD 30 55 13 1 0.6 15.1 7.30 1 540 745 13.8 1 400 27 200 44 700

5S-7007UAD 35 62 14 1 0.6 19.0 9.65 1 940 980 17.1 1 740 24 100 39 600

5S-7008UAD 40 68 15 1 0.6 20.3 11.1 2 070 1 130 19.3 1 970 21 700 35 600

5S-7009UAD 45 75 16 1 0.6 24.0 13.4 2 450 1 370 23.8 2 430 19 500 32 000

5S-7010UAD 50 80 16 1 0.6 25.5 15.2 2 600 1 550 26.5 2 710 18 000 29 600

5S-7011UAD 55 90 18 1.1 0.6 33.5 19.9 3 400 2 030 34.5 3 500 16 200 26 500

5S-7012UAD 60 95 18 1.1 0.6 34.5 21.2 3 500 2 170 36.0 3 700 15 100 24 800

5S-7013UAD 65 100 18 1.1 0.6 36.0 23.6 3 700 2 410 40.0 4 050 14 200 23 300

5S-7014UAD 70 110 20 1.1 0.6 46.0 29.7 4 700 3 050 52.0 5 300 13 000 21 400

5S-7015UAD 75 115 20 1.1 0.6 47.0 31.5 4 800 3 200 54.5 5 550 12 300 20 200

5S-7016UAD 80 125 22 1.1 0.6 57.5 38.0 5 850 3 900 65.5 6 700 11 400 18 800

5S-7017UAD 85 130 22 1.1 0.6 58.5 40.5 6 000 4 100 68.5 7 000 10 900 17 900

5S-7018UAD 90 140 24 1.5 1 70.0 48.0 7 150 4 850 84.0 8 550 10 200 16 700

5S-7019UAD 95 145 24 1.5 1 71.5 50.5 7 300 5 150 88.0 8 950 9 800 16 000

5S-7020UAD 100 150 24 1.5 1 73.5 53.0 7 500 5 400 92.0 9 350 9 400 15 400

5S-7021UAD 105 160 26 2 1 86.0 61.5 8 750 6 300 106 10 800 8 800 14 500

5S-7022UAD 110 170 28 2 1 98.5 70.0 10 100 7 150 123 12 500 8 400 13 700

5S-7024UAD 120 180 28 2 1 101 74.5 10 300 7 600 129 13 200 7 800 12 800

5S-7026UAD 130 200 33 2 1 126 94.5 12 900 9 650 164 16 700 7 100 11 600

5S-7028UAD 140 210 33 2 1 128 100.0 13 100 10 200 170 17 300 6 700 11 000
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8.2 0.9 0.017 15.2 14.0 20.4 22.9 12.5 23.5 24.8 0.3 0.15 5S-7000UAD

8.8 1.0 0.018 17.9 16.7 23.1 25.6 14.5 25.5 26.8 0.3 0.15 5S-7001UAD

10.0 1.3 0.027 20.9 19.7 26.1 28.4 17.5 29.5 30.8 0.3 0.15 5S-7002UAD

11.1 1.8 0.033 23.0 21.6 29.0 32.0 19.5 32.5 33.8 0.3 0.15 5S-7003UAD

13.4 2.9 0.060 28.1 26.4 34.9 38.3 24.5 37.5 39.5 0.6 0.3 5S-7004UAD

14.5 3.3 0.071 32.6 30.9 39.4 42.8 29.5 42.5 44.5 0.6 0.3 5S-7005UAD

16.6 4.8 0.10 39.2 37.3 46.9 50.7 35.5 49.5 50.5 1 0.6 5S-7006UAD

18.4 6.3 0.13 44.2 42.2 52.8 56.9 40.5 56.5 57.5 1 0.6 5S-7007UAD

20.2 7.4 0.17 49.7 47.7 58.3 62.5 45.5 62.5 63.5 1 0.6 5S-7008UAD

22.1 9.4 0.21 55.3 53.0 64.7 69.3 50.5 69.5 70.5 1 0.6 5S-7009UAD

23.2 11 0.23 60.3 58.0 69.7 74.3 55.5 74.5 75.5 1 0.6 5S-7010UAD

26.0 16 0.33 66.9 64.3 78.1 83.5 62 83 85.5 1 0.6 5S-7011UAD

27.2 17 0.36 71.9 69.3 83.1 88.5 67 88 90.5 1 0.6 5S-7012UAD

28.3 18 0.38 76.9 74.3 88.1 93.5 72 93 95.5 1 0.6 5S-7013UAD

31.1 24 0.53 83.6 80.5 96.4 102.7 77 103 105.5 1 0.6 5S-7014UAD

32.3 26 0.56 88.6 85.5 101.4 107.7 82 108 110.5 1 0.6 5S-7015UAD

35.0 34 0.74 95.2 91.7 109.8 116.9 87 118 120.5 1 0.6 5S-7016UAD

36.2 36 0.78 100.2 96.7 114.8 121.9 92 123 125.5 1 0.6 5S-7017UAD

39.0 47 1.00 106.9 103.0 123.2 131.0 98.5 131.5 134.5 1.5 1 5S-7018UAD

40.1 49 1.04 111.9 108.0 128.2 136.0 103.5 136.5 139.5 1.5 1 5S-7019UAD

41.3 51 1.09 116.9 113.0 133.2 141.0 108.5 141.5 144.5 1.5 1 5S-7020UAD

44.1 70 1.34 123.5 119.2 141.5 150.2 115 150 154.5 2 1 5S-7021UAD

46.8 83 1.69 130.2 125.4 149.9 159.3 120 160 164.5 2 1 5S-7022UAD

49.2 90 1.80 140.2 135.4 159.9 169.3 130 170 174.5 2 1 5S-7024UAD

55.2 131 2.80 153.9 148.5 176.2 187.0 140 190 194.5 2 1 5S-7026UAD

57.5 144 2.90 164.0 158.7 186.3 197.0 150 200 204.5 2 1 5S-7028UAD
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5S-7000UAD 10 26 8 0.3 0.15 5.15 1.66 525 169 3.30 340 65 800 107 900

5S-7001UAD 12 28 8 0.3 0.15 5.60 1.95 570 199 3.70 380 57 100 93 700

5S-7002UAD 15 32 9 0.3 0.15 6.35 2.45 645 250 4.45 455 49 800 81 800

5S-7003UAD 17 35 10 0.3 0.15 7.90 3.00 805 305 5.80 590 45 000 73 900

5S-7004UAD 20 42 12 0.6 0.3 10.6 4.35 1 080 445 8.45 865 37 200 61 000

5S-7005UAD 25 47 12 0.6 0.3 11.7 5.30 1 190 540 9.90 1 010 32 500 53 400

5S-7006UAD 30 55 13 1 0.6 15.1 7.30 1 540 745 13.8 1 400 27 200 44 700

5S-7007UAD 35 62 14 1 0.6 19.0 9.65 1 940 980 17.1 1 740 24 100 39 600

5S-7008UAD 40 68 15 1 0.6 20.3 11.1 2 070 1 130 19.3 1 970 21 700 35 600

5S-7009UAD 45 75 16 1 0.6 24.0 13.4 2 450 1 370 23.8 2 430 19 500 32 000

5S-7010UAD 50 80 16 1 0.6 25.5 15.2 2 600 1 550 26.5 2 710 18 000 29 600

5S-7011UAD 55 90 18 1.1 0.6 33.5 19.9 3 400 2 030 34.5 3 500 16 200 26 500

5S-7012UAD 60 95 18 1.1 0.6 34.5 21.2 3 500 2 170 36.0 3 700 15 100 24 800

5S-7013UAD 65 100 18 1.1 0.6 36.0 23.6 3 700 2 410 40.0 4 050 14 200 23 300

5S-7014UAD 70 110 20 1.1 0.6 46.0 29.7 4 700 3 050 52.0 5 300 13 000 21 400

5S-7015UAD 75 115 20 1.1 0.6 47.0 31.5 4 800 3 200 54.5 5 550 12 300 20 200

5S-7016UAD 80 125 22 1.1 0.6 57.5 38.0 5 850 3 900 65.5 6 700 11 400 18 800

5S-7017UAD 85 130 22 1.1 0.6 58.5 40.5 6 000 4 100 68.5 7 000 10 900 17 900

5S-7018UAD 90 140 24 1.5 1 70.0 48.0 7 150 4 850 84.0 8 550 10 200 16 700

5S-7019UAD 95 145 24 1.5 1 71.5 50.5 7 300 5 150 88.0 8 950 9 800 16 000

5S-7020UAD 100 150 24 1.5 1 73.5 53.0 7 500 5 400 92.0 9 350 9 400 15 400

5S-7021UAD 105 160 26 2 1 86.0 61.5 8 750 6 300 106 10 800 8 800 14 500

5S-7022UAD 110 170 28 2 1 98.5 70.0 10 100 7 150 123 12 500 8 400 13 700

5S-7024UAD 120 180 28 2 1 101 74.5 10 300 7 600 129 13 200 7 800 12 800

5S-7026UAD 130 200 33 2 1 126 94.5 12 900 9 650 164 16 700 7 100 11 600

5S-7028UAD 140 210 33 2 1 128 100.0 13 100 10 200 170 17 300 6 700 11 000
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5S-7000U 10 26 8 0.3 0.15 5.00 1.62 510 165 2.54 259 52 600 70 100

5S-7001U 12 28 8 0.3 0.15 5.45 1.90 555 193 2.84 289 45 700 60 900

5S-7002U 15 32 9 0.3 0.15 6.15 2.38 625 242 3.40 350 39 900 53 100

5S-7003U 17 35 10 0.3 0.15 7.65 2.92 780 298 4.45 455 36 000 48 000

5S-7004U 20 42 12 0.6 0.3 10.3 4.25 1 050 430 6.55 670 29 700 39 600

5S-7005U 25 47 12 0.6 0.3 11.3 5.10 1 150 520 7.65 780 26 000 34 700

5S-7006U 30 55 13 1 0.6 14.5 7.05 1 480 715 10.7 1 090 21 800 29 000

5S-7007U 35 62 14 1 0.6 18.3 9.30 1 870 950 13.2 1 340 19 300 25 700

5S-7008U 40 68 15 1 0.6 19.5 10.7 1 990 1 090 14.8 1 510 17 400 23 100

5S-7009U 45 75 16 1 0.6 23.1 13.0 2 360 1 320 18.4 1 870 15 600 20 800

5S-7010U 50 80 16 1 0.6 24.5 14.6 2 500 1 490 20.5 2 090 14 400 19 200

5S-7011U 55 90 18 1.1 0.6 32.5 19.2 3 300 1 960 26.3 2 680 12 900 17 200

5S-7012U 60 95 18 1.1 0.6 33.0 20.5 3 350 2 090 27.7 2 830 12 100 16 100

5S-7013U 65 100 18 1.1 0.6 35.0 22.8 3 550 2 320 30.5 3 100 11 400 15 100

5S-7014U 70 110 20 1.1 0.6 44.0 28.6 4 500 2 920 40.0 4 100 10 400 13 900

5S-7015U 75 115 20 1.1 0.6 45.0 30.5 4 600 3 100 42.0 4 300 9 900 13 100

5S-7016U 80 125 22 1.1 0.6 55.0 37.0 5 600 3 750 50.5 5 150 9 100 12 200

5S-7017U 85 130 22 1.1 0.6 56.5 39.0 5 750 3 950 53.0 5 400 8 700 11 600

5S-7018U 90 140 24 1.5 1 67.5 46.0 6 850 4 700 64.5 6 600 8 200 10 900

5S-7019U 95 145 24 1.5 1 69.0 48.5 7 050 4 950 68.0 6 900 7 800 10 400

5S-7020U 100 150 24 1.5 1 70.5 51.0 7 200 5 200 71.0 7 250 7 500 10 000

5S-7021U 105 160 26 2 1 82.5 59.5 8 400 6 050 81.0 8 300 7 100 9 400

5S-7022U 110 170 28 2 1 95.0 67.5 9 650 6 900 95.0 9 700 6 700 8 900

5S-7024U 120 180 28 2 1 96.5 71.5 9 850 7 300 99.5 10 200 6 200 8 300

5S-7026U 130 200 33 2 1 121 91.0 12 300 9 300 126 12 900 5 700 7 600

5S-7028U 140 210 33 2 1 123 96.0 12 600 9 800 130 13 300 5 300 7 100
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9.2 0.9 0.017 15.2 14.0 20.4 22.7 12.5 23.5 24.8 0.3 0.15 5S-7000U

10.0 1.0 0.018 17.9 16.7 23.1 25.5 14.5 25.5 26.8 0.3 0.15 5S-7001U

11.3 1.3 0.027 20.9 19.7 26.1 28.6 17.5 29.5 30.8 0.3 0.15 5S-7002U

12.6 1.8 0.033 23.0 21.6 29.0 31.9 19.5 32.5 33.8 0.3 0.15 5S-7003U

15.2 2.9 0.060 28.1 26.4 34.9 38.3 24.5 37.5 39.5 0.6 0.3 5S-7004U

16.5 3.3 0.071 32.6 30.9 39.4 42.8 29.5 42.5 44.5 0.6 0.3 5S-7005U

19.0 4.8 0.10 39.2 37.3 46.9 50.6 35.5 49.5 50.5 1 0.6 5S-7006U

21.1 6.3 0.13 44.2 42.2 52.8 56.9 40.5 56.5 57.5 1 0.6 5S-7007U

23.2 7.4 0.17 49.7 47.7 58.3 62.4 45.5 62.5 63.5 1 0.6 5S-7008U

25.4 9.4 0.21 55.3 53.0 64.7 69.3 50.5 69.5 70.5 1 0.6 5S-7009U

26.9 11 0.23 60.3 58.0 69.7 74.3 55.5 74.5 75.5 1 0.6 5S-7010U

30.1 16 0.33 66.9 64.3 78.1 83.5 62 83 85.5 1 0.6 5S-7011U

31.5 17 0.36 71.9 69.3 83.1 88.5 67 88 90.5 1 0.6 5S-7012U

32.9 18 0.38 76.9 74.3 88.1 93.4 72 93 95.5 1 0.6 5S-7013U

36.1 24 0.53 83.6 80.5 96.4 102.6 77 103 105.5 1 0.6 5S-7014U

37.6 26 0.56 88.6 85.5 101.4 107.6 82 108 110.5 1 0.6 5S-7015U

40.8 34 0.74 95.2 91.7 109.8 116.8 87 118 120.5 1 0.6 5S-7016U

42.2 36 0.78 100.2 96.7 114.8 121.8 92 123 125.5 1 0.6 5S-7017U

45.4 47 1.00 106.9 103.0 123.2 131.0 98.5 131.5 134.5 1.5 1 5S-7018U

46.8 49 1.04 111.9 108.0 128.2 136.0 103.5 136.5 139.5 1.5 1 5S-7019U

48.3 51 1.09 116.9 113.0 133.2 141.0 108.5 141.5 144.5 1.5 1 5S-7020U

51.5 70 1.34 123.5 119.2 141.5 150.1 115 150 154.5 2 1 5S-7021U

54.6 83 1.69 130.2 125.4 149.9 159.3 120 160 164.5 2 1 5S-7022U

57.5 90 1.80 140.2 135.4 159.9 169.2 130 170 174.5 2 1 5S-7024U

64.4 131 2.80 153.9 148.5 176.2 186.9 140 190 194.5 2 1 5S-7026U

67.3 144 2.90 164.0 158.7 186.3 197.0 150 200 204.5 2 1 5S-7028U
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φDφD1 φD2φd2 φdφd1

B

a

r1

rr

r

5S-7000U 10 26 8 0.3 0.15 5.00 1.62 510 165 2.54 259 52 600 70 100

5S-7001U 12 28 8 0.3 0.15 5.45 1.90 555 193 2.84 289 45 700 60 900

5S-7002U 15 32 9 0.3 0.15 6.15 2.38 625 242 3.40 350 39 900 53 100

5S-7003U 17 35 10 0.3 0.15 7.65 2.92 780 298 4.45 455 36 000 48 000

5S-7004U 20 42 12 0.6 0.3 10.3 4.25 1 050 430 6.55 670 29 700 39 600

5S-7005U 25 47 12 0.6 0.3 11.3 5.10 1 150 520 7.65 780 26 000 34 700

5S-7006U 30 55 13 1 0.6 14.5 7.05 1 480 715 10.7 1 090 21 800 29 000

5S-7007U 35 62 14 1 0.6 18.3 9.30 1 870 950 13.2 1 340 19 300 25 700

5S-7008U 40 68 15 1 0.6 19.5 10.7 1 990 1 090 14.8 1 510 17 400 23 100

5S-7009U 45 75 16 1 0.6 23.1 13.0 2 360 1 320 18.4 1 870 15 600 20 800

5S-7010U 50 80 16 1 0.6 24.5 14.6 2 500 1 490 20.5 2 090 14 400 19 200

5S-7011U 55 90 18 1.1 0.6 32.5 19.2 3 300 1 960 26.3 2 680 12 900 17 200

5S-7012U 60 95 18 1.1 0.6 33.0 20.5 3 350 2 090 27.7 2 830 12 100 16 100

5S-7013U 65 100 18 1.1 0.6 35.0 22.8 3 550 2 320 30.5 3 100 11 400 15 100

5S-7014U 70 110 20 1.1 0.6 44.0 28.6 4 500 2 920 40.0 4 100 10 400 13 900

5S-7015U 75 115 20 1.1 0.6 45.0 30.5 4 600 3 100 42.0 4 300 9 900 13 100

5S-7016U 80 125 22 1.1 0.6 55.0 37.0 5 600 3 750 50.5 5 150 9 100 12 200

5S-7017U 85 130 22 1.1 0.6 56.5 39.0 5 750 3 950 53.0 5 400 8 700 11 600

5S-7018U 90 140 24 1.5 1 67.5 46.0 6 850 4 700 64.5 6 600 8 200 10 900

5S-7019U 95 145 24 1.5 1 69.0 48.5 7 050 4 950 68.0 6 900 7 800 10 400

5S-7020U 100 150 24 1.5 1 70.5 51.0 7 200 5 200 71.0 7 250 7 500 10 000

5S-7021U 105 160 26 2 1 82.5 59.5 8 400 6 050 81.0 8 300 7 100 9 400

5S-7022U 110 170 28 2 1 95.0 67.5 9 650 6 900 95.0 9 700 6 700 8 900

5S-7024U 120 180 28 2 1 96.5 71.5 9 850 7 300 99.5 10 200 6 200 8 300

5S-7026U 130 200 33 2 1 121 91.0 12 300 9 300 126 12 900 5 700 7 600

5S-7028U 140 210 33 2 1 123 96.0 12 600 9 800 130 13 300 5 300 7 100
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φD φD1 φD2φd2 φdφd1

B

a

r1

rr1

r

2LA-HSE910UC 50 72 12 0.6 0.3 11.0 8.1 1 120 830 11.8 1 210 10.9 21 800 34 600

2LA-HSE911UC 55 80 13 1 0.6 13.7 10.1 1 390 1 030 14.8 1 510 10.8 19 700 31 300

2LA-HSE912UC 60 85 13 1 0.6 14.2 11.1 1 450 1 130 16.2 1 660 10.9 18 300 29 100

2LA-HSE913UC 65 90 13 1 0.6 14.3 11.6 1 460 1 180 17.0 1 740 11.0 17 200 27 200

2LA-HSE914UC 70 100 16 1 0.6 20.9 16.5 2 140 1 680 24.2 2 470 10.9 15 600 24 800

2LA-HSE915UC 75 105 16 1 0.6 21.8 18.0 2 220 1 830 26.3 2 690 10.9 14 800 23 400

2LA-HSE916UC 80 110 16 1 0.6 22.0 18.8 2 240 1 910 27.5 2 810 11.0 14 000 22 200

2LA-HSE917UC 85 120 18 1.1 0.6 29.8 24.8 3 050 2 520 36.0 3 700 10.9 13 000 20 600

2LA-HSE918UC 90 125 18 1.1 0.6 31.0 26.8 3 150 2 740 39.0 4 000 10.9 12 400 19 600

2LA-HSE919UC 95 130 18 1.1 0.6 31.5 27.9 3 200 2 850 40.5 4 150 11.0 11 800 18 800

2LA-HSE920UC 100 140 20 1.1 0.6 36.5 32.5 3 700 3 350 48.0 4 900 11.0 11 100 17 600

2LA-HSE921UC 105 145 20 1.1 0.6 37.0 34.0 3 750 3 450 50.0 5 100 11.0 10 600 16 900

2LA-HSE922UC 110 150 20 1.1 0.6 37.5 35.5 3 800 3 600 51.0 5 250 11.1 10 200 16 200

2LA-HSE924UC 120 165 22 1.1 0.6 48.0 45.0 4 850 4 600 66.0 6 750 11.0 9 300 14 800

2LA-HSE926UC 130 180 24 1.5 1 59.0 56.0 6 050 5 700 81.5 8 350 11.0 8 600 13 600

2LA-HSE928UC 140 190 24 1.5 1 59.5 58.0 6 050 5 950 85.0 8 700 11.0 8 100 12 800

2LA-HSE930UC 150 210 28 2 1 79.5 77.0 8 100 7 850 112 11 500 10.9 7 400 11 700

2LA-HSE932UC 160 220 28 2 1 80.0 80.5 8 200 8 200 117 12 000 11.0 7 000 11 100

2LA-HSE934UC 170 230 28 2 1 81.0 83.5 8 250 8 500 122 12 500 11.1 6 700 10 600
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14.2 6.0 0.13 57.6 56.6 64.4 66.8 54.5 52.5 67.5 69.5 0.6 0.3 

15.6 7.7 0.18 63.6 62.4 71.4 74.1 60.5 59.5 74.5 75.5 1 0.6 

16.3 8.3 0.20 68.6 67.4 76.4 79.1 65.5 64.5 79.5 80.5 1 0.6 

17.0 8.9 0.21 73.6 72.4 81.4 84.1 70.5 69.5 84.5 85.5 1 0.6 

19.5 14 0.34 80.1 78.6 89.8 93.2 75.5 74.5 94.5 95.5 1 0.6 

20.1 15 0.36 85.1 83.6 94.8 98.2 80.5 79.5 99.5 100.5 1 0.6 

20.8 16 0.38 90.1 88.6 99.8 103.2 85.5 84.5 104.5 105.5 1 0.6 

22.8 22 0.54 96.8 94.9 108.2 112.3 92 89.5 113 115.5 1 0.6 

23.5 23 0.56 101.8 99.9 113.2 117.3 97 94.5 118 120.5 1 0.6 

24.2 24 0.59 106.8 104.9 118.2 122.3 102 99.5 123 125.5 1 0.6 

26.2 32 0.82 113.8 111.7 126.2 130.7 107 104.5 133 135.5 1 0.6 

26.9 33 0.85 118.8 116.7 131.2 135.7 112 109.5 138 140.5 1 0.6 

27.5 35 0.88 123.8 121.7 136.2 140.7 117 114.5 143 145.5 1 0.6 

30.2 47 1.20 135.4 133.0 149.6 154.8 127 124.5 158 160.5 1 0.6 

32.9 62 1.56 146.9 144.2 163.1 168.9 138.5 135.5 171.5 174.5 1.5 1 

34.3 66 1.66 156.9 154.2 173.1 178.9 148.5 145.5 181.5 184.5 1.5 1 

38.3 99 2.58 170.5 167.3 189.5 196.4 160 155.5 200 204.5 2 1 

39.6 105 2.71 180.5 177.3 199.5 206.3 170 165.5 210 214.5 2 1 

41.0 111 2.84 190.5 187.3 209.5 216.3 180 175.5 220 224.5 2 1 
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φD φD1 φD2φd2 φdφd1

B

a

r1

rr1

r

2LA-HSE910UC 50 72 12 0.6 0.3 11.0 8.1 1 120 830 11.8 1 210 10.9 21 800 34 600

2LA-HSE911UC 55 80 13 1 0.6 13.7 10.1 1 390 1 030 14.8 1 510 10.8 19 700 31 300

2LA-HSE912UC 60 85 13 1 0.6 14.2 11.1 1 450 1 130 16.2 1 660 10.9 18 300 29 100

2LA-HSE913UC 65 90 13 1 0.6 14.3 11.6 1 460 1 180 17.0 1 740 11.0 17 200 27 200

2LA-HSE914UC 70 100 16 1 0.6 20.9 16.5 2 140 1 680 24.2 2 470 10.9 15 600 24 800

2LA-HSE915UC 75 105 16 1 0.6 21.8 18.0 2 220 1 830 26.3 2 690 10.9 14 800 23 400

2LA-HSE916UC 80 110 16 1 0.6 22.0 18.8 2 240 1 910 27.5 2 810 11.0 14 000 22 200

2LA-HSE917UC 85 120 18 1.1 0.6 29.8 24.8 3 050 2 520 36.0 3 700 10.9 13 000 20 600

2LA-HSE918UC 90 125 18 1.1 0.6 31.0 26.8 3 150 2 740 39.0 4 000 10.9 12 400 19 600

2LA-HSE919UC 95 130 18 1.1 0.6 31.5 27.9 3 200 2 850 40.5 4 150 11.0 11 800 18 800

2LA-HSE920UC 100 140 20 1.1 0.6 36.5 32.5 3 700 3 350 48.0 4 900 11.0 11 100 17 600

2LA-HSE921UC 105 145 20 1.1 0.6 37.0 34.0 3 750 3 450 50.0 5 100 11.0 10 600 16 900

2LA-HSE922UC 110 150 20 1.1 0.6 37.5 35.5 3 800 3 600 51.0 5 250 11.1 10 200 16 200

2LA-HSE924UC 120 165 22 1.1 0.6 48.0 45.0 4 850 4 600 66.0 6 750 11.0 9 300 14 800

2LA-HSE926UC 130 180 24 1.5 1 59.0 56.0 6 050 5 700 81.5 8 350 11.0 8 600 13 600

2LA-HSE928UC 140 190 24 1.5 1 59.5 58.0 6 050 5 950 85.0 8 700 11.0 8 100 12 800

2LA-HSE930UC 150 210 28 2 1 79.5 77.0 8 100 7 850 112 11 500 10.9 7 400 11 700

2LA-HSE932UC 160 220 28 2 1 80.0 80.5 8 200 8 200 117 12 000 11.0 7 000 11 100

2LA-HSE934UC 170 230 28 2 1 81.0 83.5 8 250 8 500 122 12 500 11.1 6 700 10 600
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φD φD1 φD2φd2 φdφd1

B

a

r1

rr1

r

2LA-HSE910U 50 72 12 0.6 0.3 10.7 7.95 1 090 810 13.2 1 350 23 100 37 200

2LA-HSE911U 55 80 13 1 0.6 13.3 9.90 1 360 1 010 16.5 1 690 20 800 33 600

2LA-HSE912U 60 85 13 1 0.6 13.8 10.8 1 410 1 100 18.1 1 850 19 400 31 300

2LA-HSE913U 65 90 13 1 0.6 13.9 11.3 1 420 1 150 18.9 1 930 18 200 29 300

2LA-HSE914U 70 100 16 1 0.6 20.4 16.1 2 080 1 640 26.9 2 750 16 600 26 700

2LA-HSE915U 75 105 16 1 0.6 21.2 17.5 2 160 1 790 29.4 3 000 15 600 25 200

2LA-HSE916U 80 110 16 1 0.6 21.4 18.3 2 190 1 870 30.0 3 100 14 800 23 900

2LA-HSE917U 85 120 18 1.1 0.6 29.1 24.2 2 960 2 470 40.0 4 100 13 700 22 100

2LA-HSE918U 90 125 18 1.1 0.6 30.0 26.2 3 100 2 670 43.5 4 450 13 100 21 100

2LA-HSE919U 95 130 18 1.1 0.6 30.5 27.3 3 100 2 780 45.5 4 650 12 500 20 200

2LA-HSE920U 100 140 20 1.1 0.6 35.5 32.0 3 600 3 250 53.0 5 450 11 700 18 900

2LA-HSE921U 105 145 20 1.1 0.6 36.0 33.0 3 650 3 400 55.0 5 650 11 300 18 200

2LA-HSE922U 110 150 20 1.1 0.6 36.5 34.5 3 700 3 500 57.0 5 850 10 800 17 500

2LA-HSE924U 120 165 22 1.1 0.6 46.5 44.0 4 750 4 500 74.0 7 550 9 900 15 900

2LA-HSE926U 130 180 24 1.5 1 57.5 54.5 5 850 5 550 91.0 9 300 9 100 14 600

2LA-HSE928U 140 190 24 1.5 1 58.0 57.0 5 900 5 800 95.0 9 700 8 500 13 800

2LA-HSE930U 150 210 28 2 1 77.5 75.5 7 900 7 700 125 12 800 7 800 12 600

2LA-HSE932U 160 220 28 2 1 78.0 78.5 7 950 8 000 131 13 400 7 400 11 900

2LA-HSE934U 170 230 28 2 1 79.0 81.5 8 050 8 300 136 13 900 7 000 11 300
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17.2 6.0 0.13 57.6 56.6 64.4 66.8 54.5 52.5 67.5 69.5 0.6 0.3 

18.9 7.7 0.18 63.6 62.4 71.4 74.1 60.5 59.5 74.5 75.5 1 0.6 

19.8 8.3 0.20 68.6 67.4 76.4 79.1 65.5 64.5 79.5 80.5 1 0.6 

20.7 8.9 0.21 73.6 72.4 81.4 84.0 70.5 69.5 84.5 85.5 1 0.6 

23.6 14 0.34 80.1 78.6 89.8 93.2 75.5 74.5 94.5 95.5 1 0.6 

24.5 15 0.36 85.1 83.6 94.8 98.2 80.5 79.5 99.5 100.5 1 0.6 

25.4 16 0.38 90.1 88.6 99.8 103.2 85.5 84.5 104.5 105.5 1 0.6 

27.8 22 0.54 96.8 94.9 108.2 112.3 92 89.5 113 115.5 1 0.6 

28.7 23 0.56 101.8 99.9 113.2 117.3 97 94.5 118 120.5 1 0.6 

29.6 24 0.59 106.8 104.9 118.2 122.3 102 99.5 123 125.5 1 0.6 

32.0 32 0.82 113.8 111.7 126.2 130.6 107 104.5 133 135.5 1 0.6 

32.9 33 0.85 118.8 116.7 131.2 135.6 112 109.5 138 140.5 1 0.6 

33.8 35 0.88 123.8 121.7 136.2 140.6 117 114.5 143 145.5 1 0.6 

37.1 47 1.20 135.4 133.0 149.6 154.7 127 124.5 158 160.5 1 0.6 

40.4 62 1.56 146.9 144.2 163.1 168.9 138.5 135.5 171.5 174.5 1.5 1 

42.2 66 1.66 156.9 154.2 173.1 178.8 148.5 145.5 181.5 184.5 1.5 1 

47.0 99 2.58 170.5 167.3 189.5 196.3 160 155.5 200 204.5 2 1 

48.8 105 2.71 180.5 177.3 199.5 206.3 170 165.5 210 214.5 2 1 

50.6 111 2.84 190.5 187.3 209.5 216.3 180 175.5 220 224.5 2 1 
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φD φD1 φD2φd2 φdφd1

B

a

r1

rr1

r

2LA-HSE910U 50 72 12 0.6 0.3 10.7 7.95 1 090 810 13.2 1 350 23 100 37 200

2LA-HSE911U 55 80 13 1 0.6 13.3 9.90 1 360 1 010 16.5 1 690 20 800 33 600

2LA-HSE912U 60 85 13 1 0.6 13.8 10.8 1 410 1 100 18.1 1 850 19 400 31 300

2LA-HSE913U 65 90 13 1 0.6 13.9 11.3 1 420 1 150 18.9 1 930 18 200 29 300

2LA-HSE914U 70 100 16 1 0.6 20.4 16.1 2 080 1 640 26.9 2 750 16 600 26 700

2LA-HSE915U 75 105 16 1 0.6 21.2 17.5 2 160 1 790 29.4 3 000 15 600 25 200

2LA-HSE916U 80 110 16 1 0.6 21.4 18.3 2 190 1 870 30.0 3 100 14 800 23 900

2LA-HSE917U 85 120 18 1.1 0.6 29.1 24.2 2 960 2 470 40.0 4 100 13 700 22 100

2LA-HSE918U 90 125 18 1.1 0.6 30.0 26.2 3 100 2 670 43.5 4 450 13 100 21 100

2LA-HSE919U 95 130 18 1.1 0.6 30.5 27.3 3 100 2 780 45.5 4 650 12 500 20 200

2LA-HSE920U 100 140 20 1.1 0.6 35.5 32.0 3 600 3 250 53.0 5 450 11 700 18 900

2LA-HSE921U 105 145 20 1.1 0.6 36.0 33.0 3 650 3 400 55.0 5 650 11 300 18 200

2LA-HSE922U 110 150 20 1.1 0.6 36.5 34.5 3 700 3 500 57.0 5 850 10 800 17 500

2LA-HSE924U 120 165 22 1.1 0.6 46.5 44.0 4 750 4 500 74.0 7 550 9 900 15 900

2LA-HSE926U 130 180 24 1.5 1 57.5 54.5 5 850 5 550 91.0 9 300 9 100 14 600

2LA-HSE928U 140 190 24 1.5 1 58.0 57.0 5 900 5 800 95.0 9 700 8 500 13 800

2LA-HSE930U 150 210 28 2 1 77.5 75.5 7 900 7 700 125 12 800 7 800 12 600

2LA-HSE932U 160 220 28 2 1 78.0 78.5 7 950 8 000 131 13 400 7 400 11 900

2LA-HSE934U 170 230 28 2 1 79.0 81.5 8 050 8 300 136 13 900 7 000 11 300
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φD φD1 φD2φd2 φdφd1

B

a

r1

rr1

r

2LA-HSE910UAD 50 72 12 0.6 0.3 10.3 7.70 1 050 785 14.8 1 510 20 500 32 100

2LA-HSE911UAD 55 80 13 1 0.6 12.9 9.60 1 310 980 18.4 1 880 18 500 29 000

2LA-HSE912UAD 60 85 13 1 0.6 13.3 10.5 1 360 1 070 20.2 2 060 17 200 27 000

2LA-HSE913UAD 65 90 13 1 0.6 13.5 11.0 1 370 1 120 21.1 2 160 16 100 25 300

2LA-HSE914UAD 70 100 16 1 0.6 19.7 15.6 2 010 1 590 29.9 3 050 14 700 23 000

2LA-HSE915UAD 75 105 16 1 0.6 20.5 17.0 2 090 1 730 32.0 3 300 13 900 21 700

2LA-HSE916UAD 80 110 16 1 0.6 20.7 17.7 2 110 1 810 33.5 3 450 13 200 20 600

2LA-HSE917UAD 85 120 18 1.1 0.6 28.1 23.4 2 860 2 390 45.0 4 600 12 200 19 100

2LA-HSE918UAD 90 125 18 1.1 0.6 29.2 25.4 2 980 2 590 48.5 4 950 11 600 18 200

2LA-HSE919UAD 95 130 18 1.1 0.6 29.5 26.4 3 000 2 690 50.5 5 200 11 100 17 400

2LA-HSE920UAD 100 140 20 1.1 0.6 34.5 31.0 3 500 3 150 59.0 6 050 10 400 16 300

2LA-HSE921UAD 105 145 20 1.1 0.6 34.5 32.0 3 550 3 300 61.5 6 300 10 000 15 700

2LA-HSE922UAD 110 150 20 1.1 0.6 35.0 33.5 3 600 3 400 64.0 6 550 9 600 15 100

2LA-HSE924UAD 120 165 22 1.1 0.6 45.0 42.5 4 600 4 350 82.0 8 400 8 800 13 700

2LA-HSE926UAD 130 180 24 1.5 1 55.5 53.0 5 700 5 400 101 10 400 8 100 12 600

2LA-HSE928UAD 140 190 24 1.5 1 56.0 55.0 5 700 5 600 105 10 800 7 600 11 900

2LA-HSE930UAD 150 210 28 2 1 75.0 73.0 7 650 7 450 140 14 300 6 900 10 900

2LA-HSE932UAD 160 220 28 2 1 75.5 76.0 7 700 7 750 146 14 900 6 600 10 300

2LA-HSE934UAD 170 230 28 2 1 76.0 79.0 7 750 8 050 152 15 500 6 200 9 800
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20.3 6.0 0.13 57.6 56.6 64.4 66.7 54.5 52.5 67.5 69.5 0.6 0.3 

22.4 7.7 0.18 63.6 62.4 71.4 74.1 60.5 59.5 74.5 75.5 1 0.6 

23.5 8.3 0.20 68.6 67.4 76.4 79.0 65.5 64.5 79.5 80.5 1 0.6 

24.7 8.9 0.21 73.6 72.4 81.4 84.0 70.5 69.5 84.5 85.5 1 0.6 

28.0 14 0.34 80.1 78.6 89.8 93.2 75.5 74.5 94.5 95.5 1 0.6 

29.1 15 0.36 85.1 83.6 94.8 98.2 80.5 79.5 99.5 100.5 1 0.6 

30.3 16 0.38 90.1 88.6 99.8 103.2 85.5 84.5 104.5 105.5 1 0.6 

33.1 22 0.54 96.8 94.9 108.2 112.3 92 89.5 113 115.5 1 0.6 

34.2 23 0.56 101.8 99.9 113.2 117.3 97 94.5 118 120.5 1 0.6 

35.4 24 0.59 106.8 104.9 118.2 122.3 102 99.5 123 125.5 1 0.6 

38.2 32 0.82 113.8 111.7 126.2 130.6 107 104.5 133 135.5 1 0.6 

39.3 33 0.85 118.8 116.7 131.2 135.6 112 109.5 138 140.5 1 0.6 

40.5 35 0.88 123.8 121.7 136.2 140.6 117 114.5 143 145.5 1 0.6 

44.4 47 1.20 135.4 133.0 149.6 154.7 127 124.5 158 160.5 1 0.6 

48.4 62 1.56 146.9 144.2 163.1 168.8 138.5 135.5 171.5 174.5 1.5 1 

50.7 66 1.66 156.9 154.2 173.1 178.8 148.5 145.5 181.5 184.5 1.5 1 

56.3 99 2.58 170.5 167.3 189.5 196.3 160 155.5 200 204.5 2 1 

58.6 105 2.71 180.5 177.3 199.5 206.3 170 165.5 210 214.5 2 1 

60.9 111 2.84 190.5 187.3 209.5 216.3 180 175.5 220 224.5 2 1 
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φD φD1 φD2φd2 φdφd1

B

a

r1

rr1

r

2LA-HSE910UAD 50 72 12 0.6 0.3 10.3 7.70 1 050 785 14.8 1 510 20 500 32 100

2LA-HSE911UAD 55 80 13 1 0.6 12.9 9.60 1 310 980 18.4 1 880 18 500 29 000

2LA-HSE912UAD 60 85 13 1 0.6 13.3 10.5 1 360 1 070 20.2 2 060 17 200 27 000

2LA-HSE913UAD 65 90 13 1 0.6 13.5 11.0 1 370 1 120 21.1 2 160 16 100 25 300

2LA-HSE914UAD 70 100 16 1 0.6 19.7 15.6 2 010 1 590 29.9 3 050 14 700 23 000

2LA-HSE915UAD 75 105 16 1 0.6 20.5 17.0 2 090 1 730 32.0 3 300 13 900 21 700

2LA-HSE916UAD 80 110 16 1 0.6 20.7 17.7 2 110 1 810 33.5 3 450 13 200 20 600

2LA-HSE917UAD 85 120 18 1.1 0.6 28.1 23.4 2 860 2 390 45.0 4 600 12 200 19 100

2LA-HSE918UAD 90 125 18 1.1 0.6 29.2 25.4 2 980 2 590 48.5 4 950 11 600 18 200

2LA-HSE919UAD 95 130 18 1.1 0.6 29.5 26.4 3 000 2 690 50.5 5 200 11 100 17 400

2LA-HSE920UAD 100 140 20 1.1 0.6 34.5 31.0 3 500 3 150 59.0 6 050 10 400 16 300

2LA-HSE921UAD 105 145 20 1.1 0.6 34.5 32.0 3 550 3 300 61.5 6 300 10 000 15 700

2LA-HSE922UAD 110 150 20 1.1 0.6 35.0 33.5 3 600 3 400 64.0 6 550 9 600 15 100

2LA-HSE924UAD 120 165 22 1.1 0.6 45.0 42.5 4 600 4 350 82.0 8 400 8 800 13 700

2LA-HSE926UAD 130 180 24 1.5 1 55.5 53.0 5 700 5 400 101 10 400 8 100 12 600

2LA-HSE928UAD 140 190 24 1.5 1 56.0 55.0 5 700 5 600 105 10 800 7 600 11 900

2LA-HSE930UAD 150 210 28 2 1 75.0 73.0 7 650 7 450 140 14 300 6 900 10 900

2LA-HSE932UAD 160 220 28 2 1 75.5 76.0 7 700 7 750 146 14 900 6 600 10 300

2LA-HSE934UAD 170 230 28 2 1 76.0 79.0 7 750 8 050 152 15 500 6 200 9 800
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φD φD1 φD2φd2 φdφd1

B

a

r1

rr1

r

2LA-HSE010C 50 80 16 1 0.6 15.9 11.4 1 620 1 160 16.7 1 700 10.4 20 500 32 500

2LA-HSE011C 55 90 18 1.1 0.6 17.3 13.6 1 760 1 380 19.9 2 030 10.6 18 300 29 100

2LA-HSE012C 60 95 18 1.1 0.6 18.1 15.0 1 850 1 530 22.0 2 240 10.7 17 200 27 200

2LA-HSE013C 65 100 18 1.1 0.6 18.4 15.8 1 870 1 610 23.2 2 360 10.8 16 100 25 600

2LA-HSE014C 70 110 20 1.1 0.6 22.5 19.9 2 290 2 030 29.2 2 980 10.8 14 800 23 400

2LA-HSE015C 75 115 20 1.1 0.6 23.9 22.4 2 440 2 290 33.0 3 350 10.9 14 000 22 200

2LA-HSE016C 80 125 22 1.1 0.6 27.4 25.7 2 790 2 620 38.0 3 850 10.9 13 000 20 600

2LA-HSE017C 85 130 22 1.1 0.6 27.7 26.8 2 830 2 740 39.5 4 000 10.9 12 400 19 600

2LA-HSE018C 90 140 24 1.5 1 32.0 31.5 3 300 3 200 46.0 4 700 10.9 11 600 18 300

2LA-HSE019C 95 145 24 1.5 1 32.5 32.5 3 300 3 350 48.0 4 900 11.0 11 100 17 600

2LA-HSE020C 100 150 24 1.5 1 33.5 35.0 3 450 3 600 51.5 5 250 11.0 10 600 16 900

2LA-HSE021C 105 160 26 2 1 38.5 40.5 3 950 4 150 60.0 6 100 11.0 10 000 15 900

2LA-HSE022C 110 170 28 2 1 48.0 49.5 4 900 5 000 72.5 7 400 10.9 9 500 15 100

2LA-HSE024C 120 180 28 2 1 48.0 51.5 4 900 5 250 75.5 7 700 11.0 8 900 14 100

2LA-HSE026C 130 200 33 2 1 69.0 71.0 7 050 7 250 104 10 600 10.8 8 100 12 800

2LA-HSE028C 140 210 33 2 1 71.5 77.0 7 300 7 850 113 11 500 10.9 7 600 12 100

2LA-HSE030C 150 225 35 2.1 1.1 73.5 83.0 7 500 8 450 122 12 400 11.0 7 100 11 300

2LA-HSE032C 160 240 38 2.1 1.1 86.0 97.0 8 800 9 850 142 14 500 11.0 6 700 10 600

2LA-HSE034C 170 260 42 2.1 1.1 99.0 111 10 100 11 300 163 16 700 10.9 6 200 9 800
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16.8 12 0.26 60.1 58.6 69.9 73.3 55.5 54.5 74.5 75.5 1 0.6

18.8 16 0.40 67.6 66.2 77.4 80.8 62 59.5 83 85.5 1 0.6

19.5 17 0.42 72.6 71.2 82.4 85.8 67 64.5 88 90.5 1 0.6

20.1 18 0.45 77.6 76.2 87.4 90.8 72 69.5 93 95.5 1 0.6

22.2 24 0.64 84.8 83.0 95.2 99.1 77 74.5 103 105.5 1 0.6

22.8 25 0.68 89.8 88.0 100.2 104.1 82 79.5 108 110.5 1 0.6

24.8 34 0.91 96.8 94.9 108.2 112.5 87 84.5 118 120.5 1 0.6

25.5 35 0.96 101.8 99.9 113.2 117.5 92 89.5 123 125.5 1 0.6

27.5 45 1.25 108.8 106.7 121.2 125.8 98.5 95.5 131.5 134.5 1.5 1

28.2 47 1.30 113.8 111.7 126.2 130.8 103.5 100.5 136.5 139.5 1.5 1

28.9 49 1.36 118.8 116.7 131.2 135.8 108.5 105.5 141.5 144.5 1.5 1

30.9 61 1.73 125.8 123.6 139.2 144.1 115 110.5 150 154.5 2 1

32.9 77 2.13 132.4 129.8 147.6 153.3 120 115.5 160 164.5 2 1

34.2 82 2.28 142.4 139.8 157.6 163.3 130 125.5 170 174.5 2 1

38.8 130 3.40 155.5 152.3 174.5 181.6 140 135.5 190 194.5 2 1

40.1 129 3.68 165.5 162.4 184.5 191.5 150 145.5 200 204.5 2 1

42.8 163 4.46 178.0 174.8 197.0 204.1 162 157 213 218 2 1

46.0 206 5.46 189.5 186.0 210.5 218.2 172 167 228 233 2 1

50.0 272 7.37 203.6 199.8 226.4 234.9 182 177 248 253 2 1
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φD φD1 φD2φd2 φdφd1

B

a

r1

rr1

r

2LA-HSE010C 50 80 16 1 0.6 15.9 11.4 1 620 1 160 16.7 1 700 10.4 20 500 32 500

2LA-HSE011C 55 90 18 1.1 0.6 17.3 13.6 1 760 1 380 19.9 2 030 10.6 18 300 29 100

2LA-HSE012C 60 95 18 1.1 0.6 18.1 15.0 1 850 1 530 22.0 2 240 10.7 17 200 27 200

2LA-HSE013C 65 100 18 1.1 0.6 18.4 15.8 1 870 1 610 23.2 2 360 10.8 16 100 25 600

2LA-HSE014C 70 110 20 1.1 0.6 22.5 19.9 2 290 2 030 29.2 2 980 10.8 14 800 23 400

2LA-HSE015C 75 115 20 1.1 0.6 23.9 22.4 2 440 2 290 33.0 3 350 10.9 14 000 22 200

2LA-HSE016C 80 125 22 1.1 0.6 27.4 25.7 2 790 2 620 38.0 3 850 10.9 13 000 20 600

2LA-HSE017C 85 130 22 1.1 0.6 27.7 26.8 2 830 2 740 39.5 4 000 10.9 12 400 19 600

2LA-HSE018C 90 140 24 1.5 1 32.0 31.5 3 300 3 200 46.0 4 700 10.9 11 600 18 300

2LA-HSE019C 95 145 24 1.5 1 32.5 32.5 3 300 3 350 48.0 4 900 11.0 11 100 17 600

2LA-HSE020C 100 150 24 1.5 1 33.5 35.0 3 450 3 600 51.5 5 250 11.0 10 600 16 900

2LA-HSE021C 105 160 26 2 1 38.5 40.5 3 950 4 150 60.0 6 100 11.0 10 000 15 900

2LA-HSE022C 110 170 28 2 1 48.0 49.5 4 900 5 000 72.5 7 400 10.9 9 500 15 100

2LA-HSE024C 120 180 28 2 1 48.0 51.5 4 900 5 250 75.5 7 700 11.0 8 900 14 100

2LA-HSE026C 130 200 33 2 1 69.0 71.0 7 050 7 250 104 10 600 10.8 8 100 12 800

2LA-HSE028C 140 210 33 2 1 71.5 77.0 7 300 7 850 113 11 500 10.9 7 600 12 100

2LA-HSE030C 150 225 35 2.1 1.1 73.5 83.0 7 500 8 450 122 12 400 11.0 7 100 11 300

2LA-HSE032C 160 240 38 2.1 1.1 86.0 97.0 8 800 9 850 142 14 500 11.0 6 700 10 600

2LA-HSE034C 170 260 42 2.1 1.1 99.0 111 10 100 11 300 163 16 700 10.9 6 200 9 800
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φD φD1 φD2φd2 φdφd1

B

a

r1

rr1

r

2LA-HSE010 50 80 16 1 0.6 15.5 11.2 1 580 1 140 18.7 1 900 21 600 34 900

2LA-HSE011 55 90 18 1.1 0.6 16.8 13.3 1 720 1 350 22.2 2 260 19 400 31 300

2LA-HSE012 60 95 18 1.1 0.6 17.6 14.7 1 800 1 490 24.6 2 500 18 200 29 300

2LA-HSE013 65 100 18 1.1 0.6 17.9 15.4 1 830 1 570 25.9 2 640 17 100 27 500

2LA-HSE014 70 110 20 1.1 0.6 21.9 19.4 2 230 1 980 32.5 3 300 15 600 25 200

2LA-HSE015 75 115 20 1.1 0.6 23.3 21.9 2 380 2 230 36.5 3 750 14 800 23 900

2LA-HSE016 80 125 22 1.1 0.6 26.7 25.1 2 720 2 560 42.0 4 300 13 700 22 100

2LA-HSE017 85 130 22 1.1 0.6 27.0 26.2 2 760 2 670 44.0 4 500 13 100 21 100

2LA-HSE018 90 140 24 1.5 1 31.5 30.5 3 200 3 150 51.5 5 250 12 200 19 700

2LA-HSE019 95 145 24 1.5 1 31.5 32.0 3 250 3 250 53.5 5 450 11 700 18 900

2LA-HSE020 100 150 24 1.5 1 33.0 34.5 3 350 3 500 57.5 5 850 11 300 18 200

2LA-HSE021 105 160 26 2 1 37.5 39.5 3 850 4 050 66.5 6 800 10 600 17 100

2LA-HSE022 110 170 28 2 1 46.5 48.0 4 750 4 900 80.5 8 200 10 000 16 200

2LA-HSE024 120 180 28 2 1 47.0 50.0 4 800 5 100 84.0 8 600 9 400 15 100

2LA-HSE026 130 200 33 2 1 67.5 69.5 6 900 7 100 116 11 900 8 500 13 800

2LA-HSE028 140 210 33 2 1 70.0 75.0 7 100 7 650 126 12 800 8 000 13 000

2LA-HSE030 150 225 35 2.1 1.1 72.0 81.0 7 300 8 250 136 13 900 7 500 12 100

2LA-HSE032 160 240 38 2.1 1.1 84.0 94.5 8 550 9 650 159 16 200 7 000 11 300

2LA-HSE034 170 260 42 2.1 1.1 96.5 108 9 850 11 100 182 18 600 6 500 10 600
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19.9 12 0.26 60.1 58.6 69.9 73.2 55.5 54.5 74.5 75.5 1 0.6

22.3 16 0.40 67.6 66.2 77.4 80.8 62 59.5 83 85.5 1 0.6

23.2 17 0.42 72.6 71.2 82.4 85.8 67 64.5 88 90.5 1 0.6

24.1 18 0.45 77.6 76.2 87.4 90.8 72 69.5 93 95.5 1 0.6

26.5 24 0.64 84.8 83.0 95.2 99.1 77 74.5 103 105.5 1 0.6

27.4 25 0.68 89.8 88.0 100.2 104.1 82 79.5 108 110.5 1 0.6

29.8 34 0.91 96.8 94.9 108.2 112.5 87 84.5 118 120.5 1 0.6

30.7 35 0.96 101.8 99.9 113.2 117.4 92 89.5 123 125.5 1 0.6

33.1 45 1.25 108.8 106.7 121.2 125.8 98.5 95.5 131.5 134.5 1.5 1

34.0 47 1.30 113.8 111.7 126.2 130.8 103.5 100.5 136.5 139.5 1.5 1

34.9 49 1.36 118.8 116.7 131.2 135.8 108.5 105.5 141.5 144.5 1.5 1

37.3 61 1.73 125.8 123.6 139.2 144.1 115 110.5 150 154.5 2 1

39.7 77 2.13 132.4 129.8 147.6 153.2 120 115.5 160 164.5 2 1

41.5 82 2.28 142.4 139.8 157.6 163.2 130 125.5 170 174.5 2 1

46.8 130 3.40 155.5 152.3 174.5 181.5 140 135.5 190 194.5 2 1

48.6 129 3.68 165.5 162.4 184.5 191.5 150 145.5 200 204.5 2 1

51.9 163 4.46 178.0 174.8 197.0 204.0 162 157 213 218 2 1

55.7 206 5.46 189.5 186.0 210.5 218.2 172 167 228 233 2 1

60.4 272 7.37 203.6 199.8 226.4 234.9 182 177 248 253 2 1
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φD φD1 φD2φd2 φdφd1

B

a

r1

rr1

r

2LA-HSE010 50 80 16 1 0.6 15.5 11.2 1 580 1 140 18.7 1 900 21 600 34 900

2LA-HSE011 55 90 18 1.1 0.6 16.8 13.3 1 720 1 350 22.2 2 260 19 400 31 300

2LA-HSE012 60 95 18 1.1 0.6 17.6 14.7 1 800 1 490 24.6 2 500 18 200 29 300

2LA-HSE013 65 100 18 1.1 0.6 17.9 15.4 1 830 1 570 25.9 2 640 17 100 27 500

2LA-HSE014 70 110 20 1.1 0.6 21.9 19.4 2 230 1 980 32.5 3 300 15 600 25 200

2LA-HSE015 75 115 20 1.1 0.6 23.3 21.9 2 380 2 230 36.5 3 750 14 800 23 900

2LA-HSE016 80 125 22 1.1 0.6 26.7 25.1 2 720 2 560 42.0 4 300 13 700 22 100

2LA-HSE017 85 130 22 1.1 0.6 27.0 26.2 2 760 2 670 44.0 4 500 13 100 21 100

2LA-HSE018 90 140 24 1.5 1 31.5 30.5 3 200 3 150 51.5 5 250 12 200 19 700

2LA-HSE019 95 145 24 1.5 1 31.5 32.0 3 250 3 250 53.5 5 450 11 700 18 900

2LA-HSE020 100 150 24 1.5 1 33.0 34.5 3 350 3 500 57.5 5 850 11 300 18 200

2LA-HSE021 105 160 26 2 1 37.5 39.5 3 850 4 050 66.5 6 800 10 600 17 100

2LA-HSE022 110 170 28 2 1 46.5 48.0 4 750 4 900 80.5 8 200 10 000 16 200

2LA-HSE024 120 180 28 2 1 47.0 50.0 4 800 5 100 84.0 8 600 9 400 15 100

2LA-HSE026 130 200 33 2 1 67.5 69.5 6 900 7 100 116 11 900 8 500 13 800

2LA-HSE028 140 210 33 2 1 70.0 75.0 7 100 7 650 126 12 800 8 000 13 000

2LA-HSE030 150 225 35 2.1 1.1 72.0 81.0 7 300 8 250 136 13 900 7 500 12 100

2LA-HSE032 160 240 38 2.1 1.1 84.0 94.5 8 550 9 650 159 16 200 7 000 11 300

2LA-HSE034 170 260 42 2.1 1.1 96.5 108 9 850 11 100 182 18 600 6 500 10 600
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φD φD1 φD2φd2 φdφd1
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r1

rr1

r

2LA-HSE010AD 50 80 16 1 0.6 15.0 10.8 1 530 1 100 20.9 2 130 19 200 30 100

2LA-HSE011AD 55 90 18 1.1 0.6 16.3 12.9 1 660 1 310 24.8 2 530 17 200 27 000

2LA-HSE012AD 60 95 18 1.1 0.6 17.1 14.2 1 740 1 450 27.4 2 800 16 100 25 300

2LA-HSE013AD 65 100 18 1.1 0.6 17.3 14.9 1 770 1 520 28.9 2 940 15 100 23 700

2LA-HSE014AD 70 110 20 1.1 0.6 21.2 18.8 2 160 1 920 36.5 3 700 13 900 21 700

2LA-HSE015AD 75 115 20 1.1 0.6 22.5 21.2 2 300 2 160 41.0 4 200 13 200 20 600

2LA-HSE016AD 80 125 22 1.1 0.6 25.8 24.3 2 630 2 480 47.0 4 800 12 200 19 100

2LA-HSE017AD 85 130 22 1.1 0.6 26.1 25.4 2 660 2 590 49.0 5 000 11 600 18 200

2LA-HSE018AD 90 140 24 1.5 1 30.5 29.7 3 100 3 050 57.5 5 850 10 900 17 000

2LA-HSE019AD 95 145 24 1.5 1 30.5 31.0 3 150 3 150 60.0 6 100 10 400 16 300

2LA-HSE020AD 100 150 24 1.5 1 31.5 33.0 3 250 3 400 64.0 6 550 10 000 15 700

2LA-HSE021AD 105 160 26 2 1 36.5 38.5 3 700 3 900 74.5 7 600 9 400 14 800

2LA-HSE022AD 110 170 28 2 1 45.0 46.5 4 600 4 750 90.0 9 150 8 900 14 000

2LA-HSE024AD 120 180 28 2 1 45.5 48.5 4 650 4 950 94.0 9 550 8 300 13 000

2LA-HSE026AD 130 200 33 2 1 65.0 67.5 6 650 6 850 130 13 200 7 600 11 900

2LA-HSE028AD 140 210 33 2 1 67.5 73.0 6 900 7 400 141 14 300 7 100 11 200

2LA-HSE030AD 150 225 35 2.1 1.1 69.5 78.5 7 050 8 000 151 15 400 6 700 10 400

2LA-HSE032AD 160 240 38 2.1 1.1 81.0 91.5 8 300 9 350 177 18 000 6 200 9 800

2LA-HSE034AD 170 260 42 2.1 1.1 93.0 105 9 500 10 700 203 20 700 5 800 9 100
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23.3 12 0.26 60.1 58.6 69.9 73.2 55.5 54.5 74.5 75.5 1 0.6

26.1 16 0.40 67.6 66.2 77.4 80.8 62 59.5 83 85.5 1 0.6

27.2 17 0.42 72.6 71.2 82.4 85.8 67 64.5 88 90.5 1 0.6

28.4 18 0.45 77.6 76.2 87.4 90.8 72 69.5 93 95.5 1 0.6

31.1 24 0.64 84.8 83.0 95.2 99.1 77 74.5 103 105.5 1 0.6

32.3 25 0.68 89.8 88.0 100.2 104.1 82 79.5 108 110.5 1 0.6

35.1 34 0.91 96.8 94.9 108.2 112.5 87 84.5 118 120.5 1 0.6

36.2 35 0.96 101.8 99.9 113.2 117.4 92 89.5 123 125.5 1 0.6

39.0 45 1.25 108.8 106.7 121.2 125.8 98.5 95.5 131.5 134.5 1.5 1

40.2 47 1.30 113.8 111.7 126.2 130.8 103.5 100.5 136.5 139.5 1.5 1

41.3 49 1.36 118.8 116.7 131.2 135.8 108.5 105.5 141.5 144.5 1.5 1

44.1 61 1.73 125.8 123.6 139.2 144.1 115 110.5 150 154.5 2 1

46.9 77 2.13 132.4 129.8 147.6 153.2 120 115.5 160 164.5 2 1

49.2 82 2.28 142.4 139.8 157.6 163.2 130 125.5 170 174.5 2 1

55.3 130 3.40 155.5 152.3 174.5 181.5 140 135.5 190 194.5 2 1

57.6 129 3.68 165.5 162.4 184.5 191.5 150 145.5 200 204.5 2 1

61.5 163 4.46 178.0 174.8 197.0 204.0 162 157 213 218 2 1

66.0 206 5.46 189.5 186.0 210.5 218.2 172 167 228 233 2 1

71.5 272 7.37 203.6 199.8 226.4 234.9 182 177 248 253 2 1

122

φD φD1 φD2φd2 φdφd1

B

a

r1

rr1
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2LA-HSE010AD 50 80 16 1 0.6 15.0 10.8 1 530 1 100 20.9 2 130 19 200 30 100

2LA-HSE011AD 55 90 18 1.1 0.6 16.3 12.9 1 660 1 310 24.8 2 530 17 200 27 000

2LA-HSE012AD 60 95 18 1.1 0.6 17.1 14.2 1 740 1 450 27.4 2 800 16 100 25 300

2LA-HSE013AD 65 100 18 1.1 0.6 17.3 14.9 1 770 1 520 28.9 2 940 15 100 23 700

2LA-HSE014AD 70 110 20 1.1 0.6 21.2 18.8 2 160 1 920 36.5 3 700 13 900 21 700

2LA-HSE015AD 75 115 20 1.1 0.6 22.5 21.2 2 300 2 160 41.0 4 200 13 200 20 600

2LA-HSE016AD 80 125 22 1.1 0.6 25.8 24.3 2 630 2 480 47.0 4 800 12 200 19 100

2LA-HSE017AD 85 130 22 1.1 0.6 26.1 25.4 2 660 2 590 49.0 5 000 11 600 18 200

2LA-HSE018AD 90 140 24 1.5 1 30.5 29.7 3 100 3 050 57.5 5 850 10 900 17 000

2LA-HSE019AD 95 145 24 1.5 1 30.5 31.0 3 150 3 150 60.0 6 100 10 400 16 300

2LA-HSE020AD 100 150 24 1.5 1 31.5 33.0 3 250 3 400 64.0 6 550 10 000 15 700

2LA-HSE021AD 105 160 26 2 1 36.5 38.5 3 700 3 900 74.5 7 600 9 400 14 800

2LA-HSE022AD 110 170 28 2 1 45.0 46.5 4 600 4 750 90.0 9 150 8 900 14 000

2LA-HSE024AD 120 180 28 2 1 45.5 48.5 4 650 4 950 94.0 9 550 8 300 13 000

2LA-HSE026AD 130 200 33 2 1 65.0 67.5 6 650 6 850 130 13 200 7 600 11 900

2LA-HSE028AD 140 210 33 2 1 67.5 73.0 6 900 7 400 141 14 300 7 100 11 200

2LA-HSE030AD 150 225 35 2.1 1.1 69.5 78.5 7 050 8 000 151 15 400 6 700 10 400

2LA-HSE032AD 160 240 38 2.1 1.1 81.0 91.5 8 300 9 350 177 18 000 6 200 9 800

2LA-HSE034AD 170 260 42 2.1 1.1 93.0 105 9 500 10 700 203 20 700 5 800 9 100



124

φD φD1 φD2φd2 φdφd1
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5S-2LA-HSE910UC 50 72 12 0.6 0.3 11.0 5.65 1 120 575 7.45 760 7.6 25 600 42 400 

5S-2LA-HSE911UC 55 80 13 1 0.6 13.7 7.05 1 390 715 9.30 950 7.5 23 100 38 300 

5S-2LA-HSE912UC 60 85 13 1 0.6 14.2 7.70 1 450 785 10.1 1 040 7.6 21 500 35 700 

5S-2LA-HSE913UC 65 90 13 1 0.6 14.3 8.05 1 460 820 10.6 1 090 7.6 20 100 33 400 

5S-2LA-HSE914UC 70 100 16 1 0.6 20.9 11.5 2 140 1 170 15.2 1 560 7.5 18 400 30 400 

5S-2LA-HSE915UC 75 105 16 1 0.6 21.8 12.5 2 220 1 270 16.6 1 700 7.6 17 300 28 700 

5S-2LA-HSE916UC 80 110 16 1 0.6 22.0 13.0 2 240 1 330 17.3 1 770 7.6 16 400 27 200 

5S-2LA-HSE917UC 85 120 18 1.1 0.6 29.8 17.2 3 050 1 750 22.9 2 340 7.5 15 200 25 200 

5S-2LA-HSE918UC 90 125 18 1.1 0.6 31.0 18.6 3 150 1 900 24.8 2 530 7.6 14 500 24 100 

5S-2LA-HSE919UC 95 130 18 1.1 0.6 31.5 19.4 3 200 1 970 25.8 2 640 7.6 13 900 23 000 

5S-2LA-HSE920UC 100 140 20 1.1 0.6 36.5 22.7 3 700 2 310 29.9 3 050 7.6 13 000 21 600 

5S-2LA-HSE921UC 105 145 20 1.1 0.6 37.0 23.6 3 750 2 400 31.0 3 200 7.6 12 500 20 700 

5S-2LA-HSE922UC 110 150 20 1.1 0.6 37.5 24.5 3 800 2 500 32.0 3 300 7.7 12 000 19 900 

5S-2LA-HSE924UC 120 165 22 1.1 0.6 48.0 31.5 4 850 3 200 41.5 4 250 7.6 10 900 18 200 

5S-2LA-HSE926UC 130 180 24 1.5 1 59.0 38.5 6 050 3 950 51.0 5 250 7.6 10 100 16 700 

5S-2LA-HSE928UC 140 190 24 1.5 1 59.5 40.5 6 050 4 100 53.5 5 500 7.6 9 500 15 700 

5S-2LA-HSE930UC 150 210 28 2 1 79.5 53.5 8 100 5 450 71.5 7 300 7.6 8 700 14 400 

5S-2LA-HSE932UC 160 220 28 2 1 80.0 55.5 8 200 5 700 74.5 7 600 7.6 8 200 13 600 

5S-2LA-HSE934UC 170 230 28 2 1 81.0 58.0 8 250 5 900 77.0 7 900 7.7 7 800 12 900 
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14.2 6.0 0.12 57.6 56.6 64.4 66.8 54.5 52.5 67.5 69.5 0.6 0.3 

15.6 7.7 0.17 63.6 62.4 71.4 74.1 60.5 59.5 74.5 75.5 1 0.6 

16.3 8.3 0.18 68.6 67.4 76.4 79.1 65.5 64.5 79.5 80.5 1 0.6 

17.0 8.9 0.19 73.6 72.4 81.4 84.1 70.5 69.5 84.5 85.5 1 0.6 

19.5 14 0.31 80.1 78.6 89.8 93.2 75.5 74.5 94.5 95.5 1 0.6 

20.1 15 0.33 85.1 83.6 94.8 98.2 80.5 79.5 99.5 100.5 1 0.6 

20.8 16 0.34 90.1 88.6 99.8 103.2 85.5 84.5 104.5 105.5 1 0.6 

22.8 22 0.48 96.8 94.9 108.2 112.3 92 89.5 113 115.5 1 0.6 

23.5 23 0.51 101.8 99.9 113.2 117.3 97 94.5 118 120.5 1 0.6 

24.2 24 0.53 106.8 104.9 118.2 122.3 102 99.5 123 125.5 1 0.6 

26.2 32 0.74 113.8 111.7 126.2 130.7 107 104.5 133 135.5 1 0.6 

26.9 33 0.77 118.8 116.7 131.2 135.7 112 109.5 138 140.5 1 0.6 

27.5 35 0.80 123.8 121.7 136.2 140.7 117 114.5 143 145.5 1 0.6 

30.2 47 1.08 135.4 133.0 149.6 154.8 127 124.5 158 160.5 1 0.6 

32.9 62 1.40 146.9 144.2 163.1 168.9 138.5 135.5 171.5 174.5 1.5 1 

34.3 66 1.48 156.9 154.2 173.1 178.9 148.5 145.5 181.5 184.5 1.5 1 

38.3 99 2.30 170.5 167.3 189.5 196.4 160 155.5 200 204.5 2 1 

39.6 105 2.42 180.5 177.3 199.5 206.3 170 165.5 210 214.5 2 1 

41.0 111 2.55 190.5 187.3 209.5 216.3 180 175.5 220 224.5 2 1 
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5S-2LA-HSE910UC 50 72 12 0.6 0.3 11.0 5.65 1 120 575 7.45 760 7.6 25 600 42 400 

5S-2LA-HSE911UC 55 80 13 1 0.6 13.7 7.05 1 390 715 9.30 950 7.5 23 100 38 300 

5S-2LA-HSE912UC 60 85 13 1 0.6 14.2 7.70 1 450 785 10.1 1 040 7.6 21 500 35 700 

5S-2LA-HSE913UC 65 90 13 1 0.6 14.3 8.05 1 460 820 10.6 1 090 7.6 20 100 33 400 

5S-2LA-HSE914UC 70 100 16 1 0.6 20.9 11.5 2 140 1 170 15.2 1 560 7.5 18 400 30 400 

5S-2LA-HSE915UC 75 105 16 1 0.6 21.8 12.5 2 220 1 270 16.6 1 700 7.6 17 300 28 700 

5S-2LA-HSE916UC 80 110 16 1 0.6 22.0 13.0 2 240 1 330 17.3 1 770 7.6 16 400 27 200 

5S-2LA-HSE917UC 85 120 18 1.1 0.6 29.8 17.2 3 050 1 750 22.9 2 340 7.5 15 200 25 200 

5S-2LA-HSE918UC 90 125 18 1.1 0.6 31.0 18.6 3 150 1 900 24.8 2 530 7.6 14 500 24 100 

5S-2LA-HSE919UC 95 130 18 1.1 0.6 31.5 19.4 3 200 1 970 25.8 2 640 7.6 13 900 23 000 

5S-2LA-HSE920UC 100 140 20 1.1 0.6 36.5 22.7 3 700 2 310 29.9 3 050 7.6 13 000 21 600 

5S-2LA-HSE921UC 105 145 20 1.1 0.6 37.0 23.6 3 750 2 400 31.0 3 200 7.6 12 500 20 700 

5S-2LA-HSE922UC 110 150 20 1.1 0.6 37.5 24.5 3 800 2 500 32.0 3 300 7.7 12 000 19 900 

5S-2LA-HSE924UC 120 165 22 1.1 0.6 48.0 31.5 4 850 3 200 41.5 4 250 7.6 10 900 18 200 

5S-2LA-HSE926UC 130 180 24 1.5 1 59.0 38.5 6 050 3 950 51.0 5 250 7.6 10 100 16 700 

5S-2LA-HSE928UC 140 190 24 1.5 1 59.5 40.5 6 050 4 100 53.5 5 500 7.6 9 500 15 700 

5S-2LA-HSE930UC 150 210 28 2 1 79.5 53.5 8 100 5 450 71.5 7 300 7.6 8 700 14 400 

5S-2LA-HSE932UC 160 220 28 2 1 80.0 55.5 8 200 5 700 74.5 7 600 7.6 8 200 13 600 

5S-2LA-HSE934UC 170 230 28 2 1 81.0 58.0 8 250 5 900 77.0 7 900 7.7 7 800 12 900 
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5S-2LA-HSE910U 50 72 12 0.6 0.3 10.7 5.50 1 090 560 8.55 875 28 200 46 100 

5S-2LA-HSE911U 55 80 13 1 0.6 13.3 6.85 1 360 700 10.7 1 090 25 500 41 700 

5S-2LA-HSE912U 60 85 13 1 0.6 13.8 7.50 1 410 765 11.6 1 190 23700 38 800 

5S-2LA-HSE913U 65 90 13 1 0.6 13.9 7.85 1 420 800 12.2 1 250 22 200 36 300 

5S-2LA-HSE914U 70 100 16 1 0.6 20.4 11.2 2 080 1 140 17.4 1 780 20 200 33 100 

5S-2LA-HSE915U 75 105 16 1 0.6 21.2 12.2 2 160 1 240 19.0 1 940 19 100 31 300 

5S-2LA-HSE916U 80 110 16 1 0.6 21.4 12.7 2 190 1 290 19.8 2 020 18 100 29 600 

5S-2LA-HSE917U 85 120 18 1.1 0.6 29.1 16.8 2 960 1 710 26.1 2 670 16 800 27 400 

5S-2LA-HSE918U 90 125 18 1.1 0.6 30.0 18.1 3 100 1 850 28.3 2 890 16 000 26 200 

5S-2LA-HSE919U 95 130 18 1.1 0.6 30.5 18.9 3 100 1 930 29.4 3 000 15 300 25 000 

5S-2LA-HSE920U 100 140 20 1.1 0.6 35.5 22.1 3 600 2 260 34.0 3 500 14 300 23 400 

5S-2LA-HSE921U 105 145 20 1.1 0.6 36.0 23.0 3 650 2 350 35.5 3 650 13 800 22 500 

5S-2LA-HSE922U 110 150 20 1.1 0.6 36.5 23.9 3 700 2 430 37.0 3 800 13 200 21 600 

5S-2LA-HSE924U 120 165 22 1.1 0.6 46.5 30.5 4 750 3 100 47.5 4 850 12 100 19 700 

5S-2LA-HSE926U 130 180 24 1.5 1 57.5 38.0 5 850 3 850 58.5 6 000 11 100 18 100 

5S-2LA-HSE928U 140 190 24 1.5 1 58.0 39.5 5 900 4 000 61.0 6 250 10 400 17 000 

5S-2LA-HSE930U 150 210 28 2 1 77.5 52.0 7 900 5 350 81.0 8 300 9 600 15 600 

5S-2LA-HSE932U 160 220 28 2 1 78.0 54.5 7 950 5 550 84.5 8 650 9 100 14 800 

5S-2LA-HSE934U 170 230 28 2 1 79.0 56.5 8 050 5 750 88.0 9 000 8 600 14 100 
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17.2 6.0 0.12 57.6 56.6 64.4 66.8 54.5 52.5 67.5 69.5 0.6 0.3 

18.9 7.7 0.17 63.6 62.4 71.4 74.1 60.5 59.5 74.5 75.5 1 0.6 

19.8 8.3 0.18 68.6 67.4 76.4 79.1 65.5 64.5 79.5 80.5 1 0.6 

20.7 8.9 0.19 73.6 72.4 81.4 84.0 70.5 69.5 84.5 85.5 1 0.6 

23.6 14 0.31 80.1 78.6 89.8 93.2 75.5 74.5 94.5 95.5 1 0.6 

24.5 15 0.33 85.1 83.6 94.8 98.2 80.5 79.5 99.5 100.5 1 0.6 

25.4 16 0.34 90.1 88.6 99.8 103.2 85.5 84.5 104.5 105.5 1 0.6 

27.8 22 0.48 96.8 94.9 108.2 112.3 92 89.5 113 115.5 1 0.6 

28.7 23 0.51 101.8 99.9 113.2 117.3 97 94.5 118 120.5 1 0.6 

29.6 24 0.53 106.8 104.9 118.2 122.3 102 99.5 123 125.5 1 0.6 

32.0 32 0.74 113.8 111.7 126.2 130.6 107 104.5 133 135.5 1 0.6 

32.9 33 0.77 118.8 116.7 131.2 135.6 112 109.5 138 140.5 1 0.6 

33.8 35 0.80 123.8 121.7 136.2 140.6 117 114.5 143 145.5 1 0.6 

37.1 47 1.08 135.4 133.0 149.6 154.7 127 124.5 158 160.5 1 0.6 

40.4 62 1.40 146.9 144.2 163.1 168.9 138.5 135.5 171.5 174.5 1.5 1 

42.2 66 1.48 156.9 154.2 173.1 178.8 148.5 145.5 181.5 184.5 1.5 1 

47.0 99 2.30 170.5 167.3 189.5 196.3 160 155.5 200 204.5 2 1 

48.8 105 2.42 180.5 177.3 199.5 206.3 170 165.5 210 214.5 2 1 

50.6 111 2.55 190.5 187.3 209.5 216.3 180 175.5 220 224.5 2 1 
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5S-2LA-HSE910U 50 72 12 0.6 0.3 10.7 5.50 1 090 560 8.55 875 28 200 46 100 

5S-2LA-HSE911U 55 80 13 1 0.6 13.3 6.85 1 360 700 10.7 1 090 25 500 41 700 

5S-2LA-HSE912U 60 85 13 1 0.6 13.8 7.50 1 410 765 11.6 1 190 23700 38 800 

5S-2LA-HSE913U 65 90 13 1 0.6 13.9 7.85 1 420 800 12.2 1 250 22 200 36 300 

5S-2LA-HSE914U 70 100 16 1 0.6 20.4 11.2 2 080 1 140 17.4 1 780 20 200 33 100 

5S-2LA-HSE915U 75 105 16 1 0.6 21.2 12.2 2 160 1 240 19.0 1 940 19 100 31 300 

5S-2LA-HSE916U 80 110 16 1 0.6 21.4 12.7 2 190 1 290 19.8 2 020 18 100 29 600 

5S-2LA-HSE917U 85 120 18 1.1 0.6 29.1 16.8 2 960 1 710 26.1 2 670 16 800 27 400 

5S-2LA-HSE918U 90 125 18 1.1 0.6 30.0 18.1 3 100 1 850 28.3 2 890 16 000 26 200 

5S-2LA-HSE919U 95 130 18 1.1 0.6 30.5 18.9 3 100 1 930 29.4 3 000 15 300 25 000 

5S-2LA-HSE920U 100 140 20 1.1 0.6 35.5 22.1 3 600 2 260 34.0 3 500 14 300 23 400 

5S-2LA-HSE921U 105 145 20 1.1 0.6 36.0 23.0 3 650 2 350 35.5 3 650 13 800 22 500 

5S-2LA-HSE922U 110 150 20 1.1 0.6 36.5 23.9 3 700 2 430 37.0 3 800 13 200 21 600 

5S-2LA-HSE924U 120 165 22 1.1 0.6 46.5 30.5 4 750 3 100 47.5 4 850 12 100 19 700 

5S-2LA-HSE926U 130 180 24 1.5 1 57.5 38.0 5 850 3 850 58.5 6 000 11 100 18 100 

5S-2LA-HSE928U 140 190 24 1.5 1 58.0 39.5 5 900 4 000 61.0 6 250 10 400 17 000 

5S-2LA-HSE930U 150 210 28 2 1 77.5 52.0 7 900 5 350 81.0 8 300 9 600 15 600 

5S-2LA-HSE932U 160 220 28 2 1 78.0 54.5 7 950 5 550 84.5 8 650 9 100 14 800 

5S-2LA-HSE934U 170 230 28 2 1 79.0 56.5 8 050 5 750 88.0 9 000 8 600 14 100 
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5S-2LA-HSE910UAD 50 72 12 0.6 0.3 10.3 5.30 1 050 545 9.75 995 24 300 41 000 

5S-2LA-HSE911UAD 55 80 13 1 0.6 12.9 6.65 1 310 680 12.1 1 240 22 000 37 000 

5S-2LA-HSE912UAD 60 85 13 1 0.6 13.3 7.3 1 360 740 13.3 1 360 20 500 34 500 

5S-2LA-HSE913UAD 65 90 13 1 0.6 13.5 7.6 1 370 775 13.9 1 420 19 200 32 300 

5S-2LA-HSE914UAD 70 100 16 1 0.6 19.7 10.8 2 010 1 100 19.9 2 030 17 500 29 400 

5S-2LA-HSE915UAD 75 105 16 1 0.6 20.5 11.8 2 090 1 200 21.5 2 200 16 500 27 800 

5S-2LA-HSE916UAD 80 110 16 1 0.6 20.7 12.3 2 110 1 250 22.5 2 300 15 600 26 300 

5S-2LA-HSE917UAD 85 120 18 1.1 0.6 28.1 16.2 2 860 1 660 29.4 3 000 14 500 24 400 

5S-2LA-HSE918UAD 90 125 18 1.1 0.6 29.2 17.6 2 980 1 790 31.5 3 250 13 800 23 300 

5S-2LA-HSE919UAD 95 130 18 1.1 0.6 29.5 18.3 3 000 1 870 33.0 3 400 13 200 22 200 

5S-2LA-HSE920UAD 100 140 20 1.1 0.6 34.5 21.4 3 500 2 190 39.0 4 000 12 400 20 800 

5S-2LA-HSE921UAD 105 145 20 1.1 0.6 34.5 22.3 3 550 2 270 40.5 4 150 11 900 20 000 

5S-2LA-HSE922UAD 110 150 20 1.1 0.6 35.0 23.1 3 600 2 360 42.0 4 300 11 400 19 200 

5S-2LA-HSE924UAD 120 165 22 1.1 0.6 45.0 29.6 4 600 3 000 54.0 5 550 10 400 17 500 

5S-2LA-HSE926UAD 130 180 24 1.5 1 55.5 36.5 5 700 3 750 67.0 6 850 9 600 16 100 

5S-2LA-HSE928UAD 140 190 24 1.5 1 56.0 38.0 5 700 3 900 70.0 7 150 9 000 15 200 

5S-2LA-HSE930UAD 150 210 28 2 1 75.0 50.5 7 650 5 150 92.5 9 450 8 200 13 900 

5S-2LA-HSE932UAD 160 220 28 2 1 75.5 52.5 7 700 5 350 96.5 9 850 7 800 13 200 

5S-2LA-HSE934UAD 170 230 28 2 1 76.0 54.5 7 750 5 600 100 10 200 7 400 12 500 
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20.3 6.0 0.12 57.6 56.6 64.4 66.7 54.5 52.5 67.5 69.5 0.6 0.3 

22.4 7.7 0.17 63.6 62.4 71.4 74.1 60.5 59.5 74.5 75.5 1 0.6 

23.5 8.3 0.18 68.6 67.4 76.4 79.0 65.5 64.5 79.5 80.5 1 0.6 

24.7 8.9 0.19 73.6 72.4 81.4 84.0 70.5 69.5 84.5 85.5 1 0.6 

28.0 14 0.31 80.1 78.6 89.8 93.2 75.5 74.5 94.5 95.5 1 0.6 

29.1 15 0.33 85.1 83.6 94.8 98.2 80.5 79.5 99.5 100.5 1 0.6 

30.3 16 0.34 90.1 88.6 99.8 103.2 85.5 84.5 104.5 105.5 1 0.6 

33.1 22 0.48 96.8 94.9 108.2 112.3 92 89.5 113 115.5 1 0.6 

34.2 23 0.51 101.8 99.9 113.2 117.3 97 94.5 118 120.5 1 0.6 

35.4 24 0.53 106.8 104.9 118.2 122.3 102 99.5 123 125.5 1 0.6 

38.2 32 0.74 113.8 111.7 126.2 130.6 107 104.5 133 135.5 1 0.6 

39.3 33 0.77 118.8 116.7 131.2 135.6 112 109.5 138 140.5 1 0.6 

40.5 35 0.80 123.8 121.7 136.2 140.6 117 114.5 143 145.5 1 0.6 

44.4 47 1.08 135.4 133.0 149.6 154.7 127 124.5 158 160.5 1 0.6 

48.4 62 1.40 146.9 144.2 163.1 168.8 138.5 135.5 171.5 174.5 1.5 1 

50.7 66 1.48 156.9 154.2 173.1 178.8 148.5 145.5 181.5 184.5 1.5 1 

56.3 99 2.30 170.5 167.3 189.5 196.3 160 155.5 200 204.5 2 1 

58.6 105 2.42 180.5 177.3 199.5 206.3 170 165.5 210 214.5 2 1 

60.9 111 2.55 190.5 187.3 209.5 216.3 180 175.5 220 224.5 2 1 
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5S-2LA-HSE910UAD 50 72 12 0.6 0.3 10.3 5.30 1 050 545 9.75 995 24 300 41 000 

5S-2LA-HSE911UAD 55 80 13 1 0.6 12.9 6.65 1 310 680 12.1 1 240 22 000 37 000 

5S-2LA-HSE912UAD 60 85 13 1 0.6 13.3 7.3 1 360 740 13.3 1 360 20 500 34 500 

5S-2LA-HSE913UAD 65 90 13 1 0.6 13.5 7.6 1 370 775 13.9 1 420 19 200 32 300 

5S-2LA-HSE914UAD 70 100 16 1 0.6 19.7 10.8 2 010 1 100 19.9 2 030 17 500 29 400 

5S-2LA-HSE915UAD 75 105 16 1 0.6 20.5 11.8 2 090 1 200 21.5 2 200 16 500 27 800 

5S-2LA-HSE916UAD 80 110 16 1 0.6 20.7 12.3 2 110 1 250 22.5 2 300 15 600 26 300 

5S-2LA-HSE917UAD 85 120 18 1.1 0.6 28.1 16.2 2 860 1 660 29.4 3 000 14 500 24 400 

5S-2LA-HSE918UAD 90 125 18 1.1 0.6 29.2 17.6 2 980 1 790 31.5 3 250 13 800 23 300 

5S-2LA-HSE919UAD 95 130 18 1.1 0.6 29.5 18.3 3 000 1 870 33.0 3 400 13 200 22 200 

5S-2LA-HSE920UAD 100 140 20 1.1 0.6 34.5 21.4 3 500 2 190 39.0 4 000 12 400 20 800 

5S-2LA-HSE921UAD 105 145 20 1.1 0.6 34.5 22.3 3 550 2 270 40.5 4 150 11 900 20 000 

5S-2LA-HSE922UAD 110 150 20 1.1 0.6 35.0 23.1 3 600 2 360 42.0 4 300 11 400 19 200 

5S-2LA-HSE924UAD 120 165 22 1.1 0.6 45.0 29.6 4 600 3 000 54.0 5 550 10 400 17 500 

5S-2LA-HSE926UAD 130 180 24 1.5 1 55.5 36.5 5 700 3 750 67.0 6 850 9 600 16 100 

5S-2LA-HSE928UAD 140 190 24 1.5 1 56.0 38.0 5 700 3 900 70.0 7 150 9 000 15 200 

5S-2LA-HSE930UAD 150 210 28 2 1 75.0 50.5 7 650 5 150 92.5 9 450 8 200 13 900 

5S-2LA-HSE932UAD 160 220 28 2 1 75.5 52.5 7 700 5 350 96.5 9 850 7 800 13 200 

5S-2LA-HSE934UAD 170 230 28 2 1 76.0 54.5 7 750 5 600 100 10 200 7 400 12 500 
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5S-2LA-HSE010C 50 80 16 1 0.6 15.9 7.90 1 620 805 10.5 1 070 7.2 24 000 39 800

5S-2LA-HSE011C 55 90 18 1.1 0.6 17.3 9.40 1 760 960 12.5 1 280 7.4 21 500 35 700

5S-2LA-HSE012C 60 95 18 1.1 0.6 18.1 10.4 1 850 1 060 13.9 1 420 7.4 20 100 33 400

5S-2LA-HSE013C 65 100 18 1.1 0.6 18.4 10.9 1 870 1 120 14.6 1 490 7.5 18 900 31 400

5S-2LA-HSE014C 70 110 20 1.1 0.6 22.5 13.8 2 290 1 410 18.4 1 880 7.5 17 300 28 700

5S-2LA-HSE015C 75 115 20 1.1 0.6 23.9 15.5 2 440 1 590 20.8 2 120 7.5 16 400 27 200

5S-2LA-HSE016C 80 125 22 1.1 0.6 27.4 17.8 2 790 1 820 23.8 2 430 7.5 15 200 25 200

5S-2LA-HSE017C 85 130 22 1.1 0.6 27.7 18.6 2 830 1 900 24.9 2 540 7.6 14 500 24 100

5S-2LA-HSE018C 90 140 24 1.5 1 32.0 21.8 3 300 2 220 29.2 2 970 7.6 13 600 22 500

5S-2LA-HSE019C 95 145 24 1.5 1 32.5 22.7 3 300 2 310 30.5 3 100 7.6 13 000 21 600

5S-2LA-HSE020C 100 150 24 1.5 1 33.5 24.4 3 450 2 480 32.5 3 350 7.6 12 500 20 700

5S-2LA-HSE021C 105 160 26 2 1 38.5 28.2 3 950 2 880 38.0 3 850 7.6 11 800 19 500

5S-2LA-HSE022C 110 170 28 2 1 48.0 34.0 4 900 3 500 45.5 4 650 7.6 11 100 18 500

5S-2LA-HSE024C 120 180 28 2 1 48.0 35.5 4 900 3 650 47.5 4 850 7.6 10 400 17 200

5S-2LA-HSE026C 130 200 33 2 1 69.0 49.5 7 050 5 000 66.0 6 700 7.5 9 500 15 700

5S-2LA-HSE028C 140 210 33 2 1 71.5 53.5 7 300 5 450 71.5 7 300 7.6 8 900 14 800

5S-2LA-HSE030C 150 225 35 2.1 1.1 73.5 57.5 7 500 5 850 77.0 7 850 7.6 8 300 13 800

5S-2LA-HSE032C 160 240 38 2.1 1.1 86.0 67.0 8 800 6 850 90.0 9 150 7.6 7 800 12 900

5S-2LA-HSE034C 170 260 42 2.1 1.1 99.0 77.0 10 100 7 850 103 10 500 7.6 7 300 12 000
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16.8 12 0.23 60.1 58.6 69.9 73.3 55.5 54.5 74.5 75.5 1 0.6

18.8 16 0.37 67.6 66.2 77.4 80.8 62 59.5 83 85.5 1 0.6

19.5 17 0.40 72.6 71.2 82.4 85.8 67 64.5 88 90.5 1 0.6

20.1 18 0.42 77.6 76.2 87.4 90.8 72 69.5 93 95.5 1 0.6

22.2 24 0.60 84.8 83.0 95.2 99.1 77 74.5 103 105.5 1 0.6

22.8 25 0.64 89.8 88.0 100.2 104.1 82 79.5 108 110.5 1 0.6

24.8 34 0.86 96.8 94.9 108.2 112.5 87 84.5 118 120.5 1 0.6

25.5 35 0.90 101.8 99.9 113.2 117.5 92 89.5 123 125.5 1 0.6

27.5 45 1.18 108.8 106.7 121.2 125.8 98.5 95.5 131.5 134.5 1.5 1

28.2 47 1.23 113.8 111.7 126.2 130.8 103.5 100.5 136.5 139.5 1.5 1

28.9 49 1.28 118.8 116.7 131.2 135.8 108.5 105.5 141.5 144.5 1.5 1

30.9 61 1.63 125.8 123.6 139.2 144.1 115 110.5 150 154.5 2 1

32.9 77 1.99 132.4 129.8 147.6 153.3 120 115.5 160 164.5 2 1

34.2 82 2.14 142.4 139.8 157.6 163.3 130 125.5 170 174.5 2 1

38.8 130 3.18 155.5 152.3 174.5 181.6 140 135.5 190 194.5 2 1

40.1 129 3.41 165.5 162.4 184.5 191.5 150 145.5 200 204.5 2 1

42.8 163 4.17 178.0 174.8 197.0 204.1 162 157 213 218 2 1

46.0 206 5.09 189.5 186.0 210.5 218.2 172 167 228 233 2 1

50.0 272 6.90 203.6 199.8 226.4 234.9 182 177 248 253 2 1

130

5S-2LA-HSE010C 50 80 16 1 0.6 15.9 7.90 1 620 805 10.5 1 070 7.2 24 000 39 800

5S-2LA-HSE011C 55 90 18 1.1 0.6 17.3 9.40 1 760 960 12.5 1 280 7.4 21 500 35 700

5S-2LA-HSE012C 60 95 18 1.1 0.6 18.1 10.4 1 850 1 060 13.9 1 420 7.4 20 100 33 400

5S-2LA-HSE013C 65 100 18 1.1 0.6 18.4 10.9 1 870 1 120 14.6 1 490 7.5 18 900 31 400

5S-2LA-HSE014C 70 110 20 1.1 0.6 22.5 13.8 2 290 1 410 18.4 1 880 7.5 17 300 28 700

5S-2LA-HSE015C 75 115 20 1.1 0.6 23.9 15.5 2 440 1 590 20.8 2 120 7.5 16 400 27 200

5S-2LA-HSE016C 80 125 22 1.1 0.6 27.4 17.8 2 790 1 820 23.8 2 430 7.5 15 200 25 200

5S-2LA-HSE017C 85 130 22 1.1 0.6 27.7 18.6 2 830 1 900 24.9 2 540 7.6 14 500 24 100

5S-2LA-HSE018C 90 140 24 1.5 1 32.0 21.8 3 300 2 220 29.2 2 970 7.6 13 600 22 500

5S-2LA-HSE019C 95 145 24 1.5 1 32.5 22.7 3 300 2 310 30.5 3 100 7.6 13 000 21 600

5S-2LA-HSE020C 100 150 24 1.5 1 33.5 24.4 3 450 2 480 32.5 3 350 7.6 12 500 20 700

5S-2LA-HSE021C 105 160 26 2 1 38.5 28.2 3 950 2 880 38.0 3 850 7.6 11 800 19 500

5S-2LA-HSE022C 110 170 28 2 1 48.0 34.0 4 900 3 500 45.5 4 650 7.6 11 100 18 500

5S-2LA-HSE024C 120 180 28 2 1 48.0 35.5 4 900 3 650 47.5 4 850 7.6 10 400 17 200

5S-2LA-HSE026C 130 200 33 2 1 69.0 49.5 7 050 5 000 66.0 6 700 7.5 9 500 15 700

5S-2LA-HSE028C 140 210 33 2 1 71.5 53.5 7 300 5 450 71.5 7 300 7.6 8 900 14 800

5S-2LA-HSE030C 150 225 35 2.1 1.1 73.5 57.5 7 500 5 850 77.0 7 850 7.6 8 300 13 800

5S-2LA-HSE032C 160 240 38 2.1 1.1 86.0 67.0 8 800 6 850 90.0 9 150 7.6 7 800 12 900

5S-2LA-HSE034C 170 260 42 2.1 1.1 99.0 77.0 10 100 7 850 103 10 500 7.6 7 300 12 000
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5S-2LA-HSE010 50 80 16 1 0.6 15.5 7.75 1 580 790 12.1 1 230 26 500 43 300

5S-2LA-HSE011 55 90 18 1.1 0.6 16.8 9.20 1 720 935 14.4 1 460 23 700 38 800

5S-2LA-HSE012 60 95 18 1.1 0.6 17.6 10.2 1 800 1 040 15.9 1 620 22 200 36 300

5S-2LA-HSE013 65 100 18 1.1 0.6 17.9 10.7 1 830 1 090 16.7 1 710 20 800 34 100

5S-2LA-HSE014 70 110 20 1.1 0.6 21.9 13.5 2 230 1 370 21.1 2 150 19 100 31 200

5S-2LA-HSE015 75 115 20 1.1 0.6 23.3 15.2 2 380 1 550 23.8 2 420 18 100 29 600

5S-2LA-HSE016 80 125 22 1.1 0.6 26.7 17.4 2 720 1 770 27.2 2 780 16 800 27 400

5S-2LA-HSE017 85 130 22 1.1 0.6 27.0 18.1 2 760 1 850 28.4 2 900 16 000 26 200

5S-2LA-HSE018 90 140 24 1.5 1 31.5 21.3 3 200 2 170 33.5 3 400 15 000 24 500

5S-2LA-HSE019 95 145 24 1.5 1 31.5 22.1 3 250 2 260 34.5 3 550 14 300 23 400

5S-2LA-HSE020 100 150 24 1.5 1 33.0 23.8 3 350 2 420 37.5 3 800 13 800 22 500

5S-2LA-HSE021 105 160 26 2 1 37.5 27.5 3 850 2 810 43.0 4 400 13 000 21 200

5S-2LA-HSE022 110 170 28 2 1 46.5 33.5 4 750 3 400 52.0 5 300 12 300 20 100

5S-2LA-HSE024 120 180 28 2 1 47.0 35.0 4 800 3 550 54.5 5 550 11 500 18 700

5S-2LA-HSE026 130 200 33 2 1 67.5 48.0 6 900 4 900 75.5 7 700 10 400 17 000

5S-2LA-HSE028 140 210 33 2 1 70.0 52.0 7 100 5 300 81.5 8 300 9 800 16 100

5S-2LA-HSE030 150 225 35 2.1 1.1 72.0 56.0 7 300 5 700 88.0 8 950 9 200 15 000

5S-2LA-HSE032 160 240 38 2.1 1.1 84.0 65.5 8 550 6 700 103 10 500 8 600 14 100

5S-2LA-HSE034 170 260 42 2.1 1.1 96.5 75.0 9 850 7 650 118 12 000 8 000 13 100
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19.9 12 0.23 60.1 58.6 69.9 73.2 55.5 54.5 74.5 75.5 1 0.6

22.3 16 0.37 67.6 66.2 77.4 80.8 62 59.5 83 85.5 1 0.6

23.2 17 0.40 72.6 71.2 82.4 85.8 67 64.5 88 90.5 1 0.6

24.1 18 0.42 77.6 76.2 87.4 90.8 72 69.5 93 95.5 1 0.6

26.5 24 0.60 84.8 83.0 95.2 99.1 77 74.5 103 105.5 1 0.6

27.4 25 0.64 89.8 88.0 100.2 104.1 82 79.5 108 110.5 1 0.6

29.8 34 0.86 96.8 94.9 108.2 112.5 87 84.5 118 120.5 1 0.6

30.7 35 0.90 101.8 99.9 113.2 117.4 92 89.5 123 125.5 1 0.6

33.1 45 1.18 108.8 106.7 121.2 125.8 98.5 95.5 131.5 134.5 1.5 1

34.0 47 1.23 113.8 111.7 126.2 130.8 103.5 100.5 136.5 139.5 1.5 1

34.9 49 1.28 118.8 116.7 131.2 135.8 108.5 105.5 141.5 144.5 1.5 1

37.3 61 1.63 125.8 123.6 139.2 144.1 115 110.5 150 154.5 2 1

39.7 77 1.99 132.4 129.8 147.6 153.2 120 115.5 160 164.5 2 1

41.5 82 2.14 142.4 139.8 157.6 163.2 130 125.5 170 174.5 2 1

46.8 130 3.18 155.5 152.3 174.5 181.5 140 135.5 190 194.5 2 1

48.6 129 3.41 165.5 162.4 184.5 191.5 150 145.5 200 204.5 2 1

51.9 163 4.17 178.0 174.8 197.0 204.0 162 157 213 218 2 1

55.7 206 5.09 189.5 186.0 210.5 218.2 172 167 228 233 2 1

60.4 272 6.90 203.6 199.8 226.4 234.9 182 177 248 253 2 1

132

φD φD1 φD2φd2 φdφd1

B

a

r1

rr1

r

5S-2LA-HSE010 50 80 16 1 0.6 15.5 7.75 1 580 790 12.1 1 230 26 500 43 300

5S-2LA-HSE011 55 90 18 1.1 0.6 16.8 9.20 1 720 935 14.4 1 460 23 700 38 800

5S-2LA-HSE012 60 95 18 1.1 0.6 17.6 10.2 1 800 1 040 15.9 1 620 22 200 36 300

5S-2LA-HSE013 65 100 18 1.1 0.6 17.9 10.7 1 830 1 090 16.7 1 710 20 800 34 100

5S-2LA-HSE014 70 110 20 1.1 0.6 21.9 13.5 2 230 1 370 21.1 2 150 19 100 31 200

5S-2LA-HSE015 75 115 20 1.1 0.6 23.3 15.2 2 380 1 550 23.8 2 420 18 100 29 600

5S-2LA-HSE016 80 125 22 1.1 0.6 26.7 17.4 2 720 1 770 27.2 2 780 16 800 27 400

5S-2LA-HSE017 85 130 22 1.1 0.6 27.0 18.1 2 760 1 850 28.4 2 900 16 000 26 200

5S-2LA-HSE018 90 140 24 1.5 1 31.5 21.3 3 200 2 170 33.5 3 400 15 000 24 500

5S-2LA-HSE019 95 145 24 1.5 1 31.5 22.1 3 250 2 260 34.5 3 550 14 300 23 400

5S-2LA-HSE020 100 150 24 1.5 1 33.0 23.8 3 350 2 420 37.5 3 800 13 800 22 500

5S-2LA-HSE021 105 160 26 2 1 37.5 27.5 3 850 2 810 43.0 4 400 13 000 21 200

5S-2LA-HSE022 110 170 28 2 1 46.5 33.5 4 750 3 400 52.0 5 300 12 300 20 100

5S-2LA-HSE024 120 180 28 2 1 47.0 35.0 4 800 3 550 54.5 5 550 11 500 18 700

5S-2LA-HSE026 130 200 33 2 1 67.5 48.0 6 900 4 900 75.5 7 700 10 400 17 000

5S-2LA-HSE028 140 210 33 2 1 70.0 52.0 7 100 5 300 81.5 8 300 9 800 16 100

5S-2LA-HSE030 150 225 35 2.1 1.1 72.0 56.0 7 300 5 700 88.0 8 950 9 200 15 000

5S-2LA-HSE032 160 240 38 2.1 1.1 84.0 65.5 8 550 6 700 103 10 500 8 600 14 100

5S-2LA-HSE034 170 260 42 2.1 1.1 96.5 75.0 9 850 7 650 118 12 000 8 000 13 100
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φD φD1 φD2φd2 φdφd1

B

a

r1

rr1

r

5S-2LA-HSE010AD 50 80 16 1 0.6 15.0 7.50 1 530 765 13.8 1 400 22 800 38 500

5S-2LA-HSE011AD 55 90 18 1.1 0.6 16.3 8.90 1 660 910 16.4 1 670 20 500 34 500

5S-2LA-HSE012AD 60 95 18 1.1 0.6 17.1 9.85 1 740 1 000 18.1 1 850 19 200 32 300

5S-2LA-HSE013AD 65 100 18 1.1 0.6 17.3 10.4 1 770 1 060 19.0 1 940 18 000 30 300

5S-2LA-HSE014AD 70 110 20 1.1 0.6 21.2 13.0 2 160 1 330 24.0 2 440 16 500 27 800

5S-2LA-HSE015AD 75 115 20 1.1 0.6 22.5 14.7 2 300 1 500 27.0 2 760 15 600 26 300

5S-2LA-HSE016AD 80 125 22 1.1 0.6 25.8 16.9 2 630 1 720 31.0 3 150 14 500 24 400

5S-2LA-HSE017AD 85 130 22 1.1 0.6 26.1 17.6 2 660 1 790 32.5 3 300 13 800 23 300

5S-2LA-HSE018AD 90 140 24 1.5 1 30.5 20.6 3 100 2 100 38.0 3 850 12 900 21 700

5S-2LA-HSE019AD 95 145 24 1.5 1 30.5 21.4 3 150 2 190 39.5 4 000 12 400 20 800

5S-2LA-HSE020AD 100 150 24 1.5 1 31.5 23.0 3 250 2 350 42.5 4 300 11 900 20 000

5S-2LA-HSE021AD 105 160 26 2 1 36.5 26.7 3 700 2 720 49.0 5 000 11 200 18 900

5S-2LA-HSE022AD 110 170 28 2 1 45.0 32.5 4 600 3 300 59.5 6 050 10 600 17 900

5S-2LA-HSE024AD 120 180 28 2 1 45.5 33.5 4 650 3 450 62.0 6 300 9 900 16 700

5S-2LA-HSE026AD 130 200 33 2 1 65.0 46.5 6 650 4 750 85.5 8 750 9 000 15 200

5S-2LA-HSE028AD 140 210 33 2 1 67.5 50.5 6 900 5 150 92.5 9 450 8 500 14 300

5S-2LA-HSE030AD 150 225 35 2.1 1.1 69.5 54.5 7 050 5 550 100 10 200 7 900 13 300

5S-2LA-HSE032AD 160 240 38 2.1 1.1 81.0 63.5 8 300 6 450 117 11 900 7 400 12 500

5S-2LA-HSE034AD 170 260 42 2.1 1.1 93.0 73.0 9 500 7 450 134 13 700 6 900 11 600
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23.3 12 0.23 60.1 58.6 69.9 73.2 55.5 54.5 74.5 75.5 1 0.6

26.1 16 0.37 67.6 66.2 77.4 80.8 62 59.5 83 85.5 1 0.6

27.2 17 0.40 72.6 71.2 82.4 85.8 67 64.5 88 90.5 1 0.6

28.4 18 0.40 77.6 76.2 87.4 90.8 72 69.5 93 95.5 1 0.6

31.1 24 0.60 84.8 83.0 95.2 99.1 77 74.5 103 105.5 1 0.6

32.3 25 0.64 89.8 88.0 100.2 104.1 82 79.5 108 110.5 1 0.6

35.1 34 0.86 96.8 94.9 108.2 112.5 87 84.5 118 120.5 1 0.6

36.2 35 0.90 101.8 99.9 113.2 117.4 92 89.5 123 125.5 1 0.6

39.0 45 1.18 108.8 106.7 121.2 125.8 98.5 95.5 131.5 134.5 1.5 1

40.2 47 1.23 113.8 111.7 126.2 130.8 103.5 100.5 136.5 139.5 1.5 1

41.3 49 1.28 118.8 116.7 131.2 135.8 108.5 105.5 141.5 144.5 1.5 1

44.1 61 1.63 125.8 123.6 139.2 144.1 115 110.5 150 154.5 2 1

46.9 77 1.99 132.4 129.8 147.6 153.2 120 115.5 160 164.5 2 1

49.2 82 2.14 142.4 139.8 157.6 163.2 130 125.5 170 174.5 2 1

55.3 130 3.18 155.5 152.3 174.5 181.5 140 135.5 190 194.5 2 1

57.6 129 3.41 165.5 162.4 184.5 191.5 150 145.5 200 204.5 2 1

61.5 163 4.17 178.0 174.8 197.0 204.0 162 157 213 218 2 1

66.0 206 5.09 189.5 186.0 210.5 218.2 172 167 228 233 2 1

71.5 272 6.90 203.6 199.8 226.4 234.9 182 177 248 253 2 1
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φD φD1 φD2φd2 φdφd1

B

a

r1

rr1

r

5S-2LA-HSE010AD 50 80 16 1 0.6 15.0 7.50 1 530 765 13.8 1 400 22 800 38 500

5S-2LA-HSE011AD 55 90 18 1.1 0.6 16.3 8.90 1 660 910 16.4 1 670 20 500 34 500

5S-2LA-HSE012AD 60 95 18 1.1 0.6 17.1 9.85 1 740 1 000 18.1 1 850 19 200 32 300

5S-2LA-HSE013AD 65 100 18 1.1 0.6 17.3 10.4 1 770 1 060 19.0 1 940 18 000 30 300

5S-2LA-HSE014AD 70 110 20 1.1 0.6 21.2 13.0 2 160 1 330 24.0 2 440 16 500 27 800

5S-2LA-HSE015AD 75 115 20 1.1 0.6 22.5 14.7 2 300 1 500 27.0 2 760 15 600 26 300

5S-2LA-HSE016AD 80 125 22 1.1 0.6 25.8 16.9 2 630 1 720 31.0 3 150 14 500 24 400

5S-2LA-HSE017AD 85 130 22 1.1 0.6 26.1 17.6 2 660 1 790 32.5 3 300 13 800 23 300

5S-2LA-HSE018AD 90 140 24 1.5 1 30.5 20.6 3 100 2 100 38.0 3 850 12 900 21 700

5S-2LA-HSE019AD 95 145 24 1.5 1 30.5 21.4 3 150 2 190 39.5 4 000 12 400 20 800

5S-2LA-HSE020AD 100 150 24 1.5 1 31.5 23.0 3 250 2 350 42.5 4 300 11 900 20 000

5S-2LA-HSE021AD 105 160 26 2 1 36.5 26.7 3 700 2 720 49.0 5 000 11 200 18 900

5S-2LA-HSE022AD 110 170 28 2 1 45.0 32.5 4 600 3 300 59.5 6 050 10 600 17 900

5S-2LA-HSE024AD 120 180 28 2 1 45.5 33.5 4 650 3 450 62.0 6 300 9 900 16 700

5S-2LA-HSE026AD 130 200 33 2 1 65.0 46.5 6 650 4 750 85.5 8 750 9 000 15 200

5S-2LA-HSE028AD 140 210 33 2 1 67.5 50.5 6 900 5 150 92.5 9 450 8 500 14 300

5S-2LA-HSE030AD 150 225 35 2.1 1.1 69.5 54.5 7 050 5 550 100 10 200 7 900 13 300

5S-2LA-HSE032AD 160 240 38 2.1 1.1 81.0 63.5 8 300 6 450 117 11 900 7 400 12 500

5S-2LA-HSE034AD 170 260 42 2.1 1.1 93.0 73.0 9 500 7 450 134 13 700 6 900 11 600
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φDφD1 φD2φd1φd2 φd

B

a

r

r1

r1

r

5S-2LA-HSF010AD 50 80 16 1 0.6 10.1 6.20 1 030 635 11.4 1 170 50 000

5S-2LA-HSF011AD 55 90 18 1.1 0.6 12.6 7.80 1 280 800 14.4 1 470 44 800

5S-2LA-HSF012AD 60 95 18 1.1 0.6 12.9 8.45 1 320 860 15.5 1 580 41 900

5S-2LA-HSF013AD 65 100 18 1.1 0.6 13.3 9.05 1 360 925 16.7 1 700 39 400

5S-2LA-HSF014AD 70 110 20 1.1 0.6 16.2 11.1 1 650 1 130 20.4 2 080 36 100

5S-2LA-HSF015AD 75 115 20 1.1 0.6 16.7 11.9 1 700 1 210 21.8 2 220 34 200

5S-2LA-HSF016AD 80 125 22 1.1 0.6 19.9 14.2 2 030 1 440 26.0 2 660 31 700

5S-2LA-HSF017AD 85 130 22 1.1 0.6 20.1 14.7 2 050 1 500 27.0 2 750 30 200

5S-2LA-HSF018AD 90 140 24 1.5 1 24.5 18.2 2 500 1 860 33.5 3 400 28 300

5S-2LA-HSF019AD 95 145 24 1.5 1 24.7 18.8 2 520 1 920 34.5 3 550 27 100

5S-2LA-HSF020AD 100 150 24 1.5 1 25.3 20.0 2 580 2 040 37.0 3 750 26 000
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23.3 10 0.29 61.6 60.6 68.4 70.9 55.5 54.5 74.5 75.5 1 0.6

26.0 14 0.42 68.6 67.4 76.4 79.2 62 59.5 83 85.5 1 0.6

27.2 15 0.45 73.6 72.4 81.4 84.2 67 64.5 88 90.5 1 0.6

28.3 16 0.48 78.6 77.4 86.4 89.2 72 69.5 93 95.5 1 0.6

31.1 22 0.67 85.6 84.3 94.4 97.5 77 74.5 103 105.5 1 0.6

32.3 24 0.71 90.6 89.3 99.4 102.5 82 79.5 108 110.5 1 0.6

35.0 31 0.95 97.6 96.2 107.4 110.8 87 84.5 118 120.5 1 0.6

36.2 33 1.00 102.6 101.2 112.4 115.8 92 89.5 123 125.5 1 0.6

39.0 41 1.31 109.8 108.0 120.2 124.2 98.5 95.5 131.5 134.5 1.5 1

40.1 43 1.36 114.8 113.0 125.2 129.2 103.5 100.5 136.5 139.5 1.5 1

41.3 45 1.42 119.8 118.0 130.2 134.2 108.5 105.5 141.5 144.5 1.5 1

136

φDφD1 φD2φd1φd2 φd

B

a

r

r1

r1

r

5S-2LA-HSF010AD 50 80 16 1 0.6 10.1 6.20 1 030 635 11.4 1 170 50 000

5S-2LA-HSF011AD 55 90 18 1.1 0.6 12.6 7.80 1 280 800 14.4 1 470 44 800

5S-2LA-HSF012AD 60 95 18 1.1 0.6 12.9 8.45 1 320 860 15.5 1 580 41 900

5S-2LA-HSF013AD 65 100 18 1.1 0.6 13.3 9.05 1 360 925 16.7 1 700 39 400

5S-2LA-HSF014AD 70 110 20 1.1 0.6 16.2 11.1 1 650 1 130 20.4 2 080 36 100

5S-2LA-HSF015AD 75 115 20 1.1 0.6 16.7 11.9 1 700 1 210 21.8 2 220 34 200

5S-2LA-HSF016AD 80 125 22 1.1 0.6 19.9 14.2 2 030 1 440 26.0 2 660 31 700

5S-2LA-HSF017AD 85 130 22 1.1 0.6 20.1 14.7 2 050 1 500 27.0 2 750 30 200

5S-2LA-HSF018AD 90 140 24 1.5 1 24.5 18.2 2 500 1 860 33.5 3 400 28 300

5S-2LA-HSF019AD 95 145 24 1.5 1 24.7 18.8 2 520 1 920 34.5 3 550 27 100

5S-2LA-HSF020AD 100 150 24 1.5 1 25.3 20.0 2 580 2 040 37.0 3 750 26 000
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φD φdφd1φD2

B

a

r

rr1

r1

5S-2LA-HSL910U 50 72 12 0.6 0.3 10.7 5.50 1 090 560 8.55 875 46 100 

5S-2LA-HSL911U 55 80 13 1 0.6 13.3 6.85 1 360 700 10.6 1 090 41 700 

5S-2LA-HSL912U 60 85 13 1 0.6 13.8 7.50 1 410 765 11.6 1 190 38 800 

5S-2LA-HSL913U 65 90 13 1 0.6 13.9 7.85 1 420 800 12.2 1 250 36 300 

5S-2LA-HSL914U 70 100 16 1 0.6 20.4 11.2 2 080 1 140 17.4 1 780 33 100 

5S-2LA-HSL915U 75 105 16 1 0.6 21.2 12.2 2 160 1 240 19.0 1 940 31 300 

5S-2LA-HSL916U 80 110 16 1 0.6 21.4 12.7 2 190 1 290 19.8 2 020 29 600 

5S-2LA-HSL917U 85 120 18 1.1 0.6 29.1 16.8 2 960 1 710 26.1 2 670 27 400 

5S-2LA-HSL918U 90 125 18 1.1 0.6 30.0 18.1 3 100 1 850 28.3 2 890 26 200 

5S-2LA-HSL919U 95 130 18 1.1 0.6 30.5 18.9 3 100 1 930 29.4 3 000 25 000 

5S-2LA-HSL920U 100 140 20 1.1 0.6 35.5 22.1 3 600 2 260 34.0 3 500 23 400 

5S-2LA-HSL921U 105 145 20 1.1 0.6 36.0 23.0 3 650 2 350 35.5 3 650 22 500 

5S-2LA-HSL922U 110 150 20 1.1 0.6 36.5 23.9 3 700 2 430 37.0 3 800 21 600 

5S-2LA-HSL924U 120 165 22 1.1 0.6 46.5 30.5 4 750 3 100 47.5 4 850 19 700 

5S-2LA-HSL926U 130 180 24 1.5 1 57.5 38.0 5 850 3 850 58.5 6 000 18 100 
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17.2 0.11 57.6 66.8 54.5 69.5 0.3 8.5 5S-2LA-HSL910U

18.9 0.16 63.6 74.1 60.5 75.5 0.6 8.5 5S-2LA-HSL911U

19.8 0.17 68.6 79.1 65.5 80.5 0.6 8.5 5S-2LA-HSL912U

20.7 0.17 73.6 84.0 70.5 85.5 0.6 8.5 5S-2LA-HSL913U

23.6 0.29 80.1 93.2 75.5 95.5 0.6 8.5 5S-2LA-HSL914U

24.5 0.31 85.1 98.2 80.5 100.5 0.6 9 5S-2LA-HSL915U

25.4 0.32 90.1 103.2 85.5 105.5 0.6 9 5S-2LA-HSL916U

27.8 0.45 96.8 112.3 92 115.5 0.6 9 5S-2LA-HSL917U

28.7 0.48 101.8 117.3 97 120.5 0.6 9 5S-2LA-HSL918U

29.6 0.50 106.8 122.3 102 125.5 0.6 9 5S-2LA-HSL919U

32.0 0.69 113.8 130.6 107 135.5 0.6 9 5S-2LA-HSL920U

32.9 0.72 118.8 135.6 112 140.5 0.6 9 5S-2LA-HSL921U

33.8 0.75 123.8 140.6 117 145.5 0.6 9 5S-2LA-HSL922U

37.1 1.01 135.4 154.7 127 160.5 0.6 9 5S-2LA-HSL924U

40.4 1.32 146.9 168.9 138.5 174.5 1 9 5S-2LA-HSL926U

φda φDb

r1as

l

ras
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φD φdφd1φD2

B

a

r

rr1

r1

5S-2LA-HSL910U 50 72 12 0.6 0.3 10.7 5.50 1 090 560 8.55 875 46 100 

5S-2LA-HSL911U 55 80 13 1 0.6 13.3 6.85 1 360 700 10.6 1 090 41 700 

5S-2LA-HSL912U 60 85 13 1 0.6 13.8 7.50 1 410 765 11.6 1 190 38 800 

5S-2LA-HSL913U 65 90 13 1 0.6 13.9 7.85 1 420 800 12.2 1 250 36 300 

5S-2LA-HSL914U 70 100 16 1 0.6 20.4 11.2 2 080 1 140 17.4 1 780 33 100 

5S-2LA-HSL915U 75 105 16 1 0.6 21.2 12.2 2 160 1 240 19.0 1 940 31 300 

5S-2LA-HSL916U 80 110 16 1 0.6 21.4 12.7 2 190 1 290 19.8 2 020 29 600 

5S-2LA-HSL917U 85 120 18 1.1 0.6 29.1 16.8 2 960 1 710 26.1 2 670 27 400 

5S-2LA-HSL918U 90 125 18 1.1 0.6 30.0 18.1 3 100 1 850 28.3 2 890 26 200 

5S-2LA-HSL919U 95 130 18 1.1 0.6 30.5 18.9 3 100 1 930 29.4 3 000 25 000 

5S-2LA-HSL920U 100 140 20 1.1 0.6 35.5 22.1 3 600 2 260 34.0 3 500 23 400 

5S-2LA-HSL921U 105 145 20 1.1 0.6 36.0 23.0 3 650 2 350 35.5 3 650 22 500 

5S-2LA-HSL922U 110 150 20 1.1 0.6 36.5 23.9 3 700 2 430 37.0 3 800 21 600 

5S-2LA-HSL924U 120 165 22 1.1 0.6 46.5 30.5 4 750 3 100 47.5 4 850 19 700 

5S-2LA-HSL926U 130 180 24 1.5 1 57.5 38.0 5 850 3 850 58.5 6 000 18 100 
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φD φdφd1φD2

B

a

r

rr1

r1

5S-2LA-HSL910UAD 50 72 12 0.6 0.3 10.3 5.30 1 050 545 9.75 995 41 000 

5S-2LA-HSL911UAD 55 80 13 1 0.6 12.9 6.65 1 310 680 12.1 1 240 37 000 

5S-2LA-HSL912UAD 60 85 13 1 0.6 13.3 7.3 1 360 740 13.3 1 360 34 500 

5S-2LA-HSL913UAD 65 90 13 1 0.6 13.5 7.6 1 370 775 13.9 1 420 32 300 

5S-2LA-HSL914UAD 70 100 16 1 0.6 19.7 10.8 2 010 1 100 19.9 2 030 29 400 

5S-2LA-HSL915UAD 75 105 16 1 0.6 20.5 11.8 2 090 1 200 21.5 2 200 27 800 

5S-2LA-HSL916UAD 80 110 16 1 0.6 20.7 12.3 2 110 1 250 22.5 2 300 26 300 

5S-2LA-HSL917UAD 85 120 18 1.1 0.6 28.1 16.2 2 860 1 660 29.4 3 000 24 400 

5S-2LA-HSL918UAD 90 125 18 1.1 0.6 29.2 17.6 2 980 1 790 31.5 3 250 23 300 

5S-2LA-HSL919UAD 95 130 18 1.1 0.6 29.5 18.3 3 000 1 870 33.0 3 400 22 200 

5S-2LA-HSL920UAD 100 140 20 1.1 0.6 34.5 21.4 3 500 2 190 39.0 4 000 20 800 

5S-2LA-HSL921UAD 105 145 20 1.1 0.6 34.5 22.3 3 550 2 270 40.5 4 150 20 000 

5S-2LA-HSL922UAD 110 150 20 1.1 0.6 35.0 23.1 3 600 2 360 42.0 4 300 19 200 

5S-2LA-HSL924UAD 120 165 22 1.1 0.6 45.0 29.6 4 600 3 000 54.0 5 550 17 500 

5S-2LA-HSL926UAD 130 180 24 1.5 1 55.5 36.5 5 700 3 750 67.0 6 850 16 100 
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20.3 0.11 57.6 66.7 54.5 69.5 0.3 8.5 5S-2LA-HSL910UAD

22.4 0.16 63.6 74.1 60.5 75.5 0.6 8.5 5S-2LA-HSL911UAD

23.5 0.17 68.6 79.0 65.5 80.5 0.6 8.5 5S-2LA-HSL912UAD

24.7 0.17 73.6 84.0 70.5 85.5 0.6 8.5 5S-2LA-HSL913UAD

28.0 0.29 80.1 93.2 75.5 95.5 0.6 8.5 5S-2LA-HSL914UAD

29.1 0.31 85.1 98.2 80.5 100.5 0.6 9 5S-2LA-HSL915UAD

30.3 0.32 90.1 103.2 85.5 105.5 0.6 9 5S-2LA-HSL916UAD

33.1 0.45 96.8 112.3 92 115.5 0.6 9 5S-2LA-HSL917UAD

34.2 0.48 101.8 117.3 97 120.5 0.6 9 5S-2LA-HSL918UAD

35.4 0.50 106.8 122.3 102 125.5 0.6 9 5S-2LA-HSL919UAD

38.2 0.69 113.8 130.6 107 135.5 0.6 9 5S-2LA-HSL920UAD

39.3 0.72 118.8 135.6 112 140.5 0.6 9 5S-2LA-HSL921UAD

40.5 0.75 123.8 140.6 117 145.5 0.6 9 5S-2LA-HSL922UAD

44.4 1.01 135.4 154.7 127 160.5 0.6 9 5S-2LA-HSL924UAD

48.4 1.32 146.9 168.8 138.5 174.5 1 9 5S-2LA-HSL926UAD

φda φDb

r1as

l
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φD φdφd1φD2

B

a

r

rr1

r1

5S-2LA-HSL910UAD 50 72 12 0.6 0.3 10.3 5.30 1 050 545 9.75 995 41 000 

5S-2LA-HSL911UAD 55 80 13 1 0.6 12.9 6.65 1 310 680 12.1 1 240 37 000 

5S-2LA-HSL912UAD 60 85 13 1 0.6 13.3 7.3 1 360 740 13.3 1 360 34 500 

5S-2LA-HSL913UAD 65 90 13 1 0.6 13.5 7.6 1 370 775 13.9 1 420 32 300 

5S-2LA-HSL914UAD 70 100 16 1 0.6 19.7 10.8 2 010 1 100 19.9 2 030 29 400 

5S-2LA-HSL915UAD 75 105 16 1 0.6 20.5 11.8 2 090 1 200 21.5 2 200 27 800 

5S-2LA-HSL916UAD 80 110 16 1 0.6 20.7 12.3 2 110 1 250 22.5 2 300 26 300 

5S-2LA-HSL917UAD 85 120 18 1.1 0.6 28.1 16.2 2 860 1 660 29.4 3 000 24 400 

5S-2LA-HSL918UAD 90 125 18 1.1 0.6 29.2 17.6 2 980 1 790 31.5 3 250 23 300 

5S-2LA-HSL919UAD 95 130 18 1.1 0.6 29.5 18.3 3 000 1 870 33.0 3 400 22 200 

5S-2LA-HSL920UAD 100 140 20 1.1 0.6 34.5 21.4 3 500 2 190 39.0 4 000 20 800 

5S-2LA-HSL921UAD 105 145 20 1.1 0.6 34.5 22.3 3 550 2 270 40.5 4 150 20 000 

5S-2LA-HSL922UAD 110 150 20 1.1 0.6 35.0 23.1 3 600 2 360 42.0 4 300 19 200 

5S-2LA-HSL924UAD 120 165 22 1.1 0.6 45.0 29.6 4 600 3 000 54.0 5 550 17 500 

5S-2LA-HSL926UAD 130 180 24 1.5 1 55.5 36.5 5 700 3 750 67.0 6 850 16 100 
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φD φdφd1φD2

B

a

r

rr1

r1

5S-2LA-HSL010 50 80 16 1 0.6 15.5 7.75 1 580 790 12.1 1 230 43 300

5S-2LA-HSL011 55 90 18 1.1 0.6 16.8 9.20 1 720 935 14.4 1 460 38 800

5S-2LA-HSL012 60 95 18 1.1 0.6 17.6 10.2 1 800 1 040 15.9 1 620 36 300

5S-2LA-HSL013 65 100 18 1.1 0.6 17.9 10.7 1 830 1 090 16.7 1 710 34 100

5S-2LA-HSL014 70 110 20 1.1 0.6 21.9 13.5 2 230 1 370 21.1 2 150 31 200

5S-2LA-HSL015 75 115 20 1.1 0.6 23.3 15.2 2 380 1 550 23.8 2 420 29 600

5S-2LA-HSL016 80 125 22 1.1 0.6 26.7 17.4 2 720 1 770 27.2 2 780 27 400

5S-2LA-HSL017 85 130 22 1.1 0.6 27.0 18.1 2 760 1 850 28.4 2 900 26 200

5S-2LA-HSL018 90 140 24 1.5 1 31.5 21.3 3 200 2 170 33.5 3 400 24 500

5S-2LA-HSL019 95 145 24 1.5 1 31.5 22.1 3 250 2 260 34.5 3 550 23 400

5S-2LA-HSL020 100 150 24 1.5 1 33.0 23.8 3 350 2 420 37.5 3 800 22 500

5S-2LA-HSL021 105 160 26 2 1 37.5 27.5 3 850 2 810 43.0 4 400 21 200

5S-2LA-HSL022 110 170 28 2 1 46.5 33.5 4 750 3 400 52.0 5 300 20 100

5S-2LA-HSL024 120 180 28 2 1 47.0 35.0 4 800 3 550 54.5 5 550 18 700

5S-2LA-HSL026 130 200 33 2 1 67.5 48.0 6 900 4 900 75.5 7 700 17 000
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19.9 0.22 60.1 73.2 55.5 75.5 0.6 8.5 5S-2LA-HSL010

22.3 0.35 67.6 80.8 62 85.5 0.6 8.5 5S-2LA-HSL011

23.2 0.38 72.6 85.8 67 90.5 0.6 8.5 5S-2LA-HSL012

24.1 0.40 77.6 90.8 72 95.5 0.6 9 5S-2LA-HSL013

26.5 0.57 84.8 99.1 77 105.5 0.6 9 5S-2LA-HSL014

27.4 0.60 89.8 104.1 82 110.5 0.6 9 5S-2LA-HSL015

29.8 0.82 96.8 112.5 87 120.5 0.6 9 5S-2LA-HSL016

30.7 0.85 101.8 117.4 92 125.5 0.6 9 5S-2LA-HSL017

33.1 1.12 108.8 125.8 98.5 134.5 1 9 5S-2LA-HSL018

34.0 1.17 113.8 130.8 103.5 139.5 1 9 5S-2LA-HSL019

34.9 1.22 118.8 135.8 108.5 144.5 1 9 5S-2LA-HSL020

37.3 1.55 125.8 144.1 115 154.5 1 9 5S-2LA-HSL021

39.7 1.89 132.4 153.2 120 164.5 1 9 5S-2LA-HSL022

41.5 2.03 142.4 163.2 130 174.5 1 9 5S-2LA-HSL024

46.8 2.98 155.5 181.5 140 194.5 1 9 5S-2LA-HSL026

φda φDb

r1as

l
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φD φdφd1φD2

B

a

r

rr1

r1

5S-2LA-HSL010 50 80 16 1 0.6 15.5 7.75 1 580 790 12.1 1 230 43 300

5S-2LA-HSL011 55 90 18 1.1 0.6 16.8 9.20 1 720 935 14.4 1 460 38 800

5S-2LA-HSL012 60 95 18 1.1 0.6 17.6 10.2 1 800 1 040 15.9 1 620 36 300

5S-2LA-HSL013 65 100 18 1.1 0.6 17.9 10.7 1 830 1 090 16.7 1 710 34 100

5S-2LA-HSL014 70 110 20 1.1 0.6 21.9 13.5 2 230 1 370 21.1 2 150 31 200

5S-2LA-HSL015 75 115 20 1.1 0.6 23.3 15.2 2 380 1 550 23.8 2 420 29 600

5S-2LA-HSL016 80 125 22 1.1 0.6 26.7 17.4 2 720 1 770 27.2 2 780 27 400

5S-2LA-HSL017 85 130 22 1.1 0.6 27.0 18.1 2 760 1 850 28.4 2 900 26 200

5S-2LA-HSL018 90 140 24 1.5 1 31.5 21.3 3 200 2 170 33.5 3 400 24 500

5S-2LA-HSL019 95 145 24 1.5 1 31.5 22.1 3 250 2 260 34.5 3 550 23 400

5S-2LA-HSL020 100 150 24 1.5 1 33.0 23.8 3 350 2 420 37.5 3 800 22 500

5S-2LA-HSL021 105 160 26 2 1 37.5 27.5 3 850 2 810 43.0 4 400 21 200

5S-2LA-HSL022 110 170 28 2 1 46.5 33.5 4 750 3 400 52.0 5 300 20 100

5S-2LA-HSL024 120 180 28 2 1 47.0 35.0 4 800 3 550 54.5 5 550 18 700

5S-2LA-HSL026 130 200 33 2 1 67.5 48.0 6 900 4 900 75.5 7 700 17 000
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φD φdφd1φD2

B

a

r

rr1

r1

5S-2LA-HSL010AD 50 80 16 1 0.6 15.0 7.50 1 530 765 13.8 1 400 38 500

5S-2LA-HSL011AD 55 90 18 1.1 0.6 16.3 8.90 1 660 910 16.4 1 670 34 500

5S-2LA-HSL012AD 60 95 18 1.1 0.6 17.1 9.85 1 740 1 000 18.1 1 850 32 300

5S-2LA-HSL013AD 65 100 18 1.1 0.6 17.3 10.4 1 770 1 060 19.0 1 940 30 300

5S-2LA-HSL014AD 70 110 20 1.1 0.6 21.2 13.0 2 160 1 330 24.0 2 440 27 800

5S-2LA-HSL015AD 75 115 20 1.1 0.6 22.5 14.7 2 300 1 500 27.0 2 760 26 300

5S-2LA-HSL016AD 80 125 22 1.1 0.6 25.8 16.9 2 630 1 720 31.0 3 150 24 400

5S-2LA-HSL017AD 85 130 22 1.1 0.6 26.1 17.6 2 660 1 790 32.5 3 300 23 300

5S-2LA-HSL018AD 90 140 24 1.5 1 30.5 20.6 3 100 2 100 38.0 3 850 21 700

5S-2LA-HSL019AD 95 145 24 1.5 1 30.5 21.4 3 150 2 190 39.5 4 000 20 800

5S-2LA-HSL020AD 100 150 24 1.5 1 31.5 23.0 3 250 2 350 42.5 4 300 20 000

5S-2LA-HSL021AD 105 160 26 2 1 36.5 26.7 3 700 2 720 49.0 5 000 18 900

5S-2LA-HSL022AD 110 170 28 2 1 45.0 32.5 4 600 3 300 59.5 6 050 17 700

5S-2LA-HSL024AD 120 180 28 2 1 45.5 33.5 4 650 3 450 62.0 6 300 16 700

5S-2LA-HSL026AD 130 200 33 2 1 65.0 46.5 6 650 4 750 85.5 8 750 15 200
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23.3 0.22 60.1 73.2 55.5 75.5 0.6 8.5 5S-2LA-HSL010AD

26.1 0.35 67.6 80.8 62 85.5 0.6 8.5 5S-2LA-HSL011AD

27.2 0.38 72.6 85.8 67 90.5 0.6 8.5 5S-2LA-HSL012AD

28.4 0.40 77.6 90.8 72 95.5 0.6 9 5S-2LA-HSL013AD

31.1 0.57 84.8 99.1 77 105.5 0.6 9 5S-2LA-HSL014AD

32.3 0.60 89.8 104.1 82 110.5 0.6 9 5S-2LA-HSL015AD

35.1 0.82 96.8 112.5 87 120.5 0.6 9 5S-2LA-HSL016AD

36.2 0.85 101.8 117.4 92 125.5 0.6 9 5S-2LA-HSL017AD

39.0 1.12 108.8 125.8 98.5 134.5 1 9 5S-2LA-HSL018AD

40.2 1.17 113.8 130.8 103.5 139.5 1 9 5S-2LA-HSL019AD

41.3 1.22 118.8 135.8 108.5 144.5 1 9 5S-2LA-HSL020AD

44.1 1.55 125.8 144.1 115 154.5 1 9 5S-2LA-HSL021AD

46.9 1.89 132.4 153.2 120 164.5 1 9 5S-2LA-HSL022AD

49.2 2.03 142.4 163.2 130 174.5 1 9 5S-2LA-HSL024AD

55.3 2.98 155.5 181.5 140 194.5 1 9 5S-2LA-HSL026AD
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φD φdφd1φD2

B
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r
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5S-2LA-HSL010AD 50 80 16 1 0.6 15.0 7.50 1 530 765 13.8 1 400 38 500

5S-2LA-HSL011AD 55 90 18 1.1 0.6 16.3 8.90 1 660 910 16.4 1 670 34 500

5S-2LA-HSL012AD 60 95 18 1.1 0.6 17.1 9.85 1 740 1 000 18.1 1 850 32 300

5S-2LA-HSL013AD 65 100 18 1.1 0.6 17.3 10.4 1 770 1 060 19.0 1 940 30 300

5S-2LA-HSL014AD 70 110 20 1.1 0.6 21.2 13.0 2 160 1 330 24.0 2 440 27 800

5S-2LA-HSL015AD 75 115 20 1.1 0.6 22.5 14.7 2 300 1 500 27.0 2 760 26 300

5S-2LA-HSL016AD 80 125 22 1.1 0.6 25.8 16.9 2 630 1 720 31.0 3 150 24 400

5S-2LA-HSL017AD 85 130 22 1.1 0.6 26.1 17.6 2 660 1 790 32.5 3 300 23 300

5S-2LA-HSL018AD 90 140 24 1.5 1 30.5 20.6 3 100 2 100 38.0 3 850 21 700

5S-2LA-HSL019AD 95 145 24 1.5 1 30.5 21.4 3 150 2 190 39.5 4 000 20 800

5S-2LA-HSL020AD 100 150 24 1.5 1 31.5 23.0 3 250 2 350 42.5 4 300 20 000

5S-2LA-HSL021AD 105 160 26 2 1 36.5 26.7 3 700 2 720 49.0 5 000 18 900

5S-2LA-HSL022AD 110 170 28 2 1 45.0 32.5 4 600 3 300 59.5 6 050 17 700

5S-2LA-HSL024AD 120 180 28 2 1 45.5 33.5 4 650 3 450 62.0 6 300 16 700

5S-2LA-HSL026AD 130 200 33 2 1 65.0 46.5 6 650 4 750 85.5 8 750 15 200
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φD φD2φdφd1

B

a

r1

r1

r

r

5S-2LA-HSFL010AD 50 80 16 1 0.6 10.1 6.20 1 030 635 11.4 1 170 50 000

5S-2LA-HSFL011AD 55 90 18 1.1 0.6 12.6 7.80 1 280 800 14.4 1 470 44 800

5S-2LA-HSFL012AD 60 95 18 1.1 0.6 12.9 8.45 1 320 860 15.5 1 580 41 900

5S-2LA-HSFL013AD 65 100 18 1.1 0.6 13.3 9.05 1 360 925 16.7 1 700 39 400

5S-2LA-HSFL014AD 70 110 20 1.1 0.6 16.2 11.1 1 650 1 130 20.4 2 080 36 100

5S-2LA-HSFL015AD 75 115 20 1.1 0.6 16.7 11.9 1 700 1 210 21.8 2 220 34 200

5S-2LA-HSFL016AD 80 125 22 1.1 0.6 19.9 14.2 2 030 1 440 26.0 2 660 31 700

5S-2LA-HSFL017AD 85 130 22 1.1 0.6 20.1 14.7 2 050 1 500 27.0 2 750 30 200

5S-2LA-HSFL018AD 90 140 24 1.5 1 24.5 18.2 2 500 1 860 33.5 3 400 28 300

5S-2LA-HSFL019AD 95 145 24 1.5 1 24.7 18.8 2 520 1 920 34.5 3 550 27 100

5S-2LA-HSFL020AD 100 150 24 1.5 1 25.3 20.0 2 580 2 040 37.0 3 750 26 000
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φDbφda

r1as

ras

l

23.3 0.27 61.6 70.9 55.5 75.5 0.6 8.5 5S-2LA-HSFL010AD

26.0 0.40 68.6 79.2 62 85.5 0.6 8.5 5S-2LA-HSFL011AD

27.2 0.43 73.6 84.2 67 90.5 0.6 8.5 5S-2LA-HSFL012AD

28.3 0.46 78.6 89.2 72 95.5 0.6 9 5S-2LA-HSFL013AD

31.1 0.64 85.6 97.5 77 105.5 0.6 9 5S-2LA-HSFL014AD

32.3 0.68 90.6 102.5 82 110.5 0.6 9 5S-2LA-HSFL015AD

35.0 0.91 97.6 110.8 87 120.5 0.6 9 5S-2LA-HSFL016AD

36.2 0.95 102.6 115.8 92 125.5 0.6 9 5S-2LA-HSFL017AD

39.0 1.25 109.8 124.2 98.5 134.5 1 9 5S-2LA-HSFL018AD

40.1 1.30 114.8 129.2 103.5 139.5 1 9 5S-2LA-HSFL019AD

41.3 1.36 119.8 134.2 108.5 144.5 1 9 5S-2LA-HSFL020AD
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φD φD2φdφd1

B

a
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5S-2LA-HSFL010AD 50 80 16 1 0.6 10.1 6.20 1 030 635 11.4 1 170 50 000

5S-2LA-HSFL011AD 55 90 18 1.1 0.6 12.6 7.80 1 280 800 14.4 1 470 44 800

5S-2LA-HSFL012AD 60 95 18 1.1 0.6 12.9 8.45 1 320 860 15.5 1 580 41 900

5S-2LA-HSFL013AD 65 100 18 1.1 0.6 13.3 9.05 1 360 925 16.7 1 700 39 400

5S-2LA-HSFL014AD 70 110 20 1.1 0.6 16.2 11.1 1 650 1 130 20.4 2 080 36 100

5S-2LA-HSFL015AD 75 115 20 1.1 0.6 16.7 11.9 1 700 1 210 21.8 2 220 34 200

5S-2LA-HSFL016AD 80 125 22 1.1 0.6 19.9 14.2 2 030 1 440 26.0 2 660 31 700

5S-2LA-HSFL017AD 85 130 22 1.1 0.6 20.1 14.7 2 050 1 500 27.0 2 750 30 200

5S-2LA-HSFL018AD 90 140 24 1.5 1 24.5 18.2 2 500 1 860 33.5 3 400 28 300

5S-2LA-HSFL019AD 95 145 24 1.5 1 24.7 18.8 2 520 1 920 34.5 3 550 27 100

5S-2LA-HSFL020AD 100 150 24 1.5 1 25.3 20.0 2 580 2 040 37.0 3 750 26 000
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5S-2LA-HSEW910U 50 72 12 2.2 6.6 1.2 1.3 0.6 0.3 10.7 5.50 1 090 560 8.55 875 46 100 

5S-2LA-HSEW911U 55 80 13 2.8 7.2 1.2 1.3 1 0.6 13.3 6.85 1 360 700 10.6 1 090 41 700 

5S-2LA-HSEW912U 60 85 13 2.8 7.2 1.2 1.3 1 0.6 13.8 7.50 1 410 765 11.6 1 190 38 800 

5S-2LA-HSEW913U 65 90 13 2.8 7.2 1.2 1.3 1 0.6 13.9 7.85 1 420 800 12.2 1 250 36 300 

5S-2LA-HSEW914U 70 100 16 3.1 9.3 1.4 1.9 1 0.6 20.4 11.2 2 080 1 140 17.4 1 780 33 100 

5S-2LA-HSEW915U 75 105 16 3.1 9.3 1.4 1.9 1 0.6 21.2 12.2 2 160 1 240 19.0 1 940 31 300 

5S-2LA-HSEW916U 80 110 16 3.1 9.3 1.4 1.9 1 0.6 21.4 12.7 2 190 1 290 19.8 2 020 29 600 

5S-2LA-HSEW917U 85 120 18 4 10.4 1.6 1.9 1.1 0.6 29.1 16.8 2 960 1 710 26.1 2 670 27 400 

5S-2LA-HSEW918U 90 125 18 4 10.4 1.6 1.9 1.1 0.6 30.0 18.1 3 100 1 850 28.3 2 890 26 200 

5S-2LA-HSEW919U 95 130 18 4 10.4 1.6 1.9 1.1 0.6 30.5 18.9 3 100 1 930 29.4 3 000 25 000 

5S-2LA-HSEW920U 100 140 20 4 12 1.6 1.9 1.1 0.6 35.5 22.1 3 600 2 260 34.0 3 500 23 400 
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17.2 6.0 0.12 57.6 56.6 64.4 66.8 54.5 52.5 67.5 69.5 0.6 0.3 

18.9 7.7 0.17 63.6 62.4 71.4 74.1 60.5 59.5 74.5 75.5 1 0.6 

19.8 8.3 0.18 68.6 67.4 76.4 79.1 65.5 64.5 79.5 80.5 1 0.6 

20.7 8.9 0.19 73.6 72.4 81.4 84.0 70.5 69.5 84.5 85.5 1 0.6 

23.6 14 0.31 80.1 78.6 89.8 93.2 75.5 74.5 94.5 95.5 1 0.6 

24.5 15 0.33 85.1 83.6 94.8 98.2 80.5 79.5 99.5 100.5 1 0.6 

25.4 16 0.34 90.1 88.6 99.8 103.2 85.5 84.5 104.5 105.5 1 0.6 

27.8 22 0.48 96.8 94.9 108.2 112.3 92 89.5 113 115.5 1 0.6 

28.7 23 0.51 101.8 99.9 113.2 117.3 97 94.5 118 120.5 1 0.6 

29.6 24 0.53 106.8 104.9 118.2 122.3 102 99.5 123 125.5 1 0.6 

32.0 32 0.74 113.8 111.7 126.2 130.6 107 104.5 133 135.5 1 0.6 
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5S-2LA-HSEW910U 50 72 12 2.2 6.6 1.2 1.3 0.6 0.3 10.7 5.50 1 090 560 8.55 875 46 100 

5S-2LA-HSEW911U 55 80 13 2.8 7.2 1.2 1.3 1 0.6 13.3 6.85 1 360 700 10.6 1 090 41 700 

5S-2LA-HSEW912U 60 85 13 2.8 7.2 1.2 1.3 1 0.6 13.8 7.50 1 410 765 11.6 1 190 38 800 

5S-2LA-HSEW913U 65 90 13 2.8 7.2 1.2 1.3 1 0.6 13.9 7.85 1 420 800 12.2 1 250 36 300 

5S-2LA-HSEW914U 70 100 16 3.1 9.3 1.4 1.9 1 0.6 20.4 11.2 2 080 1 140 17.4 1 780 33 100 

5S-2LA-HSEW915U 75 105 16 3.1 9.3 1.4 1.9 1 0.6 21.2 12.2 2 160 1 240 19.0 1 940 31 300 

5S-2LA-HSEW916U 80 110 16 3.1 9.3 1.4 1.9 1 0.6 21.4 12.7 2 190 1 290 19.8 2 020 29 600 

5S-2LA-HSEW917U 85 120 18 4 10.4 1.6 1.9 1.1 0.6 29.1 16.8 2 960 1 710 26.1 2 670 27 400 

5S-2LA-HSEW918U 90 125 18 4 10.4 1.6 1.9 1.1 0.6 30.0 18.1 3 100 1 850 28.3 2 890 26 200 

5S-2LA-HSEW919U 95 130 18 4 10.4 1.6 1.9 1.1 0.6 30.5 18.9 3 100 1 930 29.4 3 000 25 000 

5S-2LA-HSEW920U 100 140 20 4 12 1.6 1.9 1.1 0.6 35.5 22.1 3 600 2 260 34.0 3 500 23 400 
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5S-2LA-HSEW910UAD 50 72 12 2.2 6.6 1.2 1.3 0.6 0.3 10.3 5.30 1 050 545 9.75 995 41 000 

5S-2LA-HSEW911UAD 55 80 13 2.8 7.2 1.2 1.3 1 0.6 12.9 6.65 1 310 680 12.1 1 240 37 000 

5S-2LA-HSEW912UAD 60 85 13 2.8 7.2 1.2 1.3 1 0.6 13.3 7.3 1 360 740 13.3 1 360 34 500 

5S-2LA-HSEW913UAD 65 90 13 2.8 7.2 1.2 1.3 1 0.6 13.5 7.6 1 370 775 13.9 1 420 32 300 

5S-2LA-HSEW914UAD 70 100 16 3.1 9.3 1.4 1.9 1 0.6 19.7 10.8 2 010 1 100 19.9 2 030 29 400 

5S-2LA-HSEW915UAD 75 105 16 3.1 9.3 1.4 1.9 1 0.6 20.5 11.8 2 090 1 200 21.5 2 200 27 800 

5S-2LA-HSEW916UAD 80 110 16 3.1 9.3 1.4 1.9 1 0.6 20.7 12.3 2 110 1 250 22.5 2 300 26 300 

5S-2LA-HSEW917UAD 85 120 18 4 10.4 1.6 1.9 1.1 0.6 28.1 16.2 2 860 1 660 29.4 3 000 24 400 

5S-2LA-HSEW918UAD 90 125 18 4 10.4 1.6 1.9 1.1 0.6 29.2 17.6 2 980 1 790 31.5 3 250 23 300 

5S-2LA-HSEW919UAD 95 130 18 4 10.4 1.6 1.9 1.1 0.6 29.5 18.3 3 000 1 870 33.0 3 400 22 200 

5S-2LA-HSEW920UAD 100 140 20 4 12 1.6 1.9 1.1 0.6 34.5 21.4 3 500 2 190 39.0 4 000 20 800 
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20.3 6.0 0.12 57.6 56.6 64.4 66.7 54.5 52.5 67.5 69.5 0.6 0.3 

22.4 7.7 0.17 63.6 62.4 71.4 74.1 60.5 59.5 74.5 75.5 1 0.6 

23.5 8.3 0.18 68.6 67.4 76.4 79.0 65.5 64.5 79.5 80.5 1 0.6 

24.7 8.9 0.19 73.6 72.4 81.4 84.0 70.5 69.5 84.5 85.5 1 0.6 

28.0 14 0.31 80.1 78.6 89.8 93.2 75.5 74.5 94.5 95.5 1 0.6 

29.1 15 0.33 85.1 83.6 94.8 98.2 80.5 79.5 99.5 100.5 1 0.6 

30.3 16 0.34 90.1 88.6 99.8 103.2 85.5 84.5 104.5 105.5 1 0.6 

33.1 22 0.48 96.8 94.9 108.2 112.3 92 89.5 113 115.5 1 0.6 

34.2 23 0.51 101.8 99.9 113.2 117.3 97 94.5 118 120.5 1 0.6 

35.4 24 0.53 106.8 104.9 118.2 122.3 102 99.5 123 125.5 1 0.6 

38.2 32 0.74 113.8 111.7 126.2 130.6 107 104.5 133 135.5 1 0.6 
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5S-2LA-HSEW910UAD 50 72 12 2.2 6.6 1.2 1.3 0.6 0.3 10.3 5.30 1 050 545 9.75 995 41 000 

5S-2LA-HSEW911UAD 55 80 13 2.8 7.2 1.2 1.3 1 0.6 12.9 6.65 1 310 680 12.1 1 240 37 000 

5S-2LA-HSEW912UAD 60 85 13 2.8 7.2 1.2 1.3 1 0.6 13.3 7.3 1 360 740 13.3 1 360 34 500 

5S-2LA-HSEW913UAD 65 90 13 2.8 7.2 1.2 1.3 1 0.6 13.5 7.6 1 370 775 13.9 1 420 32 300 

5S-2LA-HSEW914UAD 70 100 16 3.1 9.3 1.4 1.9 1 0.6 19.7 10.8 2 010 1 100 19.9 2 030 29 400 

5S-2LA-HSEW915UAD 75 105 16 3.1 9.3 1.4 1.9 1 0.6 20.5 11.8 2 090 1 200 21.5 2 200 27 800 

5S-2LA-HSEW916UAD 80 110 16 3.1 9.3 1.4 1.9 1 0.6 20.7 12.3 2 110 1 250 22.5 2 300 26 300 

5S-2LA-HSEW917UAD 85 120 18 4 10.4 1.6 1.9 1.1 0.6 28.1 16.2 2 860 1 660 29.4 3 000 24 400 

5S-2LA-HSEW918UAD 90 125 18 4 10.4 1.6 1.9 1.1 0.6 29.2 17.6 2 980 1 790 31.5 3 250 23 300 

5S-2LA-HSEW919UAD 95 130 18 4 10.4 1.6 1.9 1.1 0.6 29.5 18.3 3 000 1 870 33.0 3 400 22 200 

5S-2LA-HSEW920UAD 100 140 20 4 12 1.6 1.9 1.1 0.6 34.5 21.4 3 500 2 190 39.0 4 000 20 800 



152

5S-2LA-HSEW010 50 80 16 3.4 9.3 1.4 1.3 1 0.6 15.5 7.75 1 580 790 12.1 1 230 43 300

5S-2LA-HSEW011 55 90 18 4.3 9.7 1.4 1.9 1.1 0.6 16.8 9.20 1 720 935 14.4 1 460 38 800

5S-2LA-HSEW012 60 95 18 4.3 9.7 1.4 1.9 1.1 0.6 17.6 10.2 1 800 1 040 15.9 1 620 36 300

5S-2LA-HSEW013 65 100 18 4 10.4 1.6 1.9 1.1 0.6 17.9 10.7 1 830 1 090 16.7 1 710 34 100

5S-2LA-HSEW014 70 110 20 4 11.6 1.6 1.9 1.1 0.6 21.9 13.5 2 230 1 370 21.1 2 150 31 200

5S-2LA-HSEW015 75 115 20 4 11.6 1.6 2.4 1.1 0.6 23.3 15.2 2 380 1 550 23.8 2 420 29 600

5S-2LA-HSEW016 80 125 22 4.7 12.2 1.6 2.4 1.1 0.6 26.7 17.4 2 720 1 770 27.2 2 780 27 400

5S-2LA-HSEW017 85 130 22 4.7 12.2 1.6 2.4 1.1 0.6 27.0 18.1 2 760 1 850 28.4 2 900 26 200

5S-2LA-HSEW018 90 140 24 5.5 14.5 1.6 1.9 1.5 1 31.5 21.3 3 200 2 170 33.5 3 400 24 500

5S-2LA-HSEW019 95 145 24 5.5 14.5 1.6 2.4 1.5 1 31.5 22.1 3 250 2 260 34.5 3 550 23 400

5S-2LA-HSEW020 100 150 24 5.5 14.5 1.6 1.9 1.5 1 33.0 23.8 3 350 2 420 37.5 3 800 22 500
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19.9 12 0.23 60.1 58.6 69.9 73.2 55.5 54.5 74.5 75.5 1 0.6

22.3 16 0.37 67.6 66.2 77.4 80.8 62 59.5 83 85.5 1 0.6

23.2 17 0.40 72.6 71.2 82.4 85.8 67 64.5 88 90.5 1 0.6

24.1 18 0.42 77.6 76.2 87.4 90.8 72 69.5 93 95.5 1 0.6

26.5 24 0.60 84.8 83.0 95.2 99.1 77 74.5 103 105.5 1 0.6

27.4 25 0.64 89.8 88.0 100.2 104.1 82 79.5 108 110.5 1 0.6

29.8 34 0.86 96.8 94.9 108.2 112.5 87 84.5 118 120.5 1 0.6

30.7 35 0.90 101.8 99.9 113.2 117.4 92 89.5 123 125.5 1 0.6

33.1 45 1.18 108.8 106.7 121.2 125.8 98.5 95.5 131.5 134.5 1.5 1

34.0 47 1.23 113.8 111.7 126.2 130.8 103.5 100.5 136.5 139.5 1.5 1

34.9 49 1.28 118.8 116.7 131.2 135.8 108.5 105.5 141.5 144.5 1.5 1
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5S-2LA-HSEW010 50 80 16 3.4 9.3 1.4 1.3 1 0.6 15.5 7.75 1 580 790 12.1 1 230 43 300

5S-2LA-HSEW011 55 90 18 4.3 9.7 1.4 1.9 1.1 0.6 16.8 9.20 1 720 935 14.4 1 460 38 800

5S-2LA-HSEW012 60 95 18 4.3 9.7 1.4 1.9 1.1 0.6 17.6 10.2 1 800 1 040 15.9 1 620 36 300

5S-2LA-HSEW013 65 100 18 4 10.4 1.6 1.9 1.1 0.6 17.9 10.7 1 830 1 090 16.7 1 710 34 100

5S-2LA-HSEW014 70 110 20 4 11.6 1.6 1.9 1.1 0.6 21.9 13.5 2 230 1 370 21.1 2 150 31 200

5S-2LA-HSEW015 75 115 20 4 11.6 1.6 2.4 1.1 0.6 23.3 15.2 2 380 1 550 23.8 2 420 29 600

5S-2LA-HSEW016 80 125 22 4.7 12.2 1.6 2.4 1.1 0.6 26.7 17.4 2 720 1 770 27.2 2 780 27 400

5S-2LA-HSEW017 85 130 22 4.7 12.2 1.6 2.4 1.1 0.6 27.0 18.1 2 760 1 850 28.4 2 900 26 200

5S-2LA-HSEW018 90 140 24 5.5 14.5 1.6 1.9 1.5 1 31.5 21.3 3 200 2 170 33.5 3 400 24 500

5S-2LA-HSEW019 95 145 24 5.5 14.5 1.6 2.4 1.5 1 31.5 22.1 3 250 2 260 34.5 3 550 23 400

5S-2LA-HSEW020 100 150 24 5.5 14.5 1.6 1.9 1.5 1 33.0 23.8 3 350 2 420 37.5 3 800 22 500



154

5S-2LA-HSEW010AD 50 80 16 3.4 9.3 1.4 1.3 1 0.6 15.0 7.50 1 530 765 13.8 1 400 38 500

5S-2LA-HSEW011AD 55 90 18 4.3 9.7 1.4 1.9 1.1 0.6 16.3 8.90 1 660 910 16.4 1 670 34 500

5S-2LA-HSEW012AD 60 95 18 4.3 9.7 1.4 1.9 1.1 0.6 17.1 9.85 1 740 1 000 18.1 1 850 32 300

5S-2LA-HSEW013AD 65 100 18 4 10.4 1.6 1.9 1.1 0.6 17.3 10.4 1 770 1 060 19.0 1 940 30 300

5S-2LA-HSEW014AD 70 110 20 4 11.6 1.6 1.9 1.1 0.6 21.2 13.0 2 160 1 330 24.0 2 440 27 800

5S-2LA-HSEW015AD 75 115 20 4 11.6 1.6 2.4 1.1 0.6 22.5 14.7 2 300 1 500 27.0 2 760 26 300

5S-2LA-HSEW016AD 80 125 22 4.7 12.2 1.6 2.4 1.1 0.6 25.8 16.9 2 630 1 720 31.0 3 150 24 400

5S-2LA-HSEW017AD 85 130 22 4.7 12.2 1.6 2.4 1.1 0.6 26.1 17.6 2 660 1 790 32.5 3 300 23 300

5S-2LA-HSEW018AD 90 140 24 5.5 14.5 1.6 1.9 1.5 1 30.5 20.6 3 100 2 100 38.0 3 850 21 700

5S-2LA-HSEW019AD 95 145 24 5.5 14.5 1.6 2.4 1.5 1 30.5 21.4 3 150 2 190 39.5 4 000 20 800

5S-2LA-HSEW020AD 100 150 24 5.5 14.5 1.6 1.9 1.5 1 31.5 23.0 3 250 2 350 42.5 4 300 20 000
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23.3 12 0.23 60.1 58.6 69.9 73.2 55.5 54.5 74.5 75.5 1 0.6

26.1 16 0.37 67.6 66.2 77.4 80.8 62 59.5 83 85.5 1 0.6

27.2 17 0.40 72.6 71.2 82.4 85.8 67 64.5 88 90.5 1 0.6

28.4 18 0.40 77.6 76.2 87.4 90.8 72 69.5 93 95.5 1 0.6

31.1 24 0.60 84.8 83.0 95.2 99.1 77 74.5 103 105.5 1 0.6

32.3 25 0.64 89.8 88.0 100.2 104.1 82 79.5 108 110.5 1 0.6

35.1 34 0.86 96.8 94.9 108.2 112.5 87 84.5 118 120.5 1 0.6

36.2 35 0.90 101.8 99.9 113.2 117.4 92 89.5 123 125.5 1 0.6

39.0 45 1.18 108.8 106.7 121.2 125.8 98.5 95.5 131.5 134.5 1.5 1

40.2 47 1.23 113.8 111.7 126.2 130.8 103.5 100.5 136.5 139.5 1.5 1

41.3 49 1.28 118.8 116.7 131.2 135.8 108.5 105.5 141.5 144.5 1.5 1
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5S-2LA-HSEW010AD 50 80 16 3.4 9.3 1.4 1.3 1 0.6 15.0 7.50 1 530 765 13.8 1 400 38 500

5S-2LA-HSEW011AD 55 90 18 4.3 9.7 1.4 1.9 1.1 0.6 16.3 8.90 1 660 910 16.4 1 670 34 500

5S-2LA-HSEW012AD 60 95 18 4.3 9.7 1.4 1.9 1.1 0.6 17.1 9.85 1 740 1 000 18.1 1 850 32 300

5S-2LA-HSEW013AD 65 100 18 4 10.4 1.6 1.9 1.1 0.6 17.3 10.4 1 770 1 060 19.0 1 940 30 300

5S-2LA-HSEW014AD 70 110 20 4 11.6 1.6 1.9 1.1 0.6 21.2 13.0 2 160 1 330 24.0 2 440 27 800

5S-2LA-HSEW015AD 75 115 20 4 11.6 1.6 2.4 1.1 0.6 22.5 14.7 2 300 1 500 27.0 2 760 26 300

5S-2LA-HSEW016AD 80 125 22 4.7 12.2 1.6 2.4 1.1 0.6 25.8 16.9 2 630 1 720 31.0 3 150 24 400

5S-2LA-HSEW017AD 85 130 22 4.7 12.2 1.6 2.4 1.1 0.6 26.1 17.6 2 660 1 790 32.5 3 300 23 300

5S-2LA-HSEW018AD 90 140 24 5.5 14.5 1.6 1.9 1.5 1 30.5 20.6 3 100 2 100 38.0 3 850 21 700

5S-2LA-HSEW019AD 95 145 24 5.5 14.5 1.6 2.4 1.5 1 30.5 21.4 3 150 2 190 39.5 4 000 20 800

5S-2LA-HSEW020AD 100 150 24 5.5 14.5 1.6 1.9 1.5 1 31.5 23.0 3 250 2 350 42.5 4 300 20 000
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φDφD1 φdφd1

B

a

r

r

r1

r

7900CDLLB 10 22 6 0.3 0.15 3.00 1.52 305 155 1.91 194 14.1 75 700

7901CDLLB 12 24 6 0.3 0.15 3.35 1.86 340 189 2.34 239 14.7 67 300

7902CDLLB 15 28 7 0.3 0.15 5.05 2.86 515 292 3.60 370 14.5 56 300

7903CDLLB 17 30 7 0.3 0.15 5.25 3.15 535 320 4.00 405 14.8 51 500

7904CDLLB 20 37 9 0.3 0.15 7.30 4.55 745 465 5.75 590 14.9 42 500

7905CDLLB 25 42 9 0.3 0.15 8.15 5.75 835 585 7.30 745 15.5 36 100

7906CDLLB 30 47 9 0.3 0.15 8.60 6.60 880 675 8.40 860 15.9 31 400

7907CDLLB 35 55 10 0.6 0.3 11.8 9.50 1 200 970 12.1 1 230 15.9 26 900

7908CDLLB 40 62 12 0.6 0.3 17.6 13.8 1 790 1 400 17.5 1 780 15.5 23 700

7909CDLLB 45 68 12 0.6 0.3 18.6 15.6 1 890 1 590 19.8 2 020 15.8 21 400

7910CDLLB 50 72 12 0.6 0.3 15.9 14.7 1 620 1 490 18.6 1 900 16.4 20 000
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5.2 0.010 12.9 19.7 12.5 19.7 20.8 0.3 0.15 7900CDLLB

5.4 0.012 15.2 21.7 14.5 21.7 22.8 0.3 0.15 7901CDLLB

6.4 0.017 18.5 26.0 17.5 26.0 26.8 0.3 0.15 7902CDLLB

6.7 0.019 20.2 28.0 19.5 28.0 28.8 0.3 0.15 7903CDLLB

8.4 0.039 23.9 33.9 22.5 34.5 35.8 0.3 0.15 7904CDLLB

9.0 0.046 29.1 38.9 27.5 39.5 40.8 0.3 0.15 7905CDLLB

9.7 0.053 34.6 43.9 32.5 44.5 45.8 0.3 0.15 7906CDLLB

11.1 0.081 40.2 51.2 39.5 51.2 52.5 0.6 0.3 7907CDLLB

12.9 0.11 45.3 58.8 44.5 58.8 59.5 0.6 0.3 7908CDLLB

13.6 0.13 50.8 64.3 49.5 64.3 65.5 0.6 0.3 7909CDLLB

14.2 0.14 55.2 67.5 54.5 67.5 69.5 0.6 0.3 7910CDLLB
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φDφD1 φdφd1

B

a

r

r

r1

r

7900CDLLB 10 22 6 0.3 0.15 3.00 1.52 305 155 1.91 194 14.1 75 700

7901CDLLB 12 24 6 0.3 0.15 3.35 1.86 340 189 2.34 239 14.7 67 300

7902CDLLB 15 28 7 0.3 0.15 5.05 2.86 515 292 3.60 370 14.5 56 300

7903CDLLB 17 30 7 0.3 0.15 5.25 3.15 535 320 4.00 405 14.8 51 500

7904CDLLB 20 37 9 0.3 0.15 7.30 4.55 745 465 5.75 590 14.9 42 500

7905CDLLB 25 42 9 0.3 0.15 8.15 5.75 835 585 7.30 745 15.5 36 100

7906CDLLB 30 47 9 0.3 0.15 8.60 6.60 880 675 8.40 860 15.9 31 400

7907CDLLB 35 55 10 0.6 0.3 11.8 9.50 1 200 970 12.1 1 230 15.9 26 900

7908CDLLB 40 62 12 0.6 0.3 17.6 13.8 1 790 1 400 17.5 1 780 15.5 23 700

7909CDLLB 45 68 12 0.6 0.3 18.6 15.6 1 890 1 590 19.8 2 020 15.8 21 400

7910CDLLB 50 72 12 0.6 0.3 15.9 14.7 1 620 1 490 18.6 1 900 16.4 20 000



158

7900ADLLB 10 22 6 0.3 0.15 2.88 1.45 294 148 2.20 225 65 600

7901ADLLB 12 24 6 0.3 0.15 3.20 1.77 325 181 2.61 267 58 300

7902ADLLB 15 28 7 0.3 0.15 4.80 2.74 490 279 4.40 450 48 800

7903ADLLB 17 30 7 0.3 0.15 5.00 3.00 510 305 4.75 485 44 700

7904ADLLB 20 37 9 0.3 0.15 6.95 4.35 710 445 6.35 645 36 800

7905ADLLB 25 42 9 0.3 0.15 7.75 5.50 790 560 7.75 790 31 300

7906ADLLB 30 47 9 0.3 0.15 8.15 6.30 830 640 8.65 885 27 300

7907ADLLB 35 55 10 0.6 0.3 11.1 9.00 1 130 920 13.1 1 340 23 300

7908ADLLB 40 62 12 0.6 0.3 16.7 13.1 1 700 1 330 19.3 1 960 20 600

7909ADLLB 45 68 12 0.6 0.3 17.6 14.8 1 790 1 510 21.5 2 190 18 600

7910ADLLB 50 72 12 0.6 0.3 15.0 13.9 1 530 1 420 13.6 1 380 17 400

φDφD1 φdφd1

B

a

r

r

r1

r
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6.8 0.010 12.9 19.7 12.5 19.7 20.8 0.3 0.15 7900ADLLB

7.2 0.012 15.2 21.7 14.5 21.7 22.8 0.3 0.15 7901ADLLB

8.6 0.017 18.5 26.0 17.5 26.0 26.8 0.3 0.15 7902ADLLB

9.0 0.019 20.2 28.0 19.5 28.0 28.8 0.3 0.15 7903ADLLB

11.2 0.039 23.9 33.9 22.5 34.5 35.8 0.3 0.15 7904ADLLB

12.4 0.046 29.1 38.9 27.5 39.5 40.8 0.3 0.15 7905ADLLB

13.5 0.053 34.6 43.9 32.5 44.5 45.8 0.3 0.15 7906ADLLB

15.6 0.081 40.2 51.2 39.5 51.2 52.5 0.6 0.3 7907ADLLB

18.0 0.11 45.3 58.8 44.5 58.8 59.5 0.6 0.3 7908ADLLB

19.3 0.13 50.8 64.3 49.5 64.3 65.5 0.6 0.3 7909ADLLB

20.2 0.14 55.2 67.5 54.5 67.5 69.5 0.6 0.3 7910ADLLB
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7900ADLLB 10 22 6 0.3 0.15 2.88 1.45 294 148 2.20 225 65 600

7901ADLLB 12 24 6 0.3 0.15 3.20 1.77 325 181 2.61 267 58 300

7902ADLLB 15 28 7 0.3 0.15 4.80 2.74 490 279 4.40 450 48 800

7903ADLLB 17 30 7 0.3 0.15 5.00 3.00 510 305 4.75 485 44 700

7904ADLLB 20 37 9 0.3 0.15 6.95 4.35 710 445 6.35 645 36 800

7905ADLLB 25 42 9 0.3 0.15 7.75 5.50 790 560 7.75 790 31 300

7906ADLLB 30 47 9 0.3 0.15 8.15 6.30 830 640 8.65 885 27 300

7907ADLLB 35 55 10 0.6 0.3 11.1 9.00 1 130 920 13.1 1 340 23 300

7908ADLLB 40 62 12 0.6 0.3 16.7 13.1 1 700 1 330 19.3 1 960 20 600

7909ADLLB 45 68 12 0.6 0.3 17.6 14.8 1 790 1 510 21.5 2 190 18 600

7910ADLLB 50 72 12 0.6 0.3 15.0 13.9 1 530 1 420 13.6 1 380 17 400

φDφD1 φdφd1

B

a

r

r

r1

r
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φDφD1 φdφd1

B

a

r

r

r1

r

7000CDLLB 10 26 8 0.3 0.15 5.30 2.49 540 254 3.10 315 12.6 67 300

7001CDLLB 12 28 8 0.3 0.15 5.80 2.90 590 296 3.65 370 13.2 60 600

7002CDLLB 15 32 9 0.3 0.15 6.25 3.40 635 345 4.25 435 14.0 51 500

7003CDLLB 17 35 10 0.3 0.15 8.25 4.50 840 460 5.70 580 13.8 46 600

7004CDLLB 20 42 12 0.6 0.3 10.5 6.00 1 070 610 7.55 770 14.0 39 100

7005CDLLB 25 47 12 0.6 0.3 12.3 8.00 1 250 815 10.1 1 030 14.7 33 600

7006CDLLB 30 55 13 1 0.6 15.1 10.3 1 540 1 050 13.0 1 320 14.9 28 500

7007CDLLB 35 62 14 1 0.6 19.1 13.7 1 950 1 390 17.3 1 760 15.0 25 000

7008CDLLB 40 68 15 1 0.6 20.6 15.9 2 100 1 620 20.1 2 050 15.4 22 400

7009CDLLB 45 75 16 1 0.6 27.7 21.1 2 820 2 160 26.7 2 730 15.1 20 200

7010CDLLB 50 80 16 1 0.6 28.6 22.9 2 910 2 330 29.0 2 960 15.4 18 600



161

6.4 0.018 14.5 23.4 12.5 23.5 24.8 0.3 0.15 7000CDLLB

6.7 0.022 16.5 25.4 14.5 25.5 26.8 0.3 0.15 7001CDLLB

7.7 0.032 19.5 28.8 17.5 29.5 30.8 0.3 0.15 7002CDLLB

8.5 0.040 21.6 32.2 19.5 32.5 33.8 0.3 0.15 7003CDLLB

10.2 0.070 26.0 38.0 24.5 38.0 39.5 0.6 0.3 7004CDLLB

10.9 0.083 30.4 43.1 29.5 43.1 44.5 0.6 0.3 7005CDLLB

12.2 0.11 36.4 50.4 35.5 50.4 50.5 1 0.6 7006CDLLB

13.6 0.16 41.9 57.2 40.5 57.2 57.5 1 0.6 7007CDLLB

14.8 0.19 47.9 62.7 45.5 62.7 63.5 1 0.6 7008CDLLB

16.1 0.24 53.0 70.3 50.5 70.3 70.5 1 0.6 7009CDLLB

16.8 0.26 58.0 75.3 55.5 75.3 75.5 1 0.6 7010CDLLB
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φDφD1 φdφd1

B

a

r

r

r1

r

7000CDLLB 10 26 8 0.3 0.15 5.30 2.49 540 254 3.10 315 12.6 67 300

7001CDLLB 12 28 8 0.3 0.15 5.80 2.90 590 296 3.65 370 13.2 60 600

7002CDLLB 15 32 9 0.3 0.15 6.25 3.40 635 345 4.25 435 14.0 51 500

7003CDLLB 17 35 10 0.3 0.15 8.25 4.50 840 460 5.70 580 13.8 46 600

7004CDLLB 20 42 12 0.6 0.3 10.5 6.00 1 070 610 7.55 770 14.0 39 100

7005CDLLB 25 47 12 0.6 0.3 12.3 8.00 1 250 815 10.1 1 030 14.7 33 600

7006CDLLB 30 55 13 1 0.6 15.1 10.3 1 540 1 050 13.0 1 320 14.9 28 500

7007CDLLB 35 62 14 1 0.6 19.1 13.7 1 950 1 390 17.3 1 760 15.0 25 000

7008CDLLB 40 68 15 1 0.6 20.6 15.9 2 100 1 620 20.1 2 050 15.4 22 400

7009CDLLB 45 75 16 1 0.6 27.7 21.1 2 820 2 160 26.7 2 730 15.1 20 200

7010CDLLB 50 80 16 1 0.6 28.6 22.9 2 910 2 330 29.0 2 960 15.4 18 600
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φDφD1 φdφd1

B

a

r

r

r1

r

7000ADLLB 10 26 8 0.3 0.15 5.15 2.41 525 245 3.85 395 58 300

7001ADLLB 12 28 8 0.3 0.15 5.60 2.79 570 285 4.50 455 52 500

7002ADLLB 15 32 9 0.3 0.15 5.95 3.25 610 330 4.95 505 44 700

7003ADLLB 17 35 10 0.3 0.15 7.90 4.35 805 445 6.95 710 40 400

7004ADLLB 20 42 12 0.6 0.3 10.0 5.75 1 020 585 8.80 900 33 900

7005ADLLB 25 47 12 0.6 0.3 11.7 7.65 1 190 780 11.3 1 150 29 200

7006ADLLB 30 55 13 1 0.6 14.4 9.80 1 470 995 14.9 1 520 24 700

7007ADLLB 35 62 14 1 0.6 18.2 13.0 1 850 1 330 20.4 2 080 21 600

7008ADLLB 40 68 15 1 0.6 19.5 15.1 1 990 1 540 23.2 2 370 19 400

7009ADLLB 45 75 16 1 0.6 26.3 20.1 2 680 2 050 31.0 3 150 17 500

7010ADLLB 50 80 16 1 0.6 27.1 21.8 2 760 2 220 33.0 3 350 16 200
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8.3 0.018 14.5 23.4 12.5 23.5 24.8 0.3 0.15 7000ADLLB

8.7 0.022 16.5 25.4 14.5 25.5 26.8 0.3 0.15 7001ADLLB

10.0 0.032 19.5 28.8 17.5 29.5 30.8 0.3 0.15 7002ADLLB

11.1 0.040 21.6 32.2 19.5 32.5 33.8 0.3 0.15 7003ADLLB

13.3 0.070 26.0 38.0 24.5 38.0 39.5 0.6 0.3 7004ADLLB

14.5 0.083 30.4 43.1 29.5 43.1 44.5 0.6 0.3 7005ADLLB

16.5 0.11 36.4 50.4 35.5 50.4 50.5 1 0.6 7006ADLLB

18.4 0.16 41.9 57.2 40.5 57.2 57.5 1 0.6 7007ADLLB

20.2 0.19 47.9 62.7 45.5 62.7 63.5 1 0.6 7008ADLLB

22.1 0.24 53.0 70.3 50.5 70.3 70.5 1 0.6 7009ADLLB

23.3 0.26 58.0 75.3 55.5 75.3 75.5 1 0.6 7010ADLLB
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φDφD1 φdφd1

B

a

r

r

r1

r

7000ADLLB 10 26 8 0.3 0.15 5.15 2.41 525 245 3.85 395 58 300

7001ADLLB 12 28 8 0.3 0.15 5.60 2.79 570 285 4.50 455 52 500

7002ADLLB 15 32 9 0.3 0.15 5.95 3.25 610 330 4.95 505 44 700

7003ADLLB 17 35 10 0.3 0.15 7.90 4.35 805 445 6.95 710 40 400

7004ADLLB 20 42 12 0.6 0.3 10.0 5.75 1 020 585 8.80 900 33 900

7005ADLLB 25 47 12 0.6 0.3 11.7 7.65 1 190 780 11.3 1 150 29 200

7006ADLLB 30 55 13 1 0.6 14.4 9.80 1 470 995 14.9 1 520 24 700

7007ADLLB 35 62 14 1 0.6 18.2 13.0 1 850 1 330 20.4 2 080 21 600

7008ADLLB 40 68 15 1 0.6 19.5 15.1 1 990 1 540 23.2 2 370 19 400

7009ADLLB 45 75 16 1 0.6 26.3 20.1 2 680 2 050 31.0 3 150 17 500

7010ADLLB 50 80 16 1 0.6 27.1 21.8 2 760 2 220 33.0 3 350 16 200



164

φDφD1 φdφd1

B

a

r

r

r1

r

5S-7900CDLLB 10 22 6 0.3 0.15 3.00 1.05 305 107 1.19 121 9.8 89 800

5S-7901CDLLB 12 24 6 0.3 0.15 3.35 1.29 340 131 1.46 149 10.2 79 800

5S-7902CDLLB 15 28 7 0.3 0.15 5.05 1.98 515 202 2.25 230 10.0 66 800

5S-7903CDLLB 17 30 7 0.3 0.15 5.25 2.19 535 223 2.49 254 10.3 61 100

5S-7904CDLLB 20 37 9 0.3 0.15 7.30 3.15 745 325 3.60 365 10.3 50 400

5S-7905CDLLB 25 42 9 0.3 0.15 8.15 4.00 835 405 4.55 465 10.7 42 900

5S-7906CDLLB 30 47 9 0.3 0.15 8.60 4.60 880 470 5.25 535 11.0 37 300

5S-7907CDLLB 35 55 10 0.6 0.3 11.8 6.60 1 200 670 7.55 770 11.0 31 900

5S-7908CDLLB 40 62 12 0.6 0.3 17.6 9.55 1 790 975 10.9 1 110 10.8 28 200

5S-7909CDLLB 45 68 12 0.6 0.3 18.6 10.8 1 890 1 100 12.4 1 260 11.0 24 100

5S-7910CDLLB 50 72 12 0.6 0.3 15.9 10.2 1 620 1 040 11.7 1 190 11.3 22 500



165

5.2 0.009 12.9 19.7 12.5 19.7 20.8 0.3 0.15 5S-7900CDLLB

5.4 0.011 15.2 21.7 14.5 21.7 22.8 0.3 0.15 5S-7901CDLLB

6.4 0.015 18.5 26.0 17.5 26.0 26.8 0.3 0.15 5S-7902CDLLB

6.7 0.017 20.2 28.0 19.5 28.0 28.8 0.3 0.15 5S-7903CDLLB

8.4 0.036 23.9 33.9 22.5 34.5 35.8 0.3 0.15 5S-7904CDLLB

9.0 0.042 29.1 38.9 27.5 39.5 40.8 0.3 0.15 5S-7905CDLLB

9.7 0.048 34.6 43.9 32.5 44.5 45.8 0.3 0.15 5S-7906CDLLB

11.1 0.073 40.2 51.2 39.5 51.2 52.5 0.6 0.3 5S-7907CDLLB

12.9 0.099 45.3 58.8 44.5 58.8 59.5 0.6 0.3 5S-7908CDLLB

13.6 0.12 50.8 64.3 49.5 64.3 65.5 0.6 0.3 5S-7909CDLLB

14.2 0.12 55.2 67.5 54.5 67.5 69.5 0.6 0.3 5S-7910CDLLB
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φDφD1 φdφd1

B

a

r

r

r1

r

5S-7900CDLLB 10 22 6 0.3 0.15 3.00 1.05 305 107 1.19 121 9.8 89 800

5S-7901CDLLB 12 24 6 0.3 0.15 3.35 1.29 340 131 1.46 149 10.2 79 800

5S-7902CDLLB 15 28 7 0.3 0.15 5.05 1.98 515 202 2.25 230 10.0 66 800

5S-7903CDLLB 17 30 7 0.3 0.15 5.25 2.19 535 223 2.49 254 10.3 61 100

5S-7904CDLLB 20 37 9 0.3 0.15 7.30 3.15 745 325 3.60 365 10.3 50 400

5S-7905CDLLB 25 42 9 0.3 0.15 8.15 4.00 835 405 4.55 465 10.7 42 900

5S-7906CDLLB 30 47 9 0.3 0.15 8.60 4.60 880 470 5.25 535 11.0 37 300

5S-7907CDLLB 35 55 10 0.6 0.3 11.8 6.60 1 200 670 7.55 770 11.0 31 900

5S-7908CDLLB 40 62 12 0.6 0.3 17.6 9.55 1 790 975 10.9 1 110 10.8 28 200

5S-7909CDLLB 45 68 12 0.6 0.3 18.6 10.8 1 890 1 100 12.4 1 260 11.0 24 100

5S-7910CDLLB 50 72 12 0.6 0.3 15.9 10.2 1 620 1 040 11.7 1 190 11.3 22 500



166

φDφD1 φdφd1

B

a

r

r

r1

r

5S-7900ADLLB 10 22 6 0.3 0.15 2.88 1.01 294 103 1.52 155 79 700

5S-7901ADLLB 12 24 6 0.3 0.15 3.20 1.23 325 125 1.86 189 70 800

5S-7902ADLLB 15 28 7 0.3 0.15 4.80 1.90 490 193 2.86 292 59 300

5S-7903ADLLB 17 30 7 0.3 0.15 5.00 2.09 510 213 3.15 320 54 300

5S-7904ADLLB 20 37 9 0.3 0.15 6.95 3.00 710 310 4.55 465 44 700

5S-7905ADLLB 25 42 9 0.3 0.15 7.75 3.80 790 385 5.75 585 38 100

5S-7906ADLLB 30 47 9 0.3 0.15 8.15 4.35 830 445 6.60 670 33 100

5S-7907ADLLB 35 55 10 0.6 0.3 11.1 6.25 1 130 635 9.45 965 28 300

5S-7908ADLLB 40 62 12 0.6 0.3 16.7 9.05 1 700 925 13.7 1 400 25 000

5S-7909ADLLB 45 68 12 0.6 0.3 17.6 10.3 1 790 1 050 15.6 1 590 21 400

5S-7910ADLLB 50 72 12 0.6 0.3 15.0 9.60 1 530 980 14.6 1 490 20 000



167

6.8 0.009 12.9 19.7 12.5 19.7 20.8 0.3 0.15 5S-7900ADLLB

7.2 0.011 15.2 21.7 14.5 21.7 22.8 0.3 0.15 5S-7901ADLLB

8.6 0.015 18.5 26.0 17.5 26.0 26.8 0.3 0.15 5S-7902ADLLB

9.0 0.017 20.2 28.0 19.5 28.0 28.8 0.3 0.15 5S-7903ADLLB

11.2 0.036 23.9 33.9 22.5 34.5 35.8 0.3 0.15 5S-7904ADLLB

12.4 0.042 29.1 38.9 27.5 39.5 40.8 0.3 0.15 5S-7905ADLLB

13.5 0.048 34.6 43.9 32.5 44.5 45.8 0.3 0.15 5S-7906ADLLB

15.6 0.073 40.2 51.2 39.5 51.2 52.5 0.6 0.3 5S-7907ADLLB

18.0 0.099 45.3 58.8 44.5 58.8 59.5 0.6 0.3 5S-7908ADLLB

19.3 0.12 50.8 64.3 49.5 64.3 65.5 0.6 0.3 5S-7909ADLLB

20.2 0.12 55.2 67.5 54.5 67.5 69.5 0.6 0.3 5S-7910ADLLB
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φDφD1 φdφd1

B

a

r

r

r1

r

5S-7900ADLLB 10 22 6 0.3 0.15 2.88 1.01 294 103 1.52 155 79 700

5S-7901ADLLB 12 24 6 0.3 0.15 3.20 1.23 325 125 1.86 189 70 800

5S-7902ADLLB 15 28 7 0.3 0.15 4.80 1.90 490 193 2.86 292 59 300

5S-7903ADLLB 17 30 7 0.3 0.15 5.00 2.09 510 213 3.15 320 54 300

5S-7904ADLLB 20 37 9 0.3 0.15 6.95 3.00 710 310 4.55 465 44 700

5S-7905ADLLB 25 42 9 0.3 0.15 7.75 3.80 790 385 5.75 585 38 100

5S-7906ADLLB 30 47 9 0.3 0.15 8.15 4.35 830 445 6.60 670 33 100

5S-7907ADLLB 35 55 10 0.6 0.3 11.1 6.25 1 130 635 9.45 965 28 300

5S-7908ADLLB 40 62 12 0.6 0.3 16.7 9.05 1 700 925 13.7 1 400 25 000

5S-7909ADLLB 45 68 12 0.6 0.3 17.6 10.3 1 790 1 050 15.6 1 590 21 400

5S-7910ADLLB 50 72 12 0.6 0.3 15.0 9.60 1 530 980 14.6 1 490 20 000



168

φDφD1 φdφd1

B

a

r

r

r1

r

5S-7000CDLLB 10 26 8 0.3 0.15 5.30 1.73 540 176 1.93 197 8.8 80 600

5S-7001CDLLB 12 28 8 0.3 0.15 5.80 2.01 590 205 2.26 231 9.2 72 600

5S-7002CDLLB 15 32 9 0.3 0.15 6.25 2.35 635 239 2.66 271 9.7 61 800

5S-7003CDLLB 17 35 10 0.3 0.15 8.25 3.15 840 320 3.55 360 9.6 55 800

5S-7004CDLLB 20 42 12 0.6 0.3 10.5 4.15 1 070 425 4.70 480 9.7 46 800

5S-7005CDLLB 25 47 12 0.6 0.3 12.3 5.55 1 250 565 6.30 640 10.2 40 300

5S-7006CDLLB 30 55 13 1 0.6 15.1 7.10 1 540 725 8.10 825 10.3 34 100

5S-7007CDLLB 35 62 14 1 0.6 19.1 9.45 1 950 965 10.8 1 100 10.4 29 900

5S-7008CDLLB 40 68 15 1 0.6 20.6 11.0 2 100 1 120 12.6 1 280 10.6 26 900

5S-7009CDLLB 45 75 16 1 0.6 27.7 14.6 2 820 1 490 16.7 1 700 10.4 23 300

5S-7010CDLLB 50 80 16 1 0.6 28.6 15.9 2 910 1 620 18.1 1 850 10.6 21 500



169

6.4 0.014 14.5 23.4 12.5 23.5 24.8 0.3 0.15 5S-7000CDLLB

6.7 0.020 16.5 25.4 14.5 25.5 26.8 0.3 0.15 5S-7001CDLLB

7.7 0.029 19.5 28.8 17.5 29.5 30.8 0.3 0.15 5S-7002CDLLB

8.5 0.035 21.6 32.2 19.5 32.5 33.8 0.3 0.15 5S-7003CDLLB

10.2 0.064 26.0 38.0 24.5 38.0 39.5 0.6 0.3 5S-7004CDLLB

10.9 0.075 30.4 43.1 29.5 43.1 44.5 0.6 0.3 5S-7005CDLLB

12.2 0.096 36.4 50.4 35.5 50.4 50.5 1 0.6 5S-7006CDLLB

13.6 0.14 41.9 57.2 40.5 57.2 57.5 1 0.6 5S-7007CDLLB

14.8 0.17 47.9 62.7 45.5 62.7 63.5 1 0.6 5S-7008CDLLB

16.1 0.21 53.0 70.3 50.5 70.3 70.5 1 0.6 5S-7009CDLLB

16.8 0.23 58.0 75.3 55.5 75.3 75.5 1 0.6 5S-7010CDLLB
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φDφD1 φdφd1

B

a

r

r

r1

r

5S-7000CDLLB 10 26 8 0.3 0.15 5.30 1.73 540 176 1.93 197 8.8 80 600

5S-7001CDLLB 12 28 8 0.3 0.15 5.80 2.01 590 205 2.26 231 9.2 72 600

5S-7002CDLLB 15 32 9 0.3 0.15 6.25 2.35 635 239 2.66 271 9.7 61 800

5S-7003CDLLB 17 35 10 0.3 0.15 8.25 3.15 840 320 3.55 360 9.6 55 800

5S-7004CDLLB 20 42 12 0.6 0.3 10.5 4.15 1 070 425 4.70 480 9.7 46 800

5S-7005CDLLB 25 47 12 0.6 0.3 12.3 5.55 1 250 565 6.30 640 10.2 40 300

5S-7006CDLLB 30 55 13 1 0.6 15.1 7.10 1 540 725 8.10 825 10.3 34 100

5S-7007CDLLB 35 62 14 1 0.6 19.1 9.45 1 950 965 10.8 1 100 10.4 29 900

5S-7008CDLLB 40 68 15 1 0.6 20.6 11.0 2 100 1 120 12.6 1 280 10.6 26 900

5S-7009CDLLB 45 75 16 1 0.6 27.7 14.6 2 820 1 490 16.7 1 700 10.4 23 300

5S-7010CDLLB 50 80 16 1 0.6 28.6 15.9 2 910 1 620 18.1 1 850 10.6 21 500



170

φDφD1 φdφd1

B

a

r

r

r1

r

5S-7000ADLLB 10 26 8 0.3 0.15 5.15 1.67 525 170 2.51 256 70 600

5S-7001ADLLB 12 28 8 0.3 0.15 5.60 1.93 570 197 2.92 297 63 500

5S-7002ADLLB 15 32 9 0.3 0.15 5.95 2.25 610 229 3.40 345 54 000

5S-7003ADLLB 17 35 10 0.3 0.15 7.90 3.00 805 305 4.55 465 48 800

5S-7004ADLLB 20 42 12 0.6 0.3 10.0 4.00 1 020 405 6.00 615 41 000

5S-7005ADLLB 25 47 12 0.6 0.3 11.7 5.30 1 190 540 8.00 815 35 300

5S-7006ADLLB 30 55 13 1 0.6 14.4 6.80 1 470 690 10.2 1 040 29 900

5S-7007ADLLB 35 62 14 1 0.6 18.2 9.00 1 850 920 13.6 1 390 26 200

5S-7008ADLLB 40 68 15 1 0.6 19.5 10.5 1 990 1 070 15.8 1 620 23 500

5S-7009ADLLB 45 75 16 1 0.6 26.3 14.0 2 680 1 420 21.1 2 150 20 300

5S-7010ADLLB 50 80 16 1 0.6 27.1 15.1 2 760 1 540 22.8 2 330 18 800



171

8.3 0.014 14.5 23.4 12.5 23.5 24.8 0.3 0.15 5S-7000ADLLB

8.7 0.020 16.5 25.4 14.5 25.5 26.8 0.3 0.15 5S-7001ADLLB

10.0 0.029 19.5 28.8 17.5 29.5 30.8 0.3 0.15 5S-7002ADLLB

11.1 0.035 21.6 32.2 19.5 32.5 33.8 0.3 0.15 5S-7003ADLLB

13.3 0.064 26.0 38.0 24.5 38.0 39.5 0.6 0.3 5S-7004ADLLB

14.5 0.075 30.4 43.1 29.5 43.1 44.5 0.6 0.3 5S-7005ADLLB

16.5 0.096 36.4 50.4 35.5 50.4 50.5 1 0.6 5S-7006ADLLB

18.4 0.14 41.9 57.2 40.5 57.2 57.5 1 0.6 5S-7007ADLLB

20.2 0.17 47.9 62.7 45.5 62.7 63.5 1 0.6 5S-7008ADLLB

22.1 0.21 53.0 70.3 50.5 70.3 70.5 1 0.6 5S-7009ADLLB

23.3 0.23 58.0 75.3 55.5 75.3 75.5 1 0.6 5S-7010ADLLB
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φDφD1 φdφd1

B

a

r

r

r1

r

5S-7000ADLLB 10 26 8 0.3 0.15 5.15 1.67 525 170 2.51 256 70 600

5S-7001ADLLB 12 28 8 0.3 0.15 5.60 1.93 570 197 2.92 297 63 500

5S-7002ADLLB 15 32 9 0.3 0.15 5.95 2.25 610 229 3.40 345 54 000

5S-7003ADLLB 17 35 10 0.3 0.15 7.90 3.00 805 305 4.55 465 48 800

5S-7004ADLLB 20 42 12 0.6 0.3 10.0 4.00 1 020 405 6.00 615 41 000

5S-7005ADLLB 25 47 12 0.6 0.3 11.7 5.30 1 190 540 8.00 815 35 300

5S-7006ADLLB 30 55 13 1 0.6 14.4 6.80 1 470 690 10.2 1 040 29 900

5S-7007ADLLB 35 62 14 1 0.6 18.2 9.00 1 850 920 13.6 1 390 26 200

5S-7008ADLLB 40 68 15 1 0.6 19.5 10.5 1 990 1 070 15.8 1 620 23 500

5S-7009ADLLB 45 75 16 1 0.6 26.3 14.0 2 680 1 420 21.1 2 150 20 300

5S-7010ADLLB 50 80 16 1 0.6 27.1 15.1 2 760 1 540 22.8 2 330 18 800



172

φD φd2 φd1φdφD1

B

a

r r

rr1

2LA-BNS910CLLB 50 72 12 0.6 0.3 8.10 7.30 825 745 10.7 1 090 11.1 21 800

2LA-BNS911CLLB 55 80 13 1 0.6 10.3 9.20 1 050 940 13.5 1 380 11.0 19 700

2LA-BNS912CLLB 60 85 13 1 0.6 10.6 10.0 1 080 1 010 14.6 1 490 11.1 18 300

2LA-BNS913CLLB 65 90 13 1 0.6 10.9 10.7 1 110 1 090 15.7 1 600 11.2 17 200

2LA-BNS914CLLB 70 100 16 1 0.6 13.7 13.5 1 400 1 370 19.8 2 020 11.1 15 600

2LA-BNS915CLLB 75 105 16 1 0.6 14.1 14.4 1 440 1 470 21.2 2 170 11.2 14 800

2LA-BNS916CLLB 80 110 16 1 0.6 14.5 15.4 1 480 1 570 22.6 2 310 11.3 14 000

2LA-BNS917CLLB 85 120 18 1.1 0.6 17.4 18.3 1 770 1 860 26.9 2 740 11.2 13 000

2LA-BNS918CLLB 90 125 18 1.1 0.6 17.9 19.5 1 820 1 980 28.7 2 920 11.3 12 400

2LA-BNS919CLLB 95 130 18 1.1 0.6 18.3 20.6 1 870 2 110 30.5 3 100 11.3 11 800

2LA-BNS920CLLB 100 140 20 1.1 0.6 25.7 28.0 2 620 2 850 41.0 4 200 11.2 11 100



173

14.2 0.14 56.9 56.0 65.0 54.5 52.5 67.5 0.6 0.3 2LA-BNS910CLLB

15.6 0.19 62.6 61.7 72.1 60.5 59.5 74.5 1 0.6 2LA-BNS911CLLB

16.3 0.21 67.6 66.7 77.1 65.5 64.5 79.5 1 0.6 2LA-BNS912CLLB

16.9 0.22 72.6 71.7 82.1 70.5 69.5 84.5 1 0.6 2LA-BNS913CLLB

19.5 0.38 79.2 78.3 90.2 75.5 74.5 94.5 1 0.6 2LA-BNS914CLLB

20.1 0.39 84.2 83.3 95.2 80.5 79.5 99.5 1 0.6 2LA-BNS915CLLB

20.8 0.41 89.2 88.3 100.2 85.5 84.5 104.5 1 0.6 2LA-BNS916CLLB

22.8 0.59 96.0 95.0 108.6 92 89.5 113 1 0.6 2LA-BNS917CLLB

23.5 0.62 100.9 100.0 113.6 97 94.5 118 1 0.6 2LA-BNS918CLLB

24.2 0.65 105.9 105.0 118.6 102 99.5 123 1 0.6 2LA-BNS919CLLB

26.2 0.87 111.9 110.9 127.3 107 104.5 133 1 0.6 2LA-BNS920CLLB
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φD φd2 φd1φdφD1

B

a

r r

rr1

2LA-BNS910CLLB 50 72 12 0.6 0.3 8.10 7.30 825 745 10.7 1 090 11.1 21 800

2LA-BNS911CLLB 55 80 13 1 0.6 10.3 9.20 1 050 940 13.5 1 380 11.0 19 700

2LA-BNS912CLLB 60 85 13 1 0.6 10.6 10.0 1 080 1 010 14.6 1 490 11.1 18 300

2LA-BNS913CLLB 65 90 13 1 0.6 10.9 10.7 1 110 1 090 15.7 1 600 11.2 17 200

2LA-BNS914CLLB 70 100 16 1 0.6 13.7 13.5 1 400 1 370 19.8 2 020 11.1 15 600

2LA-BNS915CLLB 75 105 16 1 0.6 14.1 14.4 1 440 1 470 21.2 2 170 11.2 14 800

2LA-BNS916CLLB 80 110 16 1 0.6 14.5 15.4 1 480 1 570 22.6 2 310 11.3 14 000

2LA-BNS917CLLB 85 120 18 1.1 0.6 17.4 18.3 1 770 1 860 26.9 2 740 11.2 13 000

2LA-BNS918CLLB 90 125 18 1.1 0.6 17.9 19.5 1 820 1 980 28.7 2 920 11.3 12 400

2LA-BNS919CLLB 95 130 18 1.1 0.6 18.3 20.6 1 870 2 110 30.5 3 100 11.3 11 800

2LA-BNS920CLLB 100 140 20 1.1 0.6 25.7 28.0 2 620 2 850 41.0 4 200 11.2 11 100



174

φD φd2 φd1φdφD1

B

a

r r

rr1

2LA-BNS910LLB 50 72 12 0.6 0.3 7.90 7.10 805 725 11.9 1 220 23 100

2LA-BNS911LLB 55 80 13 1 0.6 10.1 9.00 1 030 915 15.1 1 540 20 800

2LA-BNS912LLB 60 85 13 1 0.6 10.4 9.70 1 060 990 16.3 1 660 19 400

2LA-BNS913LLB 65 90 13 1 0.6 10.6 10.4 1 080 1 060 17.5 1 790 18 200

2LA-BNS914LLB 70 100 16 1 0.6 13.4 13.1 1 360 1 340 22.1 2 250 16 600

2LA-BNS915LLB 75 105 16 1 0.6 13.7 14.1 1 400 1 430 23.6 2 410 15 600

2LA-BNS916LLB 80 110 16 1 0.6 14.1 15.0 1 440 1 530 25.2 2 570 14 800

2LA-BNS917LLB 85 120 18 1.1 0.6 16.9 17.8 1 730 1 820 29.9 3 050 13 700

2LA-BNS918LLB 90 125 18 1.1 0.6 17.4 19.0 1 770 1 930 32.0 3 250 13 100

2LA-BNS919LLB 95 130 18 1.1 0.6 17.8 20.1 1 820 2 050 34.0 3 450 12 500

2LA-BNS920LLB 100 140 20 1.1 0.6 25.1 27.3 2 560 2 780 46.0 4 700 11 700



175

17.2 0.14 56.9 56.0 65.0 54.5 52.5 67.5 0.6 0.3 2LA-BNS910LLB

18.9 0.19 62.6 61.7 72.1 60.5 59.5 74.5 1 0.6 2LA-BNS911LLB

19.8 0.21 67.6 66.7 77.1 65.5 64.5 79.5 1 0.6 2LA-BNS912LLB

20.7 0.22 72.6 71.7 82.1 70.5 69.5 84.5 1 0.6 2LA-BNS913LLB

23.6 0.38 79.2 78.3 90.2 75.5 74.5 94.5 1 0.6 2LA-BNS914LLB

24.5 0.39 84.2 83.3 95.2 80.5 79.5 99.5 1 0.6 2LA-BNS915LLB

25.4 0.41 89.2 88.3 100.2 85.5 84.5 104.5 1 0.6 2LA-BNS916LLB

27.8 0.59 96.0 95.0 108.6 92 89.5 113 1 0.6 2LA-BNS917LLB

28.7 0.62 100.9 100.0 113.6 97 94.5 118 1 0.6 2LA-BNS918LLB

29.6 0.65 105.9 105.0 118.6 102 99.5 123 1 0.6 2LA-BNS919LLB

32.0 0.87 111.9 110.9 127.3 107 104.5 133 1 0.6 2LA-BNS920LLB
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φD φd2 φd1φdφD1

B

a

r r

rr1

2LA-BNS910LLB 50 72 12 0.6 0.3 7.90 7.10 805 725 11.9 1 220 23 100

2LA-BNS911LLB 55 80 13 1 0.6 10.1 9.00 1 030 915 15.1 1 540 20 800

2LA-BNS912LLB 60 85 13 1 0.6 10.4 9.70 1 060 990 16.3 1 660 19 400

2LA-BNS913LLB 65 90 13 1 0.6 10.6 10.4 1 080 1 060 17.5 1 790 18 200

2LA-BNS914LLB 70 100 16 1 0.6 13.4 13.1 1 360 1 340 22.1 2 250 16 600

2LA-BNS915LLB 75 105 16 1 0.6 13.7 14.1 1 400 1 430 23.6 2 410 15 600

2LA-BNS916LLB 80 110 16 1 0.6 14.1 15.0 1 440 1 530 25.2 2 570 14 800

2LA-BNS917LLB 85 120 18 1.1 0.6 16.9 17.8 1 730 1 820 29.9 3 050 13 700

2LA-BNS918LLB 90 125 18 1.1 0.6 17.4 19.0 1 770 1 930 32.0 3 250 13 100

2LA-BNS919LLB 95 130 18 1.1 0.6 17.8 20.1 1 820 2 050 34.0 3 450 12 500

2LA-BNS920LLB 100 140 20 1.1 0.6 25.1 27.3 2 560 2 780 46.0 4 700 11 700



176

φD φd2 φd1φdφD1

B

a

r r

rr1

2LA-BNS910ADLLB 50 72 12 0.6 0.3 7.60 6.90 775 700 12.4 1 270 20 500

2LA-BNS911ADLLB 55 80 13 1 0.6 9.75 8.70 990 885 16.8 1 710 18 500

2LA-BNS912ADLLB 60 85 13 1 0.6 10.0 9.40 1 020 960 18.1 1 850 17 200

2LA-BNS913ADLLB 65 90 13 1 0.6 10.3 10.1 1 050 1 030 19.5 1 990 16 100

2LA-BNS914ADLLB 70 100 16 1 0.6 12.9 12.7 1 320 1 300 24.6 2 500 14 700

2LA-BNS915ADLLB 75 105 16 1 0.6 13.3 13.6 1 350 1 390 26.3 2 680 13 900

2LA-BNS916ADLLB 80 110 16 1 0.6 13.6 14.5 1 390 1 480 28.0 2 860 13 200

2LA-BNS917ADLLB 85 120 18 1.1 0.6 16.4 17.2 1 670 1 760 33.5 3 400 12 200

2LA-BNS918ADLLB 90 125 18 1.1 0.6 16.8 18.4 1 710 1 870 35.5 3 600 11 600

2LA-BNS919ADLLB 95 130 18 1.1 0.6 17.2 19.5 1 760 1 990 37.5 3 850 11 100

2LA-BNS920ADLLB 100 140 20 1.1 0.6 24.2 26.4 2 470 2 690 51.0 5 200 10 400



177

20.3 0.14 56.9 56.0 65.0 54.5 52.5 67.5 0.6 0.3 2LA-BNS910ADLLB

22.3 0.19 62.6 61.7 72.1 60.5 59.5 74.5 1 0.6 2LA-BNS911ADLLB

23.5 0.21 67.6 66.7 77.1 65.5 64.5 79.5 1 0.6 2LA-BNS912ADLLB

24.7 0.22 72.6 71.7 82.1 70.5 69.5 84.5 1 0.6 2LA-BNS913ADLLB

27.9 0.38 79.2 78.3 90.2 75.5 74.5 94.5 1 0.6 2LA-BNS914ADLLB

29.1 0.39 84.2 83.3 95.2 80.5 79.5 99.5 1 0.6 2LA-BNS915ADLLB

30.3 0.41 89.2 88.3 100.2 85.5 84.5 104.5 1 0.6 2LA-BNS916ADLLB

33.0 0.59 96.0 95.0 108.6 92 89.5 113 1 0.6 2LA-BNS917ADLLB

34.2 0.62 100.9 100.0 113.6 97 94.5 118 1 0.6 2LA-BNS918ADLLB

35.4 0.65 105.9 105.0 118.6 102 99.5 123 1 0.6 2LA-BNS919ADLLB

38.1 0.87 111.9 110.9 127.3 107 104.5 133 1 0.6 2LA-BNS920ADLLB
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φD φd2 φd1φdφD1

B

a

r r

rr1

2LA-BNS910ADLLB 50 72 12 0.6 0.3 7.60 6.90 775 700 12.4 1 270 20 500

2LA-BNS911ADLLB 55 80 13 1 0.6 9.75 8.70 990 885 16.8 1 710 18 500

2LA-BNS912ADLLB 60 85 13 1 0.6 10.0 9.40 1 020 960 18.1 1 850 17 200

2LA-BNS913ADLLB 65 90 13 1 0.6 10.3 10.1 1 050 1 030 19.5 1 990 16 100

2LA-BNS914ADLLB 70 100 16 1 0.6 12.9 12.7 1 320 1 300 24.6 2 500 14 700

2LA-BNS915ADLLB 75 105 16 1 0.6 13.3 13.6 1 350 1 390 26.3 2 680 13 900

2LA-BNS916ADLLB 80 110 16 1 0.6 13.6 14.5 1 390 1 480 28.0 2 860 13 200

2LA-BNS917ADLLB 85 120 18 1.1 0.6 16.4 17.2 1 670 1 760 33.5 3 400 12 200

2LA-BNS918ADLLB 90 125 18 1.1 0.6 16.8 18.4 1 710 1 870 35.5 3 600 11 600

2LA-BNS919ADLLB 95 130 18 1.1 0.6 17.2 19.5 1 760 1 990 37.5 3 850 11 100

2LA-BNS920ADLLB 100 140 20 1.1 0.6 24.2 26.4 2 470 2 690 51.0 5 200 10 400



178

φD φd2 φd1φdφD1

B

a

r r

rr1

2LA-BNS009CLLB 45 75 16 1 0.6 11.8 9.15 1 210 930 13.4 1 370 10.7 22 200

2LA-BNS010CLLB 50 80 16 1 0.6 14.7 11.5 1 500 1 170 16.8 1 720 10.7 20 500

2LA-BNS011CLLB 55 90 18 1.1 0.6 17.3 13.6 1 760 1 380 19.9 2 030 10.6 18 300

2LA-BNS012CLLB 60 95 18 1.1 0.6 18.1 15.0 1 850 1 530 22.0 2 240 10.7 17 200

2LA-BNS013CLLB 65 100 18 1.1 0.6 18.4 15.8 1 870 1 610 23.2 2 360 10.8 16 100

2LA-BNS014CLLB 70 110 20 1.1 0.6 22.4 19.9 2 290 2 030 29.2 2 980 10.8 14 800

2LA-BNS015CLLB 75 115 20 1.1 0.6 23.9 22.4 2 440 2 290 33.0 3 350 10.9 14 000

2LA-BNS016CLLB 80 125 22 1.1 0.6 27.4 25.7 2 790 2 620 38.0 3 850 10.9 13 000

2LA-BNS017CLLB 85 130 22 1.1 0.6 27.7 26.8 2 830 2 740 39.5 4 000 10.9 12 400

2LA-BNS018CLLB 90 140 24 1.5 1 32.0 31.5 3 300 3 200 46.0 4 700 10.9 11 600

2LA-BNS019CLLB 95 145 24 1.5 1 32.5 32.5 3 300 3 350 48.0 4 900 11.0 11 100

2LA-BNS020CLLB 100 150 24 1.5 1 33.5 35.0 3 450 3 600 51.5 5 250 11.0 10 600



179

16.1 0.26 54.1 53.3 65.0 50.5 49.5 69.5 1 0.6 2LA-BNS009CLLB

16.8 0.28 58.4 57.5 70.5 55.5 54.5 74.5 1 0.6 2LA-BNS010CLLB

18.8 0.41 65.2 64.1 78.7 62 59.5 83 1 0.6 2LA-BNS011CLLB

19.5 0.44 70.1 69.1 83.5 67 64.5 88 1 0.6 2LA-BNS012CLLB

20.1 0.47 75.2 74.2 88.2 72 69.5 93 1 0.6 2LA-BNS013CLLB

22.2 0.66 81.9 80.8 96.8 77 74.5 103 1 0.6 2LA-BNS014CLLB

22.8 0.69 86.8 85.8 102.2 82 79.5 108 1 0.6 2LA-BNS015CLLB

24.8 0.94 93.7 92.5 110.2 87 84.5 118 1 0.6 2LA-BNS016CLLB

25.5 0.98 98.6 97.5 115.4 92 89.5 123 1 0.6 2LA-BNS017CLLB

27.5 1.29 105.3 104.1 123.2 98.5 95.5 131.5 1.5 1 2LA-BNS018CLLB

28.2 1.34 110.4 109.1 128.1 103.5 100.5 136.5 1.5 1 2LA-BNS019CLLB

28.9 1.40 115.4 114.2 132.7 108.5 105.5 141.5 1.5 1 2LA-BNS020CLLB
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φD φd2 φd1φdφD1

B

a

r r

rr1

2LA-BNS009CLLB 45 75 16 1 0.6 11.8 9.15 1 210 930 13.4 1 370 10.7 22 200

2LA-BNS010CLLB 50 80 16 1 0.6 14.7 11.5 1 500 1 170 16.8 1 720 10.7 20 500

2LA-BNS011CLLB 55 90 18 1.1 0.6 17.3 13.6 1 760 1 380 19.9 2 030 10.6 18 300

2LA-BNS012CLLB 60 95 18 1.1 0.6 18.1 15.0 1 850 1 530 22.0 2 240 10.7 17 200

2LA-BNS013CLLB 65 100 18 1.1 0.6 18.4 15.8 1 870 1 610 23.2 2 360 10.8 16 100

2LA-BNS014CLLB 70 110 20 1.1 0.6 22.4 19.9 2 290 2 030 29.2 2 980 10.8 14 800

2LA-BNS015CLLB 75 115 20 1.1 0.6 23.9 22.4 2 440 2 290 33.0 3 350 10.9 14 000

2LA-BNS016CLLB 80 125 22 1.1 0.6 27.4 25.7 2 790 2 620 38.0 3 850 10.9 13 000

2LA-BNS017CLLB 85 130 22 1.1 0.6 27.7 26.8 2 830 2 740 39.5 4 000 10.9 12 400

2LA-BNS018CLLB 90 140 24 1.5 1 32.0 31.5 3 300 3 200 46.0 4 700 10.9 11 600

2LA-BNS019CLLB 95 145 24 1.5 1 32.5 32.5 3 300 3 350 48.0 4 900 11.0 11 100

2LA-BNS020CLLB 100 150 24 1.5 1 33.5 35.0 3 450 3 600 51.5 5 250 11.0 10 600
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φD φd2 φd1φdφD1

B

a

r r

rr1

2LA-BNS009LLB 45 75 16 1 0.6 11.5 8.95 1 180 910 15.0 1 530 23 500

2LA-BNS010LLB 50 80 16 1 0.6 14.4 11.2 1 470 1 150 18.8 1 920 21 600

2LA-BNS011LLB 55 90 18 1.1 0.6 16.8 13.3 1 720 1 350 22.2 2 260 19 400

2LA-BNS012LLB 60 95 18 1.1 0.6 17.6 14.7 1 800 1 490 24.6 2 500 18 200

2LA-BNS013LLB 65 100 18 1.1 0.6 17.9 15.4 1 830 1 570 25.9 2 640 17 100

2LA-BNS014LLB 70 110 20 1.1 0.6 21.9 19.4 2 230 1 980 32.5 3 300 15 600

2LA-BNS015LLB 75 115 20 1.1 0.6 23.3 21.9 2 380 2 230 36.5 3 750 14 800

2LA-BNS016LLB 80 125 22 1.1 0.6 26.7 25.1 2 720 2 560 42.0 4 300 13 700

2LA-BNS017LLB 85 130 22 1.1 0.6 27.0 26.2 2 760 2 670 44.0 4 500 13 100

2LA-BNS018LLB 90 140 24 1.5 1 31.5 30.5 3 200 3 150 51.5 5 250 12 200

2LA-BNS019LLB 95 145 24 1.5 1 31.5 32.0 3 250 3 250 53.5 5 450 11 700

2LA-BNS020LLB 100 150 24 1.5 1 33.0 34.5 3 350 3 500 57.5 5 850 11 300



181

19.0 0.26 54.1 53.3 65.0 50.5 49.5 69.5 1 0.6 2LA-BNS009LLB

19.9 0.28 58.4 57.5 70.5 55.5 54.5 74.5 1 0.6 2LA-BNS010LLB

22.3 0.41 65.2 64.2 78.7 62 59.5 83 1 0.6 2LA-BNS011LLB

23.2 0.44 70.1 69.2 83.5 67 64.5 88 1 0.6 2LA-BNS012LLB

24.1 0.47 75.2 74.2 88.2 72 69.5 93 1 0.6 2LA-BNS013LLB

26.5 0.66 81.9 80.8 96.8 77 74.5 103 1 0.6 2LA-BNS014LLB

27.4 0.69 86.8 85.8 102.2 82 79.5 108 1 0.6 2LA-BNS015LLB

29.8 0.94 93.7 92.5 110.2 87 84.5 118 1 0.6 2LA-BNS016LLB

30.7 0.98 98.6 97.5 115.4 92 89.5 123 1 0.6 2LA-BNS017LLB

33.1 1.29 105.3 104.2 123.2 98.5 95.5 131.5 1.5 1 2LA-BNS018LLB

34.0 1.34 110.4 109.2 128.1 103.5 100.5 136.5 1.5 1 2LA-BNS019LLB

34.9 1.40 115.4 114.2 132.7 108.5 105.5 141.5 1.5 1 2LA-BNS020LLB
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φD φd2 φd1φdφD1

B

a

r r

rr1

2LA-BNS009LLB 45 75 16 1 0.6 11.5 8.95 1 180 910 15.0 1 530 23 500

2LA-BNS010LLB 50 80 16 1 0.6 14.4 11.2 1 470 1 150 18.8 1 920 21 600

2LA-BNS011LLB 55 90 18 1.1 0.6 16.8 13.3 1 720 1 350 22.2 2 260 19 400

2LA-BNS012LLB 60 95 18 1.1 0.6 17.6 14.7 1 800 1 490 24.6 2 500 18 200

2LA-BNS013LLB 65 100 18 1.1 0.6 17.9 15.4 1 830 1 570 25.9 2 640 17 100

2LA-BNS014LLB 70 110 20 1.1 0.6 21.9 19.4 2 230 1 980 32.5 3 300 15 600

2LA-BNS015LLB 75 115 20 1.1 0.6 23.3 21.9 2 380 2 230 36.5 3 750 14 800

2LA-BNS016LLB 80 125 22 1.1 0.6 26.7 25.1 2 720 2 560 42.0 4 300 13 700

2LA-BNS017LLB 85 130 22 1.1 0.6 27.0 26.2 2 760 2 670 44.0 4 500 13 100

2LA-BNS018LLB 90 140 24 1.5 1 31.5 30.5 3 200 3 150 51.5 5 250 12 200

2LA-BNS019LLB 95 145 24 1.5 1 31.5 32.0 3 250 3 250 53.5 5 450 11 700

2LA-BNS020LLB 100 150 24 1.5 1 33.0 34.5 3 350 3 500 57.5 5 850 11 300



182

φD φd2 φd1φdφD1

B

a

r r

rr1

2LA-BNS009ADLLB 45 75 16 1 0.6 11.2 8.65 1 140 885 16.7 1 700 20 800

2LA-BNS010ADLLB 50 80 16 1 0.6 13.9 10.9 1 420 1 110 21.0 2 140 19 200

2LA-BNS011ADLLB 55 90 18 1.1 0.6 16.3 12.9 1 660 1 310 24.8 2 530 17 200

2LA-BNS012ADLLB 60 95 18 1.1 0.6 17.1 14.2 1 740 1 450 27.4 2 800 16 100

2LA-BNS013ADLLB 65 100 18 1.1 0.6 17.3 14.9 1 770 1 520 28.9 2 940 15 200

2LA-BNS014ADLLB 70 110 20 1.1 0.6 21.2 18.8 2 160 1 920 36.5 3 700 13 900

2LA-BNS015ADLLB 75 115 20 1.1 0.6 22.5 21.2 2 300 2 160 41.0 4 200 13 200

2LA-BNS016ADLLB 80 125 22 1.1 0.6 25.8 24.3 2 630 2 480 47.0 4 800 12 200

2LA-BNS017ADLLB 85 130 22 1.1 0.6 26.1 25.4 2 670 2 590 49.0 5 000 11 600

2LA-BNS018ADLLB 90 140 24 1.5 1 30.5 29.7 3 100 3 050 57.5 5 850 10 900

2LA-BNS019ADLLB 95 145 24 1.5 1 30.5 31.0 3 150 3 150 60.0 6 100 10 400

2LA-BNS020ADLLB 100 150 24 1.5 1 32.0 33.0 3 250 3 400 64.0 6 550 10 000



183

22.1 0.26 54.1 53.3 65.0 50.5 49.5 69.5 1 0.6 2LA-BNS009ADLLB

23.3 0.28 58.4 57.6 70.5 55.5 54.5 74.5 1 0.6 2LA-BNS010ADLLB

26.0 0.41 65.2 64.2 78.7 62 59.5 83 1 0.6 2LA-BNS011ADLLB

27.2 0.44 70.1 69.2 83.5 67 64.5 88 1 0.6 2LA-BNS012ADLLB

28.4 0.47 75.2 74.2 88.2 72 69.5 93 1 0.6 2LA-BNS013ADLLB

31.1 0.66 81.9 80.9 96.8 77 74.5 103 1 0.6 2LA-BNS014ADLLB

32.3 0.69 86.8 85.9 102.2 82 79.5 108 1 0.6 2LA-BNS015ADLLB

35.1 0.94 93.7 92.6 110.2 87 84.5 118 1 0.6 2LA-BNS016ADLLB

36.2 0.98 98.6 97.6 115.4 92 89.5 123 1 0.6 2LA-BNS017ADLLB

39.0 1.29 105.3 104.2 123.2 98.5 95.5 131.5 1.5 1 2LA-BNS018ADLLB

40.2 1.34 110.4 109.2 128.1 103.5 100.5 136.5 1.5 1 2LA-BNS019ADLLB

41.3 1.40 115.4 114.2 132.7 108.5 105.5 141.5 1.5 1 2LA-BNS020ADLLB
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φD φd2 φd1φdφD1

B

a

r r

rr1

2LA-BNS009ADLLB 45 75 16 1 0.6 11.2 8.65 1 140 885 16.7 1 700 20 800

2LA-BNS010ADLLB 50 80 16 1 0.6 13.9 10.9 1 420 1 110 21.0 2 140 19 200

2LA-BNS011ADLLB 55 90 18 1.1 0.6 16.3 12.9 1 660 1 310 24.8 2 530 17 200

2LA-BNS012ADLLB 60 95 18 1.1 0.6 17.1 14.2 1 740 1 450 27.4 2 800 16 100

2LA-BNS013ADLLB 65 100 18 1.1 0.6 17.3 14.9 1 770 1 520 28.9 2 940 15 200

2LA-BNS014ADLLB 70 110 20 1.1 0.6 21.2 18.8 2 160 1 920 36.5 3 700 13 900

2LA-BNS015ADLLB 75 115 20 1.1 0.6 22.5 21.2 2 300 2 160 41.0 4 200 13 200

2LA-BNS016ADLLB 80 125 22 1.1 0.6 25.8 24.3 2 630 2 480 47.0 4 800 12 200

2LA-BNS017ADLLB 85 130 22 1.1 0.6 26.1 25.4 2 670 2 590 49.0 5 000 11 600

2LA-BNS018ADLLB 90 140 24 1.5 1 30.5 29.7 3 100 3 050 57.5 5 850 10 900

2LA-BNS019ADLLB 95 145 24 1.5 1 30.5 31.0 3 150 3 150 60.0 6 100 10 400

2LA-BNS020ADLLB 100 150 24 1.5 1 32.0 33.0 3 250 3 400 64.0 6 550 10 000



184

φD φd2 φd1φdφD1

B

a

r r

rr1

5S-2LA-BNS910CLLB 50 72 12 0.6 0.3 8.10 5.05 825 515 6.80 690 7.7 25 600

5S-2LA-BNS911CLLB 55 80 13 1 0.6 10.3 6.40 1 050 650 8.55 870 7.6 23 100

5S-2LA-BNS912CLLB 60 85 13 1 0.6 10.6 6.90 1 080 705 9.25 945 7.7 21 500

5S-2LA-BNS913CLLB 65 90 13 1 0.6 10.9 7.40 1 110 755 9.95 1 010 7.8 20 100

5S-2LA-BNS914CLLB 70 100 16 1 0.6 13.7 9.35 1 400 950 12.5 1 280 7.7 18 300

5S-2LA-BNS915CLLB 75 105 16 1 0.6 14.1 10.0 1 440 1 020 13.4 1 370 7.8 17 300

5S-2LA-BNS916CLLB 80 110 16 1 0.6 14.5 10.6 1 480 1 090 14.3 1 460 7.8 16 400

5S-2LA-BNS917CLLB 85 120 18 1.1 0.6 17.4 12.7 1 770 1 290 17.0 1 730 7.8 15 200

5S-2LA-BNS918CLLB 90 125 18 1.1 0.6 17.9 13.5 1 820 1 370 18.1 1 850 7.8 14 500

5S-2LA-BNS919CLLB 95 130 18 1.1 0.6 18.3 14.3 1 870 1 460 19.2 1 960 7.8 13 900

5S-2LA-BNS920CLLB 100 140 20 1.1 0.6 25.7 19.4 2 620 1 980 26.0 2 650 7.7 13 000



185

14.2 0.14 56.9 56.0 65.0 54.5 52.5 67.5 0.6 0.3 5S-2LA-BNS910CLLB

15.6 0.18 62.6 61.7 72.1 60.5 59.5 74.5 1 0.6 5S-2LA-BNS911CLLB

16.3 0.20 67.6 66.7 77.1 65.5 64.5 79.5 1 0.6 5S-2LA-BNS912CLLB

16.9 0.21 72.6 71.7 82.1 70.5 69.5 84.5 1 0.6 5S-2LA-BNS913CLLB

19.5 0.36 79.2 78.3 90.2 75.5 74.5 94.5 1 0.6 5S-2LA-BNS914CLLB

20.1 0.37 84.2 83.3 95.2 80.5 79.5 99.5 1 0.6 5S-2LA-BNS915CLLB

20.8 0.39 89.2 88.3 100.2 85.5 84.5 104.5 1 0.6 5S-2LA-BNS916CLLB

22.8 0.57 96.0 95.0 108.6 92 89.5 113 1 0.6 5S-2LA-BNS917CLLB

23.5 0.59 100.9 100.0 113.6 97 94.5 118 1 0.6 5S-2LA-BNS918CLLB

24.2 0.62 105.9 105.0 118.6 102 99.5 123 1 0.6 5S-2LA-BNS919CLLB

26.2 0.82 111.9 110.9 127.3 107 104.5 133 1 0.6 5S-2LA-BNS920CLLB
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φD φd2 φd1φdφD1

B

a

r r

rr1

5S-2LA-BNS910CLLB 50 72 12 0.6 0.3 8.10 5.05 825 515 6.80 690 7.7 25 600

5S-2LA-BNS911CLLB 55 80 13 1 0.6 10.3 6.40 1 050 650 8.55 870 7.6 23 100

5S-2LA-BNS912CLLB 60 85 13 1 0.6 10.6 6.90 1 080 705 9.25 945 7.7 21 500

5S-2LA-BNS913CLLB 65 90 13 1 0.6 10.9 7.40 1 110 755 9.95 1 010 7.8 20 100

5S-2LA-BNS914CLLB 70 100 16 1 0.6 13.7 9.35 1 400 950 12.5 1 280 7.7 18 300

5S-2LA-BNS915CLLB 75 105 16 1 0.6 14.1 10.0 1 440 1 020 13.4 1 370 7.8 17 300

5S-2LA-BNS916CLLB 80 110 16 1 0.6 14.5 10.6 1 480 1 090 14.3 1 460 7.8 16 400

5S-2LA-BNS917CLLB 85 120 18 1.1 0.6 17.4 12.7 1 770 1 290 17.0 1 730 7.8 15 200

5S-2LA-BNS918CLLB 90 125 18 1.1 0.6 17.9 13.5 1 820 1 370 18.1 1 850 7.8 14 500

5S-2LA-BNS919CLLB 95 130 18 1.1 0.6 18.3 14.3 1 870 1 460 19.2 1 960 7.8 13 900

5S-2LA-BNS920CLLB 100 140 20 1.1 0.6 25.7 19.4 2 620 1 980 26.0 2 650 7.7 13 000



186

φD φd2 φd1φdφD1

B

a

r r

rr1

5S-2LA-BNS910LLB 50 72 12 0.6 0.3 7.90 4.95 805 505 7.75 790 28 200

5S-2LA-BNS911LLB 55 80 13 1 0.6 10.1 6.25 1 030 635 9.75 995 25 500

5S-2LA-BNS912LLB 60 85 13 1 0.6 10.4 6.70 1 060 685 10.5 1 080 23 700

5S-2LA-BNS913LLB 65 90 13 1 0.6 10.6 7.20 1 080 735 11.3 1 160 22 200

5S-2LA-BNS914LLB 70 100 16 1 0.6 13.4 9.10 1 360 930 14.3 1 460 20 200

5S-2LA-BNS915LLB 75 105 16 1 0.6 13.7 9.75 1 400 995 15.3 1 560 19 100

5S-2LA-BNS916LLB 80 110 16 1 0.6 14.1 10.4 1 440 1 060 16.3 1 660 18 100

5S-2LA-BNS917LLB 85 120 18 1.1 0.6 16.9 12.3 1 730 1 260 19.4 1 980 16 800

5S-2LA-BNS918LLB 90 125 18 1.1 0.6 17.4 13.1 1 770 1 340 20.6 2 100 16 000

5S-2LA-BNS919LLB 95 130 18 1.1 0.6 17.8 14.0 1 820 1 420 21.9 2 230 15 300

5S-2LA-BNS920LLB 100 140 20 1.1 0.6 25.1 18.9 2 560 1 930 29.7 3 050 14 300



187

17.2 0.14 56.9 56.0 65.0 54.5 52.5 67.5 0.6 0.3 5S-2LA-BNS910LLB

18.9 0.18 62.6 61.7 72.1 60.5 59.5 74.5 1 0.6 5S-2LA-BNS911LLB

19.8 0.20 67.6 66.7 77.1 65.5 64.5 79.5 1 0.6 5S-2LA-BNS912LLB

20.7 0.21 72.6 71.7 82.1 70.5 69.5 84.5 1 0.6 5S-2LA-BNS913LLB

23.6 0.36 79.2 78.3 90.2 75.5 74.5 94.5 1 0.6 5S-2LA-BNS914LLB

24.5 0.37 84.2 83.3 95.2 80.5 79.5 99.5 1 0.6 5S-2LA-BNS915LLB

25.4 0.39 89.2 88.3 100.2 85.5 84.5 104.5 1 0.6 5S-2LA-BNS916LLB

27.8 0.57 96.0 95.0 108.6 92 89.5 113 1 0.6 5S-2LA-BNS917LLB

28.7 0.59 100.9 100.0 113.6 97 94.5 118 1 0.6 5S-2LA-BNS918LLB

29.6 0.62 105.9 105.0 118.6 102 99.5 123 1 0.6 5S-2LA-BNS919LLB

32.0 0.82 111.9 110.9 127.3 107 104.5 133 1 0.6 5S-2LA-BNS920LLB
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φD φd2 φd1φdφD1
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a

r r

rr1

5S-2LA-BNS910LLB 50 72 12 0.6 0.3 7.90 4.95 805 505 7.75 790 28 200

5S-2LA-BNS911LLB 55 80 13 1 0.6 10.1 6.25 1 030 635 9.75 995 25 500

5S-2LA-BNS912LLB 60 85 13 1 0.6 10.4 6.70 1 060 685 10.5 1 080 23 700

5S-2LA-BNS913LLB 65 90 13 1 0.6 10.6 7.20 1 080 735 11.3 1 160 22 200

5S-2LA-BNS914LLB 70 100 16 1 0.6 13.4 9.10 1 360 930 14.3 1 460 20 200

5S-2LA-BNS915LLB 75 105 16 1 0.6 13.7 9.75 1 400 995 15.3 1 560 19 100

5S-2LA-BNS916LLB 80 110 16 1 0.6 14.1 10.4 1 440 1 060 16.3 1 660 18 100

5S-2LA-BNS917LLB 85 120 18 1.1 0.6 16.9 12.3 1 730 1 260 19.4 1 980 16 800

5S-2LA-BNS918LLB 90 125 18 1.1 0.6 17.4 13.1 1 770 1 340 20.6 2 100 16 000

5S-2LA-BNS919LLB 95 130 18 1.1 0.6 17.8 14.0 1 820 1 420 21.9 2 230 15 300

5S-2LA-BNS920LLB 100 140 20 1.1 0.6 25.1 18.9 2 560 1 930 29.7 3 050 14 300
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φD φd2 φd1φdφD1

B

a

r r

rr1

5S-2LA-BNS910ADLLB 50 72 12 0.6 0.3 7.60 4.75 775 485 8.80 895 25 600

5S-2LA-BNS911ADLLB 55 80 13 1 0.6 9.75 6.05 990 615 11.1 1 130 23 200

5S-2LA-BNS912ADLLB 60 85 13 1 0.6 10.0 6.50 1 020 665 12.0 1 220 21 600

5S-2LA-BNS913ADLLB 65 90 13 1 0.6 10.3 7.00 1 050 715 12.9 1 310 20 200

5S-2LA-BNS914ADLLB 70 100 16 1 0.6 12.9 8.80 1 320 900 16.2 1 650 18 400

5S-2LA-BNS915ADLLB 75 105 16 1 0.6 13.3 9.45 1 350 960 17.3 1 770 17 400

5S-2LA-BNS916ADLLB 80 110 16 1 0.6 13.6 10.0 1 390 1 020 18.5 1 890 16 500

5S-2LA-BNS917ADLLB 85 120 18 1.1 0.6 16.4 11.9 1 670 1 220 22.0 2 240 15 300

5S-2LA-BNS918ADLLB 90 125 18 1.1 0.6 16.8 12.7 1 710 1 300 23.4 2 390 14 500

5S-2LA-BNS919ADLLB 95 130 18 1.1 0.6 17.2 13.5 1 760 1 380 24.8 2 530 13 900

5S-2LA-BNS920ADLLB 100 140 20 1.1 0.6 24.2 18.3 2 470 1 870 33.5 3 450 13 000
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20.3 0.14 56.9 56.0 65.0 54.5 52.5 67.5 0.6 0.3 5S-2LA-BNS910ADLLB

22.3 0.18 62.6 61.7 72.1 60.5 59.5 74.5 1 0.6 5S-2LA-BNS911ADLLB

23.5 0.20 67.6 66.7 77.1 65.5 64.5 79.5 1 0.6 5S-2LA-BNS912ADLLB

24.7 0.21 72.6 71.7 82.1 70.5 69.5 84.5 1 0.6 5S-2LA-BNS913ADLLB

27.9 0.36 79.2 78.3 90.2 75.5 74.5 94.5 1 0.6 5S-2LA-BNS914ADLLB

29.1 0.37 84.2 83.3 95.2 80.5 79.5 99.5 1 0.6 5S-2LA-BNS915ADLLB

30.3 0.39 89.2 88.3 100.2 85.5 84.5 104.5 1 0.6 5S-2LA-BNS916ADLLB

33.0 0.57 96.0 95.0 108.6 92 89.5 113 1 0.6 5S-2LA-BNS917ADLLB

34.2 0.59 100.9 100.0 113.6 97 94.5 118 1 0.6 5S-2LA-BNS918ADLLB

35.4 0.62 105.9 105.0 118.6 102 99.5 123 1 0.6 5S-2LA-BNS919ADLLB

38.1 0.82 111.9 110.9 127.3 107 104.5 133 1 0.6 5S-2LA-BNS920ADLLB
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φD φd2 φd1φdφD1

B

a

r r

rr1

5S-2LA-BNS910ADLLB 50 72 12 0.6 0.3 7.60 4.75 775 485 8.80 895 25 600

5S-2LA-BNS911ADLLB 55 80 13 1 0.6 9.75 6.05 990 615 11.1 1 130 23 200

5S-2LA-BNS912ADLLB 60 85 13 1 0.6 10.0 6.50 1 020 665 12.0 1 220 21 600

5S-2LA-BNS913ADLLB 65 90 13 1 0.6 10.3 7.00 1 050 715 12.9 1 310 20 200

5S-2LA-BNS914ADLLB 70 100 16 1 0.6 12.9 8.80 1 320 900 16.2 1 650 18 400

5S-2LA-BNS915ADLLB 75 105 16 1 0.6 13.3 9.45 1 350 960 17.3 1 770 17 400

5S-2LA-BNS916ADLLB 80 110 16 1 0.6 13.6 10.0 1 390 1 020 18.5 1 890 16 500

5S-2LA-BNS917ADLLB 85 120 18 1.1 0.6 16.4 11.9 1 670 1 220 22.0 2 240 15 300

5S-2LA-BNS918ADLLB 90 125 18 1.1 0.6 16.8 12.7 1 710 1 300 23.4 2 390 14 500

5S-2LA-BNS919ADLLB 95 130 18 1.1 0.6 17.2 13.5 1 760 1 380 24.8 2 530 13 900

5S-2LA-BNS920ADLLB 100 140 20 1.1 0.6 24.2 18.3 2 470 1 870 33.5 3 450 13 000
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φD φd2 φd1φdφD1

B

a

r r

rr1

5S-2LA-BNS009CLLB 45 75 16 1 0.6 11.8 6.20 1 210 645 8.45 860 7.4 26 000

5S-2LA-BNS010CLLB 50 80 16 1 0.6 14.7 7.50 1 500 815 10.6 1 080 7.4 24 000

5S-2LA-BNS011CLLB 55 90 18 1.1 0.6 17.3 9.40 1 760 960 12.5 1 280 7.4 21 500

5S-2LA-BNS012CLLB 60 95 18 1.1 0.6 18.1 10.4 1 850 1 060 13.9 1 420 7.4 20 100

5S-2LA-BNS013CLLB 65 100 18 1.1 0.6 18.4 10.9 1 870 1 120 14.6 1 490 7.5 18 900

5S-2LA-BNS014CLLB 70 110 20 1.1 0.6 22.4 13.8 2 290 1 410 18.4 1 880 7.5 17 300

5S-2LA-BNS015CLLB 75 115 20 1.1 0.6 23.9 15.5 2 440 1 590 20.8 2 120 7.5 16 400

5S-2LA-BNS016CLLB 80 125 22 1.1 0.6 27.4 17.8 2 790 1 820 23.8 2 430 7.5 15 200

5S-2LA-BNS017CLLB 85 130 22 1.1 0.6 27.7 18.6 2 830 1 900 24.9 2 540 7.6 14 500

5S-2LA-BNS018CLLB 90 140 24 1.5 1 32.0 21.8 3 300 2 220 29.2 2 970 7.6 13 600

5S-2LA-BNS019CLLB 95 145 24 1.5 1 32.5 22.7 3 300 2 310 30.5 3 100 7.6 13 000

5S-2LA-BNS020CLLB 100 150 24 1.5 1 33.5 24.4 3 450 2 480 32.5 3 350 7.6 12 500
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16.1 0.25 54.1 53.3 65.0 50.5 49.5 69.5 1 0.6 5S-2LA-BNS009CLLB

16.8 0.26 58.4 57.5 70.5 55.5 54.5 74.5 1 0.6 5S-2LA-BNS010CLLB

18.8 0.38 65.2 64.1 78.7 62 59.5 83 1 0.6 5S-2LA-BNS011CLLB

19.5 0.41 70.1 69.1 83.5 67 64.5 88 1 0.6 5S-2LA-BNS012CLLB

20.1 0.44 75.2 74.2 88.2 72 69.5 93 1 0.6 5S-2LA-BNS013CLLB

22.2 0.62 81.9 80.8 96.8 77 74.5 103 1 0.6 5S-2LA-BNS014CLLB

22.8 0.65 86.8 85.8 102.2 82 79.5 108 1 0.6 5S-2LA-BNS015CLLB

24.8 0.88 93.7 92.5 110.2 87 84.5 118 1 0.6 5S-2LA-BNS016CLLB

25.5 0.93 98.6 97.5 115.4 92 89.5 123 1 0.6 5S-2LA-BNS017CLLB

27.5 1.22 105.3 104.1 123.2 98.5 95.5 131.5 1.5 1 5S-2LA-BNS018CLLB

28.2 1.27 110.4 109.1 128.1 103.5 100.5 136.5 1.5 1 5S-2LA-BNS019CLLB

28.9 1.32 115.4 114.2 132.7 108.5 105.5 141.5 1.5 1 5S-2LA-BNS020CLLB
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φD φd2 φd1φdφD1

B

a

r r

rr1

5S-2LA-BNS009CLLB 45 75 16 1 0.6 11.8 6.20 1 210 645 8.45 860 7.4 26 000

5S-2LA-BNS010CLLB 50 80 16 1 0.6 14.7 7.50 1 500 815 10.6 1 080 7.4 24 000

5S-2LA-BNS011CLLB 55 90 18 1.1 0.6 17.3 9.40 1 760 960 12.5 1 280 7.4 21 500

5S-2LA-BNS012CLLB 60 95 18 1.1 0.6 18.1 10.4 1 850 1 060 13.9 1 420 7.4 20 100

5S-2LA-BNS013CLLB 65 100 18 1.1 0.6 18.4 10.9 1 870 1 120 14.6 1 490 7.5 18 900

5S-2LA-BNS014CLLB 70 110 20 1.1 0.6 22.4 13.8 2 290 1 410 18.4 1 880 7.5 17 300

5S-2LA-BNS015CLLB 75 115 20 1.1 0.6 23.9 15.5 2 440 1 590 20.8 2 120 7.5 16 400

5S-2LA-BNS016CLLB 80 125 22 1.1 0.6 27.4 17.8 2 790 1 820 23.8 2 430 7.5 15 200

5S-2LA-BNS017CLLB 85 130 22 1.1 0.6 27.7 18.6 2 830 1 900 24.9 2 540 7.6 14 500

5S-2LA-BNS018CLLB 90 140 24 1.5 1 32.0 21.8 3 300 2 220 29.2 2 970 7.6 13 600

5S-2LA-BNS019CLLB 95 145 24 1.5 1 32.5 22.7 3 300 2 310 30.5 3 100 7.6 13 000

5S-2LA-BNS020CLLB 100 150 24 1.5 1 33.5 24.4 3 450 2 480 32.5 3 350 7.6 12 500
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φD φd2 φd1φdφD1

B

a

r r

rr1

5S-2LA-BNS009LLB 45 75 16 1 0.6 11.5 6.2 1 180 630 9.70 985 28 700

5S-2LA-BNS010LLB 50 80 16 1 0.6 14.4 7.8 1 470 795 12.2 1 240 26 500

5S-2LA-BNS011LLB 55 90 18 1.1 0.6 16.8 9.2 1 720 935 14.4 1 460 23 700

5S-2LA-BNS012LLB 60 95 18 1.1 0.6 17.6 10.2 1 800 1 040 15.9 1 620 22 200

5S-2LA-BNS013LLB 65 100 18 1.1 0.6 17.9 10.7 1 830 1 090 16.7 1 710 20 800

5S-2LA-BNS014LLB 70 110 20 1.1 0.6 21.9 13.5 2 230 1 370 21.1 2 150 19 100

5S-2LA-BNS015LLB 75 115 20 1.1 0.6 23.3 15.2 2 380 1 550 23.8 2 420 18 100

5S-2LA-BNS016LLB 80 125 22 1.1 0.6 26.7 17.4 2 720 1 770 27.2 2 780 16 800

5S-2LA-BNS017LLB 85 130 22 1.1 0.6 27.0 18.1 2 760 1 850 28.4 2 900 16 000

5S-2LA-BNS018LLB 90 140 24 1.5 1 31.5 21.3 3 200 2 170 33.5 3 400 15 000

5S-2LA-BNS019LLB 95 145 24 1.5 1 31.5 22.1 3 250 2 260 34.5 3 550 14 300

5S-2LA-BNS020LLB 100 150 24 1.5 1 33.0 23.8 3 350 2 420 37.5 3 800 13 800



193

19.0 0.25 54.1 53.3 65.0 50.5 49.5 69.5 1 0.6 5S-2LA-BNS009LLB

19.9 0.26 58.4 57.5 70.5 55.5 54.5 74.5 1 0.6 5S-2LA-BNS010LLB

22.3 0.38 65.2 64.2 78.7 62 59.5 83 1 0.6 5S-2LA-BNS011LLB

23.2 0.41 70.1 69.2 83.5 67 64.5 88 1 0.6 5S-2LA-BNS012LLB

24.1 0.44 75.2 74.2 88.2 72 69.5 93 1 0.6 5S-2LA-BNS013LLB

26.5 0.62 81.9 80.8 96.8 77 74.5 103 1 0.6 5S-2LA-BNS014LLB

27.4 0.65 86.8 85.8 102.2 82 79.5 108 1 0.6 5S-2LA-BNS015LLB

29.8 0.88 93.7 92.5 110.2 87 84.5 118 1 0.6 5S-2LA-BNS016LLB

30.7 0.93 98.6 97.5 115.4 92 89.5 123 1 0.6 5S-2LA-BNS017LLB

33.1 1.22 105.3 104.2 123.2 98.5 95.5 131.5 1.5 1 5S-2LA-BNS018LLB

34.0 1.27 110.4 109.2 128.1 103.5 100.5 136.5 1.5 1 5S-2LA-BNS019LLB

34.9 1.32 115.4 114.2 132.7 108.5 105.5 141.5 1.5 1 5S-2LA-BNS020LLB
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φD φd2 φd1φdφD1

B

a

r r

rr1

5S-2LA-BNS009LLB 45 75 16 1 0.6 11.5 6.2 1 180 630 9.70 985 28 700

5S-2LA-BNS010LLB 50 80 16 1 0.6 14.4 7.8 1 470 795 12.2 1 240 26 500

5S-2LA-BNS011LLB 55 90 18 1.1 0.6 16.8 9.2 1 720 935 14.4 1 460 23 700

5S-2LA-BNS012LLB 60 95 18 1.1 0.6 17.6 10.2 1 800 1 040 15.9 1 620 22 200

5S-2LA-BNS013LLB 65 100 18 1.1 0.6 17.9 10.7 1 830 1 090 16.7 1 710 20 800

5S-2LA-BNS014LLB 70 110 20 1.1 0.6 21.9 13.5 2 230 1 370 21.1 2 150 19 100

5S-2LA-BNS015LLB 75 115 20 1.1 0.6 23.3 15.2 2 380 1 550 23.8 2 420 18 100

5S-2LA-BNS016LLB 80 125 22 1.1 0.6 26.7 17.4 2 720 1 770 27.2 2 780 16 800

5S-2LA-BNS017LLB 85 130 22 1.1 0.6 27.0 18.1 2 760 1 850 28.4 2 900 16 000

5S-2LA-BNS018LLB 90 140 24 1.5 1 31.5 21.3 3 200 2 170 33.5 3 400 15 000

5S-2LA-BNS019LLB 95 145 24 1.5 1 31.5 22.1 3 250 2 260 34.5 3 550 14 300

5S-2LA-BNS020LLB 100 150 24 1.5 1 33.0 23.8 3 350 2 420 37.5 3 800 13 800
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φD φd2 φd1φdφD1

B

a

r r

rr1

5S-2LA-BNS009ADLLB 45 75 16 1 0.6 11.2 6.00 1 140 610 11.0 1 120 26 100

5S-2LA-BNS010ADLLB 50 80 16 1 0.6 13.9 7.55 1 420 770 13.9 1 410 24 100

5S-2LA-BNS011ADLLB 55 90 18 1.1 0.6 16.3 8.90 1 660 910 16.4 1 670 21 600

5S-2LA-BNS012ADLLB 60 95 18 1.1 0.6 17.1 9.85 1 740 1 000 18.1 1 840 20 200

5S-2LA-BNS013ADLLB 65 100 18 1.1 0.6 17.3 10.4 1 770 1 060 19.0 1 940 19 000

5S-2LA-BNS014ADLLB 70 110 20 1.1 0.6 21.2 13.0 2 160 1 330 24.0 2 440 17 400

5S-2LA-BNS015ADLLB 75 115 20 1.1 0.6 22.5 14.7 2 300 1 500 27.0 2 760 16 500

5S-2LA-BNS016ADLLB 80 125 22 1.1 0.6 25.8 16.9 2 630 1 720 31.0 3 150 15 300

5S-2LA-BNS017ADLLB 85 130 22 1.1 0.6 26.1 17.6 2 670 1 790 32.5 3 300 14 500

5S-2LA-BNS018ADLLB 90 140 24 1.5 1 30.5 20.6 3 100 2 100 38.0 3 850 13 600

5S-2LA-BNS019ADLLB 95 145 24 1.5 1 30.5 21.4 3 150 2 190 39.5 4 000 13 000

5S-2LA-BNS020ADLLB 100 150 24 1.5 1 32.0 23.0 3 250 2 350 42.5 4 300 12 500
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22.1 0.25 54.1 53.3 65 50.5 49.5 69.5 1 0.6 5S-2LA-BNS009ADLLB

23.3 0.26 58.4 57.6 70.5 55.5 54.5 74.5 1 0.6 5S-2LA-BNS010ADLLB

26.0 0.38 65.2 64.2 78.7 62 59.5 83 1 0.6 5S-2LA-BNS011ADLLB

27.2 0.41 70.1 69.2 83.5 67 64.5 88 1 0.6 5S-2LA-BNS012ADLLB

28.4 0.44 75.2 74.2 88.2 72 69.5 93 1 0.6 5S-2LA-BNS013ADLLB

31.1 0.62 81.9 80.9 96.8 77 74.5 103 1 0.6 5S-2LA-BNS014ADLLB

32.3 0.65 86.8 85.9 102.2 82 79.5 108 1 0.6 5S-2LA-BNS015ADLLB

35.1 0.88 93.7 92.6 110.2 87 84.5 118 1 0.6 5S-2LA-BNS016ADLLB

36.2 0.93 98.6 97.6 115.4 92 89.5 123 1 0.6 5S-2LA-BNS017ADLLB

39.0 1.22 105.3 104.2 123.2 98.5 95.5 131.5 1.5 1 5S-2LA-BNS018ADLLB

40.2 1.27 110.4 109.2 128.1 103.5 100.5 136.5 1.5 1 5S-2LA-BNS019ADLLB

41.3 1.32 115.4 114.2 132.7 108.5 105.5 141.5 1.5 1 5S-2LA-BNS020ADLLB

194

φD φd2 φd1φdφD1

B

a

r r

rr1

5S-2LA-BNS009ADLLB 45 75 16 1 0.6 11.2 6.00 1 140 610 11.0 1 120 26 100

5S-2LA-BNS010ADLLB 50 80 16 1 0.6 13.9 7.55 1 420 770 13.9 1 410 24 100

5S-2LA-BNS011ADLLB 55 90 18 1.1 0.6 16.3 8.90 1 660 910 16.4 1 670 21 600

5S-2LA-BNS012ADLLB 60 95 18 1.1 0.6 17.1 9.85 1 740 1 000 18.1 1 840 20 200

5S-2LA-BNS013ADLLB 65 100 18 1.1 0.6 17.3 10.4 1 770 1 060 19.0 1 940 19 000

5S-2LA-BNS014ADLLB 70 110 20 1.1 0.6 21.2 13.0 2 160 1 330 24.0 2 440 17 400

5S-2LA-BNS015ADLLB 75 115 20 1.1 0.6 22.5 14.7 2 300 1 500 27.0 2 760 16 500

5S-2LA-BNS016ADLLB 80 125 22 1.1 0.6 25.8 16.9 2 630 1 720 31.0 3 150 15 300

5S-2LA-BNS017ADLLB 85 130 22 1.1 0.6 26.1 17.6 2 670 1 790 32.5 3 300 14 500

5S-2LA-BNS018ADLLB 90 140 24 1.5 1 30.5 20.6 3 100 2 100 38.0 3 850 13 600

5S-2LA-BNS019ADLLB 95 145 24 1.5 1 30.5 21.4 3 150 2 190 39.5 4 000 13 000

5S-2LA-BNS020ADLLB 100 150 24 1.5 1 32.0 23.0 3 250 2 350 42.5 4 300 12 500
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φD

a

B

φD1φd2 φdφd1

r r

rr1

BNT900 10 22 6 0.3 0.15 2.30 1.00 235 101 1.43 146 9.3 62 200 125 600

BNT901 12 24 6 0.3 0.15 2.57 1.22 262 124 1.76 180 9.6 55 300 111 700

BNT902 15 28 7 0.3 0.15 3.70 1.75 375 179 2.54 259 9.5 46 300 93 500

BNT903 17 30 7 0.3 0.15 3.90 1.95 395 199 2.82 288 9.7 42 300 85 500

BNT904 20 37 9 0.3 0.15 5.60 2.99 570 305 4.35 440 9.7 34 900 70 500

BNT905 25 42 9 0.3 0.15 6.00 3.55 610 360 5.15 525 10.1 29 700 60 000

BNT906 30 47 9 0.3 0.15 6.35 4.10 650 420 6.00 610 10.4 25 800 52 200

BNT907 35 55 10 0.6 0.3 10.1 6.30 1 030 645 9.20 940 10.1 21 000 42 400

BNT908 40 62 12 0.6 0.3 10.7 7.30 1 090 740 10.6 1 080 10.4 18 500 37 500

BNT909 45 68 12 0.6 0.3 13.2 9.20 1 350 935 13.4 1 370 10.4 16 700 33 800

BNT910 50 72 12 0.6 0.3 14.0 10.3 1 430 1 060 15.1 1 540 10.5 15 500 31 300

BNT911 55 80 13 1 0.6 14.6 11.6 1 490 1 180 17.0 1 730 10.7 13 800 27 600

BNT912 60 85 13 1 0.6 15.3 12.8 1 560 1 300 18.7 1 910 10.8 12 800 25 700

BNT913 65 90 13 1 0.6 15.5 13.4 1 580 1 370 19.7 2 010 10.9 12 000 24 000
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5.2 0.3 0.010 14.0 12.7 18.0 12.2 11.2 20 0.3 0.15 BNT900

5.4 0.4 0.011 16.0 14.7 20.0 14.2 13.2 22 0.3 0.15 BNT901

6.4 0.6 0.016 19.0 17.4 24.0 17.2 16.2 26 0.3 0.15 BNT902

6.7 0.8 0.017 21.0 19.4 26.0 19.2 18.2 28 0.3 0.15 BNT903

8.4 1.4 0.037 25.5 23.5 31.4 22.5 21.5 34.5 0.3 0.15 BNT904

9.0 1.7 0.043 30.5 28.5 36.5 27.5 26.5 39.5 0.3 0.15 BNT905

9.7 1.9 0.049 35.5 33.5 41.5 32.5 31.5 44.5 0.3 0.15 BNT906

11.1 2.8 0.073 41.2 38.5 48.8 39.5 37.5 50.5 0.6 0.3 BNT907

12.9 4.5 0.11 47.0 44.4 55.0 44.5 42.5 57.5 0.6 0.3 BNT908

13.6 5.2 0.13 52.1 49.1 60.9 49.5 48 63.5 0.6 0.3 BNT909

14.2 6.2 0.13 56.6 53.6 65.4 54.5 52.5 67.5 0.6 0.3 BNT910

15.6 7.8 0.18 63.2 60.1 71.8 60.5 59.5 74.5 1 0.6 BNT911

16.3 8.3 0.20 68.1 65.1 76.9 65.5 64.5 79.5 1 0.6 BNT912

17.0 8.9 0.21 73.1 70.1 81.9 70.5 69.5 84.5 1 0.6 BNT913
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φD1φd2 φdφd1

r r

rr1

BNT900 10 22 6 0.3 0.15 2.30 1.00 235 101 1.43 146 9.3 62 200 125 600

BNT901 12 24 6 0.3 0.15 2.57 1.22 262 124 1.76 180 9.6 55 300 111 700

BNT902 15 28 7 0.3 0.15 3.70 1.75 375 179 2.54 259 9.5 46 300 93 500

BNT903 17 30 7 0.3 0.15 3.90 1.95 395 199 2.82 288 9.7 42 300 85 500

BNT904 20 37 9 0.3 0.15 5.60 2.99 570 305 4.35 440 9.7 34 900 70 500

BNT905 25 42 9 0.3 0.15 6.00 3.55 610 360 5.15 525 10.1 29 700 60 000

BNT906 30 47 9 0.3 0.15 6.35 4.10 650 420 6.00 610 10.4 25 800 52 200

BNT907 35 55 10 0.6 0.3 10.1 6.30 1 030 645 9.20 940 10.1 21 000 42 400

BNT908 40 62 12 0.6 0.3 10.7 7.30 1 090 740 10.6 1 080 10.4 18 500 37 500

BNT909 45 68 12 0.6 0.3 13.2 9.20 1 350 935 13.4 1 370 10.4 16 700 33 800

BNT910 50 72 12 0.6 0.3 14.0 10.3 1 430 1 060 15.1 1 540 10.5 15 500 31 300

BNT911 55 80 13 1 0.6 14.6 11.6 1 490 1 180 17.0 1 730 10.7 13 800 27 600

BNT912 60 85 13 1 0.6 15.3 12.8 1 560 1 300 18.7 1 910 10.8 12 800 25 700

BNT913 65 90 13 1 0.6 15.5 13.4 1 580 1 370 19.7 2 010 10.9 12 000 24 000
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a

B

φD1φd2 φdφd1

r r

rr1

BNT000 10 26 8 0.3 0.15 3.75 1.45 385 148 2.07 211 8.3 60 300 120 100

BNT001 12 28 8 0.3 0.15 4.15 1.73 420 176 2.48 253 8.8 52 700 104 900

BNT002 15 32 9 0.3 0.15 4.75 2.22 485 226 3.20 325 9.2 46 000 91 500

BNT003 17 35 10 0.3 0.15 5.90 2.70 600 275 3.90 395 9.0 41 500 82 700

BNT004 20 42 12 0.6 0.3 8.00 3.95 815 405 5.70 580 9.2 34 300 68 300

BNT005 25 47 12 0.6 0.3 8.95 4.85 910 495 7.05 720 9.6 30 000 59 700

BNT006 30 55 13 1 0.6 11.6 6.75 1 180 685 9.75 995 9.8 25 100 50 000

BNT007 35 62 14 1 0.6 14.6 8.95 1 490 910 13.0 1 320 9.8 20 100 40 200

BNT008 40 68 15 1 0.6 15.7 10.4 1 600 1 060 15.1 1 540 10.0 18 100 36 100

BNT009 45 75 16 1 0.6 18.6 12.6 1 900 1 290 18.4 1 870 10.1 16 300 32 500

BNT010 50 80 16 1 0.6 19.9 14.3 2 030 1 460 20.9 2 130 10.2 15 000 30 000

BNT011 55 90 18 1.1 0.6 26.1 18.7 2 660 1 910 27.3 2 780 10.1 13 200 26 400

BNT012 60 95 18 1.1 0.6 26.8 20.0 2 730 2 040 29.2 2 980 10.3 12 300 24 700

BNT013 65 100 18 1.1 0.6 28.4 22.4 2 890 2 290 32.5 3 350 10.4 11 600 23 200

BNT014 70 110 20 1.1 0.6 36.0 28.1 3 650 2 870 41.0 4 200 10.3 10 600 21 300



199

6.5 0.9 0.015 14.6 13.0 21.0 12.5 11.2 23.5 0.3 0.15 BNT000

6.8 1.0 0.020 17.4 15.6 23.5 14.5 13.2 25.5 0.3 0.15 BNT001

7.7 1.3 0.029 20.4 18.5 26.5 17.5 16.2 29.5 0.3 0.15 BNT002

8.5 1.8 0.033 22.2 20.2 29.6 19.5 18.2 32.5 0.3 0.15 BNT003

10.3 3.0 0.057 27.4 24.9 35.5 24.5 22.5 37.5 0.6 0.3 BNT004

10.9 3.5 0.067 31.8 29.4 40.6 29.5 27.5 42.5 0.6 0.3 BNT005

12.3 4.3 0.11 38.4 35.5 47.8 35.5 34.5 49.5 1 0.6 BNT006

13.6 6.5 0.15 43.4 40.2 53.8 40.5 39.5 56.5 1 0.6 BNT007

14.8 8.0 0.18 48.8 45.7 59.4 45.5 44.5 62.5 1 0.6 BNT008

16.1 9.6 0.23 54.2 50.9 65.6 50.5 49.5 69.5 1 0.6 BNT009

16.8 11 0.26 59.6 55.9 70.2 55.5 54.5 74.5 1 0.6 BNT010

18.8 16 0.38 66.1 61.8 79.1 62 59.5 83 1 0.6 BNT011

19.5 19 0.40 71.1 66.8 84.1 67 64.5 88 1 0.6 BNT012

20.2 20 0.42 75.2 71.8 89.8 72 69.5 93 1 0.6 BNT013

22.2 27 0.56 82.3 77.7 97.9 77 74.5 103 1 0.6 BNT014

198

φD

a

B

φD1φd2 φdφd1

r r

rr1

BNT000 10 26 8 0.3 0.15 3.75 1.45 385 148 2.07 211 8.3 60 300 120 100

BNT001 12 28 8 0.3 0.15 4.15 1.73 420 176 2.48 253 8.8 52 700 104 900

BNT002 15 32 9 0.3 0.15 4.75 2.22 485 226 3.20 325 9.2 46 000 91 500

BNT003 17 35 10 0.3 0.15 5.90 2.70 600 275 3.90 395 9.0 41 500 82 700

BNT004 20 42 12 0.6 0.3 8.00 3.95 815 405 5.70 580 9.2 34 300 68 300

BNT005 25 47 12 0.6 0.3 8.95 4.85 910 495 7.05 720 9.6 30 000 59 700

BNT006 30 55 13 1 0.6 11.6 6.75 1 180 685 9.75 995 9.8 25 100 50 000

BNT007 35 62 14 1 0.6 14.6 8.95 1 490 910 13.0 1 320 9.8 20 100 40 200

BNT008 40 68 15 1 0.6 15.7 10.4 1 600 1 060 15.1 1 540 10.0 18 100 36 100

BNT009 45 75 16 1 0.6 18.6 12.6 1 900 1 290 18.4 1 870 10.1 16 300 32 500

BNT010 50 80 16 1 0.6 19.9 14.3 2 030 1 460 20.9 2 130 10.2 15 000 30 000

BNT011 55 90 18 1.1 0.6 26.1 18.7 2 660 1 910 27.3 2 780 10.1 13 200 26 400

BNT012 60 95 18 1.1 0.6 26.8 20.0 2 730 2 040 29.2 2 980 10.3 12 300 24 700

BNT013 65 100 18 1.1 0.6 28.4 22.4 2 890 2 290 32.5 3 350 10.4 11 600 23 200

BNT014 70 110 20 1.1 0.6 36.0 28.1 3 650 2 870 41.0 4 200 10.3 10 600 21 300



200

φD

a

B

φD1φd2 φdφd1

r r

rr1

BNT200 10 30 9 0.6 0.3 4.15 1.71 420 175 2.46 250 8.7 53 300 106 800

BNT201 12 32 10 0.6 0.3 5.40 2.28 550 232 3.25 330 8.5 48 400 97 000

BNT202 15 35 11 0.6 0.3 6.85 2.97 700 300 4.25 430 8.5 42 600 85 400

BNT203 17 40 12 0.6 0.3 8.55 3.80 870 385 5.40 555 8.5 37 000 74 100

BNT204 20 47 14 1 0.6 11.2 5.35 1 140 545 7.70 785 8.8 30 900 61 900

BNT205 25 52 15 1 0.6 12.7 6.70 1 290 685 9.70 990 9.2 27 300 54 700

BNT206 30 62 16 1 0.6 17.6 9.60 1 800 980 13.9 1 420 9.2 22 900 45 900

BNT207 35 72 17 1.1 0.6 23.2 13.1 2 370 1 330 18.8 1 920 9.1 18 100 36 000

BNT208 40 80 18 1.1 0.6 27.8 16.5 2 830 1 680 23.8 2 430 9.3 16 200 32 100

BNT209 45 85 19 1.1 0.6 31.0 18.9 3 200 1 920 27.3 2 780 9.3 14 900 29 600

BNT210 50 90 20 1.1 0.6 32.5 20.8 3 350 2 120 30.0 3 050 9.5 13 900 27 500

BNT211 55 100 21 1.5 1 40.5 26.2 4 150 2 670 38.0 3 850 9.5 12 300 24 400

BNT212 60 110 22 1.5 1 49.0 32.5 5 000 3 300 47.0 4 800 9.5 11 000 21 800

BNT213 65 120 23 1.5 1 53.5 36.0 5 450 3 650 52.0 5 300 9.5 10 300 20 400

BNT214 70 125 24 1.5 1 58.0 39.5 5 900 4 000 57.0 5 800 9.6 9 700 19 400

BNT215 75 130 25 1.5 1 60.5 43.0 6 200 4 400 62.5 6 350 9.7 9 200 18 300

BNT216 80 140 26 2 1 71.0 50.5 7 250 5 150 73.5 7 500 9.7 8 600 17 200



201

7.2 1.1 0.019 17.0 15.0 23.0 14.5 12.5 25.5 0.6 0.3 BNT200

8.0 1.5 0.025 18.4 16.2 26.0 16.5 14.5 27.5 0.6 0.3 BNT201

8.9 2.2 0.035 20.8 18.4 29.4 19.5 17.5 30.5 0.6 0.3 BNT202

9.9 2.9 0.054 24.2 21.4 33.6 21.5 19.5 35.5 0.6 0.3 BNT203

11.7 4.6 0.092 29.4 26.2 39.4 25.5 24.5 41.5 1 0.6 BNT204

12.8 6.1 0.13 33.8 30.7 44.2 30.5 29.5 46.5 1 0.6 BNT205

14.3 8.3 0.20 40.6 36.6 52.6 35.5 34.5 56.5 1 0.6 BNT206

15.8 10 0.29 46.8 42.0 60.6 42 39.5 65 1 0.6 BNT207

17.2 13 0.38 53.0 47.7 67.0 47 44.5 73 1 0.6 BNT208

18.3 16 0.44 57.3 51.9 73.0 52 49.5 78 1 0.6 BNT209

19.5 20 0.46 62.2 56.8 78.0 57 54.5 83 1 0.6 BNT210

21.0 25 0.61 69.0 62.8 86.4 63.5 60.5 91.5 1.5 1 BNT211

22.8 32 0.78 77.0 70.2 96.4 68.5 65.5 101.5 1.5 1 BNT212

24.1 37 1.01 82.5 75.3 102.5 73.5 70.5 111.5 1.5 1 BNT213

25.2 47 1.08 87.0 79.5 108.0 78.5 75.5 116.5 1.5 1 BNT214

26.6 54 1.17 93.0 85.5 114.5 83.5 80.5 121.5 1.5 1 BNT215

27.9 58 1.45 98.1 90.4 122.0 90 85.5 130 2 1 BNT216

200

φD

a

B

φD1φd2 φdφd1

r r

rr1

BNT200 10 30 9 0.6 0.3 4.15 1.71 420 175 2.46 250 8.7 53 300 106 800

BNT201 12 32 10 0.6 0.3 5.40 2.28 550 232 3.25 330 8.5 48 400 97 000

BNT202 15 35 11 0.6 0.3 6.85 2.97 700 300 4.25 430 8.5 42 600 85 400

BNT203 17 40 12 0.6 0.3 8.55 3.80 870 385 5.40 555 8.5 37 000 74 100

BNT204 20 47 14 1 0.6 11.2 5.35 1 140 545 7.70 785 8.8 30 900 61 900

BNT205 25 52 15 1 0.6 12.7 6.70 1 290 685 9.70 990 9.2 27 300 54 700

BNT206 30 62 16 1 0.6 17.6 9.60 1 800 980 13.9 1 420 9.2 22 900 45 900

BNT207 35 72 17 1.1 0.6 23.2 13.1 2 370 1 330 18.8 1 920 9.1 18 100 36 000

BNT208 40 80 18 1.1 0.6 27.8 16.5 2 830 1 680 23.8 2 430 9.3 16 200 32 100

BNT209 45 85 19 1.1 0.6 31.0 18.9 3 200 1 920 27.3 2 780 9.3 14 900 29 600

BNT210 50 90 20 1.1 0.6 32.5 20.8 3 350 2 120 30.0 3 050 9.5 13 900 27 500

BNT211 55 100 21 1.5 1 40.5 26.2 4 150 2 670 38.0 3 850 9.5 12 300 24 400

BNT212 60 110 22 1.5 1 49.0 32.5 5 000 3 300 47.0 4 800 9.5 11 000 21 800

BNT213 65 120 23 1.5 1 53.5 36.0 5 450 3 650 52.0 5 300 9.5 10 300 20 400

BNT214 70 125 24 1.5 1 58.0 39.5 5 900 4 000 57.0 5 800 9.6 9 700 19 400

BNT215 75 130 25 1.5 1 60.5 43.0 6 200 4 400 62.5 6 350 9.7 9 200 18 300

BNT216 80 140 26 2 1 71.0 50.5 7 250 5 150 73.5 7 500 9.7 8 600 17 200



202

φD

a

B

φD1φd2 φdφd1

r r

rr1

5S-BNT900 10 22 6 0.3 0.15 2.30 0.69 235 70 0.905 92 6.4 72 500 145 600

5S-BNT901 12 24 6 0.3 0.15 2.57 0.84 262 86 1.11 113 6.7 64 400 129 400

5S-BNT902 15 28 7 0.3 0.15 3.70 1.22 375 124 1.60 163 6.6 54 000 108 400

5S-BNT903 17 30 7 0.3 0.15 3.90 1.35 395 138 1.78 182 6.7 49 400 99 100

5S-BNT904 20 37 9 0.3 0.15 5.60 2.07 570 211 2.74 279 6.8 40 700 81 800

5S-BNT905 25 42 9 0.3 0.15 6.00 2.46 610 251 3.25 330 7.0 34 600 69 600

5S-BNT906 30 47 9 0.3 0.15 6.35 2.84 650 290 3.80 385 7.2 30 100 60 500

5S-BNT907 35 55 10 0.6 0.3 10.1 4.40 1 030 445 5.80 590 7.0 24 400 49 300

5S-BNT908 40 62 12 0.6 0.3 10.7 5.05 1 090 515 6.70 685 7.2 21 600 43 500

5S-BNT909 45 68 12 0.6 0.3 13.2 6.35 1 350 650 8.45 865 7.2 19 500 39 300

5S-BNT910 50 72 12 0.6 0.3 14.0 7.15 1 430 730 9.55 975 7.3 18 000 36 400

5S-BNT911 55 80 13 1 0.6 14.6 8.00 1 490 820 10.7 1 090 7.4 16 000 32 000

5S-BNT912 60 85 13 1 0.6 15.3 8.85 1 560 900 11.8 1 200 7.5 14 900 29 800

5S-BNT913 65 90 13 1 0.6 15.5 9.30 1 580 945 12.4 1 270 7.5 13 900 27 900



203

5.2 0.3 0.009 14.0 12.7 18.0 12.2 11.2 20 0.3 0.15 5S-BNT900

5.4 0.4 0.010 16.0 14.7 20.0 14.2 13.2 22 0.3 0.15 5S-BNT901

6.4 0.6 0.014 19.0 17.4 24.0 17.2 16.2 26 0.3 0.15 5S-BNT902

6.7 0.8 0.015 21.0 19.4 26.0 19.2 18.2 28 0.3 0.15 5S-BNT903

8.4 1.4 0.033 25.5 23.5 31.4 22.5 21.5 34.5 0.3 0.15 5S-BNT904

9.0 1.7 0.039 30.5 28.5 36.5 27.5 26.5 39.5 0.3 0.15 5S-BNT905

9.7 1.9 0.044 35.5 33.5 41.5 32.5 31.5 44.5 0.3 0.15 5S-BNT906

11.1 2.8 0.063 41.2 38.5 48.8 39.5 37.5 50.5 0.6 0.3 5S-BNT907

12.9 4.5 0.100 47.0 44.4 55.0 44.5 42.5 57.5 0.6 0.3 5S-BNT908

13.6 5.2 0.110 52.1 49.1 60.9 49.5 48 63.5 0.6 0.3 5S-BNT909

14.2 6.2 0.110 56.6 53.6 65.4 54.5 52.5 67.5 0.6 0.3 5S-BNT910

15.6 7.8 0.160 63.2 60.1 71.8 60.5 59.5 74.5 1 0.6 5S-BNT911

16.3 8.3 0.170 68.1 65.1 76.9 65.5 64.5 79.5 1 0.6 5S-BNT912

17.0 8.9 0.190 73.1 70.1 81.9 70.5 69.5 84.5 1 0.6 5S-BNT913

202

φD

a

B

φD1φd2 φdφd1

r r

rr1

5S-BNT900 10 22 6 0.3 0.15 2.30 0.69 235 70 0.905 92 6.4 72 500 145 600

5S-BNT901 12 24 6 0.3 0.15 2.57 0.84 262 86 1.11 113 6.7 64 400 129 400

5S-BNT902 15 28 7 0.3 0.15 3.70 1.22 375 124 1.60 163 6.6 54 000 108 400

5S-BNT903 17 30 7 0.3 0.15 3.90 1.35 395 138 1.78 182 6.7 49 400 99 100

5S-BNT904 20 37 9 0.3 0.15 5.60 2.07 570 211 2.74 279 6.8 40 700 81 800

5S-BNT905 25 42 9 0.3 0.15 6.00 2.46 610 251 3.25 330 7.0 34 600 69 600

5S-BNT906 30 47 9 0.3 0.15 6.35 2.84 650 290 3.80 385 7.2 30 100 60 500

5S-BNT907 35 55 10 0.6 0.3 10.1 4.40 1 030 445 5.80 590 7.0 24 400 49 300

5S-BNT908 40 62 12 0.6 0.3 10.7 5.05 1 090 515 6.70 685 7.2 21 600 43 500

5S-BNT909 45 68 12 0.6 0.3 13.2 6.35 1 350 650 8.45 865 7.2 19 500 39 300

5S-BNT910 50 72 12 0.6 0.3 14.0 7.15 1 430 730 9.55 975 7.3 18 000 36 400

5S-BNT911 55 80 13 1 0.6 14.6 8.00 1 490 820 10.7 1 090 7.4 16 000 32 000

5S-BNT912 60 85 13 1 0.6 15.3 8.85 1 560 900 11.8 1 200 7.5 14 900 29 800

5S-BNT913 65 90 13 1 0.6 15.5 9.30 1 580 945 12.4 1 270 7.5 13 900 27 900



204

φD

a

B

φD1φd2 φdφd1

r r

rr1

5S-BNT000 10 26 8 0.3 0.15 3.75 1.01 385 103 1.31 133 5.7 70 100 140 200

5S-BNT001 12 28 8 0.3 0.15 4.15 1.20 420 122 1.57 160 6.1 61 200 122 400

5S-BNT002 15 32 9 0.3 0.15 4.75 1.54 485 157 2.02 206 6.4 53 400 106 800

5S-BNT003 17 35 10 0.3 0.15 5.90 1.87 600 191 2.45 250 6.3 48 300 96 500

5S-BNT004 20 42 12 0.6 0.3 8.00 2.74 815 279 3.60 365 6.4 39 800 79 700

5S-BNT005 25 47 12 0.6 0.3 8.95 3.35 910 345 4.45 455 6.7 34 900 69 700

5S-BNT006 30 55 13 1 0.6 11.6 4.65 1 180 475 6.15 630 6.8 29 200 58 400

5S-BNT007 35 62 14 1 0.6 14.6 6.20 1 490 630 8.20 835 6.8 23 500 46 900

5S-BNT008 40 68 15 1 0.6 15.7 7.20 1 600 735 9.55 975 7.0 21 100 42 100

5S-BNT009 45 75 16 1 0.6 18.6 8.75 1 900 890 11.6 1 180 7.0 19 000 37 900

5S-BNT010 50 80 16 1 0.6 19.9 9.90 2 030 1 010 13.2 1 340 7.1 17 500 35 000

5S-BNT011 55 90 18 1.1 0.6 26.1 13.0 2 660 1 320 17.2 1 760 7.0 15 500 31 000

5S-BNT012 60 95 18 1.1 0.6 26.8 13.9 2 730 1 420 18.4 1 880 7.1 14 500 29 000

5S-BNT013 65 100 18 1.1 0.6 28.4 15.5 2 890 1 580 20.7 2 110 7.2 13 600 27 300

5S-BNT014 70 110 20 1.1 0.6 36.0 19.5 3 650 1 990 25.9 2 640 7.1 12 500 25 000



205

6.5 0.9 0.013 14.6 13.0 21.0 12.5 11.2 23.5 0.3 0.15 5S-BNT000

6.8 1.0 0.018 17.4 15.6 23.5 14.5 13.2 25.5 0.3 0.15 5S-BNT001

7.7 1.3 0.026 20.4 18.5 26.5 17.5 16.2 29.5 0.3 0.15 5S-BNT002

8.5 1.8 0.029 22.2 20.2 29.6 19.5 18.2 32.5 0.3 0.15 5S-BNT003

10.3 3.0 0.050 27.4 24.9 35.5 24.5 22.5 37.5 0.6 0.3 5S-BNT004

10.9 3.5 0.060 31.8 29.4 40.6 29.5 27.5 42.5 0.6 0.3 5S-BNT005

12.3 4.3 0.10 38.4 35.5 47.8 35.5 34.5 49.5 1 0.6 5S-BNT006

13.6 6.5 0.13 43.4 40.2 53.8 40.5 39.5 56.5 1 0.6 5S-BNT007

14.8 8.0 0.16 48.8 45.7 59.4 45.5 44.5 62.5 1 0.6 5S-BNT008

16.1 9.6 0.21 54.2 50.9 65.6 50.5 49.5 69.5 1 0.6 5S-BNT009

16.8 11 0.24 59.6 55.9 70.2 55.5 54.5 74.5 1 0.6 5S-BNT010

18.8 16 0.35 66.1 61.8 79.1 62 59.5 83 1 0.6 5S-BNT011

19.5 19 0.36 71.1 66.8 84.1 67 64.5 88 1 0.6 5S-BNT012

20.2 20 0.37 75.2 71.8 89.8 72 69.5 93 1 0.6 5S-BNT013

22.2 27 0.50 82.3 77.7 97.9 77 74.5 103 1 0.6 5S-BNT014

204

φD

a

B

φD1φd2 φdφd1

r r

rr1

5S-BNT000 10 26 8 0.3 0.15 3.75 1.01 385 103 1.31 133 5.7 70 100 140 200

5S-BNT001 12 28 8 0.3 0.15 4.15 1.20 420 122 1.57 160 6.1 61 200 122 400

5S-BNT002 15 32 9 0.3 0.15 4.75 1.54 485 157 2.02 206 6.4 53 400 106 800

5S-BNT003 17 35 10 0.3 0.15 5.90 1.87 600 191 2.45 250 6.3 48 300 96 500

5S-BNT004 20 42 12 0.6 0.3 8.00 2.74 815 279 3.60 365 6.4 39 800 79 700

5S-BNT005 25 47 12 0.6 0.3 8.95 3.35 910 345 4.45 455 6.7 34 900 69 700

5S-BNT006 30 55 13 1 0.6 11.6 4.65 1 180 475 6.15 630 6.8 29 200 58 400

5S-BNT007 35 62 14 1 0.6 14.6 6.20 1 490 630 8.20 835 6.8 23 500 46 900

5S-BNT008 40 68 15 1 0.6 15.7 7.20 1 600 735 9.55 975 7.0 21 100 42 100

5S-BNT009 45 75 16 1 0.6 18.6 8.75 1 900 890 11.6 1 180 7.0 19 000 37 900

5S-BNT010 50 80 16 1 0.6 19.9 9.90 2 030 1 010 13.2 1 340 7.1 17 500 35 000

5S-BNT011 55 90 18 1.1 0.6 26.1 13.0 2 660 1 320 17.2 1 760 7.0 15 500 31 000

5S-BNT012 60 95 18 1.1 0.6 26.8 13.9 2 730 1 420 18.4 1 880 7.1 14 500 29 000

5S-BNT013 65 100 18 1.1 0.6 28.4 15.5 2 890 1 580 20.7 2 110 7.2 13 600 27 300

5S-BNT014 70 110 20 1.1 0.6 36.0 19.5 3 650 1 990 25.9 2 640 7.1 12 500 25 000



206

φD

a

B

φD1φd2 φdφd1

r r

rr1

5S-BNT200 10 30 9 0.6 0.3 4.15 1.19 420 121 1.55 158 6.0 63 000 126 000

5S-BNT201 12 32 10 0.6 0.3 5.40 1.58 550 161 2.05 209 5.9 57 300 114 500

5S-BNT202 15 35 11 0.6 0.3 6.85 2.05 700 210 2.67 272 5.9 50 400 100 800

5S-BNT203 17 40 12 0.6 0.3 8.55 2.63 870 268 3.40 350 5.9 43 800 87 500

5S-BNT204 20 47 14 1 0.6 11.2 3.70 1 140 380 4.85 495 6.1 36 500 73 000

5S-BNT205 25 52 15 1 0.6 12.7 4.65 1 290 475 6.10 625 6.4 32 300 64 600

5S-BNT206 30 62 16 1 0.6 17.6 6.70 1 800 680 8.80 895 6.4 27 100 54 200

5S-BNT207 35 72 17 1.1 0.6 23.2 9.05 2 370 925 11.9 1 210 6.3 21 300 42 500

5S-BNT208 40 80 18 1.1 0.6 27.8 11.4 2 830 1 170 15.0 1 530 6.4 19 000 37 900

5S-BNT209 45 85 19 1.1 0.6 31.0 13.1 3 200 1 330 17.2 1 750 6.5 17 500 35 000

5S-BNT210 50 90 20 1.1 0.6 32.5 14.4 3 350 1 470 19.0 1 940 6.6 16 300 32 500

5S-BNT211 55 100 21 1.5 1 40.5 18.1 4 150 1 850 23.9 2 440 6.6 14 500 28 900

5S-BNT212 60 110 22 1.5 1 49.0 22.4 5 000 2 290 29.5 3 000 6.6 12 900 25 900

5S-BNT213 65 120 23 1.5 1 53.5 24.9 5 450 2 530 33.0 3 350 6.6 12 100 24 200

5S-BNT214 70 125 24 1.5 1 58.0 27.3 5 900 2 790 36.0 3 650 6.6 11 500 23 000

5S-BNT215 75 130 25 1.5 1 60.5 29.8 6 200 3 050 39.5 4 000 6.7 10 800 21 600

5S-BNT216 80 140 26 2 1 71.0 35.0 7 250 3 600 46.5 4 750 6.7 10 200 20 400



207

7.2 1.1 0.017 17.0 15.0 23.0 14.5 12.5 25.5 0.6 0.3 5S-BNT200

8.0 1.5 0.021 18.4 16.2 26.0 16.5 14.5 27.5 0.6 0.3 5S-BNT201

8.9 2.2 0.030 20.8 18.4 29.4 19.5 17.5 30.5 0.6 0.3 5S-BNT202

9.9 2.9 0.046 24.2 21.4 33.6 21.5 19.5 35.5 0.6 0.3 5S-BNT203

11.7 4.6 0.080 29.4 26.2 39.4 25.5 24.5 41.5 1 0.6 5S-BNT204

12.8 6.1 0.11 33.8 30.7 44.2 30.5 29.5 46.5 1 0.6 5S-BNT205

14.3 8.3 0.18 40.6 36.6 52.6 35.5 34.5 56.5 1 0.6 5S-BNT206

15.8 10 0.25 46.8 42.0 60.6 42 39.5 65 1 0.6 5S-BNT207

17.2 13 0.33 53.0 47.7 67.0 47 44.5 73 1 0.6 5S-BNT208

18.3 16 0.37 57.3 51.9 73.0 52 49.5 78 1 0.6 5S-BNT209

19.5 20 0.39 62.2 56.8 78.0 57 54.5 83 1 0.6 5S-BNT210

21.0 25 0.52 69.0 62.8 86.4 63.5 60.5 91.5 1.5 1 5S-BNT211

22.8 32 0.65 77.0 70.2 96.4 68.5 65.5 101.5 1.5 1 5S-BNT212

24.1 37 0.86 82.5 75.3 102.5 73.5 70.5 111.5 1.5 1 5S-BNT213

25.2 47 0.91 87.0 79.5 108.0 78.5 75.5 116.5 1.5 1 5S-BNT214

26.6 54 0.98 93.0 85.5 114.5 83.5 80.5 121.5 1.5 1 5S-BNT215

27.9 58 1.21 98.1 90.4 122.0 90 85.5 130 2 1 5S-BNT216
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B

φD1φd2 φdφd1

r r

rr1

5S-BNT200 10 30 9 0.6 0.3 4.15 1.19 420 121 1.55 158 6.0 63 000 126 000

5S-BNT201 12 32 10 0.6 0.3 5.40 1.58 550 161 2.05 209 5.9 57 300 114 500

5S-BNT202 15 35 11 0.6 0.3 6.85 2.05 700 210 2.67 272 5.9 50 400 100 800

5S-BNT203 17 40 12 0.6 0.3 8.55 2.63 870 268 3.40 350 5.9 43 800 87 500

5S-BNT204 20 47 14 1 0.6 11.2 3.70 1 140 380 4.85 495 6.1 36 500 73 000

5S-BNT205 25 52 15 1 0.6 12.7 4.65 1 290 475 6.10 625 6.4 32 300 64 600

5S-BNT206 30 62 16 1 0.6 17.6 6.70 1 800 680 8.80 895 6.4 27 100 54 200

5S-BNT207 35 72 17 1.1 0.6 23.2 9.05 2 370 925 11.9 1 210 6.3 21 300 42 500

5S-BNT208 40 80 18 1.1 0.6 27.8 11.4 2 830 1 170 15.0 1 530 6.4 19 000 37 900

5S-BNT209 45 85 19 1.1 0.6 31.0 13.1 3 200 1 330 17.2 1 750 6.5 17 500 35 000

5S-BNT210 50 90 20 1.1 0.6 32.5 14.4 3 350 1 470 19.0 1 940 6.6 16 300 32 500

5S-BNT211 55 100 21 1.5 1 40.5 18.1 4 150 1 850 23.9 2 440 6.6 14 500 28 900

5S-BNT212 60 110 22 1.5 1 49.0 22.4 5 000 2 290 29.5 3 000 6.6 12 900 25 900

5S-BNT213 65 120 23 1.5 1 53.5 24.9 5 450 2 530 33.0 3 350 6.6 12 100 24 200

5S-BNT214 70 125 24 1.5 1 58.0 27.3 5 900 2 790 36.0 3 650 6.6 11 500 23 000

5S-BNT215 75 130 25 1.5 1 60.5 29.8 6 200 3 050 39.5 4 000 6.7 10 800 21 600

5S-BNT216 80 140 26 2 1 71.0 35.0 7 250 3 600 46.5 4 750 6.7 10 200 20 400
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― ― NN3005 NN3005K 25 47 16 0.6 25.8 30.0 2 630 3 050 19 300 23 400
― ― NN3005HS NN3005HSK 25 47 16 0.6 25.8 30.0 2 630 3 050 22 600 31 100

― ― NN3006 NN3006K 30 55 19 1 31.0 37.0 3 150 3 800 16 300 19 800
― ― NN3006HS NN3006HSK 30 55 19 1 31.0 37.0 3 150 3 800 19 100 26 300

― ― NN3007 NN3007K 35 62 20 1 38.0 47.5 3 850 4 850 14 300 17 300
― ― NN3007HS NN3007HSK 35 62 20 1 38.0 47.5 3 850 4 850 16 700 23 100

― ― NN3008 NN3008K 40 68 21 1 43.5 55.5 4 400 5 650 12 800 15 600
― ― NN3008HS NN3008HSK 40 68 21 1 43.5 55.5 4 400 5 650 15 000 20 700

― ― NN3009 NN3009K 45 75 23 1 52.0 68.5 5 300 7 000 11 600 14 000
― ― NN3009HS NN3009HSK 45 75 23 1 52.0 68.5 5 300 7 000 13 600 18 700

― ― NN3010 NN3010K 50 80 23 1 53.0 72.5 5 400 7 400 10 700 13 000
― ― NN3010HS NN3010HSK 50 80 23 1 53.0 72.5 5 400 7 400 12 500 17 300

― ― NN3011 NN3011K 55 90 26 1.1 69.5 96.5 7 050 9 850 9 600 11 600
― ― NN3011HS NN3011HSK 55 90 26 1.1 69.5 96.5 7 050 9 850 11 200 15 500

― ― NN3012 NN3012K 60 95 26 1.1 71.0 102 7 250 10 400 9 000 10 900
― ― NN3012HS NN3012HSK 60 95 26 1.1 71.0 102 7 250 10 400 10 500 14 500

― ― NN3013 NN3013K 65 100 26 1.1 75.0 111 7 650 11 400 8 400 10 200
― ― NN3013HST6 NN3013HST6K 65 100 26 1.1 72.5 107 7 400 10 900 9 900 13 600
― ― NN3013HSRT6 NN3013HSRT6K 65 100 26 1.1 72.5 107 7 400 10 900 12 100 21 200

― ― NN3014 NN3014K 70 110 30 1.1 94.5 143 9 650 14 600 7 700 9 300
― ― NN3014HST6 NN3014HST6K 70 110 30 1.1 92.0 137 9 350 14 000 9 000 12 400
― ― NN3014HSRT6 NN3014HSRT6K 70 110 30 1.1 92.0 137 9 350 14 000 11 000 19 300

― ― NN3015 NN3015K 75 115 30 1.1 96.5 149 9 850 15 200 7 300 8 900
― ― NN3015HST6 NN3015HST6K 75 115 30 1.1 96.5 149 9 850 15 200 8 500 11 800
― ― NN3015HSRT6 NN3015HSRT6K 75 115 30 1.1 96.5 149 9 850 15 200 10 400 18 300

― ― NN3016 NN3016K 80 125 34 1.1 116 179 11 800 18 200 6 800 8 300
― ― NN3016HST6 NN3016HST6K 80 125 34 1.1 112 172 11 500 17 500 8 000 11 000
― ― NN3016HSRT6 NN3016HSRT6K 80 125 34 1.1 112 172 11 500 17 500 9 700 17 100

― ― NN3017 NN3017K 85 130 34 1.1 122 194 12 400 19 800 6 500 7 900
― ― NN3017HST6 NN3017HST6K 85 130 34 1.1 118 187 12 100 19 100 7 600 10 500
― ― NN3017HSRT6 NN3017HSRT6K 85 130 34 1.1 118 187 12 100 19 100 9 300 16 300

― ― NN3018 NN3018K 90 140 37 1.5 143 228 14 600 23 200 6 000 7 300
― ― NN3018HST6 NN3018HST6K 90 140 37 1.5 143 228 14 600 23 200 7 100 9 700
― ― NN3018HSRT6 NN3018HSRT6K 90 140 37 1.5 143 228 14 600 23 200 8 600 15 200

― ― NN3019 NN3019K 95 145 37 1.5 146 238 14 900 24 200 5 800 7 000
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－ 41.3 29 30 － － － 43 42 0.6 － － 0.124 0.121 3.72
－ 41.3 29 30 － － － 43 42 0.6 － － 0.124 0.121 3.72

－ 48.5 35 36.5 － － － 50 49 1 － － 0.199 0.193 6.38
－ 48.5 35 36.5 － － － 50 49 1 － － 0.199 0.193 6.38

－ 55 40 41.5 － － － 57 56 1 － － 0.242 0.235 8.09
－ 55 40 41.5 － － － 57 56 1 － － 0.242 0.235 8.09

－ 61 45 47 － － － 63 62 1 － － 0.312 0.303 9.68
－ 61 45 47 － － － 63 62 1 － － 0.312 0.303 9.68

－ 67.5 50 52 － － － 70 69 1 － － 0.405 0.393 13.3
－ 67.5 50 52 － － － 70 69 1 － － 0.405 0.393 13.3

－ 72.5 55 57 － － － 75 74 1 － － 0.433 0.419 14.6
－ 72.5 55 57 － － － 75 74 1 － － 0.433 0.419 14.6

－ 81 61.5 63.5 － － － 83.5 82 1 － － 0.651 0.631 20.5
－ 81 61.5 63.5 － － － 83.5 82 1 － － 0.651 0.631 20.5

－ 86.1 66.5 68.5 － － － 88.5 87 1 － － 0.704 0.683 21.1
－ 86.1 66.5 68.5 － － － 88.5 87 1 － － 0.704 0.683 21.1

― 91 71.5 73.5 ― ― ― 93.5 92 1 ― ― 0.76 0.74 22.2
― 91 71.5 73.5 ― ― ― 93.5 92 1 ― ― 0.69 0.66 21.4
― 91 71.5 73.5 ― ― ― 93.5 92 1 ― ― 0.69 0.66 21.4

― 100 76.5 79 ― ― ― 103.5 101 1 ― ― 1.04 1.01 33.0
― 100 76.5 79 ― ― ― 103.5 101 1 ― ― 0.99 0.96 30.4
― 100 76.5 79 ― ― ― 103.5 101 1 ― ― 0.99 0.96 30.4

― 105 81.5 84 ― ― ― 108.5 106 1 ― ― 1.14 1.11 35.0
― 105 81.5 84 ― ― ― 108.5 106 1 ― ― 1.05 1.02 31.2
― 105 81.5 84 ― ― ― 108.5 106 1 ― ― 1.05 1.02 31.2

― 113 86.5 89.5 ― ― ― 118.5 114 1 ― ― 1.52 1.47 45.0
― 113 86.5 89.5 ― ― ― 118.5 114 1 ― ― 1.43 1.38 43.0
― 113 86.5 89.5 ― ― ― 118.5 114 1 ― ― 1.43 1.38 43.0

― 118 91.5 84.5 ― ― ― 123.5 119 1 ― ― 1.61 1.56 48.8
― 118 91.5 84.5 ― ― ― 123.5 119 1 ― ― 1.51 1.46 44.4
― 118 91.5 84.5 ― ― ― 123.5 119 1 ― ― 1.51 1.46 44.4

― 127 98 101 ― ― ― 132 129 1.5 ― ― 2.07 2.01 64.1
― 127 98 101 ― ― ― 132 129 1.5 ― ― 1.97 1.91 57.6
― 127 98 101 ― ― ― 132 129 1.5 ― ― 1.97 1.91 57.6

― 132 103 106 ― ― ― 137 134 1.5 ― ― 2.17 2.10 67.0

ra

ra ra

ra

ra

φdbφdaφDb φDb φdaφDbφdaφdc φddφDa

224

― ― NN3005 NN3005K 25 47 16 0.6 25.8 30.0 2 630 3 050 19 300 23 400
― ― NN3005HS NN3005HSK 25 47 16 0.6 25.8 30.0 2 630 3 050 22 600 31 100

― ― NN3006 NN3006K 30 55 19 1 31.0 37.0 3 150 3 800 16 300 19 800
― ― NN3006HS NN3006HSK 30 55 19 1 31.0 37.0 3 150 3 800 19 100 26 300

― ― NN3007 NN3007K 35 62 20 1 38.0 47.5 3 850 4 850 14 300 17 300
― ― NN3007HS NN3007HSK 35 62 20 1 38.0 47.5 3 850 4 850 16 700 23 100

― ― NN3008 NN3008K 40 68 21 1 43.5 55.5 4 400 5 650 12 800 15 600
― ― NN3008HS NN3008HSK 40 68 21 1 43.5 55.5 4 400 5 650 15 000 20 700

― ― NN3009 NN3009K 45 75 23 1 52.0 68.5 5 300 7 000 11 600 14 000
― ― NN3009HS NN3009HSK 45 75 23 1 52.0 68.5 5 300 7 000 13 600 18 700

― ― NN3010 NN3010K 50 80 23 1 53.0 72.5 5 400 7 400 10 700 13 000
― ― NN3010HS NN3010HSK 50 80 23 1 53.0 72.5 5 400 7 400 12 500 17 300

― ― NN3011 NN3011K 55 90 26 1.1 69.5 96.5 7 050 9 850 9 600 11 600
― ― NN3011HS NN3011HSK 55 90 26 1.1 69.5 96.5 7 050 9 850 11 200 15 500

― ― NN3012 NN3012K 60 95 26 1.1 71.0 102 7 250 10 400 9 000 10 900
― ― NN3012HS NN3012HSK 60 95 26 1.1 71.0 102 7 250 10 400 10 500 14 500

― ― NN3013 NN3013K 65 100 26 1.1 75.0 111 7 650 11 400 8 400 10 200
― ― NN3013HST6 NN3013HST6K 65 100 26 1.1 72.5 107 7 400 10 900 9 900 13 600
― ― NN3013HSRT6 NN3013HSRT6K 65 100 26 1.1 72.5 107 7 400 10 900 12 100 21 200

― ― NN3014 NN3014K 70 110 30 1.1 94.5 143 9 650 14 600 7 700 9 300
― ― NN3014HST6 NN3014HST6K 70 110 30 1.1 92.0 137 9 350 14 000 9 000 12 400
― ― NN3014HSRT6 NN3014HSRT6K 70 110 30 1.1 92.0 137 9 350 14 000 11 000 19 300

― ― NN3015 NN3015K 75 115 30 1.1 96.5 149 9 850 15 200 7 300 8 900
― ― NN3015HST6 NN3015HST6K 75 115 30 1.1 96.5 149 9 850 15 200 8 500 11 800
― ― NN3015HSRT6 NN3015HSRT6K 75 115 30 1.1 96.5 149 9 850 15 200 10 400 18 300

― ― NN3016 NN3016K 80 125 34 1.1 116 179 11 800 18 200 6 800 8 300
― ― NN3016HST6 NN3016HST6K 80 125 34 1.1 112 172 11 500 17 500 8 000 11 000
― ― NN3016HSRT6 NN3016HSRT6K 80 125 34 1.1 112 172 11 500 17 500 9 700 17 100

― ― NN3017 NN3017K 85 130 34 1.1 122 194 12 400 19 800 6 500 7 900
― ― NN3017HST6 NN3017HST6K 85 130 34 1.1 118 187 12 100 19 100 7 600 10 500
― ― NN3017HSRT6 NN3017HSRT6K 85 130 34 1.1 118 187 12 100 19 100 9 300 16 300

― ― NN3018 NN3018K 90 140 37 1.5 143 228 14 600 23 200 6 000 7 300
― ― NN3018HST6 NN3018HST6K 90 140 37 1.5 143 228 14 600 23 200 7 100 9 700
― ― NN3018HSRT6 NN3018HSRT6K 90 140 37 1.5 143 228 14 600 23 200 8 600 15 200

― ― NN3019 NN3019K 95 145 37 1.5 146 238 14 900 24 200 5 800 7 000
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NNU4920 NNU4920K NN4920 NN4920K 100 140 40 1.1 131 260 13 300 26 500 6 000 7 200
― ― NN3020 NN3020K 100 150 37 1.5 153 256 15 600 26 100 5 600 6 700
― ― NN3020HST6 NN3020HST6K 100 150 37 1.5 149 247 15 200 25 200 6 500 9 000
― ― NN3020HSRT6 NN3020HSRT6K 100 150 37 1.5 149 247 15 200 25 200 8 000 14 000

NNU4921 NNU4921K NN4921 NN4921K 105 145 40 1.1 133 268 13 500 27 400 5 700 6 900
― ― NN3021 NN3021K 105 160 41 2 198 320 20 200 33 000 5 300 6 400
― ― NN3021HST6 NN3021HST6K 105 160 41 2 198 320 20 200 33 000 6 200 8 500
― ― NN3021HSRT6 NN3021HSRT6K 105 160 41 2 198 320 20 200 33 000 7 100 11 300

NNU4922 NNU4922K NN4922 NN4922K 110 150 40 1.1 137 284 14 000 28 900 5 500 6 600
― ― NN3022 NN3022K 110 170 45 2 229 375 23 300 38 000 5 000 6 000
― ― NN3022HST6 NN3022HST6K 110 170 45 2 229 375 23 300 38 000 5 800 8 000
― ― NN3022HSRT6 NN3022HSRT6K 110 170 45 2 229 375 23 300 38 000 6 700 10 600

NNU4924 NNU4924K NN4924 NN4924K 120 165 45 1.1 183 360 18 700 37 000 5 000 6 000
― ― NN3024 NN3024K 120 180 46 2 233 390 23 700 40 000 4 600 5 600
― ― NN3024HST6 NN3024HST6K 120 180 46 2 226 380 23 100 38 500 5 400 7 500
― ― NN3024HSRT6 NN3024HSRT6K 120 180 46 2 226 380 23 100 38 500 6 200 9 900

NNU4926 NNU4926K NN4926 NN4926K 130 180 50 1.5 220 440 22 400 45 000 4 600 5 500
― ― NN3026 NN3026K 130 200 52 2 284 475 29 000 48 500 4 200 5 100
― ― NN3026HST6 NN3026HST6K 130 200 52 2 284 475 29 000 48 500 4 900 6 800
― ― NN3026HSRT6 NN3026HSRT6K 130 200 52 2 284 475 29 000 48 500 5 700 9 000

NNU4928 NNU4928K NN4928 NN4928K 140 190 50 1.5 227 470 23 100 48 000 4 300 5 200
― ― NN3028 NN3028K 140 210 53 2 298 515 30 500 52 500 4 000 4 800
― ― NN3028HST6 NN3028HST6K 140 210 53 2 298 515 30 500 52 500 4 700 6 400

NNU4930 NNU4930K NN4930 NN4930K 150 210 60 2 345 690 35 000 70 500 3 900 4 800
― ― NN3030 NN3030K 150 225 56 2.1 335 585 34 000 60 000 3 700 4 500
― ― NN3030HS NN3030HSK 150 225 56 2.1 335 585 34 000 60 000 4 300 6 000

NNU4932 NNU4932K NN4932 NN4932K 160 220 60 2 355 740 36 500 75 500 3 700 4 500
― ― NN3032 NN3032K 160 240 60 2.1 375 660 38 000 67 500 3 500 4 200
― ― NN3032HS NN3032HSK 160 240 60 2.1 375 660 38 000 67 500 4 100 5 600

NNU4934 NNU4934K NN4934 NN4934K 170 230 60 2 360 765 37 000 78 000 3 600 4 300
― ― NN3034 NN3034K 170 260 67 2.1 440 775 45 000 79 000 3 200 3 900

NNU4936 NNU4936K NN4936 NN4936K 180 250 69 2 460 965 46 500 98 500 3 200 3 800
― ― NN3036 NN3036K 180 280 74 2.1 565 995 57 500 102 000 3 000 3 600

NNU4938 NNU4938K NN4938 NN4938K 190 260 69 2 475 1 030 48 500 105 000 3 000 3 600
― ― NN3038 NN3038K 190 290 75 2.1 580 1 040 59 000 106 000 2 800 3 300
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113 129 106.5 110 111 115 133.5 133.5 131 1 1.83 1.75 1.75 1.67 49.8
― 137 108 111 ― ― ― 142 139 1.5 ― ― 2.26 2.19 67.5
― 137 108 111 ― ― ― 142 139 1.5 ― ― 2.14 2.07 61.6
― 137 108 111 ― ― ― 142 139 1.5 ― ― 2.14 2.07 61.6

118 134 111.5 115 116 120 138.5 138.5 136 1 1.91 1.82 1.82 1.73 50.2
― 146 114 117 ― ― ― 151 148 2 ― ― 2.89 2.80 91.9
― 146 114 117 ― ― ― 151 148 2 ― ― 2.75 2.66 82.7
― 146 114 117 ― ― ― 151 148 2 ― ― 2.75 2.66 82.7

123 139 116.5 120 121 125 143.5 143.5 141 1 1.99 1.90 1.90 1.81 53.9
― 155 119 123 ― ― ― 161 157 2 ― ― 3.69 3.56 115
― 155 119 123 ― ― ― 161 157 2 ― ― 3.50 3.37 103
― 155 119 123 ― ― ― 161 157 2 ― ― 3.50 3.37 103

134.5 154.5 126.5 130 133 137 158.5 158.5 156.5 1 2.75 2.62 2.63 2.51 82.5
― 165 129 133 ― ― ― 171 167 2 ― ― 3.98 3.83 130
― 165 129 133 ― ― ― 171 167 2 ― ― 3.76 3.61 117
― 165 129 133 ― ― ― 171 167 2 ― ― 3.76 3.61 117

146 168 138 142 144 148 172 172 170 1.5 3.69 3.52 3.52 3.35 112
― 182 139 143 ― ― ― 191 183 2 ― ― 5.92 5.71 182
― 182 139 143 ― ― ― 191 183 2 ― ― 5.55 5.34 164
― 182 139 143 ― ― ― 191 183 2 ― ― 5.55 5.34 164

156 178 148 152 154 158 182 182 180 1.5 3.94 3.76 3.76 3.58 117
－ 192 149 153 － － － 201 194 2 － － 6.44 6.21 199
－ 192 149 153 － － － 201 194 2 － － 6.11 5.91 176

168.5 196.5 159 164 166 171 201 201 198.5 2 6.18 5.90 5.90 5.62 192
－ 206 161 166 － － － 214 208 2 － － 7.81 7.53 237
－ 206 161 166 － － － 214 208 2 － － 7.81 7.53 237

178.5 206.5 169 174 176 182 211 211 208.5 2 6.53 6.23 6.24 5.94 199
－ 219 171 176 － － － 229 221 2 － － 8.92 8.59 287
－ 219 171 176 － － － 229 221 2 － － 8.92 8.59 287

188.5 216.5 179 184 186 192 221 221 218.5 2 6.87 6.55 6.56 6.24 212
－ 236 181 187 － － － 249 238 2 － － 12.6 12.2 379

202 234 189 195 199 205 241 241 236 2 9.90 9.46 9.45 9.01 299
－ 255 191 197 － － － 269 257 2 － － 16.6 16.0 478

212 244 199 205 209 215 251 251 246 2 10.4 9.94 9.93 9.47 303
－ 265 201 207 － － － 279 267 2 － － 18.0 17.4 504

ra

ra ra

ra

ra

φdbφdaφDb φDb φdaφDbφdaφdc φddφDa

226

NNU4920 NNU4920K NN4920 NN4920K 100 140 40 1.1 131 260 13 300 26 500 6 000 7 200
― ― NN3020 NN3020K 100 150 37 1.5 153 256 15 600 26 100 5 600 6 700
― ― NN3020HST6 NN3020HST6K 100 150 37 1.5 149 247 15 200 25 200 6 500 9 000
― ― NN3020HSRT6 NN3020HSRT6K 100 150 37 1.5 149 247 15 200 25 200 8 000 14 000

NNU4921 NNU4921K NN4921 NN4921K 105 145 40 1.1 133 268 13 500 27 400 5 700 6 900
― ― NN3021 NN3021K 105 160 41 2 198 320 20 200 33 000 5 300 6 400
― ― NN3021HST6 NN3021HST6K 105 160 41 2 198 320 20 200 33 000 6 200 8 500
― ― NN3021HSRT6 NN3021HSRT6K 105 160 41 2 198 320 20 200 33 000 7 100 11 300

NNU4922 NNU4922K NN4922 NN4922K 110 150 40 1.1 137 284 14 000 28 900 5 500 6 600
― ― NN3022 NN3022K 110 170 45 2 229 375 23 300 38 000 5 000 6 000
― ― NN3022HST6 NN3022HST6K 110 170 45 2 229 375 23 300 38 000 5 800 8 000
― ― NN3022HSRT6 NN3022HSRT6K 110 170 45 2 229 375 23 300 38 000 6 700 10 600

NNU4924 NNU4924K NN4924 NN4924K 120 165 45 1.1 183 360 18 700 37 000 5 000 6 000
― ― NN3024 NN3024K 120 180 46 2 233 390 23 700 40 000 4 600 5 600
― ― NN3024HST6 NN3024HST6K 120 180 46 2 226 380 23 100 38 500 5 400 7 500
― ― NN3024HSRT6 NN3024HSRT6K 120 180 46 2 226 380 23 100 38 500 6 200 9 900

NNU4926 NNU4926K NN4926 NN4926K 130 180 50 1.5 220 440 22 400 45 000 4 600 5 500
― ― NN3026 NN3026K 130 200 52 2 284 475 29 000 48 500 4 200 5 100
― ― NN3026HST6 NN3026HST6K 130 200 52 2 284 475 29 000 48 500 4 900 6 800
― ― NN3026HSRT6 NN3026HSRT6K 130 200 52 2 284 475 29 000 48 500 5 700 9 000

NNU4928 NNU4928K NN4928 NN4928K 140 190 50 1.5 227 470 23 100 48 000 4 300 5 200
― ― NN3028 NN3028K 140 210 53 2 298 515 30 500 52 500 4 000 4 800
― ― NN3028HST6 NN3028HST6K 140 210 53 2 298 515 30 500 52 500 4 700 6 400

NNU4930 NNU4930K NN4930 NN4930K 150 210 60 2 345 690 35 000 70 500 3 900 4 800
― ― NN3030 NN3030K 150 225 56 2.1 335 585 34 000 60 000 3 700 4 500
― ― NN3030HS NN3030HSK 150 225 56 2.1 335 585 34 000 60 000 4 300 6 000

NNU4932 NNU4932K NN4932 NN4932K 160 220 60 2 355 740 36 500 75 500 3 700 4 500
― ― NN3032 NN3032K 160 240 60 2.1 375 660 38 000 67 500 3 500 4 200
― ― NN3032HS NN3032HSK 160 240 60 2.1 375 660 38 000 67 500 4 100 5 600

NNU4934 NNU4934K NN4934 NN4934K 170 230 60 2 360 765 37 000 78 000 3 600 4 300
― ― NN3034 NN3034K 170 260 67 2.1 440 775 45 000 79 000 3 200 3 900

NNU4936 NNU4936K NN4936 NN4936K 180 250 69 2 460 965 46 500 98 500 3 200 3 800
― ― NN3036 NN3036K 180 280 74 2.1 565 995 57 500 102 000 3 000 3 600

NNU4938 NNU4938K NN4938 NN4938K 190 260 69 2 475 1 030 48 500 105 000 3 000 3 600
― ― NN3038 NN3038K 190 290 75 2.1 580 1 040 59 000 106 000 2 800 3 300
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NNU4940 NNU4940K NN4940 NN4940K 200 280 80 2.1 555 1 180 56 500 120 000 2 900 3 500
― ― NN3040 NN3040K 200 310 82 2.1 655 1 170 66 500 119 000 2 600 3 100

NNU4944 NNU4944K NN4944 NN4944K 220 300 80 2.1 585 1 300 59 500 132 000 2 600 3 100
― ― NN3044 NN3044K 220 340 90 3 815 1 480 83 000 151 000 2 300 2 800

NNU4948 NNU4948K NN4948 NN4948K 240 320 80 2.1 610 1 410 62 500 144 000 2 300 2 800
― ― NN3048 NN3048K 240 360 92 3 855 1 600 87 000 163 000 2 200 2 600

NNU4952 NNU4952K NN4952 NN4952K 260 360 100 2.1 900 2 070 92 000 211 000 2 200 2 600
― ― NN3052 NN3052K 260 400 104 4 1 060 1 990 108 000 203 000 2 100 2 500

NNU4956 NNU4956K NN4956 NN4956K 280 380 100 2.1 925 2 200 94 500 224 000 1 900 2 300
― ― NN3056 NN3056K 280 420 106 4 1 080 2 080 110 000 212 000 1 800 2 100

NNU4960 NNU4960K NN4960 NN4960K 300 420 118 3 1 200 2 800 122 000 285 000 1 800 2 100
― ― NN3060 NN3060K 300 460 118 4 1 330 2 560 135 000 261 000 1 600 2 000

NNU4964 NNU4964K NN4964 NN4964K 320 440 118 3 1 240 2 970 126 000 305 000 1 600 2 000
― ― NN3064 NN3064K 320 480 121 4 1 350 2 670 138 000 272 000 1 500 1 800

NNU4968 NNU4968K ― ― 340 460 118 3 1 270 3 150 130 000 320 000 1 500 1 800
― ― NN3068 NN3068K 340 520 133 5 1 620 3 200 165 000 325 000 1 500 1 800

NNU4972 NNU4972K ― ― 360 480 118 3 1 290 3 250 131 000 330 000 1 500 1 800
― ― NN3072 NN3072K 360 540 134 5 1 650 3 300 169 000 340 000 1 400 1 600

NNU4976 NNU4976K ― ― 380 520 140 4 1 630 4 050 167 000 415 000 1 400 1 600
― ― NN3076 NN3076K 380 560 135 5 1 690 3 450 172 000 355 000 1 300 1 500

NNU4980 NNU4980K ― ― 400 540 140 4 1 690 4 300 172 000 435 000 1 300 1 500
― ― NN3080 NN3080K 400 600 148 5 2 040 4 150 208 000 420 000 1 200 1 400

NNU4984 NNU4984K ― ― 420 560 140 4 1 740 4 500 177 000 460 000 1 200 1 500
― ― NN3084 NN3084K 420 620 150 5 2 080 4 300 212 000 440 000 1 100 1 400

NNU4988 NNU4988K ― ― 440 600 160 4 2 150 5 550 219 000 565 000 1 100 1 400
― ― NN3088 NN3088K 440 650 157 6 2 420 5 100 247 000 520 000 1 100 1 300

NNU4992 NNU4992K ― ― 460 620 160 4 2 220 5 850 226 000 595 000 1 100 1 300
― ― NN3092 NN3092K 460 680 163 6 2 550 5 350 260 000 545 000 1 000 1 200

NNU4996 NNU4996K ― ― 480 650 170 5 2 280 5 900 233 000 600 000 1 000 1 200

NNU49/500 NNU49/500K ― ― 500 670 170 5 2 360 6 200 240 000 635 000 1 000 1 200



229

ra

ra ra

ra

ra

φdbφdaφDb φDb φdaφDbφdaφdc φddφDa

225 261 211 218 222 228 269 269 264 2 14.7 14.0 14.0 13.3 437
－ 282 211 218 － － － 299 285 2 － － 21.6 20.8 649

245 281 231 238 242 248 289 289 284 2 15.9 15.2 15.2 14.5 485
－ 310 233 240 － － － 327 313 2.5 － － 29.3 28.2 877

265 301 251 258 262 269 309 309 304 2 17.2 16.4 16.4 15.6 518
－ 330 253 261 － － － 347 333 2.5 － － 32.8 31.6 973

292 336 271 279 288 296 349 349 339 2 29.6 28.3 28.3 27.0 850
－ 364 276 285 － － － 384 367 3 － － 47.4 45.8 1 370

312 356 291 299 308 316 369 369 359 2 31.6 30.2 30.2 28.8 897
－ 384 296 305 － － － 404 387 3 － － 51.1 49.3 1 500

339 391 313 323 335 343 407 407 394 2.5 48.6 46.4 46.4 44.2 1 360
－ 418 316 326 － － － 444 421 3 － － 70.8 68.6 2 000

359 411 333 343 355 363 427 427 414 2.5 51.4 49.1 49.0 46.7 1 450
－ 438 336 346 － － － 464 441 3 － － 76.2 73.5 2 200

379 － 353 363 375 383 447 － － 2.5 54.2 51.7 － － －
－ 473 360 371 － － － 500 477 4 － － 102 98.5 2 950

398 － 373 383 394 402 467 － － 2.5 57.0 54.4 － － －
－ 493 380 391 － － － 520 497 4 － － 107 103 3 600

425 － 396 408 420 430 504 － － 3 84.5 80.6 － － －
－ 512 400 411 － － － 540 516 4 － － 113 109 3 340

445 － 416 428 440 450 524 － － 3 88.2 84.1 － － －
－ 547 420 432 － － － 580 551 4 － － 146 141 4 230

465 － 436 448 460 470 544 － － 3 92.0 87.7 － － －
－ 567 440 452 － － － 600 571 4 － － 154 148 4 520

492 － 456 469 487 497 584 － － 3 127 121 － － －
－ 596 464 477 － － － 626 601 5 － － 178 172 5 000

512 － 476 489 507 517 604 － － 3 132 126 － － －
－ 622 484 498 － － － 656 627 5 － － 202 195 6 030

534 － 500 514 531 541 630 － － 4 156 149 － － －

556 － 520 534 551 561 650 － － 4 162 155 － － －

228

r r r

r

B
r

r

φdφd φEwφD

B

φd φd φFWφD

NNU4940 NNU4940K NN4940 NN4940K 200 280 80 2.1 555 1 180 56 500 120 000 2 900 3 500
― ― NN3040 NN3040K 200 310 82 2.1 655 1 170 66 500 119 000 2 600 3 100

NNU4944 NNU4944K NN4944 NN4944K 220 300 80 2.1 585 1 300 59 500 132 000 2 600 3 100
― ― NN3044 NN3044K 220 340 90 3 815 1 480 83 000 151 000 2 300 2 800

NNU4948 NNU4948K NN4948 NN4948K 240 320 80 2.1 610 1 410 62 500 144 000 2 300 2 800
― ― NN3048 NN3048K 240 360 92 3 855 1 600 87 000 163 000 2 200 2 600

NNU4952 NNU4952K NN4952 NN4952K 260 360 100 2.1 900 2 070 92 000 211 000 2 200 2 600
― ― NN3052 NN3052K 260 400 104 4 1 060 1 990 108 000 203 000 2 100 2 500

NNU4956 NNU4956K NN4956 NN4956K 280 380 100 2.1 925 2 200 94 500 224 000 1 900 2 300
― ― NN3056 NN3056K 280 420 106 4 1 080 2 080 110 000 212 000 1 800 2 100

NNU4960 NNU4960K NN4960 NN4960K 300 420 118 3 1 200 2 800 122 000 285 000 1 800 2 100
― ― NN3060 NN3060K 300 460 118 4 1 330 2 560 135 000 261 000 1 600 2 000

NNU4964 NNU4964K NN4964 NN4964K 320 440 118 3 1 240 2 970 126 000 305 000 1 600 2 000
― ― NN3064 NN3064K 320 480 121 4 1 350 2 670 138 000 272 000 1 500 1 800

NNU4968 NNU4968K ― ― 340 460 118 3 1 270 3 150 130 000 320 000 1 500 1 800
― ― NN3068 NN3068K 340 520 133 5 1 620 3 200 165 000 325 000 1 500 1 800

NNU4972 NNU4972K ― ― 360 480 118 3 1 290 3 250 131 000 330 000 1 500 1 800
― ― NN3072 NN3072K 360 540 134 5 1 650 3 300 169 000 340 000 1 400 1 600

NNU4976 NNU4976K ― ― 380 520 140 4 1 630 4 050 167 000 415 000 1 400 1 600
― ― NN3076 NN3076K 380 560 135 5 1 690 3 450 172 000 355 000 1 300 1 500

NNU4980 NNU4980K ― ― 400 540 140 4 1 690 4 300 172 000 435 000 1 300 1 500
― ― NN3080 NN3080K 400 600 148 5 2 040 4 150 208 000 420 000 1 200 1 400

NNU4984 NNU4984K ― ― 420 560 140 4 1 740 4 500 177 000 460 000 1 200 1 500
― ― NN3084 NN3084K 420 620 150 5 2 080 4 300 212 000 440 000 1 100 1 400

NNU4988 NNU4988K ― ― 440 600 160 4 2 150 5 550 219 000 565 000 1 100 1 400
― ― NN3088 NN3088K 440 650 157 6 2 420 5 100 247 000 520 000 1 100 1 300

NNU4992 NNU4992K ― ― 460 620 160 4 2 220 5 850 226 000 595 000 1 100 1 300
― ― NN3092 NN3092K 460 680 163 6 2 550 5 350 260 000 545 000 1 000 1 200

NNU4996 NNU4996K ― ― 480 650 170 5 2 280 5 900 233 000 600 000 1 000 1 200

NNU49/500 NNU49/500K ― ― 500 670 170 5 2 360 6 200 240 000 635 000 1 000 1 200



230

r

r1 r1

B B

φEw φEwφd φdφD φD

N1006HS N1006HSK 30 55 13 1 0.6 48.5 17.2 17.6 1 750 1 790 20 500 32 100

N1007HS N1007HSK 35 62 14 1 0.6 55 21.2 22.5 2 160 2 300 18 000 28 200

N1008HS N1008HSK 40 68 15 1 0.6 61 24.3 26.3 2 480 2 680 16 100 25 300

N1009HS N1009HSK 45 75 16 1 0.6 67.5 29.1 32.5 2 970 3 350 14 500 22 800

N1010HS N1010HSK 50 80 16 1 0.6 72.5 29.9 34.5 3 050 3 550 13 400 21 100

N1011HS N1011HSK 55 90 18 1.1 1 81 39.0 46.0 4 000 4 700 12 100 18 900

N1012HS N1012HSK 60 95 18 1.1 1 86.1 40.0 48.5 4 100 4 950 11 300 17 700

N1013HS N1013HSK 65 100 18 1.1 1 91 42.5 53.5 4 300 5 450 10 600 16 600

N1014HS N1014HSK 70 110 20 1.1 1 100 52.0 65.5 5 300 6 700 9 700 15 200

N1015HS N1015HSK 75 115 20 1.1 1 105 53.0 69.0 5 400 7 050 9 200 14 400

N1016HS N1016HSK 80 125 22 1.1 1 113 63.5 82.0 6 450 8 400 8 500 13 400



231

35 50 49 1 0.6 0.143 4.33 N1006HS N1006HSK

40 57 56 1 0.6 0.190 5.06 N1007HS N1007HSK

45 63 62 1 0.6 0.235 7.10 N1008HS N1008HSK

50 70 69 1 0.6 0.298 8.85 N1009HS N1009HSK

55 75 74 1 0.6 0.323 10.8 N1010HS N1010HSK

61.5 83.5 82 1 1 0.473 15.0 N1011HS N1011HSK

66.5 88.5 87 1 1 0.505 15.3 N1012HS N1012HSK

71.5 93.5 92 1 1 0.538 19.0 N1013HS N1013HSK

76.5 103.5 101 1 1 0.745 22.0 N1014HS N1014HSK

81.5 108.5 106 1 1 0.787 26.5 N1015HS N1015HSK

86.5 118.5 114 1 1 1.05 31.1 N1016HS N1016HSK

φDb φdaφDb

r1a

ra

230

r

r1 r1

B B

φEw φEwφd φdφD φD

N1006HS N1006HSK 30 55 13 1 0.6 48.5 17.2 17.6 1 750 1 790 20 500 32 100

N1007HS N1007HSK 35 62 14 1 0.6 55 21.2 22.5 2 160 2 300 18 000 28 200

N1008HS N1008HSK 40 68 15 1 0.6 61 24.3 26.3 2 480 2 680 16 100 25 300

N1009HS N1009HSK 45 75 16 1 0.6 67.5 29.1 32.5 2 970 3 350 14 500 22 800

N1010HS N1010HSK 50 80 16 1 0.6 72.5 29.9 34.5 3 050 3 550 13 400 21 100

N1011HS N1011HSK 55 90 18 1.1 1 81 39.0 46.0 4 000 4 700 12 100 18 900

N1012HS N1012HSK 60 95 18 1.1 1 86.1 40.0 48.5 4 100 4 950 11 300 17 700

N1013HS N1013HSK 65 100 18 1.1 1 91 42.5 53.5 4 300 5 450 10 600 16 600

N1014HS N1014HSK 70 110 20 1.1 1 100 52.0 65.5 5 300 6 700 9 700 15 200

N1015HS N1015HSK 75 115 20 1.1 1 105 53.0 69.0 5 400 7 050 9 200 14 400

N1016HS N1016HSK 80 125 22 1.1 1 113 63.5 82.0 6 450 8 400 8 500 13 400



232

r

r1 r1

B B

φEw φEwφd φdφD φD

N1017HS N1017HSK 85 130 22 1.1 1 118 65.0 86.0 6 650 8 800 8 100 12 800

N1018HS N1018HSK 90 140 24 1.5 1.1 127 78.5 105 8 000 10 700 7 600 11 900

N1019HS N1019HSK 95 145 24 1.5 1.1 132 80.5 110 8 200 11 200 7 300 11 400

N1020HS N1020HSK 100 150 24 1.5 1.1 137 82.0 115 8 400 11 700 7 000 11 000

N1021HS N1021HSK 105 160 26 2 1.1 146 109 149 11 100 15 200 6 600 10 400

N1022HS N1022HSK 110 170 28 2 1.1 155 126 173 12 800 17 700 6 200 9 800

N1024HS N1024HSK 120 180 28 2 1.1 165 128 182 13 100 18 500 5 800 9 100

N1026HS N1026HSK 130 200 33 2 1.1 182 156 220 15 900 22 400 5 300 8 300

N1028HS N1028HSK 140 210 33 2 1.1 192 164 240 16 800 24 400 5 000 7 800

N1030HS N1030HSK 150 225 35 2.1 1.5 206 185 273 18 800 27 800 4 700 7 300

N1032HS N1032HSK 160 240 38 2.1 1.5 219 206 305 21 000 31 500 4 400 6 900



233

φDb φdaφDb

r1a

ra

91.5 123.5 119 1 1 1.10 33.4 N1017HS N1017HSK

98 132 129 1.5 1 1.43 40.0 N1018HS N1018HSK

103 137 134 1.5 1 1.50 46.5 N1019HS N1019HSK

108 142 139 1.5 1 1.55 53.5 N1020HS N1020HSK

114 151 148 2 1 1.96 56.2 N1021HS N1021HSK

119 161 157 2 1 2.44 68.8 N1022HS N1022HSK

129 171 167 2 1 2.61 87.5 N1024HS N1024HSK

139 191 183 2 1 3.95 118 N1026HS N1026HSK

149 201 194 2 1 4.19 130 N1028HS N1028HSK

161 214 208 2 1.5 5.10 151 N1030HS N1030HSK

171 229 221 2 1.5 6.30 172 N1032HS N1032HSK

232

r

r1 r1

B B

φEw φEwφd φdφD φD

N1017HS N1017HSK 85 130 22 1.1 1 118 65.0 86.0 6 650 8 800 8 100 12 800

N1018HS N1018HSK 90 140 24 1.5 1.1 127 78.5 105 8 000 10 700 7 600 11 900

N1019HS N1019HSK 95 145 24 1.5 1.1 132 80.5 110 8 200 11 200 7 300 11 400

N1020HS N1020HSK 100 150 24 1.5 1.1 137 82.0 115 8 400 11 700 7 000 11 000

N1021HS N1021HSK 105 160 26 2 1.1 146 109 149 11 100 15 200 6 600 10 400

N1022HS N1022HSK 110 170 28 2 1.1 155 126 173 12 800 17 700 6 200 9 800

N1024HS N1024HSK 120 180 28 2 1.1 165 128 182 13 100 18 500 5 800 9 100

N1026HS N1026HSK 130 200 33 2 1.1 182 156 220 15 900 22 400 5 300 8 300

N1028HS N1028HSK 140 210 33 2 1.1 192 164 240 16 800 24 400 5 000 7 800

N1030HS N1030HSK 150 225 35 2.1 1.5 206 185 273 18 800 27 800 4 700 7 300

N1032HS N1032HSK 160 240 38 2.1 1.5 219 206 305 21 000 31 500 4 400 6 900



234

r1

φEw φd φD

B
r1

r

φEw φd φD

B

N1009HSRT6 N1009HSRT6K 45 75 16 1 0.6 67.5 21 22.5 2 150 2 290 18 900 37 500

N1011HSRT6 N1011HSRT6K 55 90 18 1.1 1 81 24.1 28.7 2 460 2 930 15 400 30 900

N1012HSRT6 N1012HSRT6K 60 95 18 1.1 1 86.1 23.8 28.9 2 430 2 950 14 400 28 900

N1013HSRT6 N1013HSRT6K 65 100 18 1.1 1 91 25.3 32 2 580 3 250 13 600 27 200

N1014HSRT6 N1014HSRT6K 70 110 20 1.1 1 100 29.2 37.5 2 980 3 850 12 400 24 700

N1016HSRT6 N1016HSRT6K 80 125 22 1.1 1 113 38 50 3 900 5 100 11 000 21 900

N1018HSRT6 N1018HSRT6K 90 140 24 1.5 1.1 127 48 64.5 4 900 6 550 9 700 19 500

N1020HSRT6 N1020HSRT6K 100 150 24 1.5 1.1 137 50.5 70.5 5 150 7 200 9 000 18 000



235

ra

r1a

φDbφda

50 70 69 1 0.6 9.2 N1009HSRT6 N1009HSRT6K

61.5 83.5 82 1 1 15.7 N1011HSRT6 N1011HSRT6K

66.5 88.5 87 1 1 17.0 N1012HSRT6 N1012HSRT6K

71.5 93.5 92 1 1 17.9 N1013HSRT6 N1013HSRT6K

76.5 103.5 101 1 1 23.3 N1014HSRT6 N1014HSRT6K

86.5 118.5 114 1 1 31.6 N1016HSRT6 N1016HSRT6K

98 132 129 1.5 1 41.1 N1018HSRT6 N1018HSRT6K

108 142 139 1.5 1 45.1 N1020HSRT6 N1020HSRT6K

234

r1

φEw φd φD

B
r1

r

φEw φd φD

B

N1009HSRT6 N1009HSRT6K 45 75 16 1 0.6 67.5 21 22.5 2 150 2 290 18 900 37 500

N1011HSRT6 N1011HSRT6K 55 90 18 1.1 1 81 24.1 28.7 2 460 2 930 15 400 30 900

N1012HSRT6 N1012HSRT6K 60 95 18 1.1 1 86.1 23.8 28.9 2 430 2 950 14 400 28 900

N1013HSRT6 N1013HSRT6K 65 100 18 1.1 1 91 25.3 32 2 580 3 250 13 600 27 200

N1014HSRT6 N1014HSRT6K 70 110 20 1.1 1 100 29.2 37.5 2 980 3 850 12 400 24 700

N1016HSRT6 N1016HSRT6K 80 125 22 1.1 1 113 38 50 3 900 5 100 11 000 21 900

N1018HSRT6 N1018HSRT6K 90 140 24 1.5 1.1 127 48 64.5 4 900 6 550 9 700 19 500

N1020HSRT6 N1020HSRT6K 100 150 24 1.5 1.1 137 50.5 70.5 5 150 7 200 9 000 18 000



236

r1

φEw φd φD

B

r

r1

φEw φd φD

B

N1011HSLT6 N1011HSLT6K 55 90 18 1.1 1 81 24.1 28.7 2 460 2 930 30 900

N1012HSLT6 N1012HSLT6K 60 95 18 1.1 1 86.1 23.8 28.9 2 430 2 950 28 900

N1013HSLT6 N1013HSLT6K 65 100 18 1.1 1 91 25.3 32 2 580 3 250 27 200

N1014HSLT6 N1014HSLT6K 70 110 20 1.1 1 100 29.2 37.5 2 980 3 850 24 700

N1016HSLT6 N1016HSLT6K 80 125 22 1.1 1 113 38 50 3 900 5 100 21 900

N1018HSLT6 N1018HSLT6K 90 140 24 1.5 1.1 127 48 64.5 4 900 6 550 19 500

N1020HSLT6 N1020HSLT6K 100 150 24 1.5 1.1 137 50.5 70.5 5 150 7 200 18 000



237

61.5 83.5 82 1 1 8.5 N1011HSLT6 N1011HSLT6K

66.5 88.5 87 1 1 8.5 N1012HSLT6 N1012HSLT6K

71.5 93.5 92 1 1 8.5 N1013HSLT6 N1013HSLT6K

76.5 103.5 101 1 1 10 N1014HSLT6 N1014HSLT6K

86.5 118.5 114 1 1 10 N1016HSLT6 N1016HSLT6K

98 132 129 1.5 1 10 N1018HSLT6 N1018HSLT6K

108 142 139 1.5 1 10 N1020HSLT6 N1020HSLT6K

ra

r1a

φDbφda

r

236

r1

φEw φd φD

B

r

r1

φEw φd φD

B

N1011HSLT6 N1011HSLT6K 55 90 18 1.1 1 81 24.1 28.7 2 460 2 930 30 900

N1012HSLT6 N1012HSLT6K 60 95 18 1.1 1 86.1 23.8 28.9 2 430 2 950 28 900

N1013HSLT6 N1013HSLT6K 65 100 18 1.1 1 91 25.3 32 2 580 3 250 27 200

N1014HSLT6 N1014HSLT6K 70 110 20 1.1 1 100 29.2 37.5 2 980 3 850 24 700

N1016HSLT6 N1016HSLT6K 80 125 22 1.1 1 113 38 50 3 900 5 100 21 900

N1018HSLT6 N1018HSLT6K 90 140 24 1.5 1.1 127 48 64.5 4 900 6 550 19 500

N1020HSLT6 N1020HSLT6K 100 150 24 1.5 1.1 137 50.5 70.5 5 150 7 200 18 000
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TANN3006K TBNN3006K N1006HS NN3006K 30 31.583 70 19 0.5 0.2
TANN3007K TBNN3007K N1007HS NN3007K 35 36.667 75 20 0.6 0.3
TANN3008K TBNN3008K N1008HS NN3008K 40 41.750 80 21 0.7 0.3

TANN3009K TBNN3009K N1009HS NN3009K 45 46.917 85 23 0.7 0.4
TANN3010K TBNN3010K N1010HS NN3010K 50 51.917 90 23 0.8 0.5
TANN3011K TBNN3011K N1011HS NN3011K 55 57.167 95 26 0.9 0.7

TANN3012K TBNN3012K N1012HS NN3012K 60 62.167 100 26 1.0 0.8
TANN3013K TBNN3013K N1013HS NN3013K 65 67.167 105 26 1.1 0.9
TANN3014K TBNN3014K N1014HS NN3014K 70 72.500 110 30 1.3 1.3

TANN3015K TBNN3015K N1015HS NN3015K 75 77.500 115 30 1.4 1.4
TANN3016K TBNN3016K N1016HS NN3016K 80 82.833 125 34 1.9 1.7
TANN3017K TBNN3017K N1017HS NN3017K 85 87.833 130 34 2.0 1.9

TANN3018K TBNN3018K N1018HS NN3018K 90 93.083 140 37 2.6 2.4
TANN3019K TBNN3019K N1019HS NN3019K 95 98.083 145 37 2.7 2.6
TANN3020K TBNN3020K N1020HS NN3020K 100 103.083 150 37 2.8 2.8

TANN3021K TBNN3021K N1021HS NN3021K 105 108.417 160 41 3.6 3.5
TANN3022K TBNN3022K N1022HS NN3022K 110 113.750 165 45 4.1 4.0
TANN3024K TBNN3024K N1024HS NN3024K 120 123.833 170 46 4.1 4.7

TANN3026K TBNN3026K N1026HS NN3026K 130 134.333 180 52 4.8 6.4
TANN3028K TBNN3028K N1028HS NN3028K 140 144.417 190 53 5.2 7.4
TANN3030K TBNN3030K N1030HS NN3030K 150 154.667 210 56 7.2 8.4
TANN3032K TBNN3032K N1032HS NN3032K 160 165.000 220 60 8.1 10
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SBNN3007-2 N1007HSK NN3007K 55 101 23
SBNN3008-2 N1008HSK NN3008K 61 107 23
SBNN3009-2 N1009HSK NN3009K 67.5 114 23

SBNN3010-2 N1010HSK NN3010K 72.5 120 23
SBNN3011-2 N1011HSK NN3011K 81 131 25
SBNN3012-2 N1012HSK NN3012K 86.1 138 25

SBNN3013-2 N1013HSK NN3013K 91 145 25
SBNN3014-2 N1014HSK NN3014K 100 156 28
SBNN3015-2 N1015HSK NN3015K 105 161 28

SBNN3016-2 N1016HSK NN3016K 113 175 30
SBNN3017-2 N1017HSK NN3017K 118 185 30
SBNN3018-2 N1018HSK NN3018K 127 195 33

SBNN3019-2 N1019HSK NN3019K 132 204 33
SBNN3020-2 N1020HSK NN3020K 137 210 33
SBNN3021-2 N1021HSK NN3021K 146 220 36

SBNN3022-2 N1022HSK NN3022K 155 235 40
SBNN3024-2 N1024HSK NN3024K 165 250 40
SBNN3026-2 N1026HSK NN3026K 182 275 45

SBNN3028-2 N1028HSK NN3028K 192 285 45
SBNN3030-2 N1030HSK NN3030K 206 305 50
SBNN3032-2 N1032HSK NN3032K 219 320 50

238

TANN3006K TBNN3006K N1006HS NN3006K 30 31.583 70 19 0.5 0.2
TANN3007K TBNN3007K N1007HS NN3007K 35 36.667 75 20 0.6 0.3
TANN3008K TBNN3008K N1008HS NN3008K 40 41.750 80 21 0.7 0.3

TANN3009K TBNN3009K N1009HS NN3009K 45 46.917 85 23 0.7 0.4
TANN3010K TBNN3010K N1010HS NN3010K 50 51.917 90 23 0.8 0.5
TANN3011K TBNN3011K N1011HS NN3011K 55 57.167 95 26 0.9 0.7

TANN3012K TBNN3012K N1012HS NN3012K 60 62.167 100 26 1.0 0.8
TANN3013K TBNN3013K N1013HS NN3013K 65 67.167 105 26 1.1 0.9
TANN3014K TBNN3014K N1014HS NN3014K 70 72.500 110 30 1.3 1.3

TANN3015K TBNN3015K N1015HS NN3015K 75 77.500 115 30 1.4 1.4
TANN3016K TBNN3016K N1016HS NN3016K 80 82.833 125 34 1.9 1.7
TANN3017K TBNN3017K N1017HS NN3017K 85 87.833 130 34 2.0 1.9

TANN3018K TBNN3018K N1018HS NN3018K 90 93.083 140 37 2.6 2.4
TANN3019K TBNN3019K N1019HS NN3019K 95 98.083 145 37 2.7 2.6
TANN3020K TBNN3020K N1020HS NN3020K 100 103.083 150 37 2.8 2.8

TANN3021K TBNN3021K N1021HS NN3021K 105 108.417 160 41 3.6 3.5
TANN3022K TBNN3022K N1022HS NN3022K 110 113.750 165 45 4.1 4.0
TANN3024K TBNN3024K N1024HS NN3024K 120 123.833 170 46 4.1 4.7

TANN3026K TBNN3026K N1026HS NN3026K 130 134.333 180 52 4.8 6.4
TANN3028K TBNN3028K N1028HS NN3028K 140 144.417 190 53 5.2 7.4
TANN3030K TBNN3030K N1030HS NN3030K 150 154.667 210 56 7.2 8.4
TANN3032K TBNN3032K N1032HS NN3032K 160 165.000 220 60 8.1 10
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243242
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T1

C

φJ

r1

r

φd φEW φD

562920 562920M 100 104 140 48 24 1.1 0.6 52.0 179 5 300 18 200 3 200 4 200 2.04 1.8

562921 562921M 105 109 145 48 24 1.1 0.6 53.5 188 5 450 19 200 3 000 4 100 2.12 1.87

562922 562922M 110 114 150 48 24 1.1 0.6 54.0 193 5 500 19 700 2 900 3 900 2.21 1.95

562924 562924M 120 124 165 54 27 1.1 0.6 65.0 242 6 600 24 700 2 600 3 500 3.06 2.75

562926 562926M 130 134 180 60 30 1.5 1 75.0 284 7 650 28 900 2 400 3 200 4.11 3.7

562928 562928M 140 144 190 60 30 1.5 1 76.0 297 7 750 30 500 2 300 3 100 4.38 3.94

562930 562930M 150 155 210 72 36 2 1 107 410 10 900 41 500 2 100 2 800 6.88 6.2

562932 562932M 160 165 220 72 36 2 1 109 430 11 100 44 000 2 000 2 600 7.26 6.53

562934 562934M 170 175 230 72 36 2 1 111 450 11 300 46 000 1 900 2 500 7.64 6.88

562936 562936M 180 186 250 84 42 2 1 156 605 15 900 62 000 1 700 2 300 11.2 10

562938 562938M 190 196 260 84 42 2 1 157 625 16 000 63 500 1 700 2 200 11.7 10.5

562940 562940M 200 207 280 96 48 2.1 1.1 185 735 18 800 75 000 1 600 2 100 16.3 14.7

562944 562944M 220 227 300 96 48 2.1 1.1 190 795 19 400 81 000 1 400 1 900 17.7 16

562948 562948M 240 247 320 96 48 2.1 1.1 196 850 20 000 87 000 1 300 1 800 19 17

562952 562952M 260 269 360 120 60 2.1 1.1 261 1 130 26 600 116 000 1 200 1 600 32.9 29.6

562956 562956M 280 289 380 120 60 2.1 1.1 265 1 190 27 000 121 000 1 100 1 500 35 31.5

562960 562960M 300 310 420 144 472 3 1.1 335 1 510 34 500 154 000 1 000 1 400 55 49.5

562964 562964M 320 330 440 144 72 3 1.1 340 1 580 3 500 161 000 1 000 1 300 58.1 52.3



251

126 129 114 134.5 1 0.6 562920 562920M

131 134 119 139.5 1 0.6 562921 562921M

136 139 124 144.5 1 0.6 562922 562922M

150 154.5 138 159.5 1 0.6 562924 562924M

163 168 150 173.5 1.5 1 562926 562926M

173 178 160 183.5 1.5 1 562928 562928M

190 196.5 174 202 2 1 562930 562930M

200 206.5 184 212 2 1 562932 562932M

210 216.5 194 222 2 1 562934 562934M

227 234 207 242 2 1 562936 562936M

237 344 217 252 2 1 562938 562938M

252 261 231 270 2 1 562940 562940M

272 281 251 290 2 1 562944 562944M

292 301 271 310 2 1 562948 562948M

328 336 299 350 2 1 562952 562952M

348 356 319 370 2 1 562956 562956M

384 391 349 410 2.5 1 562960 562960M

404 411 369 430 2.5 1 562964 562964M

φdaφDb

r1a

ra

150 200 8 4
200 210 12 6
210 260 12 6

260 320 14 6

4-do

Wo

250

T1

C

φJ

r1

r

φd φEW φD

562920 562920M 100 104 140 48 24 1.1 0.6 52.0 179 5 300 18 200 3 200 4 200 2.04 1.8

562921 562921M 105 109 145 48 24 1.1 0.6 53.5 188 5 450 19 200 3 000 4 100 2.12 1.87

562922 562922M 110 114 150 48 24 1.1 0.6 54.0 193 5 500 19 700 2 900 3 900 2.21 1.95

562924 562924M 120 124 165 54 27 1.1 0.6 65.0 242 6 600 24 700 2 600 3 500 3.06 2.75

562926 562926M 130 134 180 60 30 1.5 1 75.0 284 7 650 28 900 2 400 3 200 4.11 3.7

562928 562928M 140 144 190 60 30 1.5 1 76.0 297 7 750 30 500 2 300 3 100 4.38 3.94

562930 562930M 150 155 210 72 36 2 1 107 410 10 900 41 500 2 100 2 800 6.88 6.2

562932 562932M 160 165 220 72 36 2 1 109 430 11 100 44 000 2 000 2 600 7.26 6.53

562934 562934M 170 175 230 72 36 2 1 111 450 11 300 46 000 1 900 2 500 7.64 6.88

562936 562936M 180 186 250 84 42 2 1 156 605 15 900 62 000 1 700 2 300 11.2 10

562938 562938M 190 196 260 84 42 2 1 157 625 16 000 63 500 1 700 2 200 11.7 10.5

562940 562940M 200 207 280 96 48 2.1 1.1 185 735 18 800 75 000 1 600 2 100 16.3 14.7

562944 562944M 220 227 300 96 48 2.1 1.1 190 795 19 400 81 000 1 400 1 900 17.7 16

562948 562948M 240 247 320 96 48 2.1 1.1 196 850 20 000 87 000 1 300 1 800 19 17

562952 562952M 260 269 360 120 60 2.1 1.1 261 1 130 26 600 116 000 1 200 1 600 32.9 29.6

562956 562956M 280 289 380 120 60 2.1 1.1 265 1 190 27 000 121 000 1 100 1 500 35 31.5

562960 562960M 300 310 420 144 472 3 1.1 335 1 510 34 500 154 000 1 000 1 400 55 49.5

562964 562964M 320 330 440 144 72 3 1.1 340 1 580 3 500 161 000 1 000 1 300 58.1 52.3



252

T1

C

φJ

r1

r

φd φEW φD

562005 562005M 25 27 47 28 14 0.6 0.3 13.2 28.3 1 350 2 890 10 400 14 000 0.197 0.177

562006 562006M 30 32 55 32 16 1 0.6 14.0 32.5 1 420 3 350 8 700 11 700 0.301 0.28

562007 562007M 35 37 62 34 17 1 0.6 19.7 48.5 2 010 4 950 7 700 10 300 0.394 0.35

562008 562008M 40 42 68 36 18 1 0.6 23.8 58.5 2 430 5 950 7 000 9 400 0.482 0.44

562009 562009M 45 47 75 38 19 1 0.6 26.0 69.0 2 650 7 000 6 200 8 300 0.605 0.54

562010 562010M 50 52 80 38 19 1 0.6 26.8 74.0 2 730 7 550 5 700 7 700 0.638 0.59

562011 562011M 55 57 90 44 22 1.1 0.6 37.0 99.0 3 800 10 100 5 200 7 000 0.988 0.9

562012 562012M 60 62 95 44 22 1.1 0.6 37.5 103 3 850 10 500 4 900 6 500 1.06 0.96

562013 562013M 65 67 100 44 22 1.1 0.6 39.0 111 3 950 11 300 4 600 6 100 1.08 1

562014 562014M 70 73 110 48 24 1.1 0.6 47.5 140 4 850 14 300 4 200 5 600 1.53 1.4

562015 562015M 75 78 115 48 24 1.1 0.6 49.0 150 5 000 15 300 3 900 5 300 1.61 1.5

562016 562016M 80 83 125 54 27 1.1 0.6 57.5 178 5 850 18 200 3 700 4 900 2.2 2

562017 562017M 85 88 130 54 27 1.1 0.6 58.0 184 5 950 18 800 3 500 4 700 2.31 2.1

562018 562018M 90 93 140 60 30 1.5 1 67.5 216 6 850 22 000 3 300 4 400 3.05 2.7

562019 562019M 95 98 145 60 30 1.5 1 68.0 223 6 950 22 700 3 100 4 200 3.18 2.9

562020 562020M 100 103 150 60 30 1.5 1 68.5 229 7 000 23 400 3 000 4 000 3.32 3

562021 562021M 105 109 160 66 33 2 1 78.5 266 8 000 27 100 2 800 3 800 4.19 3.7

562022 562022M 110 114 170 72 36 2 1 96.0 315 9 750 32 500 2 700 3 600 5.35 4.9

562024 562024M 120 124 180 72 36 2 1 98.0 335 10 000 34 500 2 500 3 300 5.73 5.2

562026 562026M 130 135 200 84 42 2 1 139 460 14 200 47 000 2 300 3 100 8.58 7.6

562028 562028M 140 144 210 84 42 2 1 144 495 14 600 50 500 2 200 2 900 9.1 8.1

562030 562030M 150 155 225 90 45 2.1 1.1 147 525 15 000 53 500 2 000 2 700 11.2 10

562032 562032M 160 165 240 96 48 2.1 1.1 172 620 17 600 63 000 1 900 2 500 13.6 11.9

562034 562034M 170 175 260 108 54 2.1 1.1 202 735 20 600 75 000 1 800 2 400 18.5 16.5

562036 562036M 180 186 280 120 60 2.1 1.1 234 865 23 900 88 000 1 600 2 200 24.7 21.8

562038 562038M 190 196 290 120 60 2.1 1.1 236 890 24 100 91000 1 600 2 100 25.5 23

562040 562040M 200 207 310 132 66 2.1 1.1 271 1 030 27 700 105 000 1 500 2 000 32.7 29.7

562044 562044M 220 227 340 144 72 3 1.1 335 1 270 34 000 129 000 1 300 1 800 42.8 38.5

562048 562048M 240 247 360 144 72 3 1.1 340 1 350 35 000 137 000 1 300 1 700 45.8 41.2

562052 562052M 260 269 400 164 82 4 1.5 405 1 710 41 500 174 000 1 100 1 500 67 60.3

562056 562056M 280 289 420 164 82 4 1.5 415 1 810 42 500 185 000 1 100 1 500 71.1 64

562060 562060M 300 310 460 190 95 4 1.5 475 2 170 48 500 221 000 1 000 1 300 102 91.8

562964 562964M 320 330 480 190 95 4 1.5 480 2 230 4 900 228 000 1 000 1 300 108 97.2
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40 41.3 33 44 0.6 0.3 562005 562005M

47 48.5 40 50.5 1 0.6 562006 562006M

53 55 45.5 57.5 1 0.6 562007 562007M

58.5 61 50 63.5 1 0.6 562008 562008M

65 67.5 56.5 70.5 1 0.6 562009 562009M

70 72.5 61.5 75.5 1 0.6 562010 562010M

78 81 67.5 84 1 0.6 562011 562011M

83 86.1 72.5 89 1 0.6 562012 562012M

88 91 77.5 94 1 0.6 562013 562013M

97 100 85 104 1 0.6 562014 562014M

102 105 90 109 1 0.6 562015 562015M

110 113 96.5 119 1 0.6 562016 562016M

115 118 102 124 1 0.6 562017 562017M

123 127 109 133.5 1.5 1 562018 562018M

128 132 114 138.5 1.5 1 562019 562019M

133 137 119 143.5 1.5 1 562020 562020M

142 146 127 152 2 1 562021 562021M

150 155 133 162 2 1 562022 562022M

160 165 143 172 2 1 562024 562024M

177 182 155 192 2 1 562026 562026M

187 192 165 202 2 1 562028 562028M

200 206 178 215 2 1 562030 562030M

212 219 189 230 2 1 562032 562032M

230 236 203 250 2 1 562034 562034M

248 255 219 270 2 1 562036 562036M

258 265 229 280 2 1 562038 562038M

274 282 243 300 2 1 562040 562040M

304 310 267 330 2.5 1 562044 562044M

322 330 287 350 2.5 1 562048 562048M

354 364 315 388 3 1.5 562052 562052M

374 384 335 408 3 1.5 562056 562056M

406 418 364 448 3 1.5 562060 562060M

426 438 384 468 3 1.5 562964 562964M

φdaφDb

r1a

ra

4-do

Wo

50 4.5 2
50 80 6 3
80 150 8 4

150 200 12 6
200 210 12 6
210 260 14 6

260 320 16 8

252

T1

C

φJ

r1

r

φd φEW φD

562005 562005M 25 27 47 28 14 0.6 0.3 13.2 28.3 1 350 2 890 10 400 14 000 0.197 0.177

562006 562006M 30 32 55 32 16 1 0.6 14.0 32.5 1 420 3 350 8 700 11 700 0.301 0.28

562007 562007M 35 37 62 34 17 1 0.6 19.7 48.5 2 010 4 950 7 700 10 300 0.394 0.35

562008 562008M 40 42 68 36 18 1 0.6 23.8 58.5 2 430 5 950 7 000 9 400 0.482 0.44

562009 562009M 45 47 75 38 19 1 0.6 26.0 69.0 2 650 7 000 6 200 8 300 0.605 0.54

562010 562010M 50 52 80 38 19 1 0.6 26.8 74.0 2 730 7 550 5 700 7 700 0.638 0.59

562011 562011M 55 57 90 44 22 1.1 0.6 37.0 99.0 3 800 10 100 5 200 7 000 0.988 0.9

562012 562012M 60 62 95 44 22 1.1 0.6 37.5 103 3 850 10 500 4 900 6 500 1.06 0.96

562013 562013M 65 67 100 44 22 1.1 0.6 39.0 111 3 950 11 300 4 600 6 100 1.08 1

562014 562014M 70 73 110 48 24 1.1 0.6 47.5 140 4 850 14 300 4 200 5 600 1.53 1.4

562015 562015M 75 78 115 48 24 1.1 0.6 49.0 150 5 000 15 300 3 900 5 300 1.61 1.5

562016 562016M 80 83 125 54 27 1.1 0.6 57.5 178 5 850 18 200 3 700 4 900 2.2 2

562017 562017M 85 88 130 54 27 1.1 0.6 58.0 184 5 950 18 800 3 500 4 700 2.31 2.1

562018 562018M 90 93 140 60 30 1.5 1 67.5 216 6 850 22 000 3 300 4 400 3.05 2.7

562019 562019M 95 98 145 60 30 1.5 1 68.0 223 6 950 22 700 3 100 4 200 3.18 2.9

562020 562020M 100 103 150 60 30 1.5 1 68.5 229 7 000 23 400 3 000 4 000 3.32 3

562021 562021M 105 109 160 66 33 2 1 78.5 266 8 000 27 100 2 800 3 800 4.19 3.7

562022 562022M 110 114 170 72 36 2 1 96.0 315 9 750 32 500 2 700 3 600 5.35 4.9

562024 562024M 120 124 180 72 36 2 1 98.0 335 10 000 34 500 2 500 3 300 5.73 5.2

562026 562026M 130 135 200 84 42 2 1 139 460 14 200 47 000 2 300 3 100 8.58 7.6

562028 562028M 140 144 210 84 42 2 1 144 495 14 600 50 500 2 200 2 900 9.1 8.1

562030 562030M 150 155 225 90 45 2.1 1.1 147 525 15 000 53 500 2 000 2 700 11.2 10

562032 562032M 160 165 240 96 48 2.1 1.1 172 620 17 600 63 000 1 900 2 500 13.6 11.9

562034 562034M 170 175 260 108 54 2.1 1.1 202 735 20 600 75 000 1 800 2 400 18.5 16.5

562036 562036M 180 186 280 120 60 2.1 1.1 234 865 23 900 88 000 1 600 2 200 24.7 21.8

562038 562038M 190 196 290 120 60 2.1 1.1 236 890 24 100 91000 1 600 2 100 25.5 23

562040 562040M 200 207 310 132 66 2.1 1.1 271 1 030 27 700 105 000 1 500 2 000 32.7 29.7

562044 562044M 220 227 340 144 72 3 1.1 335 1 270 34 000 129 000 1 300 1 800 42.8 38.5

562048 562048M 240 247 360 144 72 3 1.1 340 1 350 35 000 137 000 1 300 1 700 45.8 41.2

562052 562052M 260 269 400 164 82 4 1.5 405 1 710 41 500 174 000 1 100 1 500 67 60.3

562056 562056M 280 289 420 164 82 4 1.5 415 1 810 42 500 185 000 1 100 1 500 71.1 64

562060 562060M 300 310 460 190 95 4 1.5 475 2 170 48 500 221 000 1 000 1 300 102 91.8

562964 562964M 320 330 480 190 95 4 1.5 480 2 230 4 900 228 000 1 000 1 300 108 97.2
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φD φdφd1φD2

2a

2B

r r

r1 r 1

HTA920UADB 100 140 36 1.1 0.6 40.0 109 4 050 11 100 66.0 6 750 8 300 10 400

HTA921UADB 105 145 36 1.1 0.6 41.0 115 4 150 11 700 70.0 7 150 8 000 10 000

HTA922UADB 110 150 36 1.1 0.6 41.5 118 4 200 12 000 72.0 7 350 7 700 9 600

HTA924UADB 120 165 40.5 1.1 0.6 48.0 140 4 900 14 300 87.5 8 900 7 000 8 800

HTA926UADB 130 180 45 1.5 1 57.5 173 5 850 17 600 103 10 500 6 500 8 100

HTA928UADB 140 190 45 1.5 1 57.5 177 5 850 18 000 106 10 800 6 100 7 600

HTA930UADB 150 210 54 2 1 80.5 243 8 200 24 800 143 14 600 5 600 6 900

HTA932UADB 160 220 54 2 1 82.0 255 8 350 26 100 151 15 400 5 300 6 600

HTA934UADB 170 230 54 2 1 84.0 268 8 550 27 300 159 16 200 5 000 6 300

HTA936UADB 180 250 63 2 1 127 400 12 900 41 000 239 24 400 4 700 5 800

HTA938UADB 190 260 63 2 1 129 420 13 200 43 000 252 25 700 4 400 5 600

HTA940UADB 200 280 72 2.1 1.1 152 500 15 500 51 000 305 31 000 4 200 5 200

HTA944UADB 220 300 72 2.1 1.1 156 535 15 900 54 500 330 33 500 3 800 4 800

HTA948UADB 240 320 72 2.1 1.1 160 570 16 300 58 000 350 35 500 3 600 4 500

HTA952UADB 260 360 90 2.1 1.1 210 745 21 400 76 000 460 47 000 3 200 4 000

HTA956UADB 280 380 90 2.1 1.1 216 795 22 000 81 000 490 50 000 3 000 3 800

HTA960UADB 300 420 108 3 1.1 276 1 020 28 100 104 000 610 62 000 2 800 3 500

HTA964UADB 320 440 108 3 1.1 280 1 060 28 500 108 000 635 65 000 2 600 3 300



255

φdaφDb

r1as

ras

87.6 24 0.81 115.3 129.1 110 134 1 0.6 HTA920UADB

90.5 24 0.85 120.3 134.1 115 139 1 0.6 HTA921UADB

93.4 26 0.88 125.3 139.1 120 144 1 0.6 HTA922UADB

102.9 36 1.23 137.4 152.4 130 159 1 0.6 HTA924UADB

112.4 50 1.65 149.4 165.8 142 172.5 1.5 1 HTA926UADB

118.1 53 1.75 159.4 175.8 152 182.5 1.5 1 HTA928UADB

131.4 85 2.74 173.1 193.3 164 202.5 2 1 HTA930UADB

137.1 90 2.89 183.1 203.3 174 212.5 2 1 HTA932UADB

142.9 94 3.05 193.1 213.2 184 222.5 2 1 HTA934UADB

156.2 138 4.78 206.4 213.5 194 242.5 2 1 HTA936UADB

162.0 144 5.00 216.4 241.5 204 252.5 2 1 HTA938UADB

175.2 197 7.00 230.6 258.2 217 270 2 1 HTA940UADB

186.7 213 7.60 250.6 277.9 237 290 2 1 HTA944UADB

198.3 229 8.15 270.6 297.9 257 310 2 1 HTA948UADB

224.7 378 14.3 298.9 331.6 277 350 2 1 HTA952UADB

236.3 403 15.2 318.9 351.4 297 370 2 1 HTA956UADB

262.7 675 23.5 347.1 385.2 320 410 2.5 1 HTA960UADB

274.2 715 24.8 367.1 405.0 340 430 2.5 1 HTA964UADB

254

φD φdφd1φD2

2a

2B

r r

r1 r 1

HTA920UADB 100 140 36 1.1 0.6 40.0 109 4 050 11 100 66.0 6 750 8 300 10 400

HTA921UADB 105 145 36 1.1 0.6 41.0 115 4 150 11 700 70.0 7 150 8 000 10 000

HTA922UADB 110 150 36 1.1 0.6 41.5 118 4 200 12 000 72.0 7 350 7 700 9 600

HTA924UADB 120 165 40.5 1.1 0.6 48.0 140 4 900 14 300 87.5 8 900 7 000 8 800

HTA926UADB 130 180 45 1.5 1 57.5 173 5 850 17 600 103 10 500 6 500 8 100

HTA928UADB 140 190 45 1.5 1 57.5 177 5 850 18 000 106 10 800 6 100 7 600

HTA930UADB 150 210 54 2 1 80.5 243 8 200 24 800 143 14 600 5 600 6 900

HTA932UADB 160 220 54 2 1 82.0 255 8 350 26 100 151 15 400 5 300 6 600

HTA934UADB 170 230 54 2 1 84.0 268 8 550 27 300 159 16 200 5 000 6 300

HTA936UADB 180 250 63 2 1 127 400 12 900 41 000 239 24 400 4 700 5 800

HTA938UADB 190 260 63 2 1 129 420 13 200 43 000 252 25 700 4 400 5 600

HTA940UADB 200 280 72 2.1 1.1 152 500 15 500 51 000 305 31 000 4 200 5 200

HTA944UADB 220 300 72 2.1 1.1 156 535 15 900 54 500 330 33 500 3 800 4 800

HTA948UADB 240 320 72 2.1 1.1 160 570 16 300 58 000 350 35 500 3 600 4 500

HTA952UADB 260 360 90 2.1 1.1 210 745 21 400 76 000 460 47 000 3 200 4 000

HTA956UADB 280 380 90 2.1 1.1 216 795 22 000 81 000 490 50 000 3 000 3 800

HTA960UADB 300 420 108 3 1.1 276 1 020 28 100 104 000 610 62 000 2 800 3 500

HTA964UADB 320 440 108 3 1.1 280 1 060 28 500 108 000 635 65 000 2 600 3 300
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φD φdφd1φD2

2a

2B

r r

r1 r 1

HTA920UDB 100 140 36 1.1 0.6 47.0 121 4 800 12 300 29.3 2 990 6 300 7 900

HTA921UDB 105 145 36 1.1 0.6 48.5 128 4 950 13 000 31.0 3 150 6 000 7 600

HTA922UDB 110 150 36 1.1 0.6 49.0 131 5 000 13 400 32.0 3 250 5 800 7 300

HTA924UDB 120 165 40.5 1.1 0.6 57.0 156 5 800 15 900 39.0 4 000 5 300 6 700

HTA926UDB 130 180 45 1.5 1 68.0 193 6 950 19 600 44.5 4 550 4 800 6 100

HTA928UDB 140 190 45 1.5 1 68.0 197 6 950 20 100 46.0 4 700 4 500 5 800

HTA930UDB 150 210 54 2 1 95.5 270 9 750 27 600 62.5 6 350 4 200 5 300

HTA932UDB 160 220 54 2 1 97.5 284 9 950 29 000 65.5 6 700 3 900 5 000

HTA934UDB 170 230 54 2 1 99.5 298 10 100 30 500 69.0 7 050 3 800 4 800

HTA936UDB 180 250 63 2 1 150 445 15 300 45 500 104 10 600 3 500 4 400

HTA938UDB 190 260 63 2 1 153 470 15 600 48 000 110 11 200 3 300 4 200

HTA940UDB 200 280 72 2.1 1.1 180 555 18 400 56 500 134 13 700 3 100 4 000

HTA944UDB 220 300 72 2.1 1.1 185 595 18 900 60 500 145 14 800 2 900 3 700

HTA948UDB 240 320 72 2.1 1.1 190 635 19 400 64 500 155 15 800 2 700 3 400

HTA952UDB 260 360 90 2.1 1.1 250 830 25 400 84 500 203 20 700 2 400 3 100

HTA956UDB 280 380 90 2.1 1.1 257 885 26 200 90 500 218 22 200 2 300 2 900

HTA960UDB 300 420 108 3 1.1 325 1 130 33 500 115 000 266 27 100 2 100 2 600

HTA964UDB 320 440 108 3 1.1 330 1 180 34 000 120 000 279 28 400 2 000 2 500



257

φdaφDb

r1as

ras

119.1 24 0.81 115.3 129.0 110 134 1 0.6 HTA920UDB

123.3 24 0.85 120.3 134.0 115 139 1 0.6 HTA921UDB

127.5 26 0.88 125.3 139.0 120 144 1 0.6 HTA922UDB

140.3 36 1.23 137.4 152.3 130 159 1 0.6 HTA924UDB

153.1 50 1.65 149.4 165.7 142 172.5 1.5 1 HTA926UDB

161.5 53 1.75 159.4 175.7 152 182.5 1.5 1 HTA928UDB

178.7 85 2.74 173.1 193.2 164 202.5 2 1 HTA930UDB

187.1 90 2.89 183.1 203.2 174 212.5 2 1 HTA932UDB

195.5 94 3.05 193.1 213.3 184 222.5 2 1 HTA934UDB

212.7 138 4.78 206.4 231.5 194 242.5 2 1 HTA936UDB

221.1 144 5.00 216.4 241.6 204 252.5 2 1 HTA938UDB

238.3 197 7.00 230.6 258.2 217 270 2 1 HTA940UDB

255.1 213 7.60 250.6 278.2 237 290 2 1 HTA944UDB

271.8 229 8.15 270.6 298.0 257 310 2 1 HTA948UDB

306.2 378 14.3 298.9 331.6 277 350 2 1 HTA952UDB

323.0 403 15.2 318.9 351.6 297 370 2 1 HTA956UDB

357.3 675 23.5 347.1 385.0 320 410 2.5 1 HTA960UDB

374.1 715 24.8 367.1 405.2 340 430 2.5 1 HTA964UDB

256

φD φdφd1φD2

2a

2B

r r

r1 r 1

HTA920UDB 100 140 36 1.1 0.6 47.0 121 4 800 12 300 29.3 2 990 6 300 7 900

HTA921UDB 105 145 36 1.1 0.6 48.5 128 4 950 13 000 31.0 3 150 6 000 7 600

HTA922UDB 110 150 36 1.1 0.6 49.0 131 5 000 13 400 32.0 3 250 5 800 7 300

HTA924UDB 120 165 40.5 1.1 0.6 57.0 156 5 800 15 900 39.0 4 000 5 300 6 700

HTA926UDB 130 180 45 1.5 1 68.0 193 6 950 19 600 44.5 4 550 4 800 6 100

HTA928UDB 140 190 45 1.5 1 68.0 197 6 950 20 100 46.0 4 700 4 500 5 800

HTA930UDB 150 210 54 2 1 95.5 270 9 750 27 600 62.5 6 350 4 200 5 300

HTA932UDB 160 220 54 2 1 97.5 284 9 950 29 000 65.5 6 700 3 900 5 000

HTA934UDB 170 230 54 2 1 99.5 298 10 100 30 500 69.0 7 050 3 800 4 800

HTA936UDB 180 250 63 2 1 150 445 15 300 45 500 104 10 600 3 500 4 400

HTA938UDB 190 260 63 2 1 153 470 15 600 48 000 110 11 200 3 300 4 200

HTA940UDB 200 280 72 2.1 1.1 180 555 18 400 56 500 134 13 700 3 100 4 000

HTA944UDB 220 300 72 2.1 1.1 185 595 18 900 60 500 145 14 800 2 900 3 700

HTA948UDB 240 320 72 2.1 1.1 190 635 19 400 64 500 155 15 800 2 700 3 400

HTA952UDB 260 360 90 2.1 1.1 250 830 25 400 84 500 203 20 700 2 400 3 100

HTA956UDB 280 380 90 2.1 1.1 257 885 26 200 90 500 218 22 200 2 300 2 900

HTA960UDB 300 420 108 3 1.1 325 1 130 33 500 115 000 266 27 100 2 100 2 600

HTA964UDB 320 440 108 3 1.1 330 1 180 34 000 120 000 279 28 400 2 000 2 500



258

φD φdφd1φD2

2a

2B

r r

r1 r 1

HTA010UADB 50 80 28.5 1 0.6 24.7 48.5 2 520 4 950 23.2 2 370 15 400 19 200

HTA011UADB 55 90 33 1.1 0.6 26.8 57.5 2 730 5 850 27.7 2 820 13 800 17 200

HTA012UADB 60 95 33 1.1 0.6 28.1 63.0 2 860 6 400 30.5 3 100 12 900 16 100

HTA013UADB 65 100 33 1.1 0.6 28.5 65.0 2 900 6 650 32.0 3 250 12 100 15 200

HTA014UADB 70 110 36 1.1 0.6 35.0 82.0 3 550 8 350 40.0 4 100 11 100 13 900

HTA015UADB 75 115 36 1.1 0.6 37.0 91.5 3 800 9 300 45.5 4 650 10 500 13 200

HTA016UADB 80 125 40.5 1.1 0.6 42.5 105 4 350 10 700 52.0 5 300 9 800 12 200

HTA017UADB 85 130 40.5 1.1 0.6 43.0 108 4 400 11 100 54.5 5 550 9 300 11 600

HTA018UADB 90 140 45 1.5 1 50.0 127 5 100 13 000 63.5 6 500 8 700 10 900

HTA019UADB 95 145 45 1.5 1 50.5 131 5 150 13 400 66.0 6 750 8 300 10 400

HTA020UADB 100 150 45 1.5 1 52.5 140 5 350 14 300 71.0 7 250 8 000 10 000

HTA021UADB 105 160 49.5 2 1 60.0 163 6 100 16 600 82.5 8 400 7 500 9 400

HTA022UADB 110 170 54 2 1 74.5 200 7 600 20 400 100 10 200 7 100 8 900

HTA024UADB 120 180 54 2 1 75.0 206 7 650 21 000 104 10 600 6 700 8 300

HTA026UADB 130 200 63 2 1 108 293 11 000 29 900 144 14 700 6 100 7 600

HTA028UADB 140 210 63 2 1 111 315 11 300 32 000 156 15 900 5 700 7 100

HTA030UADB 150 225 67.5 2.1 1.1 114 330 11 700 34 000 169 17 200 5 300 6 700

HTA032UADB 160 240 72 2.1 1.1 134 390 13 700 40 000 196 20 000 5 000 6 300

HTA034UADB 170 260 81 2.1 1.1 153 450 15 900 46 000 226 23 000 4 700 5 800

HTA036UADB 180 280 90 2.1 1.1 177 530 18 100 54 000 265 27 000 4 300 5 400

HTA038UADB 190 290 91 2.1 1.1 179 545 18 300 55 500 275 28 000 4 200 5 200

HTA040UADB 200 310 99 2.1 1.1 201 610 20 500 62 000 310 31 500 3 900 4 900

HTA044UADB 220 340 108 3 1.1 253 775 25 800 79 000 385 39 500 3 600 4 500

HTA048UADB 240 360 108 3 1.1 261 825 26 600 84 000 415 42 500 3 300 4 200

HTA052UADB 260 400 123 4 1.5 310 1040 31 500 106 000 520 53 500 3 000 3 800

HTA056UADB 280 420 123 4 1.5 315 1110 32 500 113 000 565 57 500 2 900 3 600

HTA060UADB 300 460 142.5 4 1.5 360 1330 37 000 135 000 670 68 500 2 600 3 300

HTA064UADB 320 480 142.5 4 1.5 365 1360 37 000 139 000 700 71 500 2 500 3 100



259

φdaφDb

r1as

ras

52.1 9 0.24 60.7 73.2 57.5 74.0 1 0.6 HTA010UADB

58.6 13 0.39 68.2 80.8 65.0 84.0 1 0.6 HTA011UADB

61.5 13 0.41 73.2 85.8 70.0 89.0 1 0.6 HTA012UADB

64.4 14 0.44 78.2 90.8 75.0 94.0 1 0.6 HTA013UADB

70.3 18 0.61 85.3 99.1 80.0 104 1 0.6 HTA014UADB

73.2 19 0.65 90.3 104.1 85.0 109 1 0.6 HTA015UADB

79.8 26 0.88 97.4 112.5 90.0 119 1 0.6 HTA016UADB

82.7 28 0.93 102.4 117.5 95.0 124 1 0.6 HTA017UADB

89.3 38 1.22 109.4 125.9 102 132.5 1.5 1 HTA018UADB

92.1 39 1.27 114.4 130.9 107 137.5 1.5 1 HTA019UADB

95.1 39 1.34 119.5 136.0 112 142.5 1.5 1 HTA020UADB

101.6 49 1.74 126.5 144.3 119 152.5 2 1 HTA021UADB

108.3 66 2.14 133.1 153.4 124 162.5 2 1 HTA022UADB

114.1 67 2.32 143.3 163.5 134 172.5 2 1 HTA024UADB

127.3 108 3.39 156.4 181.7 144 192.5 2 1 HTA026UADB

133.1 114 3.60 166.4 191.7 154 202.5 2 1 HTA028UADB

142.6 141 4.46 178.9 204.3 167 215 2 1 HTA030UADB

152.1 168 5.40 190.6 218.0 177 230 2 1 HTA032UADB

165.3 238 7.20 204.7 235.3 187 250 2 1 HTA034UADB

178.5 285 10.6 218.9 251.8 197 270 2 1 HTA036UADB

184.3 300 11.0 228.9 261.7 207 280 2 1 HTA038UADB

197.5 436 13.8 243.0 278.5 217 300 2 1 HTA040UADB

216.6 550 18.1 266.3 306.9 240 330 2.5 1 HTA044UADB

228.1 650 18.9 286.3 326.8 260 350 2.5 1 HTA048UADB

253.0 850 28.4 314.6 360.3 283 388 3 1.5 HTA052UADB

264.6 900 30.2 334.6 380.3 303 408 3 1.5 HTA056UADB

291.8 1265 43.6 362.9 414.0 323 448 3 1.5 HTA060UADB

303.3 1340 45.8 382.9 433.9 343 468 3 1.5 HTA064UADB

258

φD φdφd1φD2

2a

2B

r r

r1 r 1

HTA010UADB 50 80 28.5 1 0.6 24.7 48.5 2 520 4 950 23.2 2 370 15 400 19 200

HTA011UADB 55 90 33 1.1 0.6 26.8 57.5 2 730 5 850 27.7 2 820 13 800 17 200

HTA012UADB 60 95 33 1.1 0.6 28.1 63.0 2 860 6 400 30.5 3 100 12 900 16 100

HTA013UADB 65 100 33 1.1 0.6 28.5 65.0 2 900 6 650 32.0 3 250 12 100 15 200

HTA014UADB 70 110 36 1.1 0.6 35.0 82.0 3 550 8 350 40.0 4 100 11 100 13 900

HTA015UADB 75 115 36 1.1 0.6 37.0 91.5 3 800 9 300 45.5 4 650 10 500 13 200

HTA016UADB 80 125 40.5 1.1 0.6 42.5 105 4 350 10 700 52.0 5 300 9 800 12 200

HTA017UADB 85 130 40.5 1.1 0.6 43.0 108 4 400 11 100 54.5 5 550 9 300 11 600

HTA018UADB 90 140 45 1.5 1 50.0 127 5 100 13 000 63.5 6 500 8 700 10 900

HTA019UADB 95 145 45 1.5 1 50.5 131 5 150 13 400 66.0 6 750 8 300 10 400

HTA020UADB 100 150 45 1.5 1 52.5 140 5 350 14 300 71.0 7 250 8 000 10 000

HTA021UADB 105 160 49.5 2 1 60.0 163 6 100 16 600 82.5 8 400 7 500 9 400

HTA022UADB 110 170 54 2 1 74.5 200 7 600 20 400 100 10 200 7 100 8 900

HTA024UADB 120 180 54 2 1 75.0 206 7 650 21 000 104 10 600 6 700 8 300

HTA026UADB 130 200 63 2 1 108 293 11 000 29 900 144 14 700 6 100 7 600

HTA028UADB 140 210 63 2 1 111 315 11 300 32 000 156 15 900 5 700 7 100

HTA030UADB 150 225 67.5 2.1 1.1 114 330 11 700 34 000 169 17 200 5 300 6 700

HTA032UADB 160 240 72 2.1 1.1 134 390 13 700 40 000 196 20 000 5 000 6 300

HTA034UADB 170 260 81 2.1 1.1 153 450 15 900 46 000 226 23 000 4 700 5 800

HTA036UADB 180 280 90 2.1 1.1 177 530 18 100 54 000 265 27 000 4 300 5 400

HTA038UADB 190 290 91 2.1 1.1 179 545 18 300 55 500 275 28 000 4 200 5 200

HTA040UADB 200 310 99 2.1 1.1 201 610 20 500 62 000 310 31 500 3 900 4 900

HTA044UADB 220 340 108 3 1.1 253 775 25 800 79 000 385 39 500 3 600 4 500

HTA048UADB 240 360 108 3 1.1 261 825 26 600 84 000 415 42 500 3 300 4 200

HTA052UADB 260 400 123 4 1.5 310 1040 31 500 106 000 520 53 500 3 000 3 800

HTA056UADB 280 420 123 4 1.5 315 1110 32 500 113 000 565 57 500 2 900 3 600

HTA060UADB 300 460 142.5 4 1.5 360 1330 37 000 135 000 670 68 500 2 600 3 300

HTA064UADB 320 480 142.5 4 1.5 365 1360 37 000 139 000 700 71 500 2 500 3 100



260

φD φdφd1φD2

2a

2B

r r

r1 r 1

HTA010UDB 50 80 28.5 1 0.6 29.6 55.5 3 000 5 650 12.3 1 250 11 500 14 600

HTA011UDB 55 90 33 1.1 0.6 32.0 64.0 3 250 6 500 14.3 1 460 10 300 13 100

HTA012UDB 60 95 33 1.1 0.6 33.5 69.5 3 400 7 100 15.7 1 600 9 700 12 300

HTA013UDB 65 100 33 1.1 0.6 34.0 72.0 3 450 7 350 16.4 1 670 9 100 11 500

HTA014UDB 70 110 36 1.1 0.6 41.5 91.0 4 250 9 300 21.5 2 190 8 300 10 600

HTA015UDB 75 115 36 1.1 0.6 44.0 101.0 4 500 10 300 24.0 2 450 7 900 10 000

HTA016UDB 80 125 40.5 1.1 0.6 50.5 117 5 150 11 900 28.4 2 900 7 300 9 300

HTA017UDB 85 130 40.5 1.1 0.6 51.0 120 5 200 12 300 29.4 3 000 7 000 8 800

HTA018UDB 90 140 45 1.5 1 59.5 141 6 050 14 400 32.0 3 250 6 500 8 300

HTA019UDB 95 145 45 1.5 1 60.0 146 6 100 14 900 33.5 3 400 6 300 7 900

HTA020UDB 100 150 45 1.5 1 62.0 156 6 350 15 900 35.5 3 600 6 000 7 600

HTA021UDB 105 160 49.5 2 1 71.0 181 7 250 18 400 42.5 4 350 5 700 7 200

HTA022UDB 110 170 54 2 1 88.5 222 9 000 22 700 50.0 5 100 5 400 6 800

HTA024UDB 120 180 54 2 1 89.0 228 9 050 23 300 52.0 5 300 5 000 6 300

HTA026UDB 130 200 63 2 1 128 325 13 000 33 000 74.0 7 550 4 500 5 800

HTA028UDB 140 210 63 2 1 132 345 13 500 35 500 79.5 8 100 4 300 5 400

HTA030UDB 150 225 67.5 2.1 1.1 136 370 13 800 37 500 85.0 8 650 4 000 5 200

HTA032UDB 160 240 72 2.1 1.1 159 435 16 200 44 000 103 10 500 3 800 4 800

HTA034UDB 170 260 81 2.1 1.1 182 500 18 600 51 000 116 11 800 3 500 4 400

HTA036UDB 180 280 90 2.1 1.1 211 585 21 500 60 000 140 14 300 3 300 4 100

HTA038UDB 190 290 91 2.1 1.1 214 605 21 800 61 500 145 14 800 3 100 4 000

HTA040UDB 200 310 99 2.1 1.1 240 680 24 400 69 000 159 16 200 2 900 3 700

HTA044UDB 220 340 108 3 1.1 300 860 30 500 87 500 201 20 500 2 700 3 400

HTA048UDB 240 360 108 3 1.1 310 915 31 500 93 000 216 22 000 2 500 3 200

HTA052UDB 260 400 123 4 1.5 365 1160 37 500 118 000 275 28 000 2 300 2 900

HTA056UDB 280 420 123 4 1.5 375 1230 38 500 125 000 293 29 900 2 100 2 700

HTA060UDB 300 460 142.5 4 1.5 430 1470 44 000 150 000 355 36 000 2 000 2 500

HTA064UDB 320 480 142.5 4 1.5 435 1520 44 000 155 000 365 37 000 1 900 2 400



261

φdaφDb

r1as

ras

69.2 9 0.24 60.7 73.1 57.5 74.0 1 0.6 HTA010UDB

77.7 13 0.39 68.2 80.7 65.0 84.0 1 0.6 HTA011UDB

81.9 13 0.41 73.2 85.7 70.0 89.0 1 0.6 HTA012UDB

86.1 14 0.44 78.2 90.7 75.0 94.0 1 0.6 HTA013UDB

94.0 18 0.61 85.3 99.0 80.0 104 1 0.6 HTA014UDB

98.2 19 0.65 90.3 104.0 85.0 109 1 0.6 HTA015UDB

106.7 26 0.88 97.4 112.4 90.0 119 1 0.6 HTA016UDB

110.9 28 0.93 102.4 117.4 95.0 124 1 0.6 HTA017UDB

119.5 38 1.22 109.4 125.8 102 132.5 1.5 1 HTA018UDB

123.7 39 1.27 114.4 130.8 107 137.5 1.5 1 HTA019UDB

128.0 39 1.34 119.5 135.9 112 142.5 1.5 1 HTA020UDB

136.5 49 1.74 126.5 144.2 119 152.5 2 1 HTA021UDB

145.1 66 2.14 133.1 153.3 124 162.5 2 1 HTA022UDB

153.6 67 2.32 143.3 163.4 134 172.5 2 1 HTA024UDB

170.8 108 3.39 156.4 181.6 144 192.5 2 1 HTA026UDB

179.2 114 3.60 166.4 191.6 154 202.5 2 1 HTA028UDB

191.9 141 4.46 178.9 204.2 167 215 2 1 HTA030UDB

204.7 168 5.40 190.6 218.4 177 230 2 1 HTA032UDB

221.9 238 7.20 204.7 235.2 187 250 2 1 HTA034UDB

239.1 285 10.6 218.9 251.6 197 270 2 1 HTA036UDB

247.4 300 11.0 228.9 261.6 207 280 2 1 HTA038UDB

264.6 436 13.8 243.0 278.4 217 300 2 1 HTA040UDB

290.3 550 18.1 266.3 306.7 240 330 2.5 1 HTA044UDB

307.0 650 18.9 286.3 326.6 260 350 2.5 1 HTA048UDB

339.9 850 28.4 314.6 360.1 283 388 3 1.5 HTA052UDB

356.7 900 30.2 334.6 380.1 303 408 3 1.5 HTA056UDB

391.7 1265 43.6 362.9 413.7 323 448 3 1.5 HTA060UDB

408.5 1340 45.8 382.9 433.7 343 468 3 1.5 HTA064UDB
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φD φdφd1φD2

2a

2B

r r

r1 r 1

HTA010UDB 50 80 28.5 1 0.6 29.6 55.5 3 000 5 650 12.3 1 250 11 500 14 600

HTA011UDB 55 90 33 1.1 0.6 32.0 64.0 3 250 6 500 14.3 1 460 10 300 13 100

HTA012UDB 60 95 33 1.1 0.6 33.5 69.5 3 400 7 100 15.7 1 600 9 700 12 300

HTA013UDB 65 100 33 1.1 0.6 34.0 72.0 3 450 7 350 16.4 1 670 9 100 11 500

HTA014UDB 70 110 36 1.1 0.6 41.5 91.0 4 250 9 300 21.5 2 190 8 300 10 600

HTA015UDB 75 115 36 1.1 0.6 44.0 101.0 4 500 10 300 24.0 2 450 7 900 10 000

HTA016UDB 80 125 40.5 1.1 0.6 50.5 117 5 150 11 900 28.4 2 900 7 300 9 300

HTA017UDB 85 130 40.5 1.1 0.6 51.0 120 5 200 12 300 29.4 3 000 7 000 8 800

HTA018UDB 90 140 45 1.5 1 59.5 141 6 050 14 400 32.0 3 250 6 500 8 300

HTA019UDB 95 145 45 1.5 1 60.0 146 6 100 14 900 33.5 3 400 6 300 7 900

HTA020UDB 100 150 45 1.5 1 62.0 156 6 350 15 900 35.5 3 600 6 000 7 600

HTA021UDB 105 160 49.5 2 1 71.0 181 7 250 18 400 42.5 4 350 5 700 7 200

HTA022UDB 110 170 54 2 1 88.5 222 9 000 22 700 50.0 5 100 5 400 6 800

HTA024UDB 120 180 54 2 1 89.0 228 9 050 23 300 52.0 5 300 5 000 6 300

HTA026UDB 130 200 63 2 1 128 325 13 000 33 000 74.0 7 550 4 500 5 800

HTA028UDB 140 210 63 2 1 132 345 13 500 35 500 79.5 8 100 4 300 5 400

HTA030UDB 150 225 67.5 2.1 1.1 136 370 13 800 37 500 85.0 8 650 4 000 5 200

HTA032UDB 160 240 72 2.1 1.1 159 435 16 200 44 000 103 10 500 3 800 4 800

HTA034UDB 170 260 81 2.1 1.1 182 500 18 600 51 000 116 11 800 3 500 4 400

HTA036UDB 180 280 90 2.1 1.1 211 585 21 500 60 000 140 14 300 3 300 4 100

HTA038UDB 190 290 91 2.1 1.1 214 605 21 800 61 500 145 14 800 3 100 4 000

HTA040UDB 200 310 99 2.1 1.1 240 680 24 400 69 000 159 16 200 2 900 3 700

HTA044UDB 220 340 108 3 1.1 300 860 30 500 87 500 201 20 500 2 700 3 400

HTA048UDB 240 360 108 3 1.1 310 915 31 500 93 000 216 22 000 2 500 3 200

HTA052UDB 260 400 123 4 1.5 365 1160 37 500 118 000 275 28 000 2 300 2 900

HTA056UDB 280 420 123 4 1.5 375 1230 38 500 125 000 293 29 900 2 100 2 700

HTA060UDB 300 460 142.5 4 1.5 430 1470 44 000 150 000 355 36 000 2 000 2 500

HTA064UDB 320 480 142.5 4 1.5 435 1520 44 000 155 000 365 37 000 1 900 2 400



262

φD φdφd1φD2

2a

2B

r r

r1 r 1

5S-HTA010UADB 50 80 28.5 1 0.6 24.7 33.5 2 520 3 400 15.7 1 600 17 300 22 200

5S-HTA011UADB 55 90 33 1.1 0.6 26.8 40.0 2 730 4 050 18.6 1 900 15 500 19 900

5S-HTA012UADB 60 95 33 1.1 0.6 28.1 43.5 2 860 4 450 20.5 2 090 14 500 18 600

5S-HTA013UADB 65 100 33 1.1 0.6 28.5 45.0 2 900 4 600 21.6 2 200 13 600 17 500

5S-HTA014UADB 70 110 36 1.1 0.6 35.0 57.0 3 550 5 800 27.2 2 770 12 500 16 000

5S-HTA015UADB 75 115 36 1.1 0.6 37.0 63.5 3 800 6 450 30.5 3 150 11 800 15 200

5S-HTA016UADB 80 125 40.5 1.1 0.6 42.5 73.0 4 350 7 400 35.0 3 600 11 000 14 100

5S-HTA017UADB 85 130 40.5 1.1 0.6 43.0 75.0 4 400 7 650 36.5 3 750 10 500 13 400

5S-HTA018UADB 90 140 45 1.5 1 49.5 88.5 5 050 9 000 43.0 4 400 9 800 12 500

5S-HTA019UADB 95 145 45 1.5 1 50.5 91.0 5 150 9 300 44.5 4 550 9 400 12 000

5S-HTA020UADB 100 150 45 1.5 1 52.5 97.0 5 350 9 900 48.0 4 900 9 000 11 500

5S-HTA021UADB 105 160 49.5 2 1 60.0 113 6 100 11 500 55.5 5 650 8 500 10 900

5S-HTA022UADB 110 170 54 2 1 74.0 139 7 550 14 100 67.0 6 850 8 000 10 300

5S-HTA024UADB 120 180 54 2 1 75.0 143 7 650 14 500 70.0 7 150 7 500 9 600

5S-HTA026UADB 130 200 63 2 1 108 203 11 000 20 700 97.0 9 900 6 800 8 700



263

φdaφDb

r1as

ras

52.1 9 0.22 60.7 73.2 57.5 74.0 1 0.6 5S-HTA010UADB

58.6 13 0.36 68.2 80.8 65.0 84.0 1 0.6 5S-HTA011UADB

61.5 13 0.39 73.2 85.8 70.0 89.0 1 0.6 5S-HTA012UADB

64.4 14 0.41 78.2 90.8 75.0 94.0 1 0.6 5S-HTA013UADB

70.3 18 0.57 85.3 99.1 80.0 104 1 0.6 5S-HTA014UADB

73.2 19 0.60 90.3 104.1 85.0 109 1 0.6 5S-HTA015UADB

79.8 26 0.83 97.4 112.5 90.0 119 1 0.6 5S-HTA016UADB

82.7 28 0.87 102.4 117.5 95.0 124 1 0.6 5S-HTA017UADB

89.3 38 1.15 109.4 125.9 102 132.5 1.5 1 5S-HTA018UADB

92.1 39 1.20 114.4 130.9 107 137.5 1.5 1 5S-HTA019UADB

95.1 39 1.26 119.5 136.0 112 142.5 1.5 1 5S-HTA020UADB

101.6 49 1.64 126.5 144.3 119 152.5 2 1 5S-HTA021UADB

108.3 66 2.00 133.1 153.4 124 162.5 2 1 5S-HTA022UADB

114.1 67 2.17 143.3 163.5 134 172.5 2 1 5S-HTA024UADB

127.3 108 3.13 156.4 181.7 144 192.5 2 1 5S-HTA026UADB
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φD φdφd1φD2

2a

2B

r r

r1 r 1

5S-HTA010UADB 50 80 28.5 1 0.6 24.7 33.5 2 520 3 400 15.7 1 600 17 300 22 200

5S-HTA011UADB 55 90 33 1.1 0.6 26.8 40.0 2 730 4 050 18.6 1 900 15 500 19 900

5S-HTA012UADB 60 95 33 1.1 0.6 28.1 43.5 2 860 4 450 20.5 2 090 14 500 18 600

5S-HTA013UADB 65 100 33 1.1 0.6 28.5 45.0 2 900 4 600 21.6 2 200 13 600 17 500

5S-HTA014UADB 70 110 36 1.1 0.6 35.0 57.0 3 550 5 800 27.2 2 770 12 500 16 000

5S-HTA015UADB 75 115 36 1.1 0.6 37.0 63.5 3 800 6 450 30.5 3 150 11 800 15 200

5S-HTA016UADB 80 125 40.5 1.1 0.6 42.5 73.0 4 350 7 400 35.0 3 600 11 000 14 100

5S-HTA017UADB 85 130 40.5 1.1 0.6 43.0 75.0 4 400 7 650 36.5 3 750 10 500 13 400

5S-HTA018UADB 90 140 45 1.5 1 49.5 88.5 5 050 9 000 43.0 4 400 9 800 12 500

5S-HTA019UADB 95 145 45 1.5 1 50.5 91.0 5 150 9 300 44.5 4 550 9 400 12 000

5S-HTA020UADB 100 150 45 1.5 1 52.5 97.0 5 350 9 900 48.0 4 900 9 000 11 500

5S-HTA021UADB 105 160 49.5 2 1 60.0 113 6 100 11 500 55.5 5 650 8 500 10 900

5S-HTA022UADB 110 170 54 2 1 74.0 139 7 550 14 100 67.0 6 850 8 000 10 300

5S-HTA024UADB 120 180 54 2 1 75.0 143 7 650 14 500 70.0 7 150 7 500 9 600

5S-HTA026UADB 130 200 63 2 1 108 203 11 000 20 700 97.0 9 900 6 800 8 700



264

φD φdφd1φD2

2a

2B

r r

r1 r 1

5S-HTA010UDB 50 80 28.5 1 0.6 29.6 38.5 3 000 3 900 14.6 1 490 12 200 15 400

5S-HTA011UDB 55 90 33 1.1 0.6 32.0 44.5 3 250 4 500 17.1 1 740 10 900 13 800

5S-HTA012UDB 60 95 33 1.1 0.6 33.5 48.0 3 400 4 900 18.7 1 910 10 200 12 900

5S-HTA013UDB 65 100 33 1.1 0.6 34.0 50.0 3 450 5 100 19.6 2 000 9 600 12 100

5S-HTA014UDB 70 110 36 1.1 0.6 41.5 63.0 4 250 6 450 25.6 2 610 8 800 11 100

5S-HTA015UDB 75 115 36 1.1 0.6 44.0 70.5 4 500 7 150 28.7 2 930 8 300 10 500

5S-HTA016UDB 80 125 40.5 1.1 0.6 50.5 81.0 5 150 8 250 34.0 3 450 7 700 9 800

5S-HTA017UDB 85 130 40.5 1.1 0.6 51.0 83.5 5 200 8 500 35.0 3 600 7 300 9 300

5S-HTA018UDB 90 140 45 1.5 1 59.5 98.0 6 050 10 000 38.0 3 900 6 900 8 700

5S-HTA019UDB 95 145 45 1.5 1 60.0 101 6 100 10 300 39.5 4 050 6 600 8 300

5S-HTA020UDB 100 150 45 1.5 1 62.0 108 6 350 11 000 42.5 4 300 6 300 8 000

5S-HTA021UDB 105 160 49.5 2 1 71.0 125 7 250 12 800 50.5 5 150 6 000 7 500

5S-HTA022UDB 110 170 54 2 1 88.5 154 9 000 15 700 59.5 6 100 5 600 7 100

5S-HTA024UDB 120 180 54 2 1 89.0 158 9 050 16 100 61.5 6 300 5 300 6 700

5S-HTA026UDB 130 200 63 2 1 128 225 13 000 23 000 88.0 9 000 4 800 6 100



265

φdaφDb

r1as

ras

69.2 9 0.22 60.7 73.1 57.5 74.0 1 0.6 5S-HTA010UDB

77.7 13 0.36 68.2 80.7 65.0 84.0 1 0.6 5S-HTA011UDB

81.9 13 0.39 73.2 85.7 70.0 89.0 1 0.6 5S-HTA012UDB

86.1 14 0.41 78.2 90.7 75.0 94.0 1 0.6 5S-HTA013UDB

94.0 18 0.57 85.3 99.0 80.0 104 1 0.6 5S-HTA014UDB

98.2 19 0.60 90.3 104.0 85.0 109 1 0.6 5S-HTA015UDB

106.7 26 0.83 97.4 112.4 90.0 119 1 0.6 5S-HTA016UDB

110.9 28 0.87 102.4 117.4 95.0 124 1 0.6 5S-HTA017UDB

119.5 38 1.15 109.4 125.8 102 132.5 1.5 1 5S-HTA018UDB

123.7 39 1.20 114.4 130.8 107 137.5 1.5 1 5S-HTA019UDB

128.0 39 1.26 119.5 135.9 112 142.5 1.5 1 5S-HTA020UDB

136.5 49 1.64 126.5 144.2 119 152.5 2 1 5S-HTA021UDB

145.1 66 2.00 133.1 153.3 124 162.5 2 1 5S-HTA022UDB

153.6 67 2.17 143.3 163.4 134 172.5 2 1 5S-HTA024UDB

170.8 108 3.13 156.4 181.6 144 192.5 2 1 5S-HTA026UDB
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φD φdφd1φD2

2a

2B

r r

r1 r 1

5S-HTA010UDB 50 80 28.5 1 0.6 29.6 38.5 3 000 3 900 14.6 1 490 12 200 15 400

5S-HTA011UDB 55 90 33 1.1 0.6 32.0 44.5 3 250 4 500 17.1 1 740 10 900 13 800

5S-HTA012UDB 60 95 33 1.1 0.6 33.5 48.0 3 400 4 900 18.7 1 910 10 200 12 900

5S-HTA013UDB 65 100 33 1.1 0.6 34.0 50.0 3 450 5 100 19.6 2 000 9 600 12 100

5S-HTA014UDB 70 110 36 1.1 0.6 41.5 63.0 4 250 6 450 25.6 2 610 8 800 11 100

5S-HTA015UDB 75 115 36 1.1 0.6 44.0 70.5 4 500 7 150 28.7 2 930 8 300 10 500

5S-HTA016UDB 80 125 40.5 1.1 0.6 50.5 81.0 5 150 8 250 34.0 3 450 7 700 9 800

5S-HTA017UDB 85 130 40.5 1.1 0.6 51.0 83.5 5 200 8 500 35.0 3 600 7 300 9 300

5S-HTA018UDB 90 140 45 1.5 1 59.5 98.0 6 050 10 000 38.0 3 900 6 900 8 700

5S-HTA019UDB 95 145 45 1.5 1 60.0 101 6 100 10 300 39.5 4 050 6 600 8 300

5S-HTA020UDB 100 150 45 1.5 1 62.0 108 6 350 11 000 42.5 4 300 6 300 8 000

5S-HTA021UDB 105 160 49.5 2 1 71.0 125 7 250 12 800 50.5 5 150 6 000 7 500

5S-HTA022UDB 110 170 54 2 1 88.5 154 9 000 15 700 59.5 6 100 5 600 7 100

5S-HTA024UDB 120 180 54 2 1 89.0 158 9 050 16 100 61.5 6 300 5 300 6 700

5S-HTA026UDB 130 200 63 2 1 128 225 13 000 23 000 88.0 9 000 4 800 6 100
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T

C

φD φd

a

B

r1
r2

r2

r

4T-32004X 20 42 15 15 12 0.6 0.6 0.15 24.9 27.9 2 540 2 840 9 500 13 000

4T-32005X 25 47 15 15 11.5 0.6 0.6 0.15 27.8 33.5 2 830 3 450 7 900 11 000

4T-32006X 30 55 17 17 13 1 1 0.3 37.5 46.0 3 800 4 700 6 900 9 200

4T-32007X 35 62 18 18 14 1 1 0.3 41.5 52.5 4 250 5 350 6 100 8 100

4T-32008X 40 68 19 19 14.5 1 1 0.3 50.0 65.5 5 100 6 650 5 300 7 100

4T-32009X 45 75 20 20 15.5 1 1 0.3 57.5 76.5 5 850 7 800 4 800 6 400

32910XU 50 72 15 15 12 0.6 0.6 0.15 35.5 57.0 3 650 5 800 4 700 6 300
4T-32010X 50 80 20 20 15.5 1 1 0.3 62.5 88.0 6 400 9 000 4 400 5 800

32911XU 55 80 17 17 14 1 1 0.3 44.5 73.5 4 550 7 500 4 300 5 700
4T-32011X 55 90 23 23 17.5 1.5 1.5 0.6 80.5 118 8 200 12 000 4 000 5 400

32912XA 60 85 17 17 14 1 1 0.3 51.0 83.0 5 200 8 450 4 000 5 300
4T-32012X 60 95 23 23 17.5 1.5 1.5 0.6 82.0 123 8 350 12 500 3 700 4 900

32913XU 65 90 17 17 14 1 1 0.3 48.5 85.0 4 900 8 700 3 700 4 900
4T-32013X 65 100 23 23 17.5 1.5 1.5 0.6 83.0 128 8 450 13 000 3 400 4 600

32914XU 70 100 20 20 16 1 1 0.3 68.5 110 7 000 11 200 3 400 4 600
4T-32014X 70 110 25 25 19 1.5 1.5 0.6 105 160 10 700 16 400 3 200 4 200

32915XU 75 105 20 20 16 1 1 0.3 69.5 114 7 100 11 600 3 200 4 300
32015XU 75 115 25 25 19 1.5 1.5 0.6 106 167 10 800 17 000 3 000 4 000

32916XU 80 110 20 20 16 1 1 0.3 72.0 121 7 350 12 400 3 000 4 000
32016XU 80 125 29 29 22 1.5 1.5 0.6 139 216 14 200 22 000 2 800 3 700

32917XU 85 120 23 23 18 1.5 1.5 0.6 94.0 157 9 600 16 100 2 800 3 800
32017XU 85 130 29 29 22 1.5 1.5 0.6 142 224 14 400 22 900 2 600 3 500

32918XU 90 125 23 23 18 1.5 1.5 0.6 97.5 168 9 950 17 100 2 700 3 600
32018XU 90 140 32 32 24 2 1.5 0.6 168 270 17 200 27 600 2 500 3 300

32919XU 95 130 23 23 18 1.5 1.5 0.6 101 178 10 300 18 200 2 500 3 400
32019XU 95 145 32 32 24 2 1.5 0.6 171 280 17 500 28 600 2 300 3 100
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24.5 25 37.5 36 39 3 3 0.6 0.6 10.5 0.37 1.60 0.88 0.097

29.5 30 42.5 40 44 3 3.5 0.6 0.6 12 0.43 1.39 0.77 0.114

35.5 35 49.5 48 52 3 4 1 1 13.5 0.43 1.39 0.77 0.166

40.5 40 56.5 54 59 4 4 1 1 15.5 0.45 1.32 0.73 0.224

45.5 46 62.5 60 65 4 4.5 1 1 15 0.38 1.58 0.87 0.273

50.5 51 69.5 67 72 4 4.5 1 1 16.5 0.39 1.53 0.84 0.346

54.5 54 67.5 63.5 69 3 3 0.6 0.6 13.5 0.34 1.76 0.97 1.191
55.5 56 74.5 72 77 4 4.5 1 1 17.5 0.42 1.42 0.78 0.366

60.5 60.5 74.5 70.5 76.5 3 3 1 1 14.5 0.31 1.94 1.07 0.274
63.5 63 81.5 81 86 4 5.5 1.5 1.5 20 0.41 1.48 0.81 0.563

65.5 65.5 79.5 76.5 82 3 3 1 1 15.5 0.33 1.80 0.99 0.296
68.5 67 86.5 85 91 4 5.5 1.5 1.5 21 0.43 1.39 0.77 0.576

70.5 70 84.5 80 86.5 3 3 1 1 16.5 0.35 1.70 0.93 0.315
73.5 72 91.5 90 97 4 5.5 1.5 1.5 22.5 0.46 1.31 0.72 0.63

75.5 75 94.5 90 96 4 4 1 1 18 0.32 1.90 1.05 0.487
78.5 78 101.5 98 105 5 6 1.5 1.5 24 0.43 1.38 0.76 0.848

80.5 80 99.5 94 101.5 4 4 1 1 19 0.33 1.80 0.99 0.511
83.5 83 106.5 103 110 5 6 1.5 1.5 25.5 0.46 1.31 0.72 0.909

85.5 85 104.5 99 106.5 4 4 1 1 20 0.35 1.71 0.94 0.54
88.5 89 116.5 112 120 6 7 1.5 1.5 27 0.42 1.42 0.78 1.28

93.5 92 111.5 111 115 4 5 1.5 1.5 21 0.33 1.83 1.01 0.733
93.5 94 121.5 117 125 6 7 1.5 1.5 28.5 0.44 1.36 0.75 1.35

98.5 96 116.5 112.5 120.5 4 5 1.5 1.5 22 0.34 1.75 0.96 0.817
100 100 131.5 125 134 6 8 2 1.5 30 0.42 1.42 0.78 1.79

103.5 101 121.5 117 125.5 4 5 1.5 1.5 23.5 0.36 1.68 0.92 0.851
105 105 136.5 130 140 6 8 2 1.5 31.5 0.44 1.36 0.75 1.83

Sa

r1a

Sb

ra

φda φDbφDa φdb
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T

C

φD φd

a

B

r1
r2

r2

r

4T-32004X 20 42 15 15 12 0.6 0.6 0.15 24.9 27.9 2 540 2 840 9 500 13 000

4T-32005X 25 47 15 15 11.5 0.6 0.6 0.15 27.8 33.5 2 830 3 450 7 900 11 000

4T-32006X 30 55 17 17 13 1 1 0.3 37.5 46.0 3 800 4 700 6 900 9 200

4T-32007X 35 62 18 18 14 1 1 0.3 41.5 52.5 4 250 5 350 6 100 8 100

4T-32008X 40 68 19 19 14.5 1 1 0.3 50.0 65.5 5 100 6 650 5 300 7 100

4T-32009X 45 75 20 20 15.5 1 1 0.3 57.5 76.5 5 850 7 800 4 800 6 400

32910XU 50 72 15 15 12 0.6 0.6 0.15 35.5 57.0 3 650 5 800 4 700 6 300
4T-32010X 50 80 20 20 15.5 1 1 0.3 62.5 88.0 6 400 9 000 4 400 5 800

32911XU 55 80 17 17 14 1 1 0.3 44.5 73.5 4 550 7 500 4 300 5 700
4T-32011X 55 90 23 23 17.5 1.5 1.5 0.6 80.5 118 8 200 12 000 4 000 5 400

32912XA 60 85 17 17 14 1 1 0.3 51.0 83.0 5 200 8 450 4 000 5 300
4T-32012X 60 95 23 23 17.5 1.5 1.5 0.6 82.0 123 8 350 12 500 3 700 4 900

32913XU 65 90 17 17 14 1 1 0.3 48.5 85.0 4 900 8 700 3 700 4 900
4T-32013X 65 100 23 23 17.5 1.5 1.5 0.6 83.0 128 8 450 13 000 3 400 4 600

32914XU 70 100 20 20 16 1 1 0.3 68.5 110 7 000 11 200 3 400 4 600
4T-32014X 70 110 25 25 19 1.5 1.5 0.6 105 160 10 700 16 400 3 200 4 200

32915XU 75 105 20 20 16 1 1 0.3 69.5 114 7 100 11 600 3 200 4 300
32015XU 75 115 25 25 19 1.5 1.5 0.6 106 167 10 800 17 000 3 000 4 000

32916XU 80 110 20 20 16 1 1 0.3 72.0 121 7 350 12 400 3 000 4 000
32016XU 80 125 29 29 22 1.5 1.5 0.6 139 216 14 200 22 000 2 800 3 700

32917XU 85 120 23 23 18 1.5 1.5 0.6 94.0 157 9 600 16 100 2 800 3 800
32017XU 85 130 29 29 22 1.5 1.5 0.6 142 224 14 400 22 900 2 600 3 500

32918XU 90 125 23 23 18 1.5 1.5 0.6 97.5 168 9 950 17 100 2 700 3 600
32018XU 90 140 32 32 24 2 1.5 0.6 168 270 17 200 27 600 2 500 3 300

32919XU 95 130 23 23 18 1.5 1.5 0.6 101 178 10 300 18 200 2 500 3 400
32019XU 95 145 32 32 24 2 1.5 0.6 171 280 17 500 28 600 2 300 3 100
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T

C

φD φd

a

B

r1
r2

r2

r

32920XU 100 140 25 25 20 1.5 1.5 0.6 121 206 12 300 21 000 2 400 3 200
32020XU 100 150 32 32 24 2 1.5 0.6 170 281 17 300 28 600 2 200 3 000

32921XA 105 145 25 25 20 1.5 1.5 0.6 126 219 12 800 22 400 2 300 3 000
32021XU 105 160 35 35 26 2.5 2 0.6 201 335 20 500 34 000 2 100 2 800

32922XA 110 150 25 25 20 1.5 1.5 0.6 127 226 13 000 23 100 2 200 2 900
32022XU 110 170 38 38 29 2.5 2 0.6 236 390 24 000 39 500 2 000 2 700

32924XU 120 165 29 29 23 1.5 1.5 0.6 162 294 16 500 30 000 2 000 2 600
32024XU 120 180 38 38 29 2.5 2 0.6 245 420 25 000 43 000 1 800 2 500

32926XU 130 180 32 32 25 2 1.5 0.6 194 350 19 800 36 000 1 800 2 400
32026XU 130 200 45 45 34 2.5 2 0.6 320 545 32 500 55 500 1 700 2 200

32928XU 140 190 32 32 25 2 1.5 0.6 200 375 20 400 38 000 1 700 2 200
32028XU 140 210 45 45 34 2.5 2 0.6 330 580 33 500 59 500 1 600 2 100

32930XU 150 210 38 38 30 2.5 2 0.6 268 490 27 300 50 000 1 600 2 100
32030XU 150 225 48 48 36 3 2.5 1 370 655 37 500 67 000 1 400 1 900

32932XU 160 220 38 38 30 2.5 2 0.6 276 520 28 200 53 000 1 500 1 900
32032XU 160 240 51 51 38 3 2.5 1 435 790 44 500 80 500 1 400 1 800

32934XU 170 230 38 38 30 2.5 2 0.6 286 560 29 200 57 000 1 400 1 800
32034XU 170 260 57 57 43 3 2.5 1 500 895 51 000 91 000 1 300 1 700

32936XU 180 250 45 45 34 2.5 2 0.6 350 700 36 000 71 500 1 300 1 700

32938XU 190 260 45 45 34 2.5 2 0.6 355 710 36 000 72 000 1 200 1 600
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Sa

r1a

Sb

ra

φda φDbφDa φdb

108.5 107.5 131.5 127.5 135.5 4 5 1.5 1.5 24.5 0.33 1.82 1.00 1.14
110 109 141.5 134 144 6 8 2 1.5 32.5 0.46 1.31 0.72 1.91

113.5 113.5 136.5 131.5 140.5 5 5 1.5 1.5 25 0.34 1.76 0.97 1.2
117 116 150 143 154 6 9 2 2 34.5 0.44 1.35 0.74 2.42

118.5 117.5 141.5 137 145.5 5 5 1.5 1.5 26.5 0.36 1.69 0.93 1.23
122 122 160 152 163 7 9 2 2 36.5 0.43 1.39 0.77 3.07

128.5 128.5 156.5 150 160 6 6 1.5 1.5 29.5 0.35 1.72 0.95 1.77
132 131 170 161 173 7 9 2 2 39 0.46 1.31 0.72 3.25

140 139 171.5 163.5 174 6 7 2 1.5 31.5 0.34 1.77 0.97 2.36
142 144 190 178 192 8 11 2 2 43.5 0.43 1.38 0.76 4.96

150 150 181.5 177 184 6 6 2 1.5 34 0.36 1.67 0.92 2.51
152 153 200 187 202 8 11 2 2 46 0.46 1.31 0.72 5.28

162 162 200 192 202 7 8 2 2 36.5 0.33 1.83 1.01 3.92
164 164 213 200 216 8 12 2.5 2 49.5 0.46 1.31 0.72 6.37

172 170.5 210 199 213.5 7 8 2 2 38.5 0.35 1.73 0.95 4.15
174 175 228 213 231 8 13 2.5 2 52.5 0.46 1.31 0.72 7.8

182 183 220 213 222 7 8 2 2 42.5 0.38 1.57 0.86 4.4
184 187 248 230 249 10 14 2.5 2 56 0.44 1.35 0.74 10.5

192 193 240 225 241 8 11 2 2 54 0.48 1.25 0.69 6.54

202 204 250 235 251 8 11 2 2 55 0.48 1.26 0.69 6.77
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T

C

φD φd

a

B

r1
r2

r2

r

32920XU 100 140 25 25 20 1.5 1.5 0.6 121 206 12 300 21 000 2 400 3 200
32020XU 100 150 32 32 24 2 1.5 0.6 170 281 17 300 28 600 2 200 3 000

32921XA 105 145 25 25 20 1.5 1.5 0.6 126 219 12 800 22 400 2 300 3 000
32021XU 105 160 35 35 26 2.5 2 0.6 201 335 20 500 34 000 2 100 2 800

32922XA 110 150 25 25 20 1.5 1.5 0.6 127 226 13 000 23 100 2 200 2 900
32022XU 110 170 38 38 29 2.5 2 0.6 236 390 24 000 39 500 2 000 2 700

32924XU 120 165 29 29 23 1.5 1.5 0.6 162 294 16 500 30 000 2 000 2 600
32024XU 120 180 38 38 29 2.5 2 0.6 245 420 25 000 43 000 1 800 2 500

32926XU 130 180 32 32 25 2 1.5 0.6 194 350 19 800 36 000 1 800 2 400
32026XU 130 200 45 45 34 2.5 2 0.6 320 545 32 500 55 500 1 700 2 200

32928XU 140 190 32 32 25 2 1.5 0.6 200 375 20 400 38 000 1 700 2 200
32028XU 140 210 45 45 34 2.5 2 0.6 330 580 33 500 59 500 1 600 2 100

32930XU 150 210 38 38 30 2.5 2 0.6 268 490 27 300 50 000 1 600 2 100
32030XU 150 225 48 48 36 3 2.5 1 370 655 37 500 67 000 1 400 1 900

32932XU 160 220 38 38 30 2.5 2 0.6 276 520 28 200 53 000 1 500 1 900
32032XU 160 240 51 51 38 3 2.5 1 435 790 44 500 80 500 1 400 1 800

32934XU 170 230 38 38 30 2.5 2 0.6 286 560 29 200 57 000 1 400 1 800
32034XU 170 260 57 57 43 3 2.5 1 500 895 51 000 91 000 1 300 1 700

32936XU 180 250 45 45 34 2.5 2 0.6 350 700 36 000 71 500 1 300 1 700

32938XU 190 260 45 45 34 2.5 2 0.6 355 710 36 000 72 000 1 200 1 600
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290

BST17X47-1B
17 47 15 1 0.6

24.3 39.5 52.5 37.5 75.0 113
BST17X47-1BLXL 2 470 4 000 5 350 3 850 7 650 11 500

BST20X47-1B
20 47 15 1 0.6

24.3 39.5 52.5 37.5 75.0 113
BST20X47-1BLXL 2 470 4 000 5 350 3 850 7 650 11 500

BST25X62-1B
25 62 15 1 0.6

29.2 47.5 63.0 59.0 118 177
BST25X62-1BLXL 2 980 4 850 6 450 6 050 12 100 18 100

BST30X62-1B
30 62 15 1 0.6

29.2 47.5 63.0 59.0 118 177
BST30X62-1BLXL 2 980 4 850 6 450 6 050 12 100 18 100

BST35X72-1B
35 72 15 1 0.6

31.0 50.5 67.0 70.0 140 210
BST35X72-1BLXL 3 150 5 150 6 850 7 150 14 300 21 400

BST40X72-1B
40 72 15 1 0.6

31.0 50.5 67.0 70.0 140 210
BST40X72-1BLXL 3 150 5 150 6 850 7 150 14 300 21 400

BST40X90-1B
40 90 20 1 0.6

58.5 95.0 126 130 261 390
BST40X90-1BLXL 6 000 9 700 12 900 13 300 26 600 40 000

BST45X75-1B
45 75 15 1 0.6

32.0 52.0 69.5 77.5 155 232
BST45X75-1BLXL 3 300 5 350 7 100 7 900 15 800 23 700

BST45X100-1B
45 100 20 1 0.6

62.0 101 134 153 305 459
BST45X100-1BLXL 6 350 10 300 13 700 15 600 31 000 47 000

BST50X100-1B
50 100 20 1 0.6

62.0 101 134 153 305 459
BST50X100-1BLXL 6 350 10 300 13 700 15 600 31 000 47 000

BST55X100-1B
55 100 20 1 0.6

62.0 101 134 153 305 459
BST55X100-1BLXL 6 350 10 300 13 700 15 600 31 000 47 000

BST55X120-1B
55 120 20 1 0.6

66.5 108 143 183 365 550
BST55X120-1BLXL 6 750 11 000 14 600 18 700 37 500 56 000

BST60X120-1B
60 120 20 1 0.6

66.5 108 143 183 365 550
BST60X120-1BLXL 6 750 11 000 14 600 18 700 37 500 56 000
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29.9 
27.1 

37.1 
40.8 

3.3 
25.7 51.5 77.0

25.7 41.2 2 620 5 250 7 850

29.9 
27.1

37.1 
40.8

3.3 
25.7 51.5 77.0

25.7 41.2 2 620 5 250 7 850

44.4 
41.6

51.6 
55.3

4.6
40.0 80.5 121

40.2 55.7 4 100 8 200 12 300

44.4 
41.6

51.6 
55.3

4.6 
40.0 80.5 121

40.2 55.7 4 100 8 200 12 300

52.4 
49.6

59.6 
63.2

5.4 
47.5 95.0 143

48.2 63.7 4 850 9 700 14 600

52.4 
49.6

59.6 
63.2

5.4
47.5 95.0 143

48.2 63.7 4 850 9 700 14 600

64.8 
60.7

75.2 
80.4

12 
88.5 177 265

59.1 81.6 9 000 18 000 27 000

58.4 
55.6

65.6 
69.2

6.0
52.5 177 158

54.2 69.7 5 350 10 700 16 100

75.8 
71.7

86.2 
91.4 

13
104 208 315

70.1 92.6 10 600 21 200 32 000

75.8 
71.7

86.2 
91.4 

13
104 208 315

70.1 92.6 10 600 21 200 32 000

75.8 
71.7

86.2 
91.4 

13
104 208 315

70.1 92.6 10 600 21 200 32 000

90.8 
86.7

101.2 
106.4

16
124 249 375

85.1 107.6 12 700 25 400 38 000

90.8 
86.7

101.2 
106.4

16
124 249 375

85.1 107.6 12 700 25 400 38 000
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BST17X47-1B
17 47 15 1 0.6

24.3 39.5 52.5 37.5 75.0 113
BST17X47-1BLXL 2 470 4 000 5 350 3 850 7 650 11 500

BST20X47-1B
20 47 15 1 0.6

24.3 39.5 52.5 37.5 75.0 113
BST20X47-1BLXL 2 470 4 000 5 350 3 850 7 650 11 500

BST25X62-1B
25 62 15 1 0.6

29.2 47.5 63.0 59.0 118 177
BST25X62-1BLXL 2 980 4 850 6 450 6 050 12 100 18 100

BST30X62-1B
30 62 15 1 0.6

29.2 47.5 63.0 59.0 118 177
BST30X62-1BLXL 2 980 4 850 6 450 6 050 12 100 18 100

BST35X72-1B
35 72 15 1 0.6

31.0 50.5 67.0 70.0 140 210
BST35X72-1BLXL 3 150 5 150 6 850 7 150 14 300 21 400

BST40X72-1B
40 72 15 1 0.6

31.0 50.5 67.0 70.0 140 210
BST40X72-1BLXL 3 150 5 150 6 850 7 150 14 300 21 400

BST40X90-1B
40 90 20 1 0.6

58.5 95.0 126 130 261 390
BST40X90-1BLXL 6 000 9 700 12 900 13 300 26 600 40 000

BST45X75-1B
45 75 15 1 0.6

32.0 52.0 69.5 77.5 155 232
BST45X75-1BLXL 3 300 5 350 7 100 7 900 15 800 23 700

BST45X100-1B
45 100 20 1 0.6

62.0 101 134 153 305 459
BST45X100-1BLXL 6 350 10 300 13 700 15 600 31 000 47 000

BST50X100-1B
50 100 20 1 0.6

62.0 101 134 153 305 459
BST50X100-1BLXL 6 350 10 300 13 700 15 600 31 000 47 000

BST55X100-1B
55 100 20 1 0.6

62.0 101 134 153 305 459
BST55X100-1BLXL 6 350 10 300 13 700 15 600 31 000 47 000

BST55X120-1B
55 120 20 1 0.6

66.5 108 143 183 365 550
BST55X120-1BLXL 6 750 11 000 14 600 18 700 37 500 56 000

BST60X120-1B
60 120 20 1 0.6

66.5 108 143 183 365 550
BST60X120-1BLXL 6 750 11 000 14 600 18 700 37 500 56 000
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2A-BST17X47-1B
17 47 15 1 0.6

24.3 39.5 52.5 37.5 75.0 113
2A-BST17X47-1BLXL 2 470 4 000 5 350 3 850 7 650 11 500

2A-BST20X47-1B
20 47 15 1 0.6

24.3 39.5 52.5 37.5 75.0 113
2A-BST20X47-1BLXL 2 470 4 000 5 350 3 850 7 650 11 500

2A-BST25X62-1B
25 62 15 1 0.6

29.2 47.5 63.0 59.0 118 177
2A-BST25X62-1BLXL 2 980 4 850 6 450 6 050 12 100 18 100

2A-BST30X62-1B
30 62 15 1 0.6

29.2 47.5 63.0 59.0 118 177
2A-BST30X62-1BLXL 2 980 4 850 6 450 6 050 12 100 18 100

2A-BST35X72-1B
35 72 15 1 0.6

31.0 50.5 67.0 70.0 140 210
2A-BST35X72-1BLXL 3 150 5 150 6 850 7 150 14 300 21 400

2A-BST40X72-1B
40 72 15 1 0.6

31.0 50.5 67.0 70.0 140 210
2A-BST40X72-1BLXL 3 150 5 150 6 850 7 150 14 300 21 400

2A-BST40X90-1B
40 90 20 1 0.6

58.5 95.0 126 130 261 390
2A-BST40X90-1BLXL 6 000 9 700 12 900 13 300 26 600 40 000

2A-BST45X75-1B
45 75 15 1 0.6

32.0 52.0 69.5 77.5 155 232
2A-BST45X75-1BLXL 3 300 5 350 7 100 7 900 15 800 23 700

2A-BST45X100-1B
45 100 20 1 0.6

62.0 101 134 153 305 459
2A-BST45X100-1BLXL 6 350 10 300 13 700 15 600 31 000 47 000

2A-BST50X100-1B
50 100 20 1 0.6

62.0 101 134 153 305 459
2A-BST50X100-1BLXL 6 350 10 300 13 700 15 600 31 000 47 000

2A-BST55X100-1B
55 100 20 1 0.6

62.0 101 134 153 305 459
2A-BST55X100-1BLXL 6 350 10 300 13 700 15 600 31 000 47 000

2A-BST55X120-1B
55 120 20 1 0.6

66.5 108 143 183 365 550
2A-BST55X120-1BLXL 6 750 11 000 14 600 18 700 37 500 56 000

2A-BST60X120-1B
60 120 20 1 0.6

66.5 108 143 183 365 550
2A-BST60X120-1BLXL 6 750 11 000 14 600 18 700 37 500 56 000
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29.9 
27.1 

37.1 
40.8

4.3 
25.7 51.5 77.0

25.7 41.2 2 620 5 250 7 850

29.9 
27.1 

37.1 
40.8

4.3 
25.7 51.5 77.0

25.7 41.2 2 620 5 250 7 850

44.4 
41.6

51.6 
55.3

6.1
40.0 80.5 121

40.2 55.7 4 100 8 200 12 300

44.4 
41.6

51.6 
55.3

6.1 
40.0 80.5 121

40.2 55.7 4 100 8 200 12 300

52.4 
49.6

59.6 
63.2

7.1 
47.5 95.0 143

48.2 63.7 4 850 9 700 14 600

52.4 
49.6

59.6 
63.2

7.1
47.5 95.0 143

48.2 63.7 4 850 9 700 14 600

64.8 
60.7

75.2 
80.4

17 
88.5 177 265

59.1 81.6 9 000 18 000 27 000

58.4 
55.6

65.6 
69.2

7.9
52.5 177 158

54.2 69.7 5 350 10 700 16 100

75.8 
71.7

86.2 
91.4

20
104 208 315

70.1 92.6 10 600 21 200 32 000

75.8 
71.7

86.2 
91.4

20
104 208 315

70.1 92.6 10 600 21 200 32 000

75.8 
71.7

86.2 
91.4

20
104 208 315

70.1 92.6 10 600 21 200 32 000

90.8 
86.7

101.2 
106.4

17
124 249 375

85.1 107.6 12 700 25 400 38 000

90.8 
86.7

101.2 
106.4

17
124 249 375

85.1 107.6 12 700 25 400 38 000
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2A-BST17X47-1B
17 47 15 1 0.6

24.3 39.5 52.5 37.5 75.0 113
2A-BST17X47-1BLXL 2 470 4 000 5 350 3 850 7 650 11 500

2A-BST20X47-1B
20 47 15 1 0.6

24.3 39.5 52.5 37.5 75.0 113
2A-BST20X47-1BLXL 2 470 4 000 5 350 3 850 7 650 11 500

2A-BST25X62-1B
25 62 15 1 0.6

29.2 47.5 63.0 59.0 118 177
2A-BST25X62-1BLXL 2 980 4 850 6 450 6 050 12 100 18 100

2A-BST30X62-1B
30 62 15 1 0.6

29.2 47.5 63.0 59.0 118 177
2A-BST30X62-1BLXL 2 980 4 850 6 450 6 050 12 100 18 100

2A-BST35X72-1B
35 72 15 1 0.6

31.0 50.5 67.0 70.0 140 210
2A-BST35X72-1BLXL 3 150 5 150 6 850 7 150 14 300 21 400

2A-BST40X72-1B
40 72 15 1 0.6

31.0 50.5 67.0 70.0 140 210
2A-BST40X72-1BLXL 3 150 5 150 6 850 7 150 14 300 21 400

2A-BST40X90-1B
40 90 20 1 0.6

58.5 95.0 126 130 261 390
2A-BST40X90-1BLXL 6 000 9 700 12 900 13 300 26 600 40 000

2A-BST45X75-1B
45 75 15 1 0.6

32.0 52.0 69.5 77.5 155 232
2A-BST45X75-1BLXL 3 300 5 350 7 100 7 900 15 800 23 700

2A-BST45X100-1B
45 100 20 1 0.6

62.0 101 134 153 305 459
2A-BST45X100-1BLXL 6 350 10 300 13 700 15 600 31 000 47 000

2A-BST50X100-1B
50 100 20 1 0.6

62.0 101 134 153 305 459
2A-BST50X100-1BLXL 6 350 10 300 13 700 15 600 31 000 47 000

2A-BST55X100-1B
55 100 20 1 0.6

62.0 101 134 153 305 459
2A-BST55X100-1BLXL 6 350 10 300 13 700 15 600 31 000 47 000

2A-BST55X120-1B
55 120 20 1 0.6

66.5 108 143 183 365 550
2A-BST55X120-1BLXL 6 750 11 000 14 600 18 700 37 500 56 000

2A-BST60X120-1B
60 120 20 1 0.6

66.5 108 143 183 365 550
2A-BST60X120-1BLXL 6 750 11 000 14 600 18 700 37 500 56 000



294

BST17X47
2 060 210 635 65 2 840 290 930 95 4 100 420 1 270 130

2A-BST17X47

BST20X47
2 060 210 635 65 2 840 290 930 95 4 100 420 1 270 130

2A-BST20X47

BST25X62
3 250 330 980 100 4 400 450 1 370 140 6 450 660 1 960 200

2A-BST25X62

BST30X62
3 250 330 980 100 4 400 450 1 370 140 6 450 660 1 960 200

2A-BST30X62

BST35X72
3 800 390 1130 115 5 200 530 1 620 165 7 650 780 2 260 230

2A-BST35X72

BST40X72
3 800 390 1130 115 5 200 530 1 620 165 7 650 780 2 260 230

2A-BST40X72

BST40X90
7 050 720 1470 150 9 600 980 2 110 215 14 100 1 440 2 940 300

2A-BST40X90

BST45X75
4 200 430 1230 125 5 700 580 1 770 180 8 450 860 2 500 255

2A-BST45X75

BST45X100
8 250 840 1720 175 11 200 1 140 2 450 250 16 500 1 680 3 450 350

2A-BST45X100

BST50X100
8 250 840 1720 175 11 200 1 140 2 450 250 16 500 1 680 3 450 350

2A-BST50X100

BST55X100
8 250 840 1720 175 11 200 1 140 2 450 250 16 500 1 680 3 450 350

2A-BST55X100

BST55X120
9 900 1 010 2010 205 13 400 1 370 2 890 295 19 800 2 020 4 050 415

2A-BST55X120

BST60X120
9 900 1 010 2010 205 13 400 1 370 2 890 295 19 800 2 020 4 050 415

2A-BST60X120



295

BST17X47
1 000 102 490 50 1 370 140 735 75 1 960 200 980 100

2A-BST17X47

BST20X47
1 000 102 490 50 1 370 140 735 75 1 960 200 980 100

2A-BST20X47

BST25X62
1 470 150 735 75 1 960 200 1 080 110 2 940 300 1 470 150

2A-BST25X62

BST30X62
1 560 159 735 75 2 160 220 1 080 110 3 150 320 1 470 150

2A-BST30X62

BST35X72
1 760 180 885 90 2 350 240 1 270 130 3 550 360 1 770 180

2A-BST35X72

BST40X72
1 860 190 885 90 2 550 260 1 270 130 3 700 380 1 770 180

2A-BST40X72

BST40X90
2 370 240 980 100 3 230 330 1 470 150 4 700 480 2 060 210

2A-BST40X90

BST45X75
2 000 200 980 100 2 650 270 1 370 140 3 900 400 1 960 200

2A-BST45X75

BST45X100
2 880 290 1 180 120 3 800 390 1 770 180 5 700 580 2 450 250

2A-BST45X100

BST50X100
3 010 310 1 180 120 4 100 420 1 770 180 6 100 620 2 450 250

2A-BST50X100

BST55X100
3 010 310 1 180 120 4 100 420 1 770 180 6 100 620 2 450 250

2A-BST55X100

BST55X120
3 520 360 1 370 140 4 800 490 2 060 210 7 050 720 2 840 290

2A-BST55X120

BST60X120
3 520 360 1 370 140 4 800 490 2 060 210 7 050 720 2 840 290

2A-BST60X120

294

BST17X47
2 060 210 635 65 2 840 290 930 95 4 100 420 1 270 130

2A-BST17X47

BST20X47
2 060 210 635 65 2 840 290 930 95 4 100 420 1 270 130

2A-BST20X47

BST25X62
3 250 330 980 100 4 400 450 1 370 140 6 450 660 1 960 200

2A-BST25X62

BST30X62
3 250 330 980 100 4 400 450 1 370 140 6 450 660 1 960 200

2A-BST30X62

BST35X72
3 800 390 1130 115 5 200 530 1 620 165 7 650 780 2 260 230

2A-BST35X72

BST40X72
3 800 390 1130 115 5 200 530 1 620 165 7 650 780 2 260 230

2A-BST40X72

BST40X90
7 050 720 1470 150 9 600 980 2 110 215 14 100 1 440 2 940 300

2A-BST40X90

BST45X75
4 200 430 1230 125 5 700 580 1 770 180 8 450 860 2 500 255

2A-BST45X75

BST45X100
8 250 840 1720 175 11 200 1 140 2 450 250 16 500 1 680 3 450 350

2A-BST45X100

BST50X100
8 250 840 1720 175 11 200 1 140 2 450 250 16 500 1 680 3 450 350

2A-BST50X100

BST55X100
8 250 840 1720 175 11 200 1 140 2 450 250 16 500 1 680 3 450 350

2A-BST55X100

BST55X120
9 900 1 010 2010 205 13 400 1 370 2 890 295 19 800 2 020 4 050 415

2A-BST55X120

BST60X120
9 900 1 010 2010 205 13 400 1 370 2 890 295 19 800 2 020 4 050 415

2A-BST60X120



296

BSTU2068LLX 20 68 28 0.6 53 6.8 31.0 3 200 48.0 4 900 24.0 2 450 6 000 30.1 43
BSTU2575LLX 25 75 28 0.6 58 6.8 34.0 3 450 58.0 5 950 28.5 2 910 5 000 36.1 49

BSTU3080LLX 30 80 28 0.6 63 6.8 36.5 3 700 68.5 6 950 33.0 3 350 4 500 41.1 54
BSTU30100LLX 30 100 38 0.6 80 8.8 73.5 7 500 121 12 400 61.5 6 250 4 000 47.1 65
BSTU40100LLX 40 100 34 0.6 80 8.8 52.0 5 300 106 10 800 50.5 5 150 3 500 54.1 68.9
BSTU40115LLX 40 115 46 0.6 94 8.8 89.0 9 050 167 17 000 82.5 8 400 3 200 61.1 80.2
BSTU90190LLX 90 190 55 0.6 165 11 158 16 100 415 42 000 195 19 900 1 700 116.1 138.7

BSTU100200LLX 100 200 55 0.6 175 11 160 16 300 435 44 500 205 20 900 1 500 128.1 150.7



42 26 M6 4×90˚ 2 100 215 0.60 0.2 675 150 0.25 BSTU2068LLX

48 32 M6 4×90˚ 2 400 245 0.72 0.3 790 230 0.45 BSTU2575LLX

53 37 M6 6×60˚ 2 700 275 0.78 0.3 900 315 0.68 BSTU3080LLX

64 39 M8 8×45˚ 4 800 490 1.71 0.8 1 040 500 1.99 BSTU30100LLX

68 49 M8 4×90˚ 3 200 325 1.46 0.4 1 050 610 2.16 BSTU40100LLX

80 52 M8 12×30˚ 5 800 590 2.57 1.0 1 260 960 5.52 BSTU40115LLX

137 104 M10 8×45˚ 8 200 835 7.95 1.5 2 010 4 700 60.0 BSTU90910LLX

150 116 M10 8×45˚ 8 800 900 8.47 1.7 2 130 5 800 83.8 BSTU100200LLX

297296

BSTU2068LLX 20 68 28 0.6 53 6.8 31.0 3 200 48.0 4 900 24.0 2 450 6 000 30.1 43
BSTU2575LLX 25 75 28 0.6 58 6.8 34.0 3 450 58.0 5 950 28.5 2 910 5 000 36.1 49

BSTU3080LLX 30 80 28 0.6 63 6.8 36.5 3 700 68.5 6 950 33.0 3 350 4 500 41.1 54
BSTU30100LLX 30 100 38 0.6 80 8.8 73.5 7 500 121 12 400 61.5 6 250 4 000 47.1 65
BSTU40100LLX 40 100 34 0.6 80 8.8 52.0 5 300 106 10 800 50.5 5 150 3 500 54.1 68.9
BSTU40115LLX 40 115 46 0.6 94 8.8 89.0 9 050 167 17 000 82.5 8 400 3 200 61.1 80.2
BSTU90190LLX 90 190 55 0.6 165 11 158 16 100 415 42 000 195 19 900 1 700 116.1 138.7

BSTU100200LLX 100 200 55 0.6 175 11 160 16 300 435 44 500 205 20 900 1 500 128.1 150.7



298

BSTU2068LLXD2 20 68 56 0.6 53 6.8 50.5 5 150 96.0 9 800 48.0 4 900 6 000 30.1 43
BSTU2575LLXD2 25 75 56 0.6 58 6.8 55.0 5 600 116 11 900 57.0 5 820 5 000 36.1 49

BSTU3080LLXD2 30 80 56 0.6 63 6.8 59.0 6 000 137 13 900 65.0 6 700 4 500 41.1 54
BSTU40100LLXD2 40 100 68 0.6 80 8.8 84.0 8 600 212 21 600 101 10 300 3 500 54.1 68.9
BSTU40115LLXD2 40 115 92 0.6 94 8.8 144 14 700 335 34 000 165 16 800 3 200 61.1 80.2



299

42 26 M6 8×45˚ 4 200 430 1.20 0.5 1 350 340 0.50 BSTU2068LLXD2

48 32 M6 8×45˚ 4 800 490 1.44 0.5 1 580 510 0.90 BSTU2575LLXD2

53 37 M6 12×30˚ 5 400 550 1.56 0.6 1 800 690 1.36 BSTU3080LLXD2

68 49 M8 8×45˚ 6 350 650 2.92 0.8 2 100 1 310 4.32 BSTU40100LLXD2

80 52 M8 12×30˚ 11 600 1 180 5.14 2.0 2 520 2 150 11.0 BSTU40115LLXD2

298

BSTU2068LLXD2 20 68 56 0.6 53 6.8 50.5 5 150 96.0 9 800 48.0 4 900 6 000 30.1 43
BSTU2575LLXD2 25 75 56 0.6 58 6.8 55.0 5 600 116 11 900 57.0 5 820 5 000 36.1 49

BSTU3080LLXD2 30 80 56 0.6 63 6.8 59.0 6 000 137 13 900 65.0 6 700 4 500 41.1 54
BSTU40100LLXD2 40 100 68 0.6 80 8.8 84.0 8 600 212 21 600 101 10 300 3 500 54.1 68.9
BSTU40115LLXD2 40 115 92 0.6 94 8.8 144 14 700 335 34 000 165 16 800 3 200 61.1 80.2



300

79M6ADB 79M6ADF 6 15 10 0.2 0.1 2.05 2.09 209 213 9.9 8.4 11.1 12.9 11.1 1.1 1

70M6DB 70M6DF 6 17 12 0.3 0.15 2.67 2.41 273 246 9.8 ― 13.2 14.8 12.7 0.7 2

79M8ADB 79M8ADF 8 19 12 0.3 0.15 2.93 3.25 298 335 12.6 10.9 14.4 16.4 13.9 1.9 1

70M8DB 70M8DF 8 22 14 0.3 0.15 4.40 4.40 450 445 12.8 ― 17.2 19.1 15.8 1.8 2

7000HTDB 7000HTDF 10 26 16 0.3 0.15 6.10 6.30 620 640 15.5 ― 20.3 22.7 18.4 2.4 2

7001HTDB 7001HTDF 12 28 16 0.3 0.15 6.65 7.45 680 760 18.1 ― 22.9 25.4 20.0 4.0 2

7002HTDB 7002HTDF 15 32 18 0.3 0.15 7.60 9.50 775 970 21.1 ― 25.9 28.4 22.7 4.7 2

7203HTDB 7203HTDF 17 40 24 0.6 0.3 13.8 16.4 1 400 1 670 25.0 ― 32.0 36.2 28.8 4.8 2

7004HTDB 7004HTDF 20 42 24 0.6 0.3 12.8 17.0 1 300 1 730 28.4 ― 34.7 38.1 30.3 6.3 2

7204HTDB 7204HTDF 20 47 28 1.0 0.6 17.9 23.1 1 830 2 360 30.5 ― 38.6 42.7 34.1 6.1 2

7205HTDB 7205HTDF 25 52 30 1.0 0.6 20.2 28.8 2 060 2 940 35.0 ― 43.0 47.2 37.7 7.7 2

7206HTDB 7206HTDF 30 62 32 1.0 0.6 28.1 41.5 2 860 4 200 41.7 ― 51.4 56.3 43.1 11.1 2

7207HTDB 7207HTDF 35 72 34 1.1 0.6 37.0 56.0 3 800 5 750 47.9 ― 59.2 64.9 48.2 14.2 2

7208HTDB 7208HTDF 40 80 36 1.1 0.6 44.0 71.0 4 500 7 200 54.0 ― 66.0 72.2 52.9 16.9 2



301

1.83 187 3.66 374 20 2 27 3 37 3.8 55 5.6 0.4 0.6 39 4 53 5.5 48 4.9 67 6.8     1.0      1.1

1.01 103 2.02 206 29 3 39 4 37 3.8 53 5.4 0.8 1.0 49 5 67 7 45 4.6 65 6.6     1.5      2.2

2.14 219 4.28 438 29 3 39 4 48 4.9 68 6.9 0.7 0.9 59 6 80 8 62 6.3 88 9.0     1.7      2.3

1.53 156 3.06 312 49 5 67 7 52 5.3 75 7.6 1.6 2.2 98 10 133 14 67 6.9 97 9.9     4.0      5.7

3.10 314 6.20 628 147 15 200 20 82 8.4 116 11.8 7.4 9.7 196 20 266 27 92 9.4 131 13.3    11.0    14.7

3.25 331 6.50 662 147 15 200 20 88 9.0 125 12.7 7.2 9.5 196 20 266 27 99 10.1 140 14.3   10.8    14.4

4.00 407 8.00 814 147 15 200 20 100 10.2 141 14.4 6.9 9.1 294 30 400 41 131 13.4 187 19.1    18.1    24.7

5.85 595 11.7 1 190 294 30 400 41 126 12.9 180 18.4 20.5 27.9 390 40 530 54 141 14.4 201 20.5    30.5    40.8

7.55 770 15.1 1 540 294 30 400 41 139 14.2 199 20.3 19.3 26.2 490 50 665 68 170 17.3 242 24.7    39.3    53.1

9.50 970 19.0 1 940 490 50 665 68 168 17.2 240 24.5 41.5 56.1 785 80 1070 109 203 20.7 289 29.5    79.7  108

11.5 1 170 23.0 2 340 490 50 665 68 188 19.2 269 27.4 39.7 53.7 785 80 1070 109 226 23.1 323 32.9    76.4  104

16.3 1 660 32.6 3 320 490 50 665 68 197 20.0 281 28.6 41.3 55.8 785 80 1070 109 235 24.0 336 34.2    79.4  108

21.9 2 230 43.8 4 470 885 90 1200 122 255 26.0 363 37.1 96.4 130 1470 150 2000 204 311 31.7 443 45.2  196 265

27.1 2 770 54.2 5 540 885 90 1200 122 272 27.8 389 39.6 95.8 129 1470 150 2000 204 331 33.8 473 48.2  195     264

300

79M6ADB 79M6ADF 6 15 10 0.2 0.1 2.05 2.09 209 213 9.9 8.4 11.1 12.9 11.1 1.1 1

70M6DB 70M6DF 6 17 12 0.3 0.15 2.67 2.41 273 246 9.8 ― 13.2 14.8 12.7 0.7 2

79M8ADB 79M8ADF 8 19 12 0.3 0.15 2.93 3.25 298 335 12.6 10.9 14.4 16.4 13.9 1.9 1

70M8DB 70M8DF 8 22 14 0.3 0.15 4.40 4.40 450 445 12.8 ― 17.2 19.1 15.8 1.8 2

7000HTDB 7000HTDF 10 26 16 0.3 0.15 6.10 6.30 620 640 15.5 ― 20.3 22.7 18.4 2.4 2

7001HTDB 7001HTDF 12 28 16 0.3 0.15 6.65 7.45 680 760 18.1 ― 22.9 25.4 20.0 4.0 2

7002HTDB 7002HTDF 15 32 18 0.3 0.15 7.60 9.50 775 970 21.1 ― 25.9 28.4 22.7 4.7 2

7203HTDB 7203HTDF 17 40 24 0.6 0.3 13.8 16.4 1 400 1 670 25.0 ― 32.0 36.2 28.8 4.8 2

7004HTDB 7004HTDF 20 42 24 0.6 0.3 12.8 17.0 1 300 1 730 28.4 ― 34.7 38.1 30.3 6.3 2

7204HTDB 7204HTDF 20 47 28 1.0 0.6 17.9 23.1 1 830 2 360 30.5 ― 38.6 42.7 34.1 6.1 2

7205HTDB 7205HTDF 25 52 30 1.0 0.6 20.2 28.8 2 060 2 940 35.0 ― 43.0 47.2 37.7 7.7 2

7206HTDB 7206HTDF 30 62 32 1.0 0.6 28.1 41.5 2 860 4 200 41.7 ― 51.4 56.3 43.1 11.1 2

7207HTDB 7207HTDF 35 72 34 1.1 0.6 37.0 56.0 3 800 5 750 47.9 ― 59.2 64.9 48.2 14.2 2

7208HTDB 7208HTDF 40 80 36 1.1 0.6 44.0 71.0 4 500 7 200 54.0 ― 66.0 72.2 52.9 16.9 2



302

AXN2052 20 20 52 42 40 16 25 2 0.6 0.6 15.1 22.4 1 540 2 280 14.6 58.0

AXN2557 25 25 57 47 44 20 30 2 0.6 0.6 22.1 34.0 2 260 3 500 16.3 69.5

AXN3062 30 30 62 52 44 20 35 2 0.6 0.6 24.8 41.5 2 520 4 250 17.8 81.5

AXN3570 35 35 70 60 48 20 40 3 1 0.6 26.4 47.0 2 700 4 800 27.4 110

AXN4075 40 40 75 65 48 20 45 3 1 0.6 28.0 52.5 2 860 5 400 29.8 128

AXN4580 45 45 80 70 54 25 50 3 1 0.6 38.5 74.5 3 950 7 550 31.5 143

AXN5090 50 50 90 78 54 25 55 3 1 0.6 41.0 82.0 4 150 8 400 38.0 186

＋0.061
＋0.040

＋0.061
＋0.040

＋0.061
＋0.040

＋0.075
＋0.050

＋0.075
＋0.050

＋0.075
＋0.050

＋0.075
＋0.050



303

1 490 5 900 1 800 7 000 10 30 39 46 0.6 0.6 1 300 330 0.400 AXN2052

1 660 7 100 1 500 6 000 10 30 44 51 0.6 0.6 1 450 400 0.520 AXN2557

1 820 8 300 1 400 5 500 10 40 50 56 0.6 0.6 1 600 550 0.590 AXN3062

2 790 11 300 1 200 4 700 10 40 56 64 1 0.6 2 450 900 0.800 AXN3570

3 050 13 100 1 100 4 300 10 40 62 69 1 0.6 2 650 1 050 0.890 AXN4075

3 250 14 500 1 000 3 900 10 40 67 74 1 0.6 2 800 1 200 1.00 AXN4580

3 850 19 000 900 3 500 15 50 75 83 1 0.6 3 400 1 600 1.42 AXN5090

302

AXN2052 20 20 52 42 40 16 25 2 0.6 0.6 15.1 22.4 1 540 2 280 14.6 58.0

AXN2557 25 25 57 47 44 20 30 2 0.6 0.6 22.1 34.0 2 260 3 500 16.3 69.5

AXN3062 30 30 62 52 44 20 35 2 0.6 0.6 24.8 41.5 2 520 4 250 17.8 81.5

AXN3570 35 35 70 60 48 20 40 3 1 0.6 26.4 47.0 2 700 4 800 27.4 110

AXN4075 40 40 75 65 48 20 45 3 1 0.6 28.0 52.5 2 860 5 400 29.8 128

AXN4580 45 45 80 70 54 25 50 3 1 0.6 38.5 74.5 3 950 7 550 31.5 143

AXN5090 50 50 90 78 54 25 55 3 1 0.6 41.0 82.0 4 150 8 400 38.0 186

＋0.061
＋0.040

＋0.061
＋0.040

＋0.061
＋0.040

＋0.075
＋0.050

＋0.075
＋0.050

＋0.075
＋0.050

＋0.075
＋0.050
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＋0.061
＋0.040

＋0.061
＋0.040

＋0.061
＋0.040

＋0.061
＋0.040

＋0.061
＋0.040

＋0.061
＋0.040

＋0.075
＋0.050

＋0.075
＋0.050

＋0.075
＋0.050

＋0.075
＋0.050

＋0.075
＋0.050

＋0.075
＋0.050

＋0.075
＋0.050

＋0.075
＋0.050

＋0.090
＋0.060

＋0.090
＋0.060

＋0.090
＋0.060

＋0.090
＋0.060

ARN2052T2 20 20 52 42 46 16 25 5 0.6 0.6 15.1 22.4 1 540 2 280 27.3 68.0

ARN2062 20 20 62 52 60 20 30 7.5 1 0.6 22.1 34.0 2 260 3 500 53.5 129

ARN2557T2 25 25 57 47 50 20 30 5 0.6 0.6 22.1 34.0 2 260 3 500 27.8 72.5

ARN2572 25 25 72 62 60 20 35 7.5 1 0.6 24.8 41.5 2 520 4 250 54.5 139

ARN3062T2 30 30 62 52 50 20 35 5 0.6 0.6 24.8 41.5 2 520 4 250 31.0 87.0

ARN3080 30 30 80 68 66 20 40 9 1 0.6 26.4 47.0 2 700 4 800 74.5 190

ARN3570T2 35 35 70 60 54 20 40 6 1 0.6 26.4 47.0 2 700 4 800 43.0 121

ARN3585 35 35 85 73 66 20 45 9 1 0.6 28.0 52.5 2 860 5 400 82.0 222

ARN4075T2 40 40 75 65 54 20 45 6 1 0.6 28.0 52.5 2 860 5 400 45.5 135

ARN4090 40 40 90 78 75 25 50 9 1 0.6 38.5 74.5 3 950 7 550 85.0 238

ARN4580T2 45 45 80 70 60 25 50 6 1 0.6 38.5 74.5 3 950 7 550 48.0 150

ARN45105 45 45 105 90 82 25 55 11 1 0.6 41.0 82.0 4 150 8 400 121 340

ARN5090 50 50 90 78 60 25 55 6 1 0.6 41.0 82.0 4 150 8 400 62.5 215

ARN50110 50 50 110 95 82 25 60 11 1.1 0.6 41.0 85.0 4 200 8 700 125 365

ARN55115 55 55 115 100 82 25 65 11 1.1 0.6 44.5 98.0 4 550 10 000 130 385

ARN60120 60 60 120 105 82 25 70 11 1.1 0.6 45.0 91.5 4 600 9 350 134 410

ARN65125 65 65 125 110 82 25 75 11 1.1 0.6 55.0 104 5 600 10 600 138 435

ARN70130 70 70 130 115 82 25 80 11 1.1 0.6 57.0 119 5 800 12 200 142 460



305

2 780 6 900 1 800 7 000 10 30 39 46 0.6 0.6 2 500 430 0.440 ARN2052T2

5 450 13 100 1 500 6 000 10 30 48 56 1 0.6 4 950 1 150 0.910 ARN2062

2 840 7 400 1 500 6 000 10 30 44 51 0.6 0.6 2 600 500 0.560 ARN2557T2

5 550 14 200 1 200 4 900 10 40 56 66 1 0.6 5 050 1 400 1.22 ARN2572

3 150 8 900 1 400 5 500 10 40 49 56 0.6 0.6 2 900 650 0.630 ARN3062T2

7 600 19 400 1 100 4 400 10 40 63 73 1 0.6 6 900 2 100 1.54 ARN3080

4 350 12 400 1 200 4 800 10 40 56 64 1 0.6 3 950 1 050 0.850 ARN3570T2

8 350 22 600 1 000 4 100 10 40 68 77 1 0.6 7 600 2 500 1.67 ARN3585

4 650 13 800 1 100 4 400 10 40 61 69 1 0.6 4 200 1 250 0.930 ARN4075T2

8 650 24 200 950 3 800 10 40 73 87 1 0.6 7 850 2 850 2.15 ARN4090

4 900 15 300 1 000 4 000 10 40 66 74 1 0.6 4 450 1 550 1.16 ARN4580T2

12 300 34 500 850 3 300 15 50 83 96 1 0.6 11 200 4 350 3.16 ARN45105

6 350 21 900 900 3 600 15 50 75 83 1 0.6 5 800 2 050 1.48 ARN5090

12 800 37 000 800 3 100 15 50 88 101 1 0.6 11 600 4 900 3.38 ARN50110

13 200 39 500 750 2 900 15 50 93 106 1 0.6 12 000 5 500 3.61 ARN55115

13 700 42 000 700 2 700 15 50 98 111 1 0.6 12 400 6 000 3.81 ARN60120

14 100 44 500 650 2 600 15 50 103 116 1 0.6 12 800 6 500 4.00 ARN65125

14 500 47 000 650 2 500 15 50 106 121 1 0.6 13 200 7 000 4.25 ARN70130
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＋0.061
＋0.040

＋0.061
＋0.040

＋0.061
＋0.040

＋0.061
＋0.040

＋0.061
＋0.040

＋0.061
＋0.040

＋0.075
＋0.050

＋0.075
＋0.050

＋0.075
＋0.050

＋0.075
＋0.050

＋0.075
＋0.050

＋0.075
＋0.050

＋0.075
＋0.050

＋0.075
＋0.050

＋0.090
＋0.060

＋0.090
＋0.060

＋0.090
＋0.060

＋0.090
＋0.060

ARN2052T2 20 20 52 42 46 16 25 5 0.6 0.6 15.1 22.4 1 540 2 280 27.3 68.0

ARN2062 20 20 62 52 60 20 30 7.5 1 0.6 22.1 34.0 2 260 3 500 53.5 129

ARN2557T2 25 25 57 47 50 20 30 5 0.6 0.6 22.1 34.0 2 260 3 500 27.8 72.5

ARN2572 25 25 72 62 60 20 35 7.5 1 0.6 24.8 41.5 2 520 4 250 54.5 139

ARN3062T2 30 30 62 52 50 20 35 5 0.6 0.6 24.8 41.5 2 520 4 250 31.0 87.0

ARN3080 30 30 80 68 66 20 40 9 1 0.6 26.4 47.0 2 700 4 800 74.5 190

ARN3570T2 35 35 70 60 54 20 40 6 1 0.6 26.4 47.0 2 700 4 800 43.0 121

ARN3585 35 35 85 73 66 20 45 9 1 0.6 28.0 52.5 2 860 5 400 82.0 222

ARN4075T2 40 40 75 65 54 20 45 6 1 0.6 28.0 52.5 2 860 5 400 45.5 135

ARN4090 40 40 90 78 75 25 50 9 1 0.6 38.5 74.5 3 950 7 550 85.0 238

ARN4580T2 45 45 80 70 60 25 50 6 1 0.6 38.5 74.5 3 950 7 550 48.0 150

ARN45105 45 45 105 90 82 25 55 11 1 0.6 41.0 82.0 4 150 8 400 121 340

ARN5090 50 50 90 78 60 25 55 6 1 0.6 41.0 82.0 4 150 8 400 62.5 215

ARN50110 50 50 110 95 82 25 60 11 1.1 0.6 41.0 85.0 4 200 8 700 125 365

ARN55115 55 55 115 100 82 25 65 11 1.1 0.6 44.5 98.0 4 550 10 000 130 385

ARN60120 60 60 120 105 82 25 70 11 1.1 0.6 45.0 91.5 4 600 9 350 134 410

ARN65125 65 65 125 110 82 25 75 11 1.1 0.6 55.0 104 5 600 10 600 138 435

ARN70130 70 70 130 115 82 25 80 11 1.1 0.6 57.0 119 5 800 12 200 142 460
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KRX6×16×32-4/3AS KRX6×16×32-2/3AS 6 16 8 32 12 20 11 0.6 5 10 0.3

KRX8×19×32-9/3AS KRX8×19×32-7/3AS 8 19 10 32 12 20 11 0.6 5 10 0.5

KRX10×22×33-3/3AS KRX10×22×33-1/3AS 10 22 12 33 13 20 12 0.6 5 10 0.5

KRX10×26×33-4/3AS KRX10×26×33-2/3AS 10 26 12 33 13 20 12 0.6 5 10 0.5

KRX12×30×35-3/3AS KRX12×30×35/3AS 12 30 15 35 15 20 14 0.6 5 10 1.0

KRX12×32×35-3/3AS KRX12×32×35-1/3AS 12 32 15 35 15 20 14 0.6 5 10 1.0

KRX16×35×44.5-1/3AS KRX16×35×44.5-3/3AS 16 35 18 44.5 19.5 25 18 0.8 10 10 1.0

KRX18×40×46.5-6/3AS KRX18×40×46.5-4/3AS 18 40 22 46.5 21.5 25 20 0.8 10 10 1.0

KRX20×47×50.5-13/AS KRX20×47×50.5-3/3AS 20 47 25 50.5 25.5 25 24 0.8 10 10 1.0

KRX20×52×50.5-3/3AS KRX20×52×50.5-1/3AS 20 52 25 50.5 25.5 25 24 0.8 10 10 1.0

0
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0
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0
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0
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0
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0
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0
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0
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0
－0.011

0
－0.011

0
－0.011

0
－0.011

0
－0.013
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28 16 M6×1 8 ― 3

32 20 M8×1.25 10 ― 4

36 23 M10×1.25 12 4 4

36 23 M10×1.25 12 4 4

40 25 M12×1.5 13 6 6

40 25 M12×1.5 13 6 6

52 32.5 M16×1.5 17 6 6

58 36.5 M18×1.5 19 6 6

66 40.5 M20×1.5 21 8 8

66 40.5 M20×1.5 21 8 8

4 050
415

4 200
430

1 080
110

3 400
350

4 750
480

5 400
555

1 380
141

4 050
415

5 300
540

6 650
680

1 690
172

5 150
525

5 300
540

6 650
680

2 120
216

6 100
620

7 850
800

9 650
985

2 620
267

7 700
785

7 850
800

9 650
985

2 860
291

8 200
835

12 200
1 240

17 900
1 830

3 200
325

11 900
1 220

14 000
1 430

22 800
2 330

3 850
390

14 500
1 480

20 700
2 110

33 500
3 450

4 700
480

21 000
2 150

20 700
2 110

33 500
3 450

5 550
565

23 300
2 370

 0
－0.050

φD
φn

φ
d

1
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G
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KRX6×16×32-4/3AS KRX6×16×32-2/3AS 6 16 8 32 12 20 11 0.6 5 10 0.3

KRX8×19×32-9/3AS KRX8×19×32-7/3AS 8 19 10 32 12 20 11 0.6 5 10 0.5

KRX10×22×33-3/3AS KRX10×22×33-1/3AS 10 22 12 33 13 20 12 0.6 5 10 0.5

KRX10×26×33-4/3AS KRX10×26×33-2/3AS 10 26 12 33 13 20 12 0.6 5 10 0.5

KRX12×30×35-3/3AS KRX12×30×35/3AS 12 30 15 35 15 20 14 0.6 5 10 1.0

KRX12×32×35-3/3AS KRX12×32×35-1/3AS 12 32 15 35 15 20 14 0.6 5 10 1.0

KRX16×35×44.5-1/3AS KRX16×35×44.5-3/3AS 16 35 18 44.5 19.5 25 18 0.8 10 10 1.0

KRX18×40×46.5-6/3AS KRX18×40×46.5-4/3AS 18 40 22 46.5 21.5 25 20 0.8 10 10 1.0

KRX20×47×50.5-13/AS KRX20×47×50.5-3/3AS 20 47 25 50.5 25.5 25 24 0.8 10 10 1.0

KRX20×52×50.5-3/3AS KRX20×52×50.5-1/3AS 20 52 25 50.5 25.5 25 24 0.8 10 10 1.0

0
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－0.015

0
－0.018

0
－0.018

0
－0.018

0
－0.018

0
－0.021

0
－0.021

0
－0.008

0
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